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EXECUTIVE SUMMARY 

The Florida Department of Transportation (FDOT) District One is conducting a Project 
Development & Environment (PD&E) Study for SR 31 in Lee and Charlotte Counties. The limits 
of the study extend from SR 78 (Bayshore Road) in Lee County to Cook Brown Road in Charlotte 
County. The total project length is approximately 5.3 miles. The purpose of this PD&E study is to 
document the need for additional capacity within the study corridor and to evaluate the costs and 
impacts associated with providing this additional capacity. The primary need for additional 
capacity is to accommodate the anticipated growth in future traffic volumes that is primarily 
associated with the Babcock Ranch development that is currently under construction. This 
development is expected to include 19,500 residential dwelling units, 1.40 million square feet of 
retail, 2.60 million square feet of office and approximately 1.48 million square feet of other non-
residential land uses at project build-out. The purpose of the SR 31 Project Traffic Analysis Report 
is to document the existing volumes and peak hour traffic operations, as well as the future year 
volumes and traffic operations both with and without additional roadway capacity. This report also 
provides recommendations for both initial (interim) and ultimate intersection improvements. 

The SR 31 study corridor includes one existing signalized intersection (SR 78), ten existing 
unsignalized intersections, and one future signalized intersection (Cypress Parkway). The 
existing undivided SR 31 typical section includes two 12-foot travel lanes and two 12-foot outside 
shoulders (5-foot paved). A majority of the study corridor has a posted speed limit of 60 miles per 
hour (mph). Traffic counts were conducted in 2017 and the 2017 Average Annual Daily Traffic 
(AADT) Volumes ranged between 6,900 vehicles per day (vpd) and 11,200 vpd. The results of 
the existing conditions (2017) peak hour level of service analyses indicated that all roadway 
segments were operating at Level of Service D or better. Crash data for the five-year period 2014-
2018 indicated there were a total of 118 crashes during this five-year period. A majority of the 
crashes involved property damage only; however, there were 47 injury crashes, three fatality 
crashes and one crash involving a pedestrian. 

Future year daily and peak hour traffic volumes were provided by FDOT District One for an 
opening year (2025), an interim year (2035) and a design year (2045).The methodologies that 
were used to derive the future year volumes for the SR 31 PD&E study were developed through 
extensive coordination between District One staff (and two of their General Planning Consultants 
– Traf-O-Data and VHB) and Babcock Ranch representatives (and their traffic consultant – David 
Plummer & Associates). This coordination was undertaken over a two-year time period to 
maximize the consistency and compatibility of the SR 31 PD&E study traffic projections and the 
traffic projections being used to update the Babcock Ranch Master Traffic Study. The 2025 AADT 
volumes are projected to range between approximately 9,000 vpd and approximately 29,000 vpd, 
while the 2035 AADT volumes are projected to range between approximately 14,000 vpd and 
approximately 56,000 vpd. The 2045 AADT volumes are projected to range between 
approximately 22,000 vpd and approximately 73,000 vpd. 

The results of the 2025 and 2035 peak hour level of service analyses indicate that four lanes are 
needed on SR 31 from SR 78 to Horseshoe Road to accommodate the traffic volumes that are 
expected to travel within the study corridor during this ten-year period. The results of the 2045 
peak hour level of service analyses indicate that six lanes are needed on SR 31 from SR 78 to 
Cypress Parkway and four lanes are needed on SR 31 from Cypress Parkway to Cook Brown 
Road to accommodate the traffic volumes that are expected to travel within the study corridor in 
the design year. 
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The actual timing of the need for the ultimate SR 31 improvements will be based on the actual 
future development schedule adhered to by Babcock Ranch and the actual magnitude of the 
external traffic volumes that are generated by this mixed-use development. In recognition of the 
current uncertainty associated with all of this, District One and Babcock Ranch agreed to a traffic 
monitoring program.  Minimum and maximum Level of Service E (LOS E) AADT volume 
thresholds were derived for both a two-lane undivided roadway and a four-lane divided roadway. 
The threshold volumes are as follows: 

• Minimum LOS E volume (two-lane undivided roadway) = 13.700 vpd 
• Maximum LOS E volume (two-lane undivided roadway) = 19,200 vpd 
• Minimum LOS E volume (four-lane divided roadway) = 40,600 vpd 
• Maximum LOS E volume (four-lane divided roadway) = 49,500 vpd 

 
These threshold volumes were previously documented in the SR 31 Traffic and Roadway Concept 
Final Development Methodology (dated September 1, 2020) that was reviewed and approved by 
District One. The minimum LOS E threshold volumes will be used to determine when the 
additional roadway improvements first need to be considered (i.e., programmed) and the 
maximum LOS E threshold volumes will be used to determine when the additional roadway 
improvements need to be implemented (i.e., constructed).  

Peak hour intersection analyses were also conducted for the 12 study corridor intersections for 
2025, 2035 and 2045. Based on the results of the 2025 and 2035 peak hour analyses, the 
following initial intersection improvements were recommended: 

• Signalized intersections at SR 78, CR 78 and Cypress Parkway 
• Two-lane roundabouts at Shirley Lane, Fox Hill Road, Busbee Lane and Horseshoe Road  
• Directional median opening at Old Rodeo Drive  

 
The four roundabouts are all located at existing or proposed future Babcock Ranch 
entrances/exits. This type of intersection control strategy supports the proposed 45 mph design 
speed associated with the SR 31 mainline improvements and will also increase the safety for 
vehicles entering and exiting Babcock Ranch. Based on the results of the 2045 peak hour 
analyses, the following ultimate intersection improvements were recommended: 

• Signalized intersections at SR 78, CR 78, Shirley Lane, Busbee Lane and Cypress 
Parkway 

• Two-lane roundabouts at Horseshoe Road and Cook Brown Road 
• Directional median openings at Old Rodeo Drive and Fox Hill Road  
• Full median opening at Little Farm Road 

 
It should be noted the specific type of intersection control strategy that will be present at any of 
the study intersections in the ten-year period from 2035 to 2045 will be dependent on the 
magnitude of the volumes that will actually be present in the study corridor in these years. If and 
when additional laneage is needed on SR 31, the conversion of the initial intersection 
improvements to alternative intersection “designs” will be based on an Intersection Control 
Evaluation (ICE) analysis and a traffic signal warrant analysis.
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PROJECT TRAFFIC ASSUMPTIONS SUMMARY 

 

X Travel Demand Model Growth Rates

Metropolitan Planning Model 
X Other Model 

District One Regional Planning Model( D1RPM)
All of the traffic projections were provided by FDOT
District One.

YES X NO

Date when MPO adopted the latest Long Range Transportation Plan: 
12/18/2020 (Lee County) and 10/5/2020 (Charlotte County)

Base Year of Travel Demand Model 2010

Horizon Year of Travel Demand Model 2040

Explain Why?

Traffic forecast for the project was developed using:

Is the travel demand model based on the latest adopted Long Range 
Transportation Plan?

Type of Travel Demand Model Used: Refer to appropriate section of 
Project Traffic Analysis Report that 
discusses growth rates.

Long Range Transportation Plan documentation is available at 
(provide web address): leempo.com (Lee County MPO) and 
ccmpo.com (Charlotte County-Punta Gorda MPO)

Discuss study area, data calibration/validation parameters, analysis tools, analysis periods and MOEs: 
The study corridor extends from the SR 31/SR 78 intersection to the SR 31/Cook Brown Road 
intersection, a distance of 5.3 miles. The travel demand model was validated by FDOT District One. Land 
use data reflecting the build-out of the Babcock Ranch development was included in the model by 
District One. The analyses were conducted for the a.m. and p.m. peak hours for all three analysis years. 
The analyses were conducted using the Highway Capacity Software, the SYNCHRO software and the 
SIDRA software. The intersection MOE's included v/c ratio, average vehicle delay and level of service. 
The roadway segment MOE's included average travel speed, density, percent-time-spent-following and 
level of service.

Discuss any changes in land use, economics, population and employment data since the model was 
built. Lee County total poulation = 1,044,000 (2040)/1,155,012 (2045). Charlotte County total population 
= 207,214 (2040)/260,550 (2045). Lee County total employment = 659,800 (2040)/492,899 (2045). 
Charlotte County total employment = 84,387 (2040)/77.051 (2045).

Traffic Analysis Assumptions

Tdai ly = 11.3% - 35.8% (2025), 9.3% - 35.7% (2035) and 
9.8% - 29.5% (2045)

Data Collection Year = 2017
Opening Year = 2025

Design Year = 2045
Interim Year = 2035

The traffic projections provided by 
FDOT District One were based, in 
part, on the 2040 D1RPM (which 
reflected the 2040 Cost-Feasible 
LRTP's of both Lee and Charlotte 
Counties). The MPO's and TPO's 
within District One just recently 
adopted 2045 Cost-Feasible LRTP's 
at the end of 2020.

Traffic Data and Factors
Standard K = 9.0%
D Factor = 54.0%
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1.0 INTRODUCTION / PURPOSE OF STUDY 

The Florida Department of Transportation (FDOT) District One is conducting a Project 
Development & Environment (PD&E) Study for SR 31 in Lee and Charlotte Counties. The limits 
of the PD&E Study extend from SR 78 (Bayshore Road) in Lee County to Cook Brown Road in 
Charlotte County. The location and limits of this PD&E study are illustrated in Figure 1-1. The 
total project length is approximately 5.3 miles. The purpose of the PD&E Study is to document 
the need for additional capacity within the study corridor and to evaluate the costs and impacts 
associated with providing this additional capacity. The primary need for additional capacity is to 
accommodate the anticipated growth in future traffic volumes that is primarily associated with the 
Babcock Ranch Development of Regional Impact (DRI). Secondary goals of the project are to 
increase emergency evacuation capabilities in northern Lee County and southern Charlotte 
County, enhance system linkages for both freight and personal vehicle traffic, and improve 
multimodal interrelationships by providing bicycle and pedestrian facilities to connect the future 
Babcock Ranch development with the existing development. 
 
The purpose of the SR 31 Project Traffic Analysis Report (PTAR) is to document the existing 
traffic volumes and peak hour traffic operations, as well as the future year volumes and traffic 
operations both with and without additional roadway capacity. This report also provides 
recommendations for both initial (interim) and ultimate intersection improvements. 

Figure 1-1: Project Location Map  
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2.0     EXISTING CONDITIONS 

2.1 Existing Roadway and Intersection Characteristics 
 
SR 31 is a two-lane undivided north/south roadway that extends from SR 80 in Lee County to SR 
70 in Desoto County. The study limits for this PTAR extend from SR 78 in Lee County to Cook 
Brown Road in Charlotte County, a distance of approximately 5.3 miles.  This portion of SR 31 is 
functionally classified as a rural minor arterial. The existing typical section includes two 12-foot 
travel lanes and two 12-foot outside shoulders (5-foot paved). The roadway identification numbers 
for SR 31 in Lee and Charlotte Counties are12090000 and 01030000, respectively. 
 
The study corridor includes the 12 intersections listed below: 

• SR 78 (Bayshore Boulevard) (T-intersection to the west) – Milepost 1.407 

• Old Rodeo Drive/Lee County Fairgrounds (Four-legged intersection) – Milepost 1.640 

• CR 78 (N. River Road)/Old Bayshore Road (Four-legged intersection) – Milepost 2.670 

• Ruden Road (T-intersection to the west) – Milepost 2.916 

• Shirley Lane (T-intersection to the west) – Milepost 3.174 

• Fox Hill Road (T-intersection to the west) – Milepost 3.805 

• Busbee Lane (T-intersection to the west) – Milepost 4.185 

• Suzan Drive (T-intersection to the west) – Milepost 0.125 

• Cypress Parkway (T-intersection to the east) – Milepost 0.393 (approximately) 

• Horseshoe Road/Lake Babcock Drive (Four-legged intersection) – Milepost 1.135 

• Little Farm Road (Four-legged intersection) – Milepost 1.387 

• Cook Brown Road (Four-legged intersection) – Milepost 2.009 
 
The SR 78, Old Rodeo Drive, CR 78, Ruden Road, Shirley Lane and Fox Hill Road intersections 
are located in Lee County, while the Suzan Drive, Cypress Parkway, Horseshoe Road, Little Farm 
Road and Cook Brown Road intersections are located in Charlotte County. With one exception, 
all of these intersections are unsignalized intersections that are controlled by stop signs located 
on the cross streets.  The SR 78 intersection operates under traffic signal control. Figure 2-1 
depicts the intersection laneage that existed back in early 2017 (i.e., when the traffic counts were 
conducted). It should be noted, the Cypress Parkway intersection was not constructed by 2017. 
 
The posted speed limits within the study corridor are 40 miles per hour (mph) from SR 78 to 0.07 
miles south of Old Rodeo Drive, 50 mph from 0.07 miles south of Old Rodeo Drive to 0.14 miles 
north of Old Rodeo Drive and 60 mph from 0.14 miles north of Old Rodeo Drive to Cook Brown 
Road. Consequently, a majority of the study corridor has a posted speed limit of 60 mph. 
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Figure 2-1: Existing Intersection Geometry 
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Table 2-1 summarizes the lengths of the northbound and southbound no-passing zones for each 
of the 11 roadway segments, as well as the no-passing zone percentages.  
 

Table 2-1: Existing No-Passing Lengths and Percentages 

 
 
2.2 Existing (2017) Traffic Volumes 
 
A traffic count program was conducted by Adams Traffic, Inc. during the three-day periods from 
March 14, 2017 to March 16, 2017 and from March 21, 2017 to March 23, 2017.  Twenty-four (24) 
hour bi-directional volume counts were conducted at 28 locations within the SR 31 study corridor.  
Figure 2-2 graphically depicts the locations of the 24-hour volume counts.  Seventy-two (72) hour 
bi-directional vehicle classification counts were also conducted from March 14, 2017 to March 16, 
2017 on SR 31 between SR 78 and CR 78 and from March 21, 2017 to March 23, 2017 on SR 
31 between Little Farm Road and Cook Brown Road. The bi-directional volume count data and 
bi-directional vehicle classification count data is provided in Appendix A. 
 
The existing Average Annual Daily Traffic (AADT) volumes were calculated by multiplying the 24-
hour count data by seasonal and axle adjustment factors. The 2018 weekly seasonal adjustment 
factors for SR 31, SR 78 (east of I-75) and Lee County (i.e., countywide) were obtained from the 
FDOT’s Peak Season Factor Category Report. A copy of this report is provided in Appendix B. 
The countywide weekly seasonal adjustment factor was only used for CR 78 because the other 
cross streets are local roads that provide access to sparse residential development and many of 
these are not through roads. Consequently, the traffic volumes on these roads are low and would 
not be expected to experience significant seasonal fluctuations. The 2018 Weekly Axle Factor 
Category Report indicated that the SR 31 axle adjustment factor for the two-week period from 
March 11, 2017 through March 24, 2017 is equal to 0.82. An axle adjustment factor equal to 0.84 
was calculated using the vehicle classification count data recorded on SR 31 between SR 78 and 
CR 78 and this value is very close to the 2018 value contained in the FDOT’s Weekly Axle Factor 
Category Report. An axle adjustment factor equal to 0.76 was also calculated using the vehicle 
classification count data recorded on SR 31 between Little Farm Road and Cook Brown Road 
and this value is significantly lower than the 2018 value contained in the FDOT’s Weekly Axle 
Factor Category Report. The axle adjustment factor calculations are provided in Appendix B.

SR 78 Old Rodeo Drive 1,230 1,230 100.0% 1,230 100.0%
Old Rodeo Drive CR 78/Old Bayshore Road 5,438 2,572 47.3% 2,329 42.8%
CR 78/Old Bayshore Road Ruden Road 1,299 1,299 100.0% 1,299 100.0%
Ruden Road Shirley Lane 1,362 450 33.0% 0 0.0%
Shirley Lane Fox Hill Road 3,332 0 0.0% 0 0.0%
Fox Hill Road Busbee Lane 2,006 0 0.0% 0 0.0%
Busbee Lane Suzan Drive 3,295 0 0.0% 535 16.2%
Suzan Drive Cypress Parkway 1,416 909 64.2% 1,416 100.0%
Cypress Parkway Horseshoe Road 3,917 3,300 84.2% 2,292 58.5%
Horseshoe Road Little Farm Road 1,331 1,331 100.0% 1,331 100.0%
Little Farm Road Cook Brown Road 3,284 3,284 100.0% 3,284 100.0%
SR 78 Cook Brown Road 27,910 14,375 51.5% 13,716 49.1%

From To

Southbound 
No-Passing Length 

(feet)

Southbound
 % No-Passing

Northbound 
No-Passing Length 

(feet)

Northbound
 % No-Passing

Segment Length 
(feet)

Segment
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Figure 2-2: Traffic Count Locations 
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Site visits conducted during and after the traffic counts, as well as a review of the vehicle 
classification count data obtained in March of 2017, indicated a significant amount of truck traffic 
within the study corridor. Some of this truck traffic is associated with the construction of the initial 
portion of the Babcock Ranch development located on the east side of SR 31. An axle adjustment 
factor of 0.84 was used to adjust the 24-hour traffic counts on SR 31 from SR 78 to CR 78, while 
an axle adjustment factor of 0.76 was used to adjust the 24-hour traffic counts on SR 31 from CR 
78 to Cook Brown Road. An axle adjustment factor equal to 0.82 was used to adjust the 24-hour 
traffic count on SR 78 west of SR 31. This value was obtained from the 2018 Weekly Axle Factor 
Category Report. This value was also used to adjust the 24-hour traffic count on CR 78 east of 
SR 31. An axle adjustment factor was not used to adjust the 24-hour traffic counts on the other 
cross streets because these are local roads that provide access to sparse residential development 
and many of these are not through roads. The volume of trucks on these roads was believed to 
be extremely low and the use of an axle adjustment factor for these roads was viewed as being 
unnecessary. Table 2-2 summarizes the two-way 24-hour volumes obtained from the March 2017 
traffic counts, as well as the calculated 2017 AADT volumes. The 2017 AADT volumes within the 
study corridor (i.e., from SR 78 to Cook Brown Road) range between 6,900 vehicles per day (vpd) 
and 11,200 vpd. The 2017 AADT volumes are also graphically illustrated in Figure 2-3.     
 

Table 2-2: Twenty-Four Hour Volume Counts and Existing (2017) AADT Volumes 

 

Location 2017 
Count

Seasonal 
Factor

Axle 
  Factor(1)

2017 
AADT

2017
  AADT(2)

South of SR 78 14,233 0.90 0.84 10,818 10,800
Between SR 78 and Old Rodeo Drive 14,331 0.90 0.84 10,892 10,900
South of CR 78/Old Bayshore Road 14,794 0.90 0.84 11,244 11,200
North of CR 78/Old Bayshore Road 12,183 0.90 0.76 8,283 8,300
South of Ruden Road 11,149 0.91 0.76 7,664 7,700
Between Ruden Road and Shirley Lane 10,885 0.91 0.76 7,483 7,500
Between Shirley Lane and Fox Hill Road 10,358 0.91 0.76 7,120 7,100
North of Fox Hill Road 10,221 0.91 0.76 7,026 7,000
South of Suzan Drive 11,032 0.91 0.76 7,584 7,600
North of Suzan Drive 10,807 0.91 0.76 7,429 7,400
South of Horseshoe Road 10,772 0.91 0.76 7,405 7,400
Between Horseshoe Road and Little Farm Road 10,044 0.91 0.76 6,904 6,900
North of Cook Brown Road 9,311 0.91 0.76 6,401 6,400

Location 2017 
Count

Seasonal 
Factor

Axle 
Factor

2017 
AADT

2017
  AADT(2)

SR 78 West of SR 31 11,334 0.90 0.82 8,364 8,400
Old Rodeo Drive East of SR 31 127 1.00 1.00 127 100
Old Bayshore Road West of SR 31 809 0.88 1.00 712 700
CR 78 East of SR 31 3,560 0.88 0.82 2,569 2,600
Ruden Road West of SR 31 306 1.00 1.00 306 300
Shirley Lane West of SR 31 594 1.00 1.00 594 600
Fox Hill Road West of SR 31 141 1.00 1.00 141 100
Suzan Drive West of SR 31 467 1.00 1.00 467 500
Horseshoe Road West of SR 31 365 1.00 1.00 365 400
Lake Babcock Drive East of SR 31 844 1.00 1.00 844 800
Little Farm Road West of SR 31 576 1.00 1.00 576 600
Little Farm Road East of SR 31 311 1.00 1.00 311 300
Cook Brown Road West of SR 31 670 1.00 1.00 670 700
Lake Babcock Ranch Driveway East of SR 31 33 1.00 1.00 33 30

SR 31 Mainline

SR 31 Cross Streets

(1)Axle adjustment factors calculated based on SR 31 vehicle classification count data
(2)AADT volumes rounded to the nearest 100 vehicles
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Figure 2-3: Existing (2017) AADT Volumes 
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2.3 Existing (2017) Traffic Characteristics 
 
Four-hour manual turning movement counts were conducted on SR 31 between 6:30 a.m. and 
8:30 a.m. and between 3:00 p.m. and 5:00 p.m. at the following ten intersections: 

• SR 78 (March 14, 2017) 
• Old Rodeo Drive (March 14, 2017) 
• CR 78 (March 14, 2017) 
• Ruden Road (March 21, 2017) 
• Shirley Lane (March 21, 2017) 
• Fox Hill Road (March 21, 2017) 
• Suzan Drive (March 23, 2017) 
• Horseshoe Road/Lake Babcock Drive (March 23, 2017) 
• Little Farm Road (March 23, 2017) 
• Cook Brown Road (March 23, 2017) 

The turning movement count locations are also depicted in Figure 2-2. The specific starting and 
ending times for the turning movement counts were reviewed and approved by FDOT District One 
prior to the counts being conducted. Heavy vehicles (i.e., trucks and buses), pedestrians and 
bicyclists were also counted at these intersections in addition to passenger vehicles. The peak 
hour turning movement count data is provided in Appendix C. 
 
A review of the peak hour turning movement count data indicated that the highest 60-minute 
volumes typically occurred between 7:15 a.m. and 8:15 a.m. and between 3:15 p.m. and 4:15 
p.m. The 7:15 a.m. to 8:15 a.m. time period is representative of a traditional commuter corridor 
a.m. peak hour; however, the 3:15 p.m. to 4:15 p.m. time period is not. Given the location of SR 
31, as well as the types and densities of land uses in the vicinity of the corridor and the locations 
of the major residential and commercial developments relative to the SR 31 corridor, it is 
reasonable to expect that this roadway is currently accommodating a mixture of trip types with 
different temporal peaking characteristics. The large volume of trucks associated with the on-
going Babcock Ranch construction is also probably influencing the current peaking characteristics 
of the corridor. In recognition of the large amount of future residential and commercial 
development that will be located on the east side of SR 31 after the construction of Babcock 
Ranch is completed (and the increased number of trips that are projected to occur between the 
hours of 4:00 p.m. and 6:00 p.m.), the 60-minute period between 4:00 p.m. and 5:00 p.m. was 
used as the p.m. peak hour for the study corridor. 
 
The percentage of the daily traffic volume that occurs in the a.m. and p.m. peak hours (i.e., the 
K-factor) was calculated for each location on SR 31 where existing traffic count data was available 
and is summarized in Table 2-3. The a.m. peak hour K-factors range from 6.2% to 7.0%, while 
the p.m. peak hour K-factors range from 5.9% to 7.3%. A review of the K-factor information 
contained in the FDOT’s 2018 Annual Average Daily Traffic Report indicates that a Standard K-
factor value of 9.5% is associated with the permanent count station located approximately 200 
feet north of Fox Hill Road (Count Station No. 120273).  FDOT District One recommended the 
use of a K-factor equal to 9.0%. 
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The percentage of the two-way peak hour volume that occurs in the peak direction during the a.m. 
and p.m. peak hours (i.e., the D-factors) was also calculated for each location. These D-factors 
are summarized in Table 2-4 (a.m. peak hour) and Table 2-5 (p.m. peak hour). During the a.m. 
peak hour, the D-factor ranges from 51.18% (northbound) to 54.61% (southbound) and the overall 
average study corridor D-factor is 50.79% (southbound). During the p.m. peak hour, the D-factor 
ranges from 50.19% (southbound) to 54.27% (southbound) and the overall average study corridor 
D-factor is 51.31% (southbound). A review of the information contained in the FDOT’s 2018 
Annual Average Daily Traffic Report indicates that a D30-factor of 54.10% is associated with Count 
Station No. 120273. This value is higher than the overall average study corridor D-factors 
calculated using the 2017 count data; however, it is very close to the a.m. and p.m. D-factors 
calculated using the 2017 traffic count data on SR 31 north of Fox Hill Road.
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Table 2-3: Existing (2017) Peak Hour K-Factors 

 
 

 

Roadway Location 24-Hour 
Volume

AM Peak 
Hour 

Volume
K-Factor PM Peak 

Hour Volume K-Factor

South of SR 78 14,233 936 6.6% 1,034 7.3%
North of SR78 14,331 984 6.9% 973 6.8%
South of CR 78/Old Bayshore Road 14,794 1,006 6.8% 1,015 6.9%
North of CR 78/Old Bayshore Road 12,183 810 6.6% 775 6.4%
South of Ruden Road 11,149 778 7.0% 701 6.3%
Between Ruden Road and Shirley Lane 10,885 762 7.0% 676 6.2%
Between Shirley Lane and Fox Hill Road 10,358 722 7.0% 621 6.0%
North of Fox Hill Road 10,221 705 6.9% 621 6.1%
South of Suzan Drive 11,032 721 6.5% 718 6.5%
North of Suzan Drive 10,807 705 6.5% 697 6.4%
South of Horseshoe Road 10,772 703 6.5% 668 6.2%
Between Horseshoe Road and Little Farm Road 10,044 659 6.6% 626 6.2%
North of Cook Brown Road 9,311 581 6.2% 550 5.9%
Average 6.7% 6.4%

Roadway Location 24-Hour 
Volume

AM Peak 
Hour 

Volume
K-Factor PM Peak 

Hour Volume K-Factor

SR 78 West of SR 31 11,334 808 7.1% 897 7.9%
Old Rodeo Drive East of SR 31 127 9 7.1% 15 11.8%
Old Bayshore Road West of SR 31 809 43 5.3% 71 8.8%
CR 78 East of SR 31 3,560 272 7.6% 273 7.7%
Ruden Road West of SR 31 306 11 3.6% 32 10.5%
Shirley Lane West of SR 31 594 48 8.1% 58 9.8%
Fox Hill Road West of SR 31 141 13 9.2% 11 7.8%
Suzan Drive West of SR 31 467 45 9.6% 43 9.2%
Horsehoe Road West of SR 31 365 39 10.7% 29 7.9%
Lake Babcock Drive East of SR 31 844 30 3.6% 51 6.0%
Little Farm Road West of SR 31 576 48 8.3% 41 7.1%
Little Farm Road East of SR 31 311 37 11.9% 20 6.4%
Cook Brown Road West of SR 31 670 34 5.1% 44 6.6%
Lake Babcock Ranch D/W East of SR 31 33 1 3.0% 4 12.1%

SR 31
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Table 2-4: Existing (2017) AM Peak Hour D-Factors 

 

Roadway Location NB 
Volume

SB 
Volume

Two-Way 
Volume D-Factor Peak 

Direction
South of SR 78 457 479 936 51.18% SB
North of SR78 460 524 984 53.25% SB
South of CR 78/Old Bayshore Road 474 532 1,006 52.88% SB
North of CR 78/Old Bayshore Road 421 389 810 51.98% NB
South of Ruden Road 355 423 778 54.37% SB
Between Ruden Road and Shirley Lane 351 411 762 53.94% SB
Between Shirley Lane and Fox Hill Road 336 386 722 53.46% SB
North of Fox Hill Road 320 385 705 54.61% SB
South of Suzan Drive 378 343 721 52.43% NB
North of Suzan Drive 370 335 705 52.48% NB
South of Horseshoe Road 369 334 703 52.49% NB
Between Horseshoe Road and Little Farm Road 342 317 659 51.90% NB
North of Cook Brown Road 303 278 581 52.15% NB
Average 50.79% SB

Roadway Location EB 
Volume

WB 
Volume

Two-Way 
Volume D-Factor Peak 

Direction
SR 78 West of SR 31 381 427 808 52.85% WB
Old Rodeo Drive East of SR 31 3 6 9 66.67% WB
Old Bayshore Road West of SR 31 31 12 43 72.09% EB
CR 78 East of SR 31 75 197 272 72.43% WB
Ruden Road West of SR 31 9 2 11 81.82% EB
Shirley Lane West of SR 31 33 15 48 68.75% EB
Fox Hill Road West of SR 31 9 4 13 69.23% EB
Suzan Drive West of SR 31 19 26 45 57.78% WB
Horsehoe Road West of SR 31 29 10 39 74.36% EB
Lake Babcock Drive East of SR 31 25 5 30 83.33% EB
Little Farm Road West of SR 31 29 19 48 60.42% EB
Little Farm Road East of SR 31 28 9 37 75.68% EB
Cook Brown Road West of SR 31 28 6 34 82.35% EB
Lake Babcock Ranch D/W East of SR 31 0 1 1 100.00% WB

SR 31
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Table 2-5: Existing (2017) PM Peak Hour D-Factors 

Roadway Location
NB 

Volume
SB 

Volume
Two-Way 
Volume

D-Factor
Peak 

Direction
South of SR 78 525 509 1,034 50.77% NB
North of SR78 484 489 973 50.26% SB
South of CR 78/Old Bayshore Road 541 474 1,015 53.30% NB
North of CR 78/Old Bayshore Road 386 389 775 50.19% SB
South of Ruden Road 340 361 701 51.50% SB
Between Ruden Road and Shirley Lane 331 345 676 51.04% SB
Between Shirley Lane and Fox Hill Road 292 329 621 52.98% SB
North of Fox Hill Road 284 337 621 54.27% SB
South of Suzan Drive 337 381 718 53.06% SB
North of Suzan Drive 333 364 697 52.22% SB
South of Horseshoe Road 321 347 668 51.95% SB
Between Horseshoe Road and Little Farm Road 299 327 626 52.24% SB
North of Cook Brown Road 267 283 550 51.45% SB
Average 51.31% SB

Roadway Location
EB 

Volume
WB 

Volume
Two-Way 
Volume

D-Factor
Peak 

Direction
SR 78 West of SR 31 446 451 897 50.28% WB
Old Rodeo Drive East of SR 31 9 6 15 60.00% EB
Old Bayshore Road West of SR 31 31 40 71 56.34% WB
CR 78 East of SR 31 162 111 273 59.34% EB
Ruden Road West of SR 31 16 16 32 50.00% Even
Shirley Lane West of SR 31 18 40 58 68.97% WB
Fox Hill Road West of SR 31 2 9 11 81.82% WB
Suzan Drive West of SR 31 23 20 43 53.49% EB
Horseshoe Road West of SR 31 9 20 29 68.97% WB
Lake Babcock Drive East of SR 31 14 37 51 72.55% WB
Little Farm Road West of SR 31 16 25 41 60.98% WB
Little Farm Road East of SR 31 7 13 20 65.00% WB
Cook Brown Road West of SR 31 22 22 44 50.00% Even
Lake Babcock Ranch D/W East of SR 31 2 2 4 50.00% Even

SR 31
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Table 2-6 summarizes the 24-hour total vehicles and vehicle composition on SR 31 between Old 
Rodeo Drive and CR 78 and between Little Farm Road and Cook Brown Road for each of the 
three consecutive days, as well as the three-day average values. Table 2-6 indicates that the 
average 24-hour truck percentage (i.e., T-factor) between Old Rodeo Drive and CR 78 is 24.3%, 
while the average 24-hour truck percentage between Little Farm Road and Cook Brown Road is 
37.1%.  A review of the information contained in the FDOT’s 2018 Annual Average Daily Traffic 
Report indicates that a T-factor of 26.9% is associated with Count Station No. 120273. As 
discussed earlier, the Babcock Ranch development is currently under construction and all of the 
trucks associated with this construction must travel on SR 31 to access the construction site. 
Table 2-6 also indicates that motorcycles and buses each represent less than 1.0% of the total 
24-hour vehicles recorded at both locations.   
 
The total a.m. and p.m. peak hour vehicles and vehicle composition on SR 31 between Old Rodeo 
Drive and CR 78 and between Little Farm Road and Cook Brown Road are summarized in Table 
2-7 and Table 2-8. A review of these tables indicates that the percentage of trucks is significantly 
higher in the a.m. peak hour than in the p.m. peak hour for both locations. The average a.m. and 
p.m. peak hour truck percentages on SR 31 between Old Rodeo Drive and CR 78 are 29.0% and 
17.1%, respectively. The average a.m. and p.m. peak hour truck percentages on SR 31 between 
Little Farm Road and Cook Brown Road are 43.6% and 25.5%, respectively. In addition, the a.m. 
peak hour truck percentages are higher than the 24-hour truck percentages at both locations. One 
of the inputs used to conduct the noise analysis for the PD&E study is the percentage of medium 
and heavy trucks in the peak hour. Table 2-7 and Table 2-8 also summarize the peak hour 
medium and heavy truck volumes and percentages that were calculated using the 72-hour vehicle 
classification count data. In addition, motorcycles, and buses each represent less than 1.0% of 
the total peak hour vehicles recorded at both location during both peak hours.    
 
Table 2-9 summarizes the peak hour volumes and the peak 15-minute volumes used to calculate 
the existing intersection peak hour factors (PHF’s). The a.m. PHF’s range from 0.93 to 0.97 with 
an overall average value of approximately 0.95. The p.m. PHF’s range from 0.85 to 0.97 with an 
average overall value of approximately 0.93. It should be noted that the p.m. PHF associated with 
the Shirley Lane intersection was not included in the calculation of the overall average value to 
avoid skewing the results due to this low value.
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Table 2-6: Existing (2017) Daily Vehicle Composition 
 

 
 

Date Direction Total Vehicles Medium Trucks % Heavy Trucks % Total Trucks % Motorcycles % Buses %
3/14/2017 Northbound 6,072 473 1,050 1,523 29 23

Southbound 5,858 569 953 1,522 29 29
Two-Way 11,930 1,042 8.7% 2,003 16.8% 3,045 25.5% 58 0.5% 52 0.4%

3/15/2017 Northbound 6,483 445 1,145 1,590 45 18
Southbound 6,100 502 1,025 1,527 33 27
Two-Way 12,583 947 7.5% 2,170 17.2% 3,117 24.8% 78 0.6% 45 0.4%

3/16/2017 Northbound 6,636 475 1,036 1,511 39 21
Southbound 6,069 442 907 1,349 30 30
Two-Way 12,705 917 7.2% 1,943 15.3% 2,860 22.5% 69 0.5% 51 0.4%

3-Day Avg. Two-Way 12,406 969 7.8% 2,039 16.4% 3,007 24.3% 68 0.5% 49 0.4%

Date Direction Total Vehicles Medium Trucks % Heavy Trucks % Total Trucks % Motorcycles % Buses %
3/21/2017 Northbound 3,278 227 1,015 1,242 24 28

Southbound 3,137 218 939 1,157 27 15
Two-Way 6,415 445 6.9% 1,954 30.5% 2,399 37.4% 51 0.8% 43 0.7%

3/22/2017 Northbound 3,385 243 1,053 1,296 18 25
Southbound 3,172 215 949 1,164 13 9
Two-Way 6,557 458 7.0% 2,002 30.5% 2,460 37.5% 31 0.5% 34 0.5%

3/23/2017 Northbound 3,832 313 1,120 1,433 16 28
Southbound 3,353 210 962 1,172 13 10
Two-Way 7,185 523 7.3% 2,082 29.0% 2,605 36.3% 29 0.4% 38 0.5%

3-Day Avg. Two-Way 6,719 475 7.1% 2,013 30.0% 2,488 37.1% 37 0.6% 38 0.6%

SR 31 Between SR 78 and CR 78/Old Bayshore Road (North of Old Rodeo Drive) 

SR 31 between Little Farm Road and Cook Brown Road
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Table 2-7: Existing (2017) AM Peak Hour Vehicle Composition 

 
Table 2-8: Existing (2017) PM Peak Hour Vehicle Composition 

Date Direction Total Vehicles Medium Trucks % Heavy Trucks % Total Trucks % Motorcycles % Buses %
3/14/2017 Northbound 381 45 70 115 2 3

Southbound 438 50 66 116 0 2
Two-Way 819 95 11.6% 136 16.6% 231 28.2% 2 0.2% 5 0.6%

3/15/2017 Northbound 381 42 71 113 3 1
Southbound 466 52 84 136 0 5
Two-Way 847 94 11.1% 155 18.3% 249 29.4% 3 0.4% 6 0.7%

3/16/2017 Northbound 381 37 85 122 3 2
Southbound 441 44 75 119 1 7
Two-Way 822 81 9.9% 160 19.5% 241 29.3% 4 0.5% 9 1.1%

3-Day Avg. Two-Way 829 90 10.9% 150 18.1% 240 29.0% 3 0.4% 7 0.8%

Date Direction Total Vehicles Medium Trucks % Heavy Trucks % Total Trucks % Motorcycles % Buses %
3/21/2017 Northbound 204 18 68 86 0 3

Southbound 236 23 78 101 0 1
Two-Way 440 41 9.3% 146 33.2% 187 42.5% 0 0.0% 4 0.9%

3/22/2017 Northbound 190 18 50 68 0 3
Southbound 203 19 77 96 1 0
Two-Way 393 37 9.4% 127 32.3% 164 41.7% 1 0.3% 3 0.8%

3/23/2017 Northbound 234 25 83 108 1 5
Southbound 207 16 81 97 0 0
Two-Way 441 41 9.3% 164 37.2% 205 46.5% 1 0.2% 5 1.1%

3-Day Avg. Two-Way 425 40 9.3% 146 34.2% 185 43.6% 1 0.2% 4 0.9%

SR 31 Between SR 78 and CR 78/Old Bayshore Road (North of Old Rodeo Drive) 

SR 31 between Little Farm Road and Cook Brown Road

Date Direction Total Vehicles Medium Trucks % Heavy Trucks % Total Trucks % Motorcycles % Buses %
3/14/2017 Northbound 435 35 31 66 2 1

Southbound 424 44 58 102 3 3
Two-Way 859 79 9.2% 89 10.4% 168 19.6% 5 0.6% 4 0.5%

3/15/2017 Northbound 455 29 34 63 0 0
Southbound 432 29 45 74 5 2
Two-Way 887 58 6.5% 79 8.9% 137 15.4% 5 0.6% 2 0.2%

3/16/2017 Northbound 511 39 29 68 2 1
Southbound 427 32 52 84 3 3
Two-Way 938 71 7.6% 81 8.6% 152 16.2% 5 0.5% 4 0.4%

3-Day Avg. Two-Way 895 69 7.8% 83 9.3% 152 17.1% 5 0.6% 3 0.4%

Date Direction Total Vehicles Medium Trucks % Heavy Trucks % Total Trucks % Motorcycles % Buses %
3/21/2017 Northbound 206 15 27 42 1 2

Southbound 213 21 44 65 1 1
Two-Way 419 36 8.6% 71 16.9% 107 25.5% 2 0.5% 3 0.7%

3/22/2017 Northbound 208 20 22 42 0 3
Southbound 233 16 52 68 0 2
Two-Way 441 36 8.2% 74 16.8% 110 24.9% 0 0.0% 5 1.1%

3/23/2017 Northbound 235 15 35 50 0 3
Southbound 242 24 50 74 1 1
Two-Way 477 39 8.2% 85 17.8% 124 26.0% 1 0.2% 4 0.8%

3-Day Avg. Two-Way 446 37 8.3% 77 17.2% 114 25.5% 1 0.2% 4 0.9%

SR 31 Between SR 78 and CR 78/Old Bayshore Road (North of Old Rodeo Drive) 

SR 31 between Little Farm Road and Cook Brown Road
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Table 2-9: Existing (2017) SR 31 Intersection Peak Hour Factors 

 
 
 

 
The SR 31 through movement volumes, as well as the movements to and from SR 78 and CR 
78/Old Bayshore Road were multiplied by the appropriate weekly seasonal adjustment factor. The 
intersection approach and departure volumes for adjacent intersections were then reviewed and 
the net increase or decrease in each roadway segment volume was compared to the number and 
type of access points in each segment (e.g., single dwelling unit driveways, commercial business 
entrance/exits, local roads) to identify any locations where the net volume increases or decreases 
were excessive. The turning movement counts were subsequently adjusted to reduce the 
differences between the intersection approach and departure volumes for some of the roadway 
segments. The adjusted 2017 a.m. and p.m. peak hour volumes are graphically illustrated in 
Figure 2-4 and Figure 2-5, respectively.

 
 
  

Total 
Volume

Peak 15-
Minute 
Volume

PHF
Total 

Volume

Peak 15-
Minute 
Volume

PHF(1)

SR 31 & SR 78 1,168 303 0.964 1,270 329 0.965
SR 31 & Old Rodeo Drive 827 222 0.931 858 224 0.958
SR 31 & CR 78/Old Bayshore Road 837 219 0.955 885 235 0.941
SR 31 & Ruden Road 582 153 0.951 592 170 0.871
SR 31 & Shirley Lane 588 155 0.948 573 169 0.848
SR 31 & Fox Hill Road 566 149 0.950 538 155 0.868
SR 31 & Suzan Drive 553 144 0.960 611 163 0.937
SR 31 & Horseshoe Road 541 144 0.939 596 159 0.937
SR 31 & Little Farm Road 496 128 0.969 526 141 0.933
SR 31 & Cook Brown Road 442 117 0.944 479 131 0.914
Average 0.951 0.925

Intersection

AM Peak Hour PM Peak Hour

(1) The Shirley Lane intersection PM Peak Hour Factor was not included in the calculation of the average
    value to avoid skewing the results due to this low value.
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Figure 2-4: Existing (2017) A.M. Peak Hour Volumes 
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Figure 2-5: Existing (2017) P.M. Peak Hour Volumes 
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2.4 Existing (2017) Peak Hour Traffic Operations 
 
The existing conditions (2017) peak hour roadway segment level of service analyses were 
conducted using the two-lane highway module of the Highway Capacity Software (HCS). The 
analyses were conducted using the following parameter values: 

• Peak hour truck percentage (SR 78 to CR 78) = 29% (a.m. peak hour)/17% (p.m. peak 
hour). 

• Peak hour truck percentage (CR 78 to Cook Brown Road) = 44% (a.m. peak hour)/26% 
(p.m. peak hour). 

• PHF = 0.95 (a.m. peak hour)/0.93 (p.m. peak hour). 
• Base free flow speed = 65 mph. 

 
As previously discussed, the average peak hour truck percentages were calculated based on the 
72-hour vehicle classification counts conducted for this study and the overall average corridor 
PHF’s were calculated based on the peak hour intersection turning movement counts. The design 
speed was assumed to be five mph higher than the posted speed limit (i.e., 60 mph) and was 
used as the estimated base free flow speed. The no-passing zone percentages that were 
summarized in Table 2-1 were also used to conduct the existing conditions two-lane highway 
segment analyses. For those segments that did not have a constant volume throughout the entire 
segment (i.e., the departure volume and approach volume at adjacent intersections was not the 
same), the average segment volume was used to conduct the analysis. Table 2-10 summarizes 
the existing (2017) roadway segment operational analysis results. All roadway segments are 
operating at Level of Service D or better during both peak hours and most of the segments are 
operating at Level of Service C or better for both travel directions. The HCS two-lane highway 
segment analysis summary sheets are provided in Appendix D. 
 
Table 2-10: Existing (2017) Peak Hour Roadway Segment Operational Analysis Summary 

SR 78 Old Rodeo Drive 10,900 2 399 D 344 C
Old Rodeo Drive N. River Road (CR 78) 11,200 2 402 D 329 C
N. River Road (CR 78) Ruden Road 8,300 2 275 C 256 C
Ruden Road Shirley Lane/BRC Driveway 7,500 2 274 C 254 B
Shirley Lane/BRC Driveway Fox Hill Road/BRC Driveway 7,100 2 263 B 249 B
Fox Hill Road/BRC Driveway Busbee Lane/BRC Driveway 7,000 2 258 B 249 B
Busbee Lane/BRC Driveway Suzan Drive 7,600 2 260 B 254 B
Suzan Drive Cypress Parkway (BRC Driveway) 7,400 2 258 C 241 C
Cypress Parkway (BRC Driveway) Horseshoe Road/BRC Driveway 7,400 2 258 C 241 C
Horseshoe Road/BRC Driveway Little Farm Road 6,900 2 232 C 209 C
Little Farm Road Cook Brown Road/BRC Driveway N/A 2 205 C 187 C

SR 78 Old Rodeo Drive 10,900 2 388 D 382 D
Old Rodeo Drive N. River Road (CR 78) 11,200 2 380 C 371 C
N. River Road (CR 78) Ruden Road 8,300 2 304 C 283 C
Ruden Road Shirley Lane/BRC Driveway 7,500 2 287 C 276 B
Shirley Lane/BRC Driveway Fox Hill Road/BRC Driveway 7,100 2 278 B 254 B
Fox Hill Road/BRC Driveway Busbee Lane/BRC Driveway 7,000 2 275 B 248 B
Busbee Lane/BRC Driveway Suzan Drive 7,600 2 280 B 248 B
Suzan Drive Cypress Parkway (BRC Driveway) 7,400 2 268 C 246 C
Cypress Parkway (BRC Driveway) Horseshoe Road/BRC Driveway 7,400 2 268 C 246 C
Horseshoe Road/BRC Driveway Little Farm Road 6,900 2 233 C 231 C
Little Farm Road Cook Brown Road/BRC Driveway N/A 2 215 C 213 C

PM Peak Hour

From To AADT 
Volume

No. of 
Lanes

Peak Dir. 
Volume

Peak Dir.
 LOS

Off-Peak 
Dir. Volume

Off-Peak 
Dir. LOS

AM Peak Hour

From To AADT 
Volume

No. of 
Lanes

Peak Dir. 
Volume

Peak Dir.
 LOS

Off-Peak 
Dir. Volume

Off-Peak 
Dir. LOS
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With one exception, the existing conditions (2017) peak hour intersection level of service analyses 
were conducted using the unsignalized intersection module of the HCS. The SR 78 signalized 
intersection was analyzed using the SYNCHRO software. The existing a.m. and p.m. PHF’s that 
were previously calculated for the intersections were used to conduct the analyses along with the 
existing peak hour truck percentages obtained from the intersection turning movement counts. 
Table 2-11 summarizes the existing conditions (2017) intersection operational analysis results.  
All of the northbound and southbound left-turn movements at the unsignalized intersections are 
operating at Level of Service A during both the a.m. and p.m. peak hours.   In addition, all of the 
eastbound and westbound cross street movements at the unsignalized intersections are operating 
at Level of Service C or better during both peak hours. The HCS unsignalized intersection analysis 
summary sheets are provided in Appendix E. The SR 78 signalized intersection is operating at 
Level of Service B overall during both peak hours and with one exception, all of the individual 
movements are operating at Level of Service A or B. The eastbound left-turn movement is 
operating at Level of Service D during both peak hours. The SYNCHRO analysis summary sheets 
are also provided in Appendix E. 
 

Table 2-11: Existing (2017) Peak Hour Intersection Operational Analysis Summary 
  

  
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

   

                    

V/C Delay LOS V/C Delay LOS
Northbound LT 0.25 7.1 A 0.30 7.1 A
Northbound TH 0.19 6.8 A 0.19 6.4 A
Southbound TH 0.35 19.7 B 0.34 19.0 B
Southbound RT 0.28 4.1 A 0.23 4.1 A
Eastbound LT 0.63 45.1 D 0.61 42.9 D
Eastbound RT 0.37 8.5 A 0.46 8.9 A

  0.62(1) 14.8 B    0.62(1) 14.4 B
Southbound LT 0.00 8.0 A 0.00 0.0 A
Westbound LT/RT 0.02 15.2 C 0.02 14.5 B
Northbound LT 0.02 8.3 A 0.03 7.9 A
Southbound LT 0.01 8.0 A 0.02 8.4 A
Eastbound LT/TH/RT 0.05 11.6 B 0.06 12.9 B
Westbound LT/TH/RT 0.36 16.1 C 0.22 15.1 C
Northbound LT 0.00 7.8 A 0.01 7.9 A
Eastbound LT/RT 0.01 9.8 A 0.03 10.7 B
Northbound LT 0.01 8.0 A 0.03 8.2 A
Eastbound LT/RT 0.03 10.5 B 0.03 11.4 B
Northbound LT 0.00 7.8 A 0.01 7.9 A
Eastbound LT/RT 0.01 9.7 A 0.00 9.9 A
Northbound LT 0.01 8.0 A 0.01 7.8 A
Eastbound LT/RT 0.02 10.2 B 0.02 10.3 B
Northbound LT 0.01 7.7 A 0.01 7.8 A
Southbound LT 0.00 7.8 A 0.00 7.7 A
Eastbound LT/TH/RT 0.03 9.7 A 0.01 10.4 B
Westbound LT 0.01 11.6 B 0.07 12.2 B
Westbound TH/RT 0.00 8.8 A 0.01 8.6 A
Northbound LT 0.01 7.6 A 0.01 7.8 A
Southbound LT 0.00 8.9 A 0.00 8.3 A
Eastbound LT/TH/RT 0.03 9.9 A 0.02 9.8 A
Westbound LT/TH/RT 0.01 11.5 B 0.02 11.7 B
Northbound LT 0.01 8.3 A 0.01 7.7 A
Southbound LT 0.00 7.6 A 0.00 0.0 A
Eastbound LT/TH/RT 0.04 10.6 B 0.03 10.7 B
Westbound LT/TH/RT 0.01 10.7 A 0.00 10.4 B

Fox Hill Drive

 Suzan Drive

Horseshoe Road

Little Farm Road

Cook Brown Road

Old Rodeo Drive

CR 78/Old Bayshore Road

Ruden Road

Shirley Lane

Overall Intersection

AM Peak Hour PM Peak HourMovementApproachIntersection

SR 78 (Signalized)

(1) Intersection Capacity Utilization

Delay = Average Stopped Time Delay (in seconds per vehicle)
LOS = Level of Service

V/C = Volume-to-Capacity Ratio
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2.5 Crash History 
 
Crash data for the five-year period 2014-2018 was provided by FDOT District One and is included 
in Appendix F. Table 2-12 summarizes the number of fatal crashes, personal injury crashes and 
property damage only crashes that occurred within the study corridor during each of these five 
years. There was a total of 118 crashes during this five-year period. Although the majority of the 
crashes involved property damage only, there were 47 injury crashes and three fatality crashes. 
These crashes resulted in 79 injuries and three fatalities. Table 2-13 summarizes the locations of 
the crashes. The intersections that had the highest number of crashes are the SR 78, CR 78, and 
Cook Brown Road intersections. These three intersections accounted for approximately 52.5% of 
the total crashes. It should also be noted that approximately 23.7% of the total crashes did not 
occur within 300 feet of an existing intersection. Table 2-13 also summarizes the crash rates for 
these intersections. Table 2-14 summarizes the lighting, weather and road surface conditions that 
were present at the time of the crashes. A majority of the crashes occurred on dry roadway 
surfaces during clear daylight conditions. This indicates that poor visibility and/or bad weather 
were not significant contributing causes of the crashes. However, approximately 28.8% of the 
total crashes occurred during dark non-lighted conditions. Table 2-15 summarizes the types of 
crashes that occurred within the study corridor.  Front-to-rear crashes (32 total) and angle crashes 
(20 total) were the most prevalent types of crashes and represented approximately 44.0% of the 
total crashes. Crashes involving vehicles running into a ditch, culvert or canal were the third most 
prevalent type of crash representing approximately 8.5% of the total crashes. Eight of the 118 
crashes involved alcohol and/or illegal drugs. The three fatal crashes occurred at the SR 78, Old 
Rodeo Drive and Suzan Drive intersections, while the pedestrian crash occurred at the Fox Hill 
Road intersection.  All three of the fatal crashes occurred during dark, non-lighted conditions. The 
SR 78 fatal rear-end crash occurred in 2016 and involved wet pavement. The Old Rodeo Drive 
fatal angle crash occurred in 2017 and involved dry pavement.  The Suzan Drive fatal crash 
occurred in 2018 and also involved dry pavement.  Illegal drugs were a contributing factor in this 
crash. 
 

Table 2-12: Total Number of Crashes, Fatalities, and Injuries by Year (2014-2018) 
 

Year 
No. of 

Crashes 

No. of 
Fatality 
Crashes 

No. of 
Injury 

Crashes 

No. of Property 
Damage Only 

Crashes 
No. of 

Fatalities 
No. of 

Injuries 
2014 15 0 7 8 0 14 
2015 21 0 11 10 0 18 
2016 23 1 10 12 1 17 
2017 34 1 10 23 1 16 
2018 25 1 9 15 1 14 

5-Year 
Total 118 3 47 68 3 79 
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Table 2-13: Crash Locations and Crash Rates (2014-2018) 

 
 

 

Table 2-14: Crash Conditions (2014-2018)  

Lighting Condition No. of Crashes % of Total Crashes 
Daylight 66 55.9% 
Dark (Not Lighted) 34 28.8% 
Dusk/Dawn 9 7.6% 
Dark (Lighted) 9 7.6% 
Total 118 100.00% 

Weather Condition No. of Crashes % of Total Crashes 
Clear 83 70.3% 
Rain 19 16.1% 
Cloudy 16 13.6% 
Total 118 100.00% 

Road Surface Condition No. of Crashes % of Total Crashes 
Dry 94 79.7% 
Wet 24 20.3% 
Total 118 100.00% 

SR 78 34 28.8% 1.23
CR 78/Old Bayshore Road 15 12.7% 0.72
Cook Brown Road 13 11.0% 1.02
Shirley Lane 6 5.1% 0.43
Suzan Drive 6 5.1% 0.42
Old Rodeo Drive 6 5.1% 0.30
Busbee Lane 4 3.4% 0.30
Fox Hill Road 2 1.7% 0.15
Horseshoe Road 2 1.7% 0.14
Little Farm Road 2 1.7% 0.15
Not Within 300 Feet of an Intersection 28 23.7% n/a
Total 118 100.00% n/a

No. of 
Crashes

% of Total 
CrashesLocation

Crash   
Rates (1)

(1) Number of crashes per million entering vehicles.
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Table 2-15: Crash Types (2014-2018)  

Crash Type No. of Crashes 
% of Total 
Crashes 

Front-to-Rear 32 27.1% 
Angle 20 16.9% 
Ran into Culvert//Ditch/Canal 10 8.5% 
Front-to Front 6 5.1% 
Hit Fixed Object 6 5.1% 
Sideswipe (Same Direction) 5 4.2% 
Overturn/Rollover 5 4.2% 
Hit Animal 3 2.5% 
Sideswipe (Opposite Direction) 2 1.7% 
Jackknifed 2 1.7% 
Hit Pedestrian 1 0.8% 
Other 26 22.0% 
Totals 118 100.00% 

Note: 8 crashes involved alcohol and/or drugs 

 

3.0 TRAFFIC FORECASTING/FUTURE YEAR TRAFFIC VOLUMES 

3.1 Opening Year (2025), Interim Year (2035) and Design Year (2045) AADT Volumes 
 
This section provides a brief summary of the development of the opening year (2025), interim 
year (2035) and design year (2045) AADT volumes for the SR 31 study corridor. All of the future 
year AADT volumes were provided by District One. A more detailed discussion of the travel 
demand modeling that was conducted by District One is contained in the December 2019 SR 31 
Traffic Forecast Modeling Technical Memorandum that was provided by District One. A copy of 
this memorandum is provided in Appendix G. The 2040 District One Regional Planning Model 
(D1RPM) was run and the 2040 Peak Season Weekday Average Daily Traffic (PSWADT) 
volumes obtained from the model were converted to 2040 AADT volumes by multiplying the 
PSWADT volumes by the Lee County and Charlotte County Model Output Conversion Factors 
(i.e., 0.92 and 0.94, respectively). It should be noted that the Babcock Ranch project traffic 
volumes were not adjusted using the Model Output Conversion Factors – only the non-project 
(i.e., background) traffic volumes were adjusted. This is because internal adjustments were made 
to the D1RPM to obtain total daily volumes entering and exiting the Babcock Ranch project that 
were approximately equal to the 2040 AADT volumes that were previously estimated by David 
Plummer & Associates using the Institute of Transportation Engineers (ITE) trip generation 
methodologies.  
 
The resulting 2040 AADT volumes were compared to the existing (2017) AADT volumes obtained 
from the traffic count program. The 2017 and 2040 AADT volumes are summarized in Table 3-1, 
along with the model derived linear growth rates. When compared to the 2017 AADT volumes, 
the 2040 model AADT volumes reflect average yearly linear growth rates between 6.2% per year 
and 37.6% per year. These extremely high growth rates are due to both the relatively low existing 
AADT volumes throughout the corridor and the large amount of future development associated 
with the Babcock Ranch project.
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Table 3-1: SR 31 Existing (2017) and 2040 Model Mainline AADT Volumes 
 

 
(1) 2040 AADT volume = 2040 PSWADT volume x MOCF (0.92 for Lee County and 0.94 for Charlotte County) 

 
Based on information provided by Babcock Ranch representatives and David Plummer & 
Associates representatives, the Babcock Ranch development is expected to include 19,500 
residential dwelling units, 1.40 million square feet of retail, 2.60 million square feet of office and 
approximately 1.48 million square feet of other non-residential land use (e.g., industrial, hotel, 
hospital) at project build-out. The build-out development levels associated with the Lee County 
and Charlotte County portions of the Babcock Ranch project are documented in the December 
2019 SR 31 Traffic Forecast Modeling Technical Memorandum provided in Appendix G.  
 
In addition to incorporating the Babcock Ranch build-out development in the 2040 D1RPM, an 
interim year (2026) travel demand model was also developed by interpolating the 2010 and 2040 
models’ socioeconomic data. Since the Lee County portion of the Babcock Ranch project was 
originally expected to be completed by the year 2026, adjustments were made to the interpolated 
socioeconomic data to ensure that it contained 100% of the Lee County portion of the Babcock 
Ranch project. The 2026 model was also run and the resulting 2026 background PSWADT 
volumes were converted to 2026 AADT volumes using the same Lee County and Charlotte 
County Model Output Conversion Factors that were used to obtain the 2040 AADT volumes.   
 
The design year (2045) AADT volumes were derived from the 2040 AADT volumes by applying 
a 0.5% annual growth rate to the 2040 background AADT volumes (i.e., non-Babcock Ranch 
project traffic volumes) for a five-year period and then adding these volumes to the 2040 Babcock 
Ranch AADT volumes. This growth rate was approved by District One back in February 2017. 
Initial information provided by Babcock Ranch representatives indicated the completion of the first 
phase of development by the year 2026. Subsequent to the completion of the travel demand 
modeling, Babcock Ranch representatives later indicated that this completion date had been 
revised to the year 2035. Consequently, interim year (2035) AADT volumes were developed by 
growing the 2026 background traffic volumes by 0.5% per year for 9 years and adding this volume 
to the previously derived 2026 AADT volumes. The opening year (2025) AADT volumes were 
derived by interpolation using the existing (2017) AADT volumes and the interim year (2035) 
AADT volumes. The total AADT volumes entering and exiting Babcock Ranch were distributed to 
the six proposed access locations in accordance with the following distribution: 
 

•   Shirley Lane – 15 % 
•   Fox Hill Road – 10% 
•   Busbee Lane – 15% 
•  Cypress Parkway – 30% 
•  Horseshoe Road/Lake Babcock Drive – 20% 
•  Cook Brown Road – 10% 

South of CR 78/Old Bayshore Rd Lee 11,200 66,800 61,500 19.5%
North of CR 78/Old Bayshore Rd Lee 8,300 72,100 66,300 30.4%
North of Fox Hill Rd Lee 7,000 73,500 67,600 37.6%
North of Horseshoe Rd Charlotte 6,900 17,900 16,800 6.2%

Location Avg. Yearly 
Growth RateCounty 2040 

PSWADT 2040 AADT(1)2017 AADT
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The opening year (2025), interim year (2035) and design year (2045) AADT volumes are provided 
in Figure 3-1, Figure 3-2, and Figure 3-3, respectively.  The AADT volumes provided by District 
One are also included in Appendix G. A second independent estimate of the future year AADT 
volumes using historic growth trend analysis was not conducted for this PD&E study because the 
historic growth trend methodology is unable to take into account the impact of future land use 
growth on future travel demand. Since significant increases in future population and employment 
are expected to occur on the east side of SR 31 between Shirley Lane and Cook Brown Road as 
a result of the construction of Babcock Ranch, the 2040 AADT volumes estimated using the 
D1RPM would be expected to be significantly higher than the 2040 AADT volumes estimated 
from a historic growth trend analysis. The methodology that was used to derive the future year 
AADT volumes for the SR 31 PD&E study was developed through extensive coordination between 
District One staff (and two of their General Planning Consultants – Traf-O-Data and VHB) and 
Babcock Ranch representatives (and their traffic consultant – David Plummer & Associates). This 
coordination was undertaken over a two-year time period to maximize the consistency and 
compatibility of the SR 31 PD&E study traffic projections and the traffic projections being used to 
update the Babcock Ranch Master Traffic Study.
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Figure 3-1:  Opening Year (2025) AADT Volumes 
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Figure 3-2:  Interim Year (2035) AADT Volumes 
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Figure 3-3:  Design Year (2045) AADT Volumes 
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3.2 Opening Year (2025), Interim Year (2035) and Design Year (2045) Peak Hour 
Volumes 

 
The opening year (2025), interim year (2035) and design year (2045) a.m. and p.m. peak hour 
turning movement volumes were initially estimated with the use of the FDOT’s TURNS5 software. 
The existing (2017) and future year AADT volumes were used as inputs along with a K-factor of 
9.0% and a D-factor of 54.0%. The future year peak hour volumes were also estimated using the 
Babcock Ranch driveway trip distribution previously referenced in Section 3.1. The 2025, 2035 
and 2045 a.m. and p.m. peak hour volumes provided by District One are included in Appendix 
G. Several manual adjustments were made to the peak hour volumes provided by District One. 
Manual adjustments were made to account for the frontage road that will be provided with the SR 
31 improvements and the fact that several existing roads (e.g., Ruden Road, Suzan Drive) will 
not have direct access to the new divided SR 31. The 2025 and 2035 peak hour turning movement 
volumes provided by District One for the SR 78 intersection reflect the existing orientation of SR 
31 (i.e., north/south). The new four-lane divided SR 31 that will be constructed initially, will be 
constructed to the east of the existing roadway and will intersect the existing two-lane undivided 
SR 31 directly across from a realigned and widened (i.e., four-laned) SR 78. Consequently, the 
orientation of four of the six turning movement volumes was revised to reflect the replacement of 
the existing north leg of the intersection with a new east leg (e.g., the southbound SR 31 through 
movement was revised to reflect a westbound left-turn movement).  The opening year (2025) a.m. 
and p.m. peak hour volumes that were used to conduct the intersection analyses are graphically 
depicted in Figure 3-4 and Figure 3-5, respectively. Figure 3-6 and Figure 3-7 graphically depict 
the interim year (2035) a.m. and p.m. peak hour volumes, respectively. A new six-lane SR 31 
roadway from SR 80 to SR 78 (including a six-lane bridge across the Caloosahatchee River 
located to the east of the existing bridge) is currently being studied as a separate PD&E study.  
District One DEMO staff indicated these improvements (if ultimately approved by OEM) are not 
expected to be implemented in phases. District One DEMO staff also indicated these 
improvements were not expected to be constructed and open to traffic by the year 2025 but were 
anticipated to be constructed and open to traffic before the year 2045. The design year (2045) 
a.m. and p.m. peak hour volumes that were used to conduct the intersection analyses are 
graphically depicted in Figure 3-8 and Figure 3-9, respectively. 
 
3.3 Opening Year (2025), Interim Year (2035) and Design Year (2045) Peak Hour Truck 

Volumes 
 
As discussed previously in Section 2.0 of this report, trucks comprise a significant percentage of 
the current total traffic volume on SR 31 with respect to both daily volumes and peak hour 
volumes. These high truck percentages are due to several factors including the following: 

• The low levels of residential and commercial development that currently exist 
throughout a majority of the SR 31 corridor. 

• SR 31 is the most direct freight transportation route for trips between Labelle 
and Arcadia; and  

• The ongoing construction associated with the Babcock Ranch development.
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Although truck volumes are expected to increase over the 28-year period from 2017 to 2045, the 
increase in passenger vehicles is expected to be greater than the increase in trucks as a result of 
the completion of the Babcock Ranch development (i.e., fewer construction vehicles) and the 
significant amount of passenger vehicle trips that will be generated by the future residential, 
commercial and office land uses located in this development. This will result in lower future year 
daily and peak hour truck percentages (compared to the existing percentages).  
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Figure 3-4:  Opening Year (2025) AM Peak Hour Volumes 
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Figure 3-5:  Opening Year (2025) PM Peak Hour Volumes 
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Figure 3-6:  Interim Year (2035) AM Peak Hour Volumes 
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Figure 3-7:  Interim Year (2035) PM Peak Hour Volumes 
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Figure 3-8:  Design Year (2045) AM Peak Hour Volumes 
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Figure 3-9:  Design Year (2045) PM Peak Hour Volumes 
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The truck forecasting methodology that was utilized for the SR 31 PD&E Study consisted of the 
following initial steps: 

Step 1: The 2045 daily truck volume on SR 31 north of Fox Hill Road was estimated by conducting 
a growth trend analysis using the historic truck volumes associated with FDOT Count Station No. 
120273) for the 10-year period from 2010 to 2019.  This resulted in a 2045 daily truck volume 
equal to 6,500 trucks.  

Step 2: The 2045 daily truck volume on SR 31 north of Fox Hill Road was divided by the 2045 
total daily volume estimated for this same location (i.e., 60,600 vehicles per day) to obtain a 2045 
daily truck percentage equal to approximately 10.7% 

Step 3: The opening year (2025) daily truck volume on SR 31 north of Fox Hill Road was also 
estimated from the growth trend analysis conducted  using the historic truck volumes associated 
with FDOT Count Station No. 120273) for the 10-year period from 2010 to 2019.  This resulted in 
a 2025 daily truck volume equal to 3,300 trucks.  

Step 4: The 2025 daily truck volume on SR 31 north of Fox Hill Road was divided by the 2025 
total daily volume estimated for this same location (i.e., 23,500 vehicles per day) to obtain a 2025 
daily truck percentage equal to approximately 14.0% 

Step 5: The 2045 AADT volumes estimated for the SR 31 roadway segments between SR 78 
and Cook Brown Road were multiplied by the initial estimate of the 2045 daily truck percentage 
(i.e., 10.7%) to obtain an initial estimate of the 2045 daily truck volumes. These truck volumes are 
provided in Table 3-2. 

Step 6: The 2025 AADT volumes estimated for the SR 31 roadway segments between SR 78 
and Cook Brown Road were multiplied by the initial estimate of the 2025 daily truck percentage 
(i.e., 14.0%) to obtain an initial estimate of the 2025 daily truck volumes. These truck volumes are 
also provided in Table 3-2. 

A review of the preliminary 2025 and 2045 daily truck volumes indicated some significant 
fluctuations in volumes between adjacent roadway segments. Many of these fluctuations were 
not viewed as being realistic given the specific nature of the cross streets and the adjacent land 
uses. In addition, the preliminary 2025 and 2045 truck volumes for the segment of SR 31 between 
Little Farm Road and Cook Brown Road (i.e., 1,288 trucks and 2,354 trucks, respectively) were 
lower than the three-day average 2017 truck volume at this same location (i.e., 2,488 trucks). 
These unrealistic values were the result of applying the same daily truck percentage to each 
roadway segment regardless of the magnitude of the AADT volume.  

Although it is possible that SR 31 will experience some minor fluctuations in truck volumes 
throughout the study corridor in the future, it is reasonable to expect that a majority of the future 
year SR 31 truck traffic will have origins and destinations south of SR 78 and north of Cook Brown 
Road. For the purpose of these PD&E studies, it was assumed that the daily truck traffic would 
remain constant between SR 78 and Cook Brown Road.  Consequently, the 2025 and 2045 daily 
truck volumes estimated for SR 31 north of Fox Hill Road were assumed to travel throughout the 
SR 31 study corridor. Based on this assumption, the 2025 daily truck percentage ranges from 
11.3% to 35.8%, while the 2045 daily truck percentage ranges from 8.8 % to 29.5%.  
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Table 3-2: Opening Year (2025) and Design Year (2045) Daily Truck Volumes  
and Percentages 

 
 
 

SR 78 to Old Rodeo Drive 29,000 4,060 3,290 11.3%
Old Rodeo Drive to River Road 29,100 4,074 3,290 11.3%
River Road to Ruden Road 28,900 4,046 3,290 11.4%
Ruden Road to Shirley Lane 28,900 4,046 3,290 11.4%
Shirley Lane to Fox Hill Road 25,700 3,598 3,290 12.8%
Fox Hill Road to Busbee Lane 23,500 3,290 3,290 14.0%
Busbee Lane to Suzan Drive 20,400 2,856 3,290 16.1%
Suzan Drive to Cypress Parkway 20,200 2,828 3,290 16.3%
Cypress Parkway to Horseshoe Road 14,100 1,974 3,290 23.3%
Horseshoe Road to Little Farm Road 9,800 1,372 3,290 33.6%
Little Farm Road to Cook Brown Road 9,200 1,288 3,290 35.8%

SR 78 to Old Rodeo Drive 66,500 7,116 6,484 9.8%
Old Rodeo Drive to River Road 66,500 7,116 6,484 9.8%
River Road to Ruden Road 73,300 7,843 6,484 8.8%
Ruden Road to Shirley Lane 73,300 7,843 6,484 8.8%
Shirley Lane to Fox Hill Road 63,400 6,784 6,484 10.2%
Fox Hill Road to Busbee Lane 60,600 6,484 6,484 10.7%
Busbee Lane to Suzan Drive 50,900 5,446 6,484 12.7%
Suzan Drive to Cypress Parkway 50,500 5,404 6,484 12.8%
Cypress Parkway to Horseshoe Road 33,700 3,606 6,484 19.2%
Horseshoe Road to Little Farm Road 22,400 2,397 6,484 28.9%
Little Farm Road to Cook Brown Road 22,000 2,354 6,484 29.5%

Roadway Segment
AADT 

Volumes
10.7% Trucks Final Daily 

Truck Volumes
Final Daily 

Truck %

Opening Year (2025)

Design Year (2045)

Roadway Segment
AADT 

Volumes
14.0% Trucks Final Daily 

Truck Volumes
Final Daily 

Truck %
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Initially, it was assumed that the 2025 and 2045 peak hour truck percentages would be 
approximately equal to one-half the 2025 and 2045 daily truck percentages. Consequently, the 
2025 two-way peak hour volumes were multiplied by 7.0% and the 2045 two-way peak hour 
volumes were multiplied by 5.3%. These preliminary peak hour truck volume estimates are 
provided in Table 3-3. A review of the preliminary 2025 and 2045 peak hour truck volumes 
indicated significant fluctuations in volumes between some of the SR 31 segments and the 
magnitude of some of these fluctuations did not seem reasonable given the specific nature of the 
cross streets and the adjacent land uses. In addition, if it was assumed the peak hour truck traffic 
would remain constant between SR 78 and Cook Brown Road and the estimated peak hour truck 
volumes on SR 31 north of Fox Hill Road were used throughout the entire study corridor, the 2025 
a.m. peak hour truck volumes between SR 78 and CR 78 and between Little Farm Road and 
Cook Brown Road were significantly lower than the 2017 a.m. peak hour truck volumes. 

A review of the 2017 a.m. and p.m. peak hour truck percentages indicates the average a.m. peak 
hour percentage is approximately 70% higher than the p.m. peak hour percentage. Therefore, a 
second estimate of the 2025 and 2045 a.m. peak hour truck volumes was obtained by multiplying 
the 2025 and 2045 a.m. peak hour volumes by 11.9% and 9.0%, respectively. These truck volume 
estimates are also provided in Table 3-3. The use of a higher a.m. peak hour truck percentage 
for the opening year yielded a more reasonable estimate of the a.m. peak hour corridor truck 
volume. However, the use of a higher a.m. peak hour truck percentage for the design year yielded 
an a.m. peak hour corridor truck volume that was viewed as being excessive. Consequently, the 
original 5.3% value was retained for use in the design year a.m. peak hour. The final 2025 and 
2045 peak hour truck volume estimates are provided in Table 3-3 along with the corresponding 
peak hour truck percentages. Based on these assumptions, the 2025 a.m. peak hour truck 
percentage ranges from 9.5% to 32.0%, while the 2025 p.m. peak hour truck percentage ranges 
from 5.7 % to 17.9%.  The 2045 a.m. peak hour truck percentage ranges from 4.4% to 15.0%, 
while the 2045 p.m. peak hour truck percentage ranges from 4.4 % to 14.5%.   

The interim year (2035) daily truck volume for the study corridor was estimated by interpolating 
between the 2025 and 2045 daily truck volumes. This resulted in a 2035 daily truck volume equal 
to 4,887 trucks. This value was approximately equal to the 2035 daily truck volume that was 
estimated for SR 31 north of Fox Hill Road based on the historic growth trend analysis. The 2035 
daily truck percentages are provided in Table 3-4. The 2035 peak hour truck volumes were 
subsequently estimated by interpolating between the 2025 and 2045 peak hour truck volumes. 
The 2035 peak hour truck volumes and percentages are provided in Table 3-5. The 2035 a.m. 
peak hour truck percentages range between 5.3% and 22.3%, while the 2035 p.m. peak hour 
truck percentages range between 4.4% and 17.6%.
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Table 3-3: Opening Year (2025) and Design Year (2045) Peak Hour Truck Volumes and Percentages 

 
 
 

SR 78 to Old Rodeo Drive 2,525 177 300 240 9.5% 2,564 179 147 5.7%
Old Rodeo Drive to River Road 2,518 176 300 240 9.5% 2,554 179 147 5.8%
River Road to Ruden Road 2,527 177 301 240 9.5% 2,575 180 147 5.7%
Ruden Road to Shirley Lane 2,520 176 300 240 9.5% 2,567 180 147 5.7%
Shirley Lane to Fox Hill Road 2,217 155 264 240 10.8% 2,293 161 147 6.4%
Fox Hill Road to Busbee Lane 2,020 141 240 240 11.9% 2,104 147 147 7.0%
Busbee Lane to Suzan Drive 1,746 122 208 240 13.7% 1,837 129 147 8.0%
Suzan Drive to Cypress Parkway 1,726 121 205 240 13.9% 1,814 127 147 8.1%
Cypress Parkway to Horseshoe Road 1,187 83 141 240 20.2% 1,273 89 147 11.5%
Horseshoe Road to Little Farm Road 807 56 96 240 29.7% 879 62 147 16.7%
Little Farm Road to Cook Brown Road 749 52 89 240 32.0% 823 58 147 17.9%

SR 78 to Old Rodeo Drive 5,882 312 529 289 4.9% 5,906 313 290 4.9%
Old Rodeo Drive to River Road 5,902 313 531 289 4.9% 5,902 313 290 4.9%
River Road to Ruden Road 6,586 349 593 289 4.4% 6,591 349 290 4.4%
Ruden Road to Shirley Lane 6,577 349 592 289 4.4% 6,630 351 290 4.4%
Shirley Lane to Fox Hill Road 5,618 298 506 289 5.1% 5,707 302 290 5.1%
Fox Hill Road to Busbee Lane 5,453 289 491 289 5.3% 5,474 290 290 5.3%
Busbee Lane to Suzan Drive 4,523 240 407 289 6.4% 4,578 243 290 6.3%
Suzan Drive to Cypress Parkway 4,493 238 404 289 6.4% 4,539 241 290 6.4%
Cypress Parkway to Horseshoe Road 2,996 159 270 289 9.6% 3,042 161 290 9.5%
Horseshoe Road to Little Farm Road 1,975 105 178 289 14.6% 2,019 107 290 14.4%
Little Farm Road to Cook Brown Road 1,921 102 173 289 15.0% 1,994 106 290 14.5%

 Final AM Pk 
Hr Truck %

Roadway Segment

Roadway Segment

AM Pk Hr 
Volumes

AM Pk Hr 
Trucks (7.0%)

AM Pk Hr 
Trucks (11.9%)

Final AM Pk 
Hr Trucks 

PM Pk Hr 
Volumes

PM Pk Hr 
Trucks (5.3%)

Final PM Pk 
Hr Trucks

Final PM Pk 
Hr Truck %

Opening Year (2025)

Design Year (2045)

 Final AM Pk 
Hr Truck %

PM Pk Hr 
Volumes

PM Pk Hr 
Trucks (7.0%)

Final PM Pk 
Hr Trucks

Final PM Pk 
Hr Truck %

AM Pk Hr 
Volumes

AM Pk Hr 
Trucks (5.3%)

AM Pk Hr 
Trucks (9.0%)

Final AM Pk 
Hr Trucks
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Table 3-4: Future Year Daily Truck Volumes and Percentages 

 

SR 78 to Old Rodeo Drive 29,000 3,290 11.3%
Old Rodeo Drive to River Road 29,100 3,290 11.3%
River Road to Ruden Road 28,900 3,290 11.4%
Ruden Road to Shirley Lane 28,900 3,290 11.4%
Shirley Lane to Fox Hill Road 25,700 3,290 12.8%
Fox Hill Road to Busbee Lane 23,500 3,290 14.0%
Busbee Lane to Suzan Drive 20,400 3,290 16.1%
Suzan Drive to Cypress Parkway 20,200 3,290 16.3%
Cypress Parkway to Horseshoe Road 14,100 3,290 23.3%
Horseshoe Road to Little Farm Road 9,800 3,290 33.6%
Little Farm Road to Cook Brown Road 9,200 3,290 35.8%

SR 78 to Old Rodeo Drive 52,700 4,887 9.3%
Old Rodeo Drive to River Road 52,600 4,887 9.3%
River Road to Ruden Road 55,800 4,887 8.8%
Ruden Road to Shirley Lane 55,500 4,887 8.8%
Shirley Lane to Fox Hill Road 49,400 4,887 9.9%
Fox Hill Road to Busbee Lane 44,800 4,887 10.9%
Busbee Lane to Suzan Drive 38,100 4,887 12.8%
Suzan Drive to Cypress Parkway 37,800 4,887 12.9%
Cypress Parkway to Horseshoe Road 24,300 4,887 20.1%
Horseshoe Road to Little Farm Road 14,800 4,887 33.0%
Little Farm Road to Cook Brown Road 13,700 4,887 35.7%

SR 78 to Old Rodeo Drive 66,500 6,484 9.8%
Old Rodeo Drive to River Road 66,500 6,484 9.8%
River Road to Ruden Road 73,300 6,484 8.8%
Ruden Road to Shirley Lane 73,300 6,484 8.8%
Shirley Lane to Fox Hill Road 63,400 6,484 10.2%
Fox Hill Road to Busbee Lane 60,600 6,484 10.7%
Busbee Lane to Suzan Drive 50,900 6,484 12.7%
Suzan Drive to Cypress Parkway 50,500 6,484 12.8%
Cypress Parkway to Horseshoe Road 33,700 6,484 19.2%
Horseshoe Road to Little Farm Road 22,400 6,484 28.9%
Little Farm Road to Cook Brown Road 22,000 6,484 29.5%

Roadway Segment
AADT 

Volumes
Final Daily 

Truck Volumes
Final Daily 

Truck %

Roadway Segment
AADT 

Volumes

Opening Year (2025)

Interim Year (2035)

Design Year (2045)

Final Daily 
Truck Volumes

Final Daily 
Truck %

Roadway Segment
AADT 

Volumes
Final Daily 

Truck Volumes
Final Daily 

Truck %
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Table 3-5: Future Year Peak Hour Truck Volumes and Percentages 
 

 

SR 78 to Old Rodeo Drive 2,525 240 9.5% 2,564 147 5.7%
Old Rodeo Drive to River Road 2,518 240 9.5% 2,554 147 5.8%
River Road to Ruden Road 2,527 240 9.5% 2,575 147 5.7%
Ruden Road to Shirley Lane 2,520 240 9.5% 2,567 147 5.7%
Shirley Lane to Fox Hill Road 2,217 240 10.8% 2,293 147 6.4%
Fox Hill Road to Busbee Lane 2,020 240 11.9% 2,104 147 7.0%
Busbee Lane to Suzan Drive 1,746 240 13.7% 1,837 147 8.0%
Suzan Drive to Cypress Parkway 1,726 240 13.9% 1,814 147 8.1%
Cypress Parkway to Horseshoe Road 1,187 240 20.2% 1,273 147 11.5%
Horseshoe Road to Little Farm Road 807 240 29.7% 879 147 16.7%
Little Farm Road to Cook Brown Road 749 240 32.0% 823 147 17.9%

SR 78 to Old Rodeo Drive 4,779 265 5.5% 4,757 219 4.6%
Old Rodeo Drive to River Road 4,774 265 5.5% 4,742 219 4.6%
River Road to Ruden Road 4,998 265 5.3% 5,012 219 4.4%
Ruden Road to Shirley Lane 5,004 265 5.3% 5,021 219 4.4%
Shirley Lane to Fox Hill Road 4,359 265 6.1% 4,437 219 4.9%
Fox Hill Road to Busbee Lane 3,922 265 6.7% 4,022 219 5.4%
Busbee Lane to Suzan Drive 3,307 265 8.0% 3,422 219 6.4%
Suzan Drive to Cypress Parkway 3,284 265 8.1% 3,391 219 6.4%
Cypress Parkway to Horseshoe Road 2,072 265 12.8% 2,175 219 10.0%
Horseshoe Road to Little Farm Road 1,246 265 21.2% 1,315 219 16.6%
Little Farm Road to Cook Brown Road 1,187 265 22.3% 1,242 219 17.6%

SR 78 to Old Rodeo Drive 5,882 289 4.9% 5,906 290 4.9%
Old Rodeo Drive to River Road 5,902 289 4.9% 5,902 290 4.9%
River Road to Ruden Road 6,586 289 4.4% 6,591 290 4.4%
Ruden Road to Shirley Lane 6,577 289 4.4% 6,630 290 4.4%
Shirley Lane to Fox Hill Road 5,618 289 5.1% 5,707 290 5.1%
Fox Hill Road to Busbee Lane 5,453 289 5.3% 5,474 290 5.3%
Busbee Lane to Suzan Drive 4,523 289 6.4% 4,578 290 6.3%
Suzan Drive to Cypress Parkway 4,493 289 6.4% 4,539 290 6.4%
Cypress Parkway to Horseshoe Road 2,996 289 9.6% 3,042 290 9.5%
Horseshoe Road to Little Farm Road 1,975 289 14.6% 2,019 290 14.4%
Little Farm Road to Cook Brown Road 1,921 289 15.0% 1,994 290 14.5%

 Final AM Pk 
Hr Truck %
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The results of this methodology were originally documented in a January 2019 memorandum that 
was approved by District One. These results were modified slightly in October 2020 due to the 
revised future year traffic projections that were provided by District One in October 2020. 
 
The existing (2017) a.m. and p.m. peak hour truck percentages were calculated for the individual 
turning movements at the SR 78 intersection. This existing peak hour turning movement 
percentages are provided in Appendix H. The future year peak hour turning movement volumes 
were then multiplied by the existing peak hour truck percentages and the estimated future year 
truck turning movements were reviewed for reasonableness. The future year truck volumes 
estimated for the northbound SR 31 left-turn movement and the eastbound SR 78 right-turn 
movement were viewed as being reasonable because the existing peak hour truck percentages 
and the growth in future year peak hour volumes for these two movements were relatively low. 
However, a majority of the future year truck volumes estimated for the southbound SR 31 right-
turn movement and the eastbound SR 31 left-turn movement were viewed as being excessively 
high. That is because the existing peak hour truck percentages and the growth in future year peak 
hour volumes for these two movements were much higher. Consequently, the future year peak 
hour truck percentages for these two movements were reduced to yield more reasonable future 
year truck volumes. The future year truck percentages used for these two movements were based 
on engineering judgement and reflected decreasing future year peak hour percentages (but 
increasing future year peak hour truck volumes). The future year peak hour truck percentages 
also reflected relatively constant increases in future year truck volumes. 
 
The future year peak hour truck volumes for the southbound SR 31 through movement were 
calculated by subtracting the future year peak hour truck volumes estimated for the southbound 
right-turn movement from the total future year peak hour truck volumes estimated for the segment 
of SR 31 between SR 78 and Old Rodeo Drive.  Similarly, the future year peak hour truck volumes 
for the northbound SR 31 through movement were calculated by subtracting the future year peak 
hour truck volumes estimated for the eastbound SR 78 left-turn movement from the total future 
year peak hour truck volumes estimated for the segment of SR 31 between SR 78 and Old Rodeo 
Drive.  These northbound and southbound SR 31 through movement truck volumes were then 
divided by the northbound and southbound SR 31 through movement total volumes to obtain the 
future year peak hour truck percentages for these two movements. The final estimates of the 
future year peak hour truck volumes and truck percentages for the individual movements at the 
SR 78 intersection are provided in Appendix H. 
 
The existing (2017) a.m. and p.m. peak hour truck percentages were also calculated for the 
individual turning movements at the CR 78 intersection. This existing peak hour turning movement 
percentages are also provided in Appendix H. The future year peak hour turning movement 
volumes were then multiplied by the existing peak hour truck percentages and the estimated 
future year truck turning movements were reviewed for reasonableness. With one exception, all 
of the future year truck turning movement volumes were viewed as being reasonable. The existing 
a.m. peak hour truck percentage associated with the southbound SR 31 right-turn movement was 
reduced from 50.0% to 25.0%.
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4.0 FUTURE CONDITIONS TRAFFIC OPERATIONS ANALYSIS 
4.1 Roadway Segments 
 
The future conditions peak hour roadway segment level of service analyses was conducted using 
the two-lane highway module (No-Build Alternative) and the multi-lane highway module (Build 
Alternative) of the HCS. The level of service analyses was conducted using the following 
parameter values: 

 
• PHF (Opening Year) = 0.95 (a.m. peak hour)/0.93 (p.m. peak hour) 
• PHF (Interim Year) = 0.95 (a.m. peak hour)/0.94 (p.m. peak hour) 
• PHF (Design Year) = 0.95 (both peak hours) 
• Base Free Flow Speed = 65 mph (No-Build Alternative)/45 mph (Build Alternative) 

 
The opening year (2025), interim year (2035) and design year (2045) peak hour truck percentages 
that were discussed previously in Section 3.0 of this report, were also used to conduct the 
roadway segment level of service analyses. For those segments that did not have a constant 
volume throughout the entire segment (i.e., the departure volume and approach volume at 
adjacent intersections was not the same), the average segment volume was used to conduct the 
analysis. 
 
4.1.1 Opening Year (2025), and Interim Year (2035) No-Build Alternative Levels of Service 
 
Table 4-1 summarizes the opening year (2025) No-Build Alternative roadway segment level of 
service analysis results. The portion of SR 31 from SR 78 to Cypress Parkway is projected to 
operate at Level of Service E during both the a.m. and p.m. peak hours. Only the portion of SR 
31 from Cypress Parkway to Cook Brown Road is projected to operate at the target level of service 
(i.e., Level of Service D or better) during the a.m. and p.m. peak hours. Table 4-2 summarizes 
the results of the interim year (2035) No-Build Alternative roadway segment level of service 
analysis. The portion of SR 31 from SR 78 to Cypress Parkway is projected to operate at Level 
of Service F during both the a.m. and p.m. peak hours, while the portion of SR 31 from Cypress 
Parkway to Horseshoe Road is projected to operate at Level of Service E during both peak hours.   
 
These results document the need to widen the portion of SR 31 from SR 78 to Horseshoe Road 
prior to the interim year. These results also indicate the portion of SR 31 from Horseshoe Road 
to Cook Brown Road is projected to operate at the target level of service (i.e., Level of Service D 
or better) in 2035 during the a.m. and p.m. peak hours and therefore, does not need to be widened 
prior to the interim year. The No-Build Alternative 2025 and 2035 HCS segment analysis summary 
sheets are provided in Appendix I.
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Table 4-1: Opening Year (2025) No-Build Alternative Roadway Segment Analysis Summary 

 
 

Volume    ATS (1)   PTSF (2)    LOS (3) Volume    ATS (1)    PTSF (2)    LOS (3)

SR 78 Old Rodeo Drive 2 1,388 43.3 94.5% E 1,137 43.5 90.6% E
Old Rodeo Drive CR 78 (N. River Road) 2 1,385 40.9 93.7% E 1,133 41.0 89.9% E
CR 78 (N. River Road) Ruden Road 2 1,367 42.3 94.1% E 1,160 42.5 91.1% E
Ruden Road Shirley Lane* 2 1,358 39.0 92.9% E 1,162 39.2 89.1% E
Shirley Lane* Fox Hill Road* 2 1,183 45.1 88.2% E 1,034 45.1 86.1% E
Fox Hill Road* Busbee Lane* 2 1,078 47.1 85.9% E 942 47.2 82.9% E
Busbee Lane* Suzan Drive 2 923 49.3 81.1% E 823 49.4 79.9% D
Suzan Drive Cypress Parkway* 2 911 49.0 85.6% E 815 48.9 83.0% E
Cypress Parkway* Horseshoe Road* 2 605 52.5 76.5% D 582 52.8 73.9% D
Horseshoe Road* Little Farm Road 2 419 54.0 68.1% D 388 54.2 65.0% C
Little Farm Road Cook Brown Road* 2 388 53.6 66.6% D 361 53.8 63.0% C

Volume    ATS (1)    PTSF (2)    LOS (3) Volume    ATS (1)    PTSF (2)    LOS (3)

SR 78 Old Rodeo Drive 2 1,416 42.5 95.4% E 1,148 42.8 91.3% E
Old Rodeo Drive CR 78 (N. River Road) 2 1,412 40.2 94.6% E 1,142 40.3 90.7% E
CR 78 (N. River Road) Ruden Road 2 1,407 41.5 95.1% E 1,168 41.7 91.8% E
Ruden Road Shirley Lane* 2 1,403 38.3 92.9% E 1,164 38.3 90.8% E
Shirley Lane* Fox Hill Road* 2 1,250 44.0 90.2% E 1,043 44.0 87.0% E
Fox Hill Road* Busbee Lane* 2 1,143 46.1 87.9% E 961 46.5 84.1% E
Busbee Lane* Suzan Drive 2 994 48.3 85.7% E 843 48.3 80.5% E
Suzan Drive Cypress Parkway* 2 984 47.8 88.7% E 830 48.1 83.1% E
Cypress Parkway* Horseshoe Road* 2 678 51.9 78.6% D 595 51.9 75.2% D
Horseshoe Road* Little Farm Road 2 448 54.0 70.3% D 431 53.9 69.9% D
Little Farm Road Cook Brown Road* 2 421 54.6 69.9% D 402 54.7 67.5% D

No. of 
Lanes

Peak Direction Off-Peak Direction
AM Peak Hour

Peak Direction
 PM Peak Hour

Off-Peak Direction
From To

No. of 
Lanes

From To

(1) ATS = Average Travel Speed (mph)
(2) PTSF =  Percent-Time-Spent-Following
(3) LOS = Level of Service
* Babcock Ranch Entrance/Exit
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Table 4-2: Interim Year (2035) No-Build Alternative Roadway Segment Analysis Summary 

 
 

Volume    ATS (1)   PTSF (2)    LOS (3) Volume    ATS (1)    PTSF (2)    LOS (3)

SR 78 Old Rodeo Drive 2 2,637 25.2 100.0% F 2,142 25.2 100.0% F
Old Rodeo Drive CR 78 (N. River Road) 2 2,635 22.6 100.0% F 2,139 22.6 99.8% F
CR 78 (N. River Road) Ruden Road 2 2,745 22.4 100.0% F 2,253 22.4 100.0% F
Ruden Road Shirley Lane* 2 2,744 18.8 100.0% F 2,260 18.9 99.2% F
Shirley Lane* Fox Hill Road* 2 2,377 27.6 100.0% F 1,982 27.6 97.9% F
Fox Hill Road* Busbee Lane* 2 2,144 31.6 99.2% F 1,778 31.6 96.6% F
Busbee Lane* Suzan Drive 2 1,796 36.6 97.2% F 1,511 36.6 94.9% F
Suzan Drive Cypress Parkway* 2 1,785 36.7 98.7% F 1,499 36.6 95.7% F
Cypress Parkway* Horseshoe Road* 2 1,098 46.2 90.3% E 974 46.4 87.2% E
Horseshoe Road* Little Farm Road 2 628 51.8 77.6% D 618 51.8 77.4% D
Little Farm Road Cook Brown Road* 2 598 51.6 76.0% D 589 51.6 76.2% D

Volume    ATS (1)    PTSF (2)    LOS (3) Volume    ATS (1)    PTSF (2)    LOS (3)

SR 78 Old Rodeo Drive 2 2,634 24.9 100.0% F 2,123 24.9 100.0% F
Old Rodeo Drive CR 78 (N. River Road) 2 2,629 22.4 100.0% F 2,113 22.4 99.9% F
CR 78 (N. River Road) Ruden Road 2 2,755 21.8 100.0% F 2,257 21.8 100.0% F
Ruden Road Shirley Lane* 2 2,761 18.3 100.0% F 2,260 18.2 100.0% F
Shirley Lane* Fox Hill Road* 2 2,437 26.5 100.0% F 2,000 26.5 98.2% F
Fox Hill Road* Busbee Lane* 2 2,201 30.5 99.5% F 1,821 30.5 97.1% F
Busbee Lane* Suzan Drive 2 1,866 35.4 98.4% F 1,556 35.4 95.5% F
Suzan Drive Cypress Parkway* 2 1,851 35.5 99.6% F 1,540 35.6 96.1% F
Cypress Parkway* Horseshoe Road* 2 1,162 45.3 91.0% E 1,013 45.3 88.8% E
Horseshoe Road* Little Farm Road 2 664 51.5 79.4% D 651 51.3 77.9% D
Little Farm Road Cook Brown Road* 2 624 52.2 77.1% D 618 52.3 77.4% D

AM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

 PM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

(1) ATS = Average Travel Speed (mph)
(2) PTSF =  Percent-Time-Spent-Following
(3) LOS = Level of Service
* Babcock Ranch Entrance/Exit
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4.1.2 Opening Year (2025), Interim Year (2035) and Design Year (2045) Initial Build 
Alternative Levels of Service 

 
Table 4-3 summarizes the results of the opening year (2025) roadway segment level of service 
analysis conducted for the initial (interim) SR 31 improvement concept. This initial improvement 
concept provides a four-lane divided roadway on SR 31 from SR 78 to Horseshoe Road. The 
portion of SR 31 from Horseshoe Road to Cook Brown Road remains as a two-lane undivided 
roadway. The four-lane divided portion of SR 31 is projected to operate at Level of Service C or 
better for both travel directions during the a.m. and p.m. peak hours. Table 4-4 summarizes the 
results of the interim year (2035) roadway segment level of service analysis conducted for the 
initial improvement concept. The portion of SR 31 from SR 78 to Shirley Lane is projected to 
operate at Level of Service E for the peak travel direction and Level of Service D for the off-peak 
travel direction during both peak hours. In addition, the portion of SR 31 from Shirley Lane to 
Horseshoe Road is projected to operate at Level of Service D or better for both travel directions 
during both peak hours.  
 
Table 4-5 summarizes the results of the design year (2045) roadway segment level of service 
analysis conducted for the initial SR 31 improvement concept. The portion of SR 31 from SR 78 
to Shirley Lane is projected to operate at Level of Service F for the peak travel direction and Level 
of Service E for the off-peak travel direction during both peak hours. In addition, the portion of SR 
31 from Busbee Lane to Shirley lane is projected to operate at Level of Service E in the peak 
travel direction during both peak hours. The existing two-lane undivided portion of SR 31 from 
Horseshoe Road to Cook Brown Road is also projected to operate at Level of Service E (in both 
travel directions) during both peak hours. These results document the need to six-lane the portion 
of the SR 31 study corridor from SR 78 to Cypress Parkway and four-lane the portion of SR 31 
from Horseshoe Road to Cook Brown Road prior to the design year. The Initial Build Alternative 
opening year, interim year, and design year HCS segment analysis summary sheets are provided 
in Appendix J. 
 
4.1.3 Interim Year (2035) and Design Year (2045) Ultimate Build Alternative Levels of 
Service 
 
Based on the results of the interim year (2035) and design year (2045) roadway segment level of 
service analyses conducted for the Initial Build Alternative, the following laneage is needed on 
SR 31 to accommodate the design year (2045) peak hour volumes: 
 

• Six lanes from SR 78 to Cypress Parkway; and  
• Four lanes from Cypress Parkway to Cook Brown Road 

 
Table 4-6 summarizes the results of the design year (2045) roadway segment level of service 
analysis conducted for the Ultimate Build Alternative. The entire SR 31 study corridor is projected 
to operate at Level of Service D or better for both travel directions during both peak hours. In 
addition, the portion of SR 31 from Busbee Lane to Cook Brown Road is projected to operate at 
Level of Service C or better for both travel directions during both peak hours. The Ultimate Build 
Alternative design year HCS segment analysis summary sheets are provided in Appendix K.
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Table 4-3: Opening Year (2025) Initial Build Alternative Roadway Segment Analysis Summary 

 
 

 
 

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 4 1,388 40.4 19.9 C 1,137 40.4 16.3 B
Old Rodeo Drive CR 78 (N. River Road) 4 1,385 40.4 19.9 C 1,133 39.4 16.6 B
CR 78 (N. River Road) Shirley Lane* 4 1,349 40.4 19.3 C 1,155 40.4 16.6 B
Shirley Lane* Fox Hill Road* 4 1,181 40.4 17.1 B 1,032 40.4 14.9 B
Fox Hill Road* Busbee Lane* 4 1,076 40.4 15.7 B 940 40.4 13.7 B
Busbee Lane* Cypress Parkway* 4 911 40.4 13.5 B 815 40.4 12.1 B
Cypress Parkway* Horseshoe Road* 4 605 39.0 9.8 A 582 40.4 9.1 A
Horseshoe Road* Little Farm Road 2 419 54.0 N/A D 388 54.2 N/A C
Little Farm Road Cook Brown Road* 2 388 53.6 N/A D 361 53.8 N/A C

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 4 1,416 40.4 20.0 C 1,148 40.4 16.2 B
Old Rodeo Drive CR 78 (N. River Road) 4 1,412 39.4 20.4 C 1,142 40.4 16.1 B
CR 78 (N. River Road) Shirley Lane* 4 1,391 40.4 19.6 C 1,154 40.4 16.3 B
Shirley Lane* Fox Hill Road* 4 1,248 40.4 17.6 B 1,041 40.4 14.7 B
Fox Hill Road* Busbee Lane* 4 1,141 40.4 16.2 B 959 40.4 13.7 B
Busbee Lane* Cypress Parkway* 4 984 40.4 14.2 B 830 40.4 11.9 B
Cypress Parkway* Horseshoe Road* 4 678 40.4 10.1 A 595 39.0 9.2 A
Horseshoe Road* Little Farm Road 2 448 54.0 N/A D 431 53.9 N/A D
Little Farm Road Cook Brown Road* 2 421 54.6 N/A D 402 54.7 N/A D

AM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

 PM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

(1) ATS = Average Travel Speed (mph)
(2) Density (passenger cars per mile per lane)
(3) LOS = Level of Service
* Babcock Ranch Entrance/Exit
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Table 4-4: Interim Year (2035) Initial Build Alternative Roadway Segment Analysis Summary 
 

 
 

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 4 2,637 40.4 36.4 E 2,142 40.4 29.6 D
Old Rodeo Drive CR 78 (N. River Road) 4 2,635 40.4 36.4 E 2,139 39.4 30.3 D
CR 78 (N. River Road) Shirley Lane* 4 2,727 40.4 37.3 E 2,244 40.4 30.7 D
Shirley Lane* Fox Hill Road* 4 2,375 40.4 32.8 D 1,978 40.4 27.3 D
Fox Hill Road* Busbee Lane* 4 2,142 40.4 29.9 D 1,774 40.4 24.7 C
Busbee Lane* Cypress Parkway* 4 1,785 40.4 25.1 C 1,499 40.4 21.1 C
Cypress Parkway* Horseshoe Road* 4 1,098 39.0 16.7 B 974 40.4 14.3 B
Horseshoe Road* Little Farm Road 2 628 51.8 N/A D 618 51.8 N/A D
Little Farm Road Cook Brown Road* 2 598 51.6 N/A D 589 51.6 N/A D

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 4 2,634 40.4 36.4 E 2,123 40.4 29.4 D
Old Rodeo Drive CR 78 (N. River Road) 4 2,629 39.4 37.3 E 2,113 40.4 29.2 D
CR 78 (N. River Road) Shirley Lane* 4 2,740 40.4 37.5 E 2,239 40.4 30.6 D
Shirley Lane* Fox Hill Road* 4 2,432 40.4 33.6 D 1,995 40.4 27.6 D
Fox Hill Road* Busbee Lane* 4 2,198 40.4 30.4 D 1,816 40.4 25.1 C
Busbee Lane* Cypress Parkway* 4 1,851 40.4 25.8 C 1,540 40.4 21.5 C
Cypress Parkway* Horseshoe Road* 4 1,162 40.4 16.8 B 1,013 39.0 15.2 B
Horseshoe Road* Little Farm Road 2 664 51.5 N/A D 651 51.3 N/A D
Little Farm Road Cook Brown Road* 2 624 52.2 N/A D 618 52.3 N/A D

AM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

 PM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

(1) ATS = Average Travel Speed (mph)
(2) Density (passenger cars per mile per lane)
(3) LOS = Level of Service
* Babcock Ranch Entrance/Exit
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Table 4-5: Design Year (2045) Initial Build Alternative Roadway Segment Analysis Summary 

 
 

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 4 3,303 ** ** F 2,579 40.4 35.3 E
Old Rodeo Drive CR 78 (N. River Road) 4 3,322 ** ** F 2,573 39.4 36.1 E
CR 78 (N. River Road) Shirley Lane* 4 3,610 ** ** F 2,949 40.4 40.0 E
Shirley Lane* Fox Hill Road* 4 2,998 40.4 41.0 E 2,610 40.4 35.7 E
Fox Hill Road* Busbee Lane* 4 3,051 40.4 41.8 E 2,392 40.4 32.7 D
Busbee Lane* Cypress Parkway* 4 2,432 40.4 33.6 D 2,061 40.4 28.5 D
Cypress Parkway* Horseshoe Road* 4 1,568 39.0 23.3 C 1,428 40.4 20.5 C
Horseshoe Road* Little Farm Road 2 998 46.7 N/A E 977 46.7 N/A E
Little Farm Road Cook Brown Road* 2 975 46.5 N/A E 946 46.5 N/A E

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 4 3,261 40.4 44.6 E 2,645 40.4 36.2 E
Old Rodeo Drive CR 78 (N. River Road) 4 3,258 ** ** F 2,644 40.4 36.2 E
CR 78 (N. River Road) Shirley Lane* 4 3,598 ** ** F 2,972 40.4 40.2 E
Shirley Lane* Fox Hill Road* 4 3,168 40.4 43.4 E 2,527 40.4 34.6 D
Fox Hill Road* Busbee Lane* 4 2,871 40.4 39.3 E 2,591 40.4 35.4 E
Busbee Lane* Cypress Parkway* 4 2,423 40.4 33.5 D 2,116 40.4 29.2 D
Cypress Parkway* Horseshoe Road* 4 1,560 40.4 22.4 C 1,482 39.0 22.0 C
Horseshoe Road* Little Farm Road 2 1,046 46.6 N/A E 973 46.4 N/A E
Little Farm Road Cook Brown Road* 2 1,015 47.0 N/A E 979 47.0 N/A E

AM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

 PM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

(1) ATS = Average Travel Speed (mph)
(2) Density (passenger cars per mile per lane)
(3) LOS = Level of Service
* Babcock Ranch Entrance/Exit
**Average Travel Speed and Density were not estimated because the density in this segment exceeded 45 passenger cars per mile per lane.
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Table 4-6: Design Year (2045) Ultimate Build Alternative Roadway Segment Analysis Summary 

 
 

(1) ATS = Average Travel Speed (mph) 
(2) Density (passenger cars per mile per lane) 
(3) LOS = Level of Service 
* Babcock Ranch Entrance/Exit 

 
 

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 6 3,303 40.4 30.1 D 2,579 40.4 23.5 C
Old Rodeo Drive CR 78 (N. River Road) 6 3,322 40.4 30.3 D 2,573 39.4 24.1 C
CR 78 (N. River Road) Shirley Lane* 6 3,610 40.4 32.6 D 2,949 40.4 26.6 D
Shirley Lane* Fox Hill Road* 6 2,998 40.4 27.4 D 2,610 40.4 23.8 C
Fox Hill Road* Busbee Lane* 6 3,051 40.4 27.8 D 2,392 40.4 21.8 C
Busbee Lane* Cypress Parkway* 6 2,432 40.4 22.4 C 2,061 40.4 19.0 C
Cypress Parkway* Horseshoe Road* 4 1,568 39.0 23.3 C 1,428 40.4 20.5 C
Horseshoe Road* Little Farm Road 4 998 39.4 15.3 B 977 40.4 14.6 B
Little Farm Road Cook Brown Road* 4 975 40.0 14.8 B 946 40.4 14.2 B

Volume    ATS (1)   Density (2)    LOS (3) Volume    ATS (1)   Density (2)    LOS (3)

SR 78 Old Rodeo Drive 6 3,261 40.4 29.8 D 2,645 40.4 24.1 C
Old Rodeo Drive CR 78 (N. River Road) 6 3,258 39.4 30.5 D 2,644 40.4 24.1 C
CR 78 (N. River Road) Shirley Lane* 6 3,598 40.4 32.5 D 2,972 40.4 26.8 D
Shirley Lane* Fox Hill Road* 6 3,168 40.4 28.9 D 2,527 40.4 23.0 C
Fox Hill Road* Busbee Lane* 6 2,871 40.4 26.2 D 2,591 40.4 23.6 C
Busbee Lane* Cypress Parkway* 6 2,423 40.4 22.3 C 2,116 40.4 19.5 C
Cypress Parkway* Horseshoe Road* 4 1,560 40.4 22.4 C 1,482 39.0 22.0 C
Horseshoe Road* Little Farm Road 4 1,046 40.4 15.5 B 973 39.4 14.8 B
Little Farm Road Cook Brown Road* 4 1,015 40.4 15.2 B 979 40.0 14.8 B

AM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction

 PM Peak Hour

From To
No. of 
Lanes

Peak Direction Off-Peak Direction
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Although the current traffic projections suggest the need for six lanes between SR 78 and Cypress 
Parkway by the year 2035, the actual timing of the need for the ultimate improvements will be 
based on the actual future development schedule adhered to by Babcock Ranch and the actual 
magnitude of the external traffic volumes that are generated by this development. In recognition 
of the current uncertainty associated with all of this, minimum and maximum Level of Service E 
AADT volume thresholds were derived for both a two-lane undivided roadway and a four-lane 
divided roadway using the HCS. The threshold volumes are as follows: 
 

• Minimum Level of Service E volume (Two-lane undivided roadway) = 13,700 veh/day 
• Maximum Level of Service E volume (Two-lane undivided roadway) = 19,200 veh/day 
• Minimum Level of Service E volume (Four-lane divided roadway) = 40,600 veh/day 
• Maximum Level of Service E volume (Four-lane divided roadway) = 49,500 veh/day 
 

The minimum two-lane undivided roadway Level of Service E volume reflects an average travel 
speed equal to 52.0 mph and a percent-time-spent following value equal to approximately 80.0 
percent, while the maximum two-lane undivided roadway Level of Service E volume reflects an 
average travel speed equal to 48.5 mph and a percent-time-spent following value equal to 
approximately 88.0 percent The minimum four-lane divided roadway Level of Service E volume 
reflects an average travel speed equal to approximately 40.0 mph and a density value equal to 
approximately 29.0 passenger cars per mile per lane (pc/mi/ln), while the maximum four-lane 
divided roadway Level of Service E volume reflects an average travel speed equal to 
approximately 40.0 mph and a density value equal to 35.0 pc/mi/ln, The HCS analyses used to 
derive the threshold volumes are provided in Appendix L. 
 
These threshold volumes were previously documented in the SR 31 Traffic and Roadway Concept 
Final Development Methodology (dated September 1, 2020) that was reviewed and approved by 
District One. The minimum Level of Service E threshold volumes will be used to determine when 
the additional roadway improvements need to be considered (i.e., programmed) and the 
maximum Level of Service E threshold volumes will be used to determine when the additional 
roadway improvements need to be implemented (i.e., constructed).   
 

4.2 Intersections 
 
4.2.1 Opening Year (2025) and Interim Year (2035) Levels of Service 

 
The four-laning of SR 31 from SR 78 to Horseshoe Road represents the initial (interim) 
improvement for the SR 31 corridor – not the ultimate improvement. Consequently, District One 
determined that conducting a formal Intersection Control Evaluation (ICE) analysis was not 
necessary at this time and could be deferred until such time as the interim improvements are 
approaching the Level of Service E thresholds (and the need for the ultimate improvements has 
been identified). Although a formal ICE analysis was not conducted for the SR 31 intersections, 
multiple intersection analyses were conducted as a part of this study. 
 
Interim year (2035) CAP-X analyses were initially conducted for the a.m. and p.m. peak hours for 
the following three intersections: 
 

• SR 78 
• CR 78 
• Cypress Parkway
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Although the CR 78 intersection is currently unsignalized; District One has already purchased the 
equipment needed to signalize this intersection and Lee County will be constructing this 
improvement in the near future (i.e., prior to 2025). District One has also previously approved the 
construction of a “temporary” signal at the Cypress Parkway intersection that will be implemented 
as part of the Cypress Parkway intersection construction prior to the construction of the initial SR 
31 mainline improvements. Conventional signalized intersections, continuous green-T 
intersections and two-lane roundabouts were initially analyzed for the SR 78 and Cypress 
Parkway intersections. A conventional signalized intersection and a two-lane roundabout was 
also analyzed for the CR 78 intersection.  
 
The SR 78 intersection analysis results indicate that all three alternatives are projected to be 
overcapacity by 2035; however, the overall a.m. and p.m. peak hour volume-to-capacity (v/c) 
ratios for the roundabout alternative are projected to be significantly higher than the v/c ratios for 
the two signalized intersection alternatives. The CR 78 intersection analysis results also indicate 
the roundabout alternative is projected to be significantly overcapacity in both the a.m. and p.m. 
peak hours. In contrast, a conventional signalized intersection is projected to operate under 
capacity in 2035 during the a.m. peak hour and at capacity during the p.m. peak hour. Lastly, the 
Cypress Parkway intersection analysis results also indicate the roundabout alternative is 
projected to be significantly overcapacity in both the a.m. and p.m. peak hours, while the two 
signalized intersection alternatives are projected to operate significantly under capacity during 
both peak hours. The CAP-X summary sheets are provided in Appendix M. 
 
SPICE analyses were also conducted for these three intersections using the 2025 and 2035 
AADT volumes. The results of these analyses indicate the two-lane roundabout alternative is 
projected to result in fewer fatal and injury crashes than the signalized intersection alternatives 
for all three intersections. However, it should be noted that with one exception (i.e., the signalized 
intersection alternative at CR 78), all of the AADT volumes are outside the prediction range (i.e., 
the AADT volumes exceed the range of the AADT volumes used to develop the safety 
performance functions). This indicates the estimated number of future crashes should be used 
with caution.  The SPICE analysis summary sheets are also provided in Appendix M.  
 
Although the signalized green-T intersection alternative is projected to provide sufficient capacity 
to accommodate the 2035 a.m. and p.m. peak hour volumes at the SR 78 and Cypress Parkway 
intersections, it does not promote safe conditions for bicyclists and pedestrians that may desire 
to cross SR 31. Since the proposed SR 31 improvements also include shared use paths on both 
sides of SR 31, the continuous green-T intersection alternative was not viewed as being 
compatible with the overall context of the SR 31 improvements and the Babcock Ranch 
development. 
 
The CAP-X analysis is a planning-level screening analysis that does not take into account detailed 
traffic signal phasings and timings. This planning-level tool is also not capable of analyzing 
alternative roundabout approach lane configurations/lane designations (e.g., an exclusive left-
turn lane and a shared left-turn/right-turn lane) or the provision of yield-controlled right-turn bypass 
lanes. Consequently, more detailed traffic analyses were conducted for the conventional 
signalized intersection and the two-lane roundabout at all three intersections. The signalized 
intersection analyses were conducted using the SYNCHRO software, while the roundabout 
analyses were conducted using the SIDRA software. 
 
The results of the 2025 peak hour signalized intersection analyses are summarized in Table 4-7. 
The CR 78 and Cypress Parkway intersections are projected to operate at Level of Service C or 
better overall during both peak hours. Although the SR 78 intersection is projected to operate at
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Level of Service D overall during both peak hours, the northbound and westbound left-turn 
movements are projected to operate slightly overcapacity during the a.m. peak hour with v/c ratios 
equal to 1.02 and 1.01, respectively. The 2025 SYNCHRO analysis summary sheets are provided 
in Appendix N1.  
 

Table 4-7: Opening Year (2025) Initial Build Alternative Signalized Intersection Analysis 
Summary – SR 78, CR 78, and Cypress Parkway Intersections 

 
 
 
 

NB Thru 0.36 12.8 B 0.47 18.4 B
NB Right 0.23 0.8 A 0.27 0.8 A
NB Approach N/A 8.7 A N/A 12.2 B
SB Left 0.09 5.9 A 0.14 9.3 A
SB Thru 0.31 6.6 A 0.33 10.4 B
SB Approach N/A 6.5 A N/A 10.3 B
WB Left 0.56 28.0 C 0.90 40.7 D
WB Right 0.09 4.7 A 0.06 4.4 A
WB Approach N/A 25.0 C N/A 39.0 D
Overall 0.44 11.5 B 0.61 21.4 C
NB Left 0.13 9.4 A 0.14 9.0 A
NB Thru 0.61 20.7 C 0.74 24.8 C
NB Right 0.08 0.2 A 0.13 1.3 A
NB Approach N/A 19.0 B N/A 22.4 C
SB Left 0.32 10.2 B 0.44 15.9 B
SB Thru 0.62 17.5 B 0.54 17.0 B
SB Right 0.04 0.1 A 0.03 0.1 A
SB Approach N/A 16.5 B N/A 16.4 B
EB Left 0.14 24.9 C 0.15 25.0 C
EB Thru/Right 0.25 20.2 C 0.25 18.4 B
EB Approach N/A 22.3 C N/A 21.5 C
WB Left 0.50 31.1 C 0.33 27.3 C
WB Thru 0.02 32.6 C 0.09 34.8 C
WB Right 0.27 1.7 A 0.33 3.7 A
WB Approach N/A 19.7 B N/A 16.6 B
Overall 0.67 18.0 B 0.68 19.5 B
NB Left 1.02 116.1 F 0.86 66.1 E
NB Right 0.71 11.5 B 0.99 40.7 D
NB Approach N/A 36.0 D N/A 45.7 D
EB Thru 0.86 74.9 E 0.75 47.4 D
EB Right 0.42 19.6 B 0.43 14.2 B
EB Approach N/A 52.3 D N/A 33.3 C
WB Left 1.01 53.4 D 0.95 39.7 D
WB Thru 0.17 4.4 A 0.16 5.3 A
WB Approach N/A 39.5 D N/A 29.7 C
Overall 0.93 40.8 D 0.85 37.10 D

Cypress Parkway

CR 78 (N. River Road)

SR 78 

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
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The results of the 2035 peak hour signalized intersection analyses are summarized in Table 4-8. 
The SR 78 intersection is projected to operate overcapacity during both peak hours. These results 
indicate there may be a need to construct the new six-lane bridge over the Caloosahatchee River 
and six-lane the portion of SR 31 from SR 80 to SR 78 prior to the year 2035. It should be noted 
that some of the westbound left-turn volume was redistributed to the westbound through 
movement and some of the northbound right-turn volume was redistributed to the eastbound 
through movement. The initial 2035 a.m. and p.m. peak hour signalized intersection analysis 
results indicated a significant difference in the v/c ratios and average delays for the westbound 
left-turn and westbound through movements. This same situation was observed for the 
northbound right-turn and eastbound through movements. This was due to the significant 
differences in the 2035 peak hour volumes for these movements.  
 
It is reasonable to expect that a majority of the 2035 traffic traveling between SR 80 and SR 78 
across the Caloosahatchee River Bridge has origins and destinations located to the west of SR 
31. As future traffic volumes increase on the existing two-lane undivided portion of SR 31 between 
SR 80 and SR 78, and the capacity of this roadway segment is exceeded, it is also reasonable to 
expect that a portion of the trips that have origins and destinations to the west of SR 31 will divert 
from SR 31 and travel on the portion of SR 78 between I-75 and SR 31 (especially if this roadway 
is widened to four lanes prior to 2035). Although the 2035 turning movement volume redistribution 
does not result in acceptable peak hour operations at the SR 78 intersection, it does result in 
more balanced operations. 
 
A signalized CR 78 intersection is projected to operate slightly overcapacity during both the a.m. 
and p.m. peak hours. The overall v/c ratios are projected to be 1.02 (in the a.m. peak hour) and 
1.08 (in the p.m. peak hour). A signalized Cypress Parkway intersection is projected to operate 
under capacity during both peak hours with overall v/c ratios equal to 0.66 (in the a.m. peak hour) 
and 0.69 (in the p.m. peak hour).   The 2035 SYNCHRO analysis summary sheets are provided 
in Appendix N2.  
 
The results of the 2025 peak hour roundabout analyses are summarized in Table 4-9. The CR 78 
and Cypress Parkway intersections are projected to operate at Level of Service B or better overall 
during both peak hours. Although the SR 78 intersection is projected to operate at Level of Service 
D overall during the a.m. peak hour and Level of Service C overall during the p.m. peak hour, the 
westbound approach is projected to operate slightly overcapacity in the a.m. peak hour with a v/c 
ratio equal to 1.03. The 2025 SIDRA analysis summary sheets are provided in Appendix O1.  
 
The results of the 2035 peak hour roundabout analyses are summarized in Table 4-10. These 
results indicate a two-lane roundabout is projected to significantly operate overcapacity during 
both peak hours at both the SR 78 and CR 78 intersections. Although the Cypress Parkway 
intersection is projected to operate under capacity during both peak hours with a roundabout, the 
southbound SR 31 intersection approach is projected to have a v/c ratio equal to 0.98 in the a.m. 
peak hour. The 2035 SIDRA analysis summary sheets are provided in Appendix O2.
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Table 4-8: Interim Year (2035) Initial Build Alternative Signalized Intersection Analysis 
Summary – SR 78, CR 78, and Cypress Parkway Intersections 

 
 

NB Thru 0.70 24.3 C 0.78 24.9 C
NB Right 0.50 2.2 A 0.64 4.5 A
NB Approach N/A 14.9 B N/A 16.3 B
SB Left 0.39 14.2 B 0.47 14.6 B
SB Thru 0.62 14.8 B 0.48 9.9 A
SB Approach N/A 14.7 B N/A 10.4 B
WB Left 0.78 30.4 C 0.81 37.1 D
WB Right 0.16 8.6 A 0.14 11.2 B
WB Approach N/A 27.7 C N/A 33.8 C
Overall 0.66 18.1 B 0.69 18.2 B
NB Left 0.34 23.2 C 0.39 23.4 C
NB Thru 0.97 40.1 D 1.21 127.2 F
NB Right 0.11 3.0 A 0.13 3.8 A
NB Approach N/A 38.0 D N/A 119.5 F
SB Left 1.02 112.7 F 1.08 131.2 F
SB Thru 1.04 54.2 D 0.84 21.6 C
SB Right 0.08 0.9 A 0.05 0.3 A
SB Approach N/A 57.3 E N/A 32.0 C
EB Left 0.43 68.2 E 0.58 80.0 E
EB Thru/Right 0.45 39.9 D 0.42 32.0 C
EB Approach N/A 56.7 E N/A 61.2 E
WB Left 1.01 133.2 F 0.67 82.9 F
WB Thru 0.05 72.0 E 0.19 75.6 E
WB Right 0.74 25.8 C 0.87 46.6 D
WB Approach N/A 75.9 E N/A 59.6 E
Overall 1.02 50.8 D 1.08 77.6 E
NB Left 1.54 307.8 F 1.57 317.4 F
NB Right 1.04 71.0 E 1.37 201.5 F
NB Approach N/A 132.9 F N/A 227.9 F
EB Thru 1.22 152.4 F 1.35 205.0 F
EB Right 0.44 26.3 C 0.48 23.5 C
EB Approach N/A 125.7 F N/A 167.9 F
WB Left 1.52 269.7 F 1.29 175.8 F
WB Thru 0.58 7.4 A 0.49 6.6 A
WB Approach N/A 121.7 F N/A 79.9 E
Overall 1.30 125.4 F 1.25 150.4 F

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)

Average 
Delay (2) LOS (3)

Cypress Parkway

CR 78 (N. River Road)

SR 78 (Redistributed 
Volumes)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
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(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio

Table 4-9: Opening Year (2025) Initial Build Alternative Roundabout Analysis Summary – 
SR 78, CR 78, and Cypress Parkway Intersections 

 

 
 
 
 
 

Table 4-10: Interim Year (2035) Initial Build Alternative Roundabout Analysis Summary – 
SR 78, CR 78, and Cypress Parkway Intersections 

 

 
 

 
 
 
 

NB Approach 0.35 6.3 A 0.42 7.1 A
SB Approach 0.38 8.8 A 0.34 7.4 A
WB Approach 0.27 7.7 A 0.25 8.0 A
Overall   0.38* 7.5 A   0.42* 7.4 A
NB Approach 0.54 9.6 A 0.67 12.7 B
SB Approach 0.66 12.9 B 0.54 9.5 A
EB Approach 0.20 16.7 C 0.19 12.7 B
WB Approach   0.32* 12.4 B   0.31* 15.3 C
Overall   0.66* 11.6 B   0.67* 11.6 B
NB Approach 0.61 13.1 B 0.78 20.6 C
EB Approach 0.66 24.9 C 0.63 19.1 C
WB Approach   1.03* 42.2 E   0.82* 17.1 C
Overall   1.03* 28.8 D   0.82* 19.0 C

SR 78

CR 78 (N. River Rd)

Cypress Parkway

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

NB Approach 0.65 11.7 B 0.83 19.4 C
SB Approach 0.98 58.2 F 0.78 25.3 D
WB Approach 0.82 32.9 D 0.83 39.5 E
Overall   0.98* 31.8 D   0.83* 25.1 D
NB Approach 1.08 70.4 F 1.44 218.7 F
SB Approach 1.30 155.2 F 1.02 51.2 F
EB Approach 0.66 64.3 F 0.83 91.7 F
WB Approach   0.97* 84.5 F   0.95* 68.5 F
Overall  1.30* 114.9 F  1.44* 135.7 F
NB Approach 1.19 125.5 F 1.42 220.0 F
EB Approach 1.44 226.5 F 1.75 361.6 F
WB Approach 1.38 190.6 F 1.08 69.9 F
Overall   1.44* 185.7 F   1.75* 209.3 F

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)

Average 
Delay (2) LOS (3)

Cypress Parkway

CR 78 (N. River Rd)

SR 78 (Redistributed 
Volumes)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio
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A comparison of Table 4-8 and Table 4-10 indicates the 2035 peak hour traffic operations (i.e., 
average vehicle delays and levels of service) are projected to be significantly better with traffic 
signal control than with roundabouts at all three intersections. Given the fact that the SR 78 
intersection is already signalized and both the CR 78 and Cypress Parkway intersections will be 
signalized prior to the construction of the interim SR 31 roadway improvements, it is appropriate 
to maintain traffic signal control at these intersections during and after the construction of the 
interim improvements. In addition, if all three of these intersections remain signal controlled 
intersections after the construction of the interim SR 31 improvements and the peak hour traffic 
volumes increase more rapidly during the 10-year period between 2025 and 2035 than what is 
currently estimated, signal timings can be adjusted to reduce any excessive delays and queues 
that may occur on the SR 31 mainline. Therefore, it is recommended that signalized intersections 
be included in the overall SR 31 interim improvements at the SR 78, CR 78, and Cypress Parkway 
intersections. 
 
Opening year and interim year unsignalized intersection analyses were conducted for the initial 
SR 31 mainline improvements at the following seven intersections: 
 

• Cook Brown Road 
• Little Farm Road 
• Horseshoe Road 
• Busbee Lane 
• Fox Hill Road 
• Shirley Lane  
• Old Rodeo Drive 

 
Table 4-11 summarizes the results of the opening year unsignalized intersection analyses 
conducted for the initial SR 31 mainline improvements. All of the northbound and southbound SR 
31 left-turn movements are projected to operate at Level of Service B or better during both peak 
hours. In addition, all of the cross-street movements at the Cook Brown Road, Little Farm Road 
and Horseshoe Road intersections are projected to operate at Level of Service C or better during 
both peak hours. However, the westbound left-turn movements at the Busbee Lane, Fox Hill Road 
and Shirley Lane intersections are all projected to operate at Level of Service F during both peak 
hours. The 2025 HCS unsignalized intersection analysis summary sheets are provided in 
Appendix P1.  
 
Table 4-12 summarizes the results of the interim year unsignalized intersection analyses 
conducted for the initial SR 31 mainline improvements. With one exception, all of the northbound 
and southbound SR 31 left-turn movements are projected to operate at Level of Service D or 
better during both peak hours. The southbound SR 31 left-turn movement at the Shirley Lane 
intersection is projected to operate at Level of Service F during the p.m. peak hour. The interim 
year analyses also indicate that all of the cross-street movements at the Busbee Lane, Fox Hill 
Road, Shirley Lane and Old Rodeo Drive intersections are projected to operate at Level of Service 
F during both peak hours. In addition, the westbound movements at the Cook Brown Road 
intersection are also projected to operate at Level of Service F during both peak hours. It should 
be noted that based on discussions with Babcock Ranch representatives, the east leg of the Little 
Farm Road intersection that is currently serving as a Babcock Ranch construction entrance/exit 
is expected to be closed prior to the year 2035. The 2035 HCS unsignalized intersection analysis 
summary sheets are provided in Appendix P2.
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Table 4-11: Opening Year (2025) Initial Build Alternative Unsignalized Intersection 
Analysis Summary 

 
 
(1)  Volume-to-Capacity Ratio 
(2)  Average Vehicle Delay (in seconds per vehicle) 
(3)  Level of Service 

 

NB Left 0.01 7.7 A 0.02 7.9 A
SB Left 0.01 8.1 A 0.02 8.2 A
EB Approach 0.04 11.5 B 0.07 12.9 B
WB Approach 0.39 19.7 C 0.37 22.9 C
NB Left 0.02 8.1 A 0.02 8.2 A
SB Left 0.00 8.2 A 0.00 8.3 A
EB Approach 0.04 11.6 B 0.04 11.4 B
WB Approach 0.04 18.6 C 0.06 19.9 C
NB Left 0.01 8.1 A 0.01 8.2 A
SB Left 0.03 8.8 A 0.04 9.2 A
EB Approach 0.03 10.6 B 0.03 13.2 B
WB Left 0.56 23.6 C 0.53 24.6 C
WB Thru/Right 0.05 10.2 B 0.05 11.6 B
NB Left 0.02 10.0 A 0.02 9.7 A
SB Left 0.03 10.3 B 0.05 11.6 B
EB Approach 0.04 13.2 B 0.05 14.2 B
WB Left 0.84 73.5 F 0.88 95.0 F
WB Thru/Right 0.04 11.4 B 0.04 12.5 B
NB Left 0.00 10.7 B 0.01 10.2 B
SB Left 0.02 10.8 B 0.03 12.3 B
EB Approach 0.01 12.6 B 0.01 12.0 B
WB Left 0.67 56.8 F 0.72 77.9 F
WB Thru/Right 0.03 12.1 B 0.03 13.5 B
NB Left 0.03 11.5 B 0.04 10.8 B
SB Left 0.04 11.5 B 0.09 13.7 B
EB Approach 0.15 21.7 C 0.19 27.2 D
WB Left 1.23 206.7 F 1.43 310.2 F
WB Thru/Right 0.05 12.6 B 0.06 14.3 B
NB U-Turn 0.02 14.4 B 0.02 12.7 B
SB Left 0.01 11.1 B 0.00 13.1 B
WB Right 0.02 13.2 B 0.03 15.6 C

Cook Brown Road 

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Fox Hill Road

Shirley Lane

Old Rodeo Drive

Little Farm Road

Horseshoe Road

Busbee Lane
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Table 4-12: Interim Year (2035) Initial Build Alternative Unsignalized Intersection  
Analysis Summary 

 
 
 

NB Left 0.02 8.0 A 0.02 8.2 A
SB Left 0.04 8.8 A 0.04 8.9 A
EB Approach 0.08 14.6 B 0.13 17.3 C
WB Approach 1.36 222.4 F 1.28 203.0 F
NB Left 0.03 8.9 A 0.03 9.0 A
EB Approach 0.07 14.7 B 0.08 14.0 B
NB Left 0.01 8.7 A 0.02 8.8 A
SB Left 0.09 10.9 B 0.14 12.4 B
EB Approach 0.10 20.1 C 0.15 29.7 D
WB Left 1.90 447.8 F 1.90 456.4 F
WB Thru/Right 0.15 12.4 B 0.12 13.3 B
NB Left 0.05 16.2 C 0.06 14.0 B
SB Left 0.15 18.0 C 0.29 28.6 D
EB Approach * ** F * ** F
WB Left * ** F * ** F
WB Thru/Right * ** F * ** F
NB Left 0.02 20.4 C 0.02 16.4 C
SB Left 0.12 20.5 C 0.24 33.2 D
EB Approach * ** F * ** F
WB Left * ** F * ** F
WB Thru/Right * ** F * ** F
NB Left 0.12 26.4 D 0.10 19.6 C
SB Left 0.23 27.4 D 0.75 93.0 F
EB Approach * ** F * ** F
WB Left * ** F * ** F
WB Thru/Right * ** F * ** F
NB U-Turn 0.09 39.9 E 0.05 25.4 D
SB Left 0.04 21.2 C 0.05 31.8 D
WB Right 0.08 24.4 C 0.10 35.4 E

Little Farm Road

Cook Brown Road

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Horseshoe Road

Busbee Lane

Fox Hill Road

Shirley Lane

Old Rodeo Drive

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   The volume-to-capacity ratio cannot be calculated because the capacity is equal to zero.
** The average vehicle delay is theoretically infinite because the capacity is equal to zero.
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The results of the opening year and interim year unsignalized intersection analyses indicate that 
many of the cross-street movements are projected to experience significant delays even with the 
four-laning of SR 31. Since it is currently unknown whether traffic signals will be warranted at the 
Horseshoe Road, Busbee Lane, Fox Hill Road and Shirley Lane intersections in either 2025 or 
2035, two-lane roundabouts were also analyzed for these four locations. This type of intersection 
control strategy would support the proposed 45 mph design speed associated with the SR 31 
mainline improvements and would also increase the safety for vehicles entering and exiting 
Babcock Ranch. Although these four intersections were not screened using the Stage 1 ICE 
process, they were analyzed using the SIDRA software.  
 
The results of the opening year roundabout analyses conducted for these four intersections are 
summarized in Table 4-13. All four intersections are projected to operate at Level of Service A 
overall during both peak hours.  The 2025 SIDRA analysis summary sheets are provided in 
Appendix O1. The results of the interim year roundabout analyses conducted for these four 
intersections are summarized in Table 4-14.  With one exception, all of the approaches at the Fox 
Hill Road, Busbee Lane and Horseshoe Road intersections are projected to operate under 
capacity in 2035 during both peak hours. The southbound approach at the Fox Hill Road and 
Busbee Lane intersections is projected to operate overcapacity in the a.m. peak hour with v/c 
ratios equal to 1.12 and 1.08, respectively. Several approaches are projected to operate 
overcapacity during the a.m. and p.m. peak hour at the Shirley Lane intersection.  The 2035 
SIDRA analysis summary sheets are provided in Appendix O2. 
 
Table 4-13: Opening Year (2025) Initial Build Alternative Roundabout Analysis Summary 

 

 
 

NB Approach 0.25 5.2 A 0.29 5.4 A
SB Approach 0.23 6.5 A 0.23 5.9 A
EB Approach 0.03 5.2 A 0.02 5.0 A
WB Approach   0.27* 6.5 A   0.24* 6.3 A
Overall   0.27* 5.9 A   0.29* 5.7 A
NB Approach 0.39 6.7 A 0.47 7.6 A
SB Approach 0.47 8.9 A 0.40 7.5 A
EB Approach 0.04 8.0 A 0.04 7.0 A
WB Approach 0.18 8.3 A 0.17 9.5 A
Overall   0.47* 7.8 A   0.47* 7.7 A
NB Approach 0.43 7.1 A 0.51 8.0 A
SB Approach 0.51 9.2 A 0.44 7.6 A
EB Approach 0.01 8.4 A 0.02 7.2 A
WB Approach 0.13 8.6 A 0.13 10.2 B
Overall   0.51* 8.2 A   0.51* 8.0 A
NB Approach 0.48 7.9 A 0.59 9.7 A
SB Approach 0.60 11.4 B 0.51 9.0 A
EB Approach 0.10 11.2 B 0.09 9.1 A
WB Approach 0.22 10.7 B 0.24 13.4 B
Overall   0.60* 9.7 A   0.59* 9.7 A

Horseshoe Road

Busbee Lane

Fox Hill Road

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Shirley Lane

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio
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Table 4-14: Interim Year (2035) Initial Build Alternative Roundabout Analysis Summary 

 
 

 
 
 
4.2.2 Design Year (2045) Levels of Service 
 
As stated previously, the ultimate improvements for the SR 31 corridor include six lanes from SR 
78 to Cypress Parkway. Although the current traffic projections suggest the need for six lanes by 
the year 2035, the actual timing of the need for the ultimate improvements will be based on the 
actual future development schedule adhered to by Babcock Ranch and when the Level of Service 
E volume thresholds are achieved.  If and when six lanes are needed on SR 31, the conversion 
of roundabouts to alternative intersection “designs” will be based on an ICE analysis and a traffic 
signal warrant analysis.
 
 

NB Approach 0.42 7.1 A 0.50 8.3 A
SB Approach 0.47 11.8 B 0.44 10.1 B
EB Approach 0.06 8.8 A 0.06 8.1 A
WB Approach   0.69* 16.1 C   0.61* 14.2 B
Overall   0.69* 10.9 B   0.61* 10.1 B
NB Approach 0.73 13.6 B 0.92 27.5 D
SB Approach 1.08 74.0 F 0.87 27.1 D
EB Approach 0.12 20.9 C 0.12 17.3 C
WB Approach 0.74 41.1 E 0.87 74.9 F
Overall  1.08* 43.5 E   0.92* 31.5 D
NB Approach 0.80 16.4 C 0.99 40.8 E
SB Approach 1.12 85.6 F 0.90 28.8 D
EB Approach 0.04 21.0 C 0.04 18.1 C
WB Approach 0.64 41.1 E 0.81 84.4 F
Overall  1.12* 51.6 F   0.99* 38.3 E
NB Approach 0.92 27.2 D 1.18 106.4 F
SB Approach 1.35 178.9 F 1.09 74.8 F
EB Approach 0.24 25.1 D 0.30 28.7 D
WB Approach 1.15 158.2 F 1.09 143.4 F
Overall  1.35* 109.1 F  1.18* 96.1 F

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)

Average 
Delay (2) LOS (3)

Horseshoe Road

Busbee Lane

Fox Hill Road

Shirley Lane

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio
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Design year (2045) peak hour signalized intersection analyses were conducted for the ultimate 
SR 31 mainline improvement for the following five intersections: 
 

• Cypress Parkway  
• Busbee Lane  
• Shirley Lane  
• CR 78  
• SR 78 

 
Since the Fox Hill Road intersection is located approximately 2,000 feet south of the Busbee Lane 
intersection, it does not satisfy the traffic signal spacing criteria associated with an Access Class 
5 roadway and it is unlikely the Fox Hill Road intersection would be signalized in the future. 
Consequently, the ultimate SR 31 improvements include a dual directional median opening at this 
intersection. A southbound directional median opening is proposed for the Old Rodeo Drive 
intersection. Since the distance between the Old Rodeo Drive and CR 78 intersections is 
approximately one mile, it is recommended that a northbound U-turn median opening also be 
provided on SR 31 north of Old Rodeo Drive. 
 
The results of the design year peak hour signalized intersection analyses conducted for the 
ultimate SR 31 mainline improvements are summarized in Table 4-15. With one exception, all 
five of the signalized intersections are projected to operate at Level of Service D or better overall 
during both peak hours, The CR 78 intersection is projected to operate at Level of Service E 
overall during the p.m. peak hour. In addition, four of the five signalized intersections are projected 
to operate with overall v/c ratios less than 1.00. The Shirley Lane intersection is projected to 
operate slightly overcapacity with overall v/c ratios equal to 1.02 (in the a.m. peak hour) and 1.03 
(in the p.m. peak hour). There are also several individual movements that are projected to operate 
overcapacity during one or both peak hours at the CR 78 and Shirley Lane intersections. The v/c 
ratios associated with these movements range from 1.01 to 1.15. The 2045 SYNCHRO analysis 
summary sheets are provided in Appendix Q.  
 
Design year peak hour unsignalized intersection analyses were conducted for the ultimate SR 31 
mainline improvement for the following four intersections: 
 

• Cook Brown Road 
• Little Farm Road 
• Fox Hill Road 
• Old Rodeo Drive 

 
The results of these design year peak hour unsignalized intersection analyses are summarized in 
Table 4-16. With two exceptions, sufficient capacity is projected for all of the left-turn, right-turn, 
and U-turn movements at these four intersections during both peak hours. The westbound left-
turn movement at the Cook Brown Road intersection and the southbound left-turn movement at 
the Fox Hill Road intersection are both projected to have v/c ratios significantly greater than 1.00 
during both peak hours. However, if the Shirley Road intersection is signalized by the design year, 
it will likely create some gaps in the northbound traffic flow that can be used by the southbound 
vehicles turning left at the Fox Hill Road intersection. In addition, if the southbound left-turn 
movement at Fox Hill Road becomes problematic in the future, some drivers may choose to turn 
left at the Busbee Lane intersection. 
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Although high average delays are projected for the southbound left-turn movement at the Old 
Rodeo Drive intersection, the SR 78 traffic signal will also likely create some gaps in the 
northbound traffic flow that can be used by the southbound vehicles turning left at the Old Rodeo 
Drive intersection. The 2045 HCS unsignalized intersection analysis summary sheets are 
provided in Appendix R. 
 

Table 4-15: Design Year (2045) Ultimate Build Alternative Signalized Intersection  
Analysis Summary 

 

 
(1)  Volume-to-Capacity Ratio 
(2)  Average Vehicle Delay (in seconds per vehicle) 
(3)  Level of Service 

NB Thru 0.86 28.1 C 0.87 32.0 C
NB Right 0.72 8.2 A 0.87 17.4 B
NB Approach N/A 19.9 B N/A 25.8 C
SB Left 0.70 28.5 C 0.87 58.5 E
SB Thru 0.50 8.9 A 0.42 8.7 A
SB Approach N/A 11.1 B N/A 15.9 B
WB Left 0.98 54.1 D 0.83 48.5 D
WB Right 0.34 16.2 B 0.29 21.3 C
WB Approach N/A 47.5 D N/A 43.9 D
Overall 0.78 24.2 C 0.86 26.6 C
NB Left 0.09 9.8 A 0.15 10.5 B
NB Thru 0.92 30.1 C 0.96 35.7 D
NB Right 0.49 6.0 A 0.55 8.0 A
NB Approach N/A 25.7 C N/A 30.5 C
SB Left 0.42 16.4 B 0.66 36.5 D
SB Thru 0.98 35.1 D 0.76 21.7 C
SB Right 0.98 35.1 D 0.76 21.7 C
SB Approach N/A 34.4 C N/A 22.5 C
EB Approach 0.10 0.7 A 0.16 1.6 A
WB Left 0.97 59.5 E 0.94 66.4 E
WB Thru/Right 0.21 2.4 A 0.20 5.0 A
WB Approach N/A 51.8 D N/A 58.1 E
Overall 0.91 33.1 C 0.89 30.5 C
NB Left 0.20 13.6 B 0.26 15.0 B
NB Thru 0.91 33.7 C 1.09 79.4 E
NB Right 0.41 2.5 A 0.49 4.4 A
NB Approach N/A 29.0 C N/A 67.8 E
SB Left 0.75 60.3 E 0.92 92.5 F
SB Thru 1.02 49.1 D 0.85 29.5 C
SB Right 1.02 49.1 D 0.85 29.5 C
SB Approach N/A 49.5 D N/A 32.3 C
EB Left 0.17 46.1 D 0.23 46.0 D
EB Thru/Right 0.15 1.5 A 0.16 1.7 A
EB Approach N/A 20.8 C N/A 24.2 C
WB Left 1.01 92.1 F 0.89 73.2 E
WB Thru/Right 0.23 1.0 A 0.20 1.0 A
WB Approach N/A 79.7 E N/A 63.4 E
Overall 1.02 44.0 D 1.03 53.9 D

Cypress Parkway

Shirley Lane

Busbee Lane

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)
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Table 4-15: Design Year (2045) Ultimate Build Alternative Signalized Intersection  
Analysis Summary (Continued) 

 
 
 

NB Left 0.38 27.8 C 0.44 30.4 C
NB Thru 0.87 31.5 C 1.04 58.0 E
NB Right 0.12 1.0 A 0.16 3.2 A
NB Approach N/A 30.1 C N/A 54.8 D
SB Left 0.88 89.0 F 1.09 138.9 F
SB Thru 0.96 31.8 C 0.74 17.8 B
SB Right 0.13 2.4 A 0.11 2.7 A
SB Approach N/A 36.6 D N/A 32.0 C
EB Left 0.72 87.4 F 1.08 161.3 F
EB Thru/Right 0.40 34.3 C 0.44 31.4 C
EB Approach N/A 69.6 E N/A 123.9 F
WB Left 0.77 83.0 F 0.55 71.8 E
WB Thru 0.94 65.4 E 1.00 90.5 F
WB Right 0.92 61.5 E 0.89 59.6 E
WB Approach N/A 68.6 E N/A 74.6 E
Overall 0.96 45.6 D 1.05 48.4 E
NB Left 0.94 79.6 E 0.88 71.1 E
NB Thru 0.53 8.7 A 0.73 14.9 B
NB Approach N/A 24.1 C N/A 24.0 C
SB Thru 1.00 50.1 D 0.85 35.4 D
SB Right 0.86 21.6 C 0.71 13.3 B
SB Approach N/A 42.2 D N/A 29.1 C
EB Left 0.92 68.5 E 0.90 60.1 E
EB Right 0.69 39.1 D 0.65 33.7 C
EB Approach N/A 58.2 E N/A 51.8 D
Overall 0.90 38.7 D 0.82 31.5 C

SR 78

CR 78 (N. River Road)

LOS (3)Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)

Average 
Delay (2)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
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Table 4-16: Design Year (2045) Ultimate Build Alternative Unsignalized Intersection 
Analysis Summary  

 

 
 

 
Design year peak hour roundabout analyses were also conducted for the ultimate SR 31 mainline 
improvement for the Cook Brown Road and Horseshoe Road intersections. The design year 
unsignalized intersection analyses conducted for the Cook Brown Road intersection indicated that 
insufficient capacity and large delays were projected for the westbound movements during both 
peak hours. Since it is currently unknown whether this intersection will warrant a traffic signal in 
the design year, a roundabout was viewed as a reasonable future year intersection control 
strategy for this location. This type of intersection improvement will help to facilitate the transition 
from the existing 60 mph posted speed on SR 31 north of Cook Brown Road to the proposed 45 
mph posted speed on SR 31 south of Cook Brown Road. As discussed earlier, a two-lane 
roundabout was proposed for the Horseshoe Road intersection as part of the initial SR 31 
improvements and the results of the interim year peak hour analyses conducted for this 
intersection indicated there was reserve capacity available to accommodate additional growth in 
peak hour traffic volumes. 
 
The results of the design year peak hour roundabout analyses conducted for the ultimate SR 31 
mainline improvements are summarized in Table 4-17. Both of these roundabouts are projected 
to operate at Level of Service C or better overall during both peak hours. The 2045 SIDRA 
analysis summary sheets are provided in Appendix S.
 
 

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service

NB Left 0.02 8.8 A 0.03 9.3 A
SB Left 0.09 10.8 B 0.11 11.0 B
EB Approach 0.33 29.5 D 0.24 28.2 D
WB Left 1.57 313.4 F 1.40 246.6 F
WB Thru/Right 0.21 16.2 C 0.15 14.5 B
NB Left 0.04 10.4 B 0.05 10.8 B
EB Left 0.02 21.6 C 0.15 25.6 D
EB Right 0.05 12.4 B 0.07 12.8 B
NB Left 0.26 149.5 F 0.18 77.8 F
SB Left 1.22 323.5 F 3.06 1,251.8 F
EB Right 0.10 51.2 F 0.08 35.8 E
WB Right 0.53 53.8 F 0.64 91.8 F
NB U-Turn 0.07 32.3 D 0.05 21.5 C
SB Left 0.19 85.0 F 0.36 232.0 F
WB Right 0.17 40.8 E 0.28 76.0 F

Cook Brown Road

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Fox Hill Road

Old Rodeo Drive

Little Farm Road
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Table 4-17: Design Year (2045) Ultimate Build Alternative Roundabout Analysis Summary  

 
 

 

 

4.3 Recommended Improvements 
 
4.3.1 Initial Improvements 
 
Based on the results of the opening year and interim year peak hour traffic analyses, presented 
in Section 4.1 and Section 4.2, the following initial improvements are recommended for the SR 
31 study corridor: 
 

• Mainline Improvements 
o 4-lane divided roadway for SR 31 from SR 78 to Horseshoe Road 

• Intersection Improvements 
o Signalized intersections at SR 78, CR 78, and Cypress Parkway 
o Two-lane roundabouts at Shirley Lane, Fox Hill Road, Busbee Lane and 

Horseshoe Road 
o Southbound directional median opening at Old Rodeo Drive

 
 
The initial improvement intersection geometrics are graphically illustrated in Figure 4-1. The 
opening year (2025) and interim year (2035) peak hour intersection operations associated with 
the initial improvements are summarized in Table 4-18 and Table 4-19, respectively. 

 
 
  

NB Approach 0.44 8.9 A 0.44 8.4 A
SB Approach 0.39 8.7 A 0.45 9.3 A
EB Approach 0.13 8.4 A 0.10 8.6 A
WB Approach 0.68 20.4 C 0.52 13.6 B
Overall   0.68* 11.2 B   0.52* 9.6 A
NB Approach 0.64 11.6 B 0.72 14.2 B
SB Approach 0.83 32.0 D 0.78 24.8 C
EB Approach 0.13 15.4 C 0.10 14.1 B
WB Approach 0.80 30.8 D 0.65 21.1 C
Overall   0.83* 22.7 C   0.78* 19.0 C

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)

Average 
Delay (2) LOS (3)

Horseshoe Road

Cook Brown Road

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio
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Figure 4-1: Initial (Interim) Improvement Geometry 
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Table 4-18: Opening Year (2025) Initial Build Alternative Intersection Analysis Summary  
 

 
 

NB Left 0.01 7.7 A 0.02 7.9 A
SB Left 0.01 8.1 A 0.02 8.2 A
EB Approach 0.04 11.5 B 0.07 12.9 B
WB Approach 0.39 19.7 C 0.37 22.9 C
NB Left 0.02 8.1 A 0.02 8.2 A
SB Left 0.00 8.2 A 0.00 8.3 A
EB Approach 0.04 11.6 B 0.04 11.4 B
WB Approach 0.04 18.6 C 0.06 19.9 C
NB Approach 0.25 5.2 A 0.29 5.4 A
SB Approach 0.23 6.5 A 0.23 5.9 A
EB Approach 0.03 5.2 A 0.19 5.0 A
WB Approach   0.27* 6.5 A   0.24* 6.3 A
Overall   0.27* 5.9 A   0.29* 5.7 A
NB Thru 0.36 12.8 B 0.47 18.4 B
NB Right 0.23 0.8 A 0.27 0.8 A
NB Approach N/A 8.7 A N/A 12.2 B
SB Left 0.09 5.9 A 0.14 9.3 A
SB Thru 0.31 6.6 A 0.33 10.4 B
SB Approach N/A 6.5 A N/A 10.3 B
WB Left 0.56 28.0 C 0.90 40.7 D
WB Right 0.09 4.7 A 0.06 4.4 A
WB Approach N/A 25.0 C N/A 39.0 D
Overall 0.44 11.5 B 0.61 21.4 C
NB Approach 0.39 6.7 A 0.47 7.6 A
SB Approach 0.47 8.9 A 0.40 7.5 A
EB Approach 0.04 8.0 A 0.04 7.0 A
WB Approach 0.18 8.3 A 0.17 9.5 A
Overall   0.47* 7.8 A   0.47* 7.7 A
NB Approach 0.43 7.1 A 0.51 8.0 A
SB Approach 0.51 9.2 A 0.44 7.6 A
EB Approach 0.01 8.4 A 0.02 7.2 A
WB Approach 0.13 8.6 A 0.13 10.2 B
Overall   0.51* 8.2 A   0.51* 8.0 A
NB Approach 0.48 7.9 A 0.59 9.7 A
SB Approach 0.60 11.4 B 0.51 9.0 A
EB Approach 0.10 11.2 B 0.09 9.1 A
WB Approach 0.22 10.7 B 0.24 13.4 B
Overall   0.60* 9.7 A   0.59* 9.7 A

Fox Hill Road 
(Roundabout)

Busbee Lane 
(Roundabout)

Horseshoe Road 
(Roundabout)

Cypress Parkway 
(Signalized)

Little Farm Road 
(Unsignalized)

Cook Brown Road 
(Unsignalized)

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Shirley Lane 
(Roundabout)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio
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Table 4-18: Opening Year (2025) Initial Build Alternative Intersection Analysis Summary  
(Continued) 

 
(1)  Volume-to-Capacity Ratio 
(2)  Average Vehicle Delay (in seconds per vehicle) 
(3)  Level of Service 

 

NB Left 0.13 9.4 A 0.14 9.0 A
NB Thru 0.61 20.7 C 0.74 24.8 C
NB Right 0.08 0.2 A 0.13 1.3 A
NB Approach N/A 19.0 B N/A 22.4 C
SB Left 0.32 10.2 B 0.44 15.9 B
SB Thru 0.62 17.5 B 0.54 17.0 B
SB Right 0.04 0.1 A 0.03 0.1 A
SB Approach N/A 16.5 B N/A 16.4 B
EB Left 0.14 24.9 C 0.15 25.0 C
EB Thru/Right 0.25 20.2 C 0.25 18.4 B
EB Approach N/A 22.3 C N/A 21.5 C
WB Left 0.50 31.1 C 0.33 27.3 C
WB Thru 0.02 32.6 C 0.09 34.8 C
WB Right 0.27 1.7 A 0.33 3.7 A
WB Approach N/A 19.7 B N/A 16.6 B
Overall 0.67 18.0 B 0.68 19.5 B
NB U-Turn 0.02 14.4 B 0.02 12.7 B
SB Left 0.01 11.1 B 0.00 13.1 B
WB Right 0.02 13.2 B 0.03 15.6 C
NB Left 1.02 116.1 F 0.86 66.1 E
NB Right 0.71 11.5 B 0.99 40.7 D
NB Approach N/A 36.0 D N/A 45.7 D
EB Thru 0.86 74.9 E 0.75 47.4 D
EB Right 0.42 19.6 B 0.43 14.2 B
EB Approach N/A 52.3 D N/A 33.3 C
WB Left 1.01 53.4 D 0.95 39.7 D
WB Thru 0.17 4.4 A 0.16 5.3 A
WB Approach N/A 39.5 D N/A 29.7 C
Overall 0.93 40.8 D 0.85 37.1 D

Average 
Delay (2) LOS (3)

CR 78 (N. River Road) 
(Signalized)

Old Rodeo Drive 
(Unsignalized)

SR 78 (Signalized)

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)
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Table 4-19: Interim Year (2035) Initial Build Alternative Intersection Analysis Summary 

 
 

(1)  Volume-to-Capacity Ratio 
(2)  Average Vehicle Delay (in seconds per vehicle) 
(3)  Level of Service 
*   Maximum Volume-to-Capacity Ratio 

 
 

NB Left 0.02 8.0 A 0.02 8.2 A
SB Left 0.04 8.8 A 0.04 8.9 A
EB Approach 0.08 14.6 B 0.13 17.3 C
WB Approach 1.36 222.4 F 1.28 203.0 F
NB Left 0.03 8.9 A 0.03 9.0 A
EB Approach 0.07 14.7 B 0.08 14.0 B
NB Approach 0.42 7.1 A 0.50 8.3 A
SB Approach 0.47 11.8 B 0.44 10.1 B
EB Approach 0.06 8.8 A 0.06 8.1 A
WB Approach   0.69* 16.1 C   0.61* 14.2 B
Overall   0.69* 10.9 B   0.61* 10.1 B
NB Thru 0.70 24.3 C 0.78 24.9 C
NB Right 0.50 2.2 A 0.64 4.5 A
NB Approach N/A 14.9 B N/A 16.3 B
SB Left 0.39 14.2 B 0.47 14.6 B
SB Thru 0.62 14.8 B 0.48 9.9 A
SB Approach N/A 14.7 B N/A 10.4 B
WB Left 0.78 30.4 C 0.81 37.1 D
WB Right 0.16 8.6 A 0.14 11.2 B
WB Approach N/A 27.7 C N/A 33.8 C
Overall 0.66 18.1 B 0.69 18.2 B
NB Approach 0.73 13.6 B 0.92 27.5 D
SB Approach 1.08 74.0 F 0.87 27.1 D
EB Approach 0.12 20.9 C 0.12 17.3 C
WB Approach 0.74 41.1 E 0.87 74.9 F
Overall  1.08* 43.5 E   0.92* 31.5 D
NB Approach 0.80 16.4 C 0.99 40.8 E
SB Approach 1.12 85.6 F 0.90 28.8 D
EB Approach 0.04 21.0 C 0.04 18.1 C
WB Approach 0.64 41.1 E 0.81 84.4 F
Overall  1.12* 51.6 F   0.99* 38.3 E
NB Approach 0.92 27.2 D 1.18 106.4 F
SB Approach 1.35 178.9 F 1.09 74.8 F
EB Approach 0.24 25.1 D 0.30 28.7 D
WB Approach 1.15 158.2 F 1.09 143.4 F
Overall  1.35* 109.1 F  1.18* 96.1 F

Little Farm Road 
(Unsignalized)

Cook Brown Road 
(Unsignalized)

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Horseshoe Road 
(Roundabout)

Cypress Parkway 
(Signalized)

Shirley Lane 
(Roundabout)

Fox Hill Road 
(Roundabout)

Busbee Lane 
(Roundabout)
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Table 4-19: Interim Year (2035) Initial Build Alternative Intersection Analysis Summary 
(Continued) 

 

 
 
 

NB Left 0.34 23.2 C 0.39 23.4 C
NB Thru 0.97 40.1 D 1.21 127.2 F
NB Right 0.11 3.0 A 0.13 3.8 A
NB Approach N/A 38.0 D N/A 119.5 F
SB Left 1.02 112.7 F 1.08 131.2 F
SB Thru 1.04 54.2 D 0.84 21.6 C
SB Right 0.08 0.9 A 0.05 0.3 A
SB Approach N/A 57.3 E N/A 32.0 C
EB Left 0.43 68.2 E 0.58 80.0 E
EB Thru/Right 0.45 39.9 D 0.42 32.0 C
EB Approach N/A 56.7 E N/A 61.2 E
WB Left 1.01 133.2 F 0.67 82.9 F
WB Thru 0.05 72.0 E 0.19 75.6 E
WB Right 0.74 25.8 C 0.87 46.6 D
WB Approach N/A 75.9 E N/A 59.6 E
Overall 1.02 50.8 D 1.08 77.6 E
NB U-Turn 0.09 39.9 E 0.05 25.4 D
SB Left 0.04 21.2 C 0.05 31.8 D
WB Right 0.08 24.4 C 0.10 35.4 E
NB Left 1.54 307.8 F 1.57 317.4 F
NB Right 1.04 71.0 E 1.37 201.5 F
NB Approach N/A 132.9 F N/A 227.9 F
EB Thru 1.22 152.4 F 1.35 205.0 F
EB Right 0.44 26.3 C 0.48 23.5 C
EB Approach N/A 125.7 F N/A 167.9 F
WB Left 1.52 269.7 F 1.29 175.8 F
WB Thru 0.58 7.4 A 0.49 6.6 A
WB Approach N/A 121.7 F N/A 79.9 E
Overall 1.30 125.4 F 1.25 150.4 F

V/C 
  Ratio (1)

Average 
Delay (2) LOS (3)

CR 78 (N. River Road) 
(Signalized)

Old Rodeo Drive 
(Unsignalized)

SR 78 (Signalized)

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
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4.3.2 Ultimate Improvements 
 
Based on the results of the design year peak hour traffic analyses, the following ultimate 
improvements are recommended for the SR 31 study corridor: 
 

• Mainline Improvements 
o 6-lane divided roadway for SR 31 from SR 78 to Cypress Parkway 
o 4-lane divided roadway for SR 31 from Cypress Parkway to Cook Brown Road 

• Intersection Improvements 
o Signalized intersections at SR 78, CR 78, Shirley Lane, Busbee Lane and Cypress 

Parkway 
o Two-lane roundabouts at Horseshoe Road and Cook Brown Road 
o Dual directional median opening at Fox Hill Road 
o Southbound directional median opening at Old Rodeo Drive 
o Full median opening at Little Farm Road 

 
The ultimate improvement intersection geometrics are graphically illustrated in Figure 4-2. The 
design year (2045) peak hour intersection operations associated with the ultimate improvements 
are summarized in Table 4-20. 
 
4.3.3 Queue Storage Lengths 
 
Recommended queue storage lengths were determined for the five signalized intersections based 
partially on a review of the 95th-percentile a.m. and p.m. peak hour queue lengths estimated from 
the SYNCHRO analyses and partially on engineering judgement. Ideally, the length of the 
exclusive left-turn and right-turn lanes should be long enough to provide the required deceleration 
length (based on the design speed of the roadway) and to accommodate the 95th-percentile 
queues within the turn lanes themselves. If the turn lanes are too short, turning vehicles may spill 
over into the adjacent through lanes and restrict the movement of through vehicles or through 
vehicle queues may extend beyond the beginning of the turn lanes and block the access to these 
lanes. In addition to the left-turn and right-turn queue length estimates, consideration was also 
given to the through queue length estimates.  Since there are differences between the initial 
intersection geometry and the ultimate intersection geometry (for some of the turn lanes) at the 
SR 78, CR 78 and Cypress Parkway intersections, both the interim year (2035) and design year 
(2045) 95th-percentile queue lengths were reviewed for these three intersections. The 95th-
percentile queue length estimates are provided in Appendix T and the recommended queue 
storage lengths are summarized in Table 4-21. 
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Figure 4-2: Ultimate Improvement Geometry 

 

 



SR 31 From SR 78 to Cook Brown Road  
Project Traffic Analysis Report 

   
February 2021  Page 75 FPID: 428917-1-22-01 
                                                                                                                                                                                         428917-2-21-01 

 
 

 
Table 4-20: Design Year (2045) Ultimate Build Alternative Intersection Analysis Summary 

 
 

NB Approach 0.44 8.9 A 0.44 8.4 A
SB Approach 0.39 8.7 A 0.45 9.3 A
EB Approach 0.13 8.4 A 0.10 8.6 A
WB Approach 0.68 20.4 C 0.52 13.6 B
Overall   0.68* 11.2 B   0.52* 9.6 A
NB Left 0.04 10.4 B 0.05 10.8 B
EB Left 0.02 21.6 C 0.15 25.6 D
EB Right 0.05 12.4 B 0.07 12.8 B
NB Approach 0.64 11.6 B 0.72 14.2 B
SB Approach 0.83 32.0 D 0.78 24.8 C
EB Approach 0.13 15.4 C 0.10 14.1 B
WB Approach 0.80 30.8 D 0.65 21.1 C
Overall   0.80* 22.7 C   0.78* 19.0 C
NB Thru 0.86 28.1 C 0.87 32.0 C
NB Right 0.72 8.2 A 0.87 17.4 B
NB Approach N/A 19.9 B N/A 25.8 C
SB Left 0.70 28.5 C 0.87 58.5 E
SB Thru 0.50 8.9 A 0.42 8.7 A
SB Approach N/A 11.1 B N/A 15.9 B
WB Left 0.98 54.1 D 0.83 48.5 D
WB Right 0.34 16.2 B 0.29 21.3 C
WB Approach N/A 47.5 D N/A 43.9 D
Overall 0.78 24.2 C 0.86 26.6 C
NB Left 0.09 9.8 A 0.15 10.5 B
NB Thru 0.92 30.1 C 0.96 35.7 D
NB Right 0.49 6.0 A 0.55 8.0 A
NB Approach N/A 25.7 C N/A 30.5 C
SB Left 0.42 16.4 B 0.66 36.5 D
SB Thru 0.98 35.1 D 0.76 21.7 C
SB Right 0.98 35.1 D 0.76 21.7 C
SB Approach N/A 34.4 C N/A 22.5 C
EB Approach 0.10 0.7 A 0.16 1.6 A
WB Left 0.97 59.5 E 0.94 66.4 E
WB Thru/Right 0.21 2.4 A 0.20 5.0 A
WB Approach N/A 51.8 D N/A 58.1 E
Overall 0.91 33.1 C 0.89 30.5 C
NB Left 0.26 149.5 F 0.18 77.8 F
SB Left 1.22 323.5 F 3.06 1,251.8 F
EB Right 0.10 51.2 F 0.08 35.8 E
WB Right 0.53 53.8 F 0.64 91.8 F

Average 
Delay (2) LOS (3)

AM Peak Hour PM Peak Hour

Intersection
V/C 

  Ratio (1)Movement
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

Cook Brown Road 
(Roundabout)

Busbee Lane (Signalized)

Horseshoe Road 
(Roundabout)

Cypress Parkway 
(Signalized)

   Fox Hill Road ** 
(Unsignalized)

Little Farm Road 
(Unsignalized)

(1)  Volume-to-Capacity Ratio
(2)  Average Vehicle Delay (in seconds per vehicle)
(3)  Level of Service
*   Maximum Volume-to-Capacity Ratio
** Results are for illustrative purposes only. Future configuration to be determined during the
design of the six-lane ultimate improvement based on future traffic monitoring and actual
driveway utilizations.  
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Table 4-20: Design Year (2045) Ultimate Build Alternative Intersection Analysis Summary 
(Continued) 

 
(1)  Volume-to-Capacity Ratio 
(2)  Average Vehicle Delay (in seconds per vehicle) 
(3)  Level of Service

NB Left 0.20 13.6 B 0.26 15.0 B
NB Thru 0.91 33.7 C 1.09 79.4 E
NB Right 0.41 2.5 A 0.49 4.4 A
NB Approach N/A 29.0 C N/A 67.8 E
SB Left 0.75 60.3 E 0.92 92.5 F
SB Thru 1.02 49.1 D 0.85 29.5 C
SB Right 1.02 49.1 D 0.85 29.5 C
SB Approach N/A 49.5 D N/A 32.3 C
EB Left 0.17 46.1 D 0.23 46.0 D
EB Thru/Right 0.15 1.5 A 0.16 1.7 A
EB Approach N/A 20.8 C N/A 24.2 C
WB Left 1.01 92.1 F 0.89 73.2 E
WB Thru/Right 0.23 1.0 A 0.20 1.0 A
WB Approach N/A 79.7 E N/A 63.4 E
Overall 1.02 44.0 D 1.03 53.9 D
NB Left 0.38 27.8 C 0.44 30.4 C
NB Thru 0.87 31.5 C 1.04 58.0 E
NB Right 0.12 1.0 A 0.16 3.2 A
NB Approach N/A 30.1 C N/A 54.8 D
SB Left 0.88 89.0 F 1.09 138.9 F
SB Thru 0.96 31.8 C 0.74 17.8 B
SB Right 0.13 2.4 A 0.11 2.7 A
SB Approach N/A 36.6 D N/A 32.0 C
EB Left 0.72 87.4 F 1.08 161.3 F
EB Thru/Right 0.40 34.3 C 0.44 31.4 C
EB Approach N/A 69.6 E N/A 123.9 F
WB Left 0.77 83.0 F 0.55 71.8 E
WB Thru 0.94 65.4 E 1.00 90.5 F
WB Right 0.92 61.5 E 0.89 59.6 E
WB Approach N/A 68.6 E N/A 74.6 E
Overall 0.99 37.7 D 1.05 48.4 D
NB U-Turn 0.07 32.3 D 0.05 21.5 C
SB Left 0.19 85.0 F 0.36 232.0 F
WB Right 0.17 40.8 E 0.28 76.0 F
NB Left 0.94 79.6 E 0.88 71.1 E
NB Thru 0.53 8.7 A 0.73 14.9 B
NB Approach N/A 24.1 C N/A 24.0 C
SB Thru 1.00 50.1 D 0.85 35.4 D
SB Right 0.86 21.6 C 0.71 13.3 B
SB Approach N/A 42.2 D N/A 29.1 C
EB Left 0.92 68.5 E 0.90 60.1 E
EB Right 0.69 39.1 D 0.65 33.7 C
EB Approach N/A 58.2 E N/A 51.8 D
Overall 0.90 38.7 D 0.82 31.5 C

SR 78 (Signalized)

Intersection Movement

AM Peak Hour PM Peak Hour
V/C 

  Ratio (1)
Average 
Delay (2) LOS (3)

V/C 
  Ratio (1)

Average 
Delay (2) LOS (3)

Shirley Lane (Signalized)

CR 78 (N. River Road) 
(Signalized)

Old Rodeo Drive 
(Unsignalized)
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Table 4-21: Recommended Queue Storage Lengths – Signalized Intersections 

 
  

NB LT 1 550
WB LT 1 700
EB RT 1 550
NB LT 2 500
SB RT 1 900
EB LT  3* 350
NB LT 1 500
NB RT 1 500
SB LT 1 500
SB RT 1 500
WB LT 1 250
WB RT 1 200
EB LT 1 150
NB LT 1 500
NB RT 1 500
SB LT 2 500
SB RT 1 500
WB LT 1 300
WB RT 1 300
EB LT 1 250
NB LT 1 500
NB RT 1 500
SB LT 1 500
WB LT 2 500
EB LT 1 200
NB LT 1 500
NB RT 1 500
SB LT 1 550
WB LT 2 350
NB RT 1 350
SB LT 1 250
WB LT  2* 250
NB RT 1 Drop lane
SB LT 1 250
WB LT  3* 300

Shirley Ln (Ultimate 
Geometry)

Busbee Ln (Ultimate 
Geometry)

Cypress Pkwy (Interim 
Geometry)

Cypress Pkwy (Ultimate 
Geometry)

CR 78 (Interim Geometry)

CR 78 (Ultimate Geometry)

Intersection Approach Movement
No. of 
Lanes

Queue Storage 
(ft)

SR 78 (Interim Geometry)

SR 78 (Ultimate Geometry)

*A four-lane divided roadway is assumed and the inside through lane  becomes one 
of the left-turn lanes at the intersection approach.
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A review of the 2035 queue length estimates for the SR 78 intersection indicated that both the 
95th-percentile queue lengths and the 50th-percentile queue lengths (i.e., the average queue 
lengths) estimated for the critical movements (i.e., the northbound right-turn, westbound left-turn 
and eastbound through movements) were extremely long. This is due to the severe overcapacity 
conditions projected to occur for these movements in the year 2035.  Consequently, the 2025 
queue length estimates for the SR 78 intersection were also reviewed.  
 
The recommended storage length for the northbound left-turn lane was based on the 2035 p.m. 
peak hour 50th-percentile queue length estimated for the northbound left-turn movement. The 
recommended storage length for the westbound left-turn lane was based on the 2025 p.m. peak 
hour 95th-percentile queue length estimated for the westbound left-turn movement. The 
eastbound through queue is actually the controlling queue length for the eastbound right-turn 
storage length; however, the 2025 95th-percentile queue lengths were viewed as being too short 
to use and the 2035 50th-percentile queue lengths were viewed as being too long to use. An 
eastbound right-turn queue storage length of 500 feet is recommended for the exclusive right-turn 
lane. This length is approximately equal to the average of the 2025 a.m. peak hour 95th-percentile 
queue length and the 2035 a.m. peak hour 50th-percentile queue length. 
 
With respect to the ultimate SR 78 intersection improvements, the recommended storage length 
for the northbound dual left-turn lanes was based on the 2045 p.m. peak hour 95th-percentile 
queue length estimated for the northbound through movement, while the recommended storage 
length for the southbound right-turn lane was based on the 2045 a.m. peak hour 95th-percentile 
queue length estimated for the southbound through movement. The recommended storage length 
for the eastbound triple left-turn lanes was based on the 2045 p.m. peak hour 95th-percentile 
queue length estimated for the eastbound left-turn movement. 
 
A review of the 95th-percentile queue lengths estimated for the northbound and southbound 
through movements at the CR 78, Shirley Lane and Busbee Lane intersections indicated that, 
once again, extremely long queues were projected to occur. With one exception, a queue storage 
length of 500 feet is recommended for all of the exclusive northbound and southbound turn lanes 
at these three intersections. A queue storage length of 550 feet is recommended for the 
southbound left-turn lane at the Busbee Lane intersection and is based on the 2045 p.m. peak 
hour 95th-percentile queue length estimated for the southbound left-turn lane. It should also be 
noted the minimum queue storage length recommended for any exclusive turn-lane (regardless 
of the estimated queue length) is 150 feet.
 
Recommended queue storage lengths were also determined for the unsignalized intersections 
based in part, on a review of the 95th percentile a.m. and p.m. peak hour queue lengths estimated 
from the HCS analyses. The recommended queue storage lengths for the unsignalized 
intersections are summarized in Table 4-22.  With one exception, all of the left-turn queue lengths 
for the Old Rodeo Drive, Fox Hill Road, and Little Farm Road intersections were estimated to be 
less than or equal to one vehicle.  A minimum queue storage length of 100 feet is recommended 
for these left-turn lanes. A queue storage length equal to 250 feet is recommended for the 
southbound left-turn lane at the Fox Hill Road intersection (ultimate geometry) and was based on 
the p.m. peak hour HCS unsignalized intersection analysis.  
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Table 4-22: Recommended Queue Storage Lengths – Unsignalized Intersections 

 
 

4.4 Traffic Data for Noise Analysis 
 
The approved traffic data inputs for the SR 31 noise analysis are provided in Appendix U. The 
shaded cells in each table denote the specific volumes to be input into the noise model for each 
of the three scenarios to be analyzed (Existing Conditions, Design Year No-Build Alternative and 
Design Year Build Alternative) for each of the segments. This was based on the lower of the two 
volumes for each scenario (i.e., demand peak hour volume vs. LOS C peak hour volume). A 
memorandum documenting the development of the noise traffic data was prepared previously 
and provided to District One on November 4, 2020. A copy of this memorandum is also provided 
in Appendix U. 

 
 

 

Old Rodeo Dr (Interim and 
Ultimate Geometry)

SB LT 1 100

NB LT 1 100

SB LT 1 250

Little Farm Rd (Ultimate 
Geometry)

NB LT 1 100

Fox Hill Rd (Ultimate 
Geometry)

Intersection Approach Movement
No. of 
Lanes

Queue Storage 
(ft)



 

 

 

 

 

 

 
 
 
 
 
 

Appendix A 

Bi-Directional Volume and Vehicle Classification Count Data 
 
 
 



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
7 9 11 5 10 14 64 102 100 107 120 113

12 15 3 8 10 27 96 136 100 95 96 105
2 2 5 9 16 52 121 107 81 94 98 104

10 10 8 20 28 69 117 114 130 105 107 107
31 36 27 42 64 162 398 459 411 401 421 429

12 13 14 15 16 17 18 19 20 21 22 23
110 125 120 114 124 137 113 75 50 47 31 26
99 108 133 139 122 152 118 64 75 51 21 8

101 110 100 124 144 111 91 63 50 34 20 10
127 129 127 112 135 131 77 78 48 42 20 12
437 472 480 489 525 531 399 280 223 174 92 56

7,039
6:30 AM Peak Volume: 476 AM Peak Hour Factor: 0.88

16:30 PM Peak Volume: 568 PM PeaK Hour Factor: 0.93

00 01 02 03 04 05 06 07 08 09 10 11
11 9 7 3 25 28 76 95 147 110 91 116
2 17 10 5 9 32 95 82 144 106 117 104

20 18 17 20 24 50 109 116 130 104 120 106
13 3 8 15 24 49 118 134 115 109 116 101
46 47 42 43 82 159 398 427 536 429 444 427

12 13 14 15 16 17 18 19 20 21 22 23
110 97 97 144 142 125 121 70 51 24 24 7
113 128 122 143 142 146 125 100 45 30 22 9
122 106 106 133 116 130 99 78 25 27 13 2
144 124 110 147 109 149 96 61 32 20 15 13
489 455 435 567 509 550 441 309 153 101 74 31

7,194
7:45 AM Peak Volume: 555 AM Peak Hour Factor: 0.94

15:00 PM Peak Volume: 567 PM PeaK Hour Factor: 0.96

00 01 02 03 04 05 06 07 08 09 10 11
18 18 18 8 35 42 140 197 247 217 211 229
14 32 13 13 19 59 191 218 244 201 213 209
22 20 22 29 40 102 230 223 211 198 218 210
23 13 16 35 52 118 235 248 245 214 223 208
77 83 69 85 146 321 796 886 947 830 865 856

12 13 14 15 16 17 18 19 20 21 22 23
220 222 217 258 266 262 234 145 101 71 55 33
212 236 255 282 264 298 243 164 120 81 43 17
223 216 206 257 260 241 190 141 75 61 33 12
271 253 237 259 244 280 173 139 80 62 35 25
926 927 915 1,056 1,034 1,081 840 589 376 275 166 87

14,233
7:30 AM Peak Volume: 962 AM Peak Hour Factor: 0.97

17:00 PM Peak Volume: 1,081 PM PeaK Hour Factor: 0.91
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 14, 2017

Tuesday, March 14, 2017

Tuesday, March 14, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 14, 2017
March 14, 2017
Ft Myers
SR 31 south of SR 78

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 south of SR 78 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
7 3 0 1 15 9 79 73 89 100 85 82
0 2 4 1 8 43 91 82 103 90 94 91

10 1 0 3 27 35 110 98 98 109 79 93
4 5 0 8 15 29 87 112 99 84 97 93

21 11 4 13 65 116 367 365 389 383 355 359

12 13 14 15 16 17 18 19 20 21 22 23
109 94 94 89 104 104 108 81 38 32 23 8
85 82 97 103 108 126 100 79 47 29 22 12
91 83 93 107 116 122 70 63 40 36 15 13
85 88 110 117 118 133 84 44 40 31 21 13

370 347 394 416 446 485 362 267 165 128 81 46

5,955
7:30 AM Peak Volume: 402 AM Peak Hour Factor: 0.90

17:15 PM Peak Volume: 489 PM PeaK Hour Factor: 0.92

00 01 02 03 04 05 06 07 08 09 10 11
3 3 1 2 5 10 55 105 93 80 72 86
1 3 4 0 5 30 84 125 95 71 71 86
3 4 1 4 4 39 114 111 97 89 91 78
6 2 3 3 10 50 104 98 97 62 79 81

13 12 9 9 24 129 357 439 382 302 313 331

12 13 14 15 16 17 18 19 20 21 22 23
91 81 77 91 103 112 91 51 35 18 18 10
93 73 112 117 113 99 74 42 41 22 18 7
83 115 76 113 108 76 66 38 25 17 8 6
84 109 88 96 127 87 49 44 23 21 6 5

351 378 353 417 451 374 280 175 124 78 50 28

5,379
6:30 AM Peak Volume: 448 AM Peak Hour Factor: 0.90

16:15 PM Peak Volume: 460 PM PeaK Hour Factor: 0.91

00 01 02 03 04 05 06 07 08 09 10 11
10 6 1 3 20 19 134 178 182 180 157 168
1 5 8 1 13 73 175 207 198 161 165 177

13 5 1 7 31 74 224 209 195 198 170 171
10 7 3 11 25 79 191 210 196 146 176 174
34 23 13 22 89 245 724 804 771 685 668 690

12 13 14 15 16 17 18 19 20 21 22 23
200 175 171 180 207 216 199 132 73 50 41 18
178 155 209 220 221 225 174 121 88 51 40 19
174 198 169 220 224 198 136 101 65 53 23 19
169 197 198 213 245 220 133 88 63 52 27 18
721 725 747 833 897 859 642 442 289 206 131 74

11,334
7:15 AM Peak Volume: 808 AM Peak Hour Factor: 0.96

16:30 PM Peak Volume: 910 PM PeaK Hour Factor: 0.93
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 14, 2017

Tuesday, March 14, 2017

Tuesday, March 14, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 14, 2017
March 14, 2017
Ft Myers
SR 78 west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 78 west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
8 9 12 4 18 19 81 100 105 108 147 121
9 12 4 8 10 47 102 107 107 109 118 123
8 1 4 11 31 63 123 107 99 137 91 133

11 8 9 20 30 54 114 141 142 131 122 116
36 30 29 43 89 183 420 455 453 485 478 493

12 13 14 15 16 17 18 19 20 21 22 23
134 119 132 120 112 127 105 80 38 47 31 26
123 110 140 144 99 135 117 71 58 50 21 5
108 100 103 123 131 119 76 56 51 39 24 15
123 105 147 111 142 133 78 60 49 38 27 15
488 434 522 498 484 514 376 267 196 174 103 61

7,311
9:30 AM Peak Volume: 533 AM Peak Hour Factor: 0.91

16:30 PM Peak Volume: 535 PM PeaK Hour Factor: 0.94

00 01 02 03 04 05 06 07 08 09 10 11
8 11 10 6 21 38 71 110 158 111 102 117
4 14 11 4 10 39 114 105 135 92 124 129

21 17 17 22 16 58 116 138 134 105 118 122
12 2 9 14 18 59 128 123 129 104 119 91
45 44 47 46 65 194 429 476 556 412 463 459

12 13 14 15 16 17 18 19 20 21 22 23
134 84 89 143 131 112 84 41 31 35 26 12
121 127 139 171 132 110 93 67 33 32 30 12
142 133 100 122 113 86 88 46 23 30 15 13
127 119 92 121 113 112 60 45 39 25 15 16
524 463 420 557 489 420 325 199 126 122 86 53

7,020
8:00 AM Peak Volume: 556 AM Peak Hour Factor: 0.88

15:00 PM Peak Volume: 557 PM PeaK Hour Factor: 0.81

00 01 02 03 04 05 06 07 08 09 10 11
16 20 22 10 39 57 152 210 263 219 249 238
13 26 15 12 20 86 216 212 242 201 242 252
29 18 21 33 47 121 239 245 233 242 209 255
23 10 18 34 48 113 242 264 271 235 241 207
81 74 76 89 154 377 849 931 1,009 897 941 952

12 13 14 15 16 17 18 19 20 21 22 23
268 203 221 263 243 239 189 121 69 82 57 38
244 237 279 315 231 245 210 138 91 82 51 17
250 233 203 245 244 205 164 102 74 69 39 28
250 224 239 232 255 245 138 105 88 63 42 31

1,012 897 942 1,055 973 934 701 466 322 296 189 114

14,331
7:30 AM Peak Volume: 1,014 AM Peak Hour Factor: 0.96

14:45 PM Peak Volume: 1,062 PM PeaK Hour Factor: 0.84
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 14, 2017

Tuesday, March 14, 2017

Tuesday, March 14, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 14, 2017
March 14, 2017
Ft Myers
SR 31 between SR 78 & Old Rodeo Dr

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 btwn SR 78 & Old Rodeo Dr ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0

12 13 14 15 16 17 18 19 20 21 22 23
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0

0
0:00 AM Peak Volume: 0 AM Peak Hour Factor: #DIV/0!

12:00 PM Peak Volume: 0 PM PeaK Hour Factor: #DIV/0!

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0

12 13 14 15 16 17 18 19 20 21 22 23
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0

0
0:00 AM Peak Volume: 0 AM Peak Hour Factor: #DIV/0!

12:00 PM Peak Volume: 0 PM PeaK Hour Factor: #DIV/0!

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0

12 13 14 15 16 17 18 19 20 21 22 23
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 0

0
0:00 AM Peak Volume: 0 AM Peak Hour Factor: #DIV/0!

12:00 PM Peak Volume: 0 PM PeaK Hour Factor: #DIV/0!
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 14, 2017

Tuesday, March 14, 2017

Tuesday, March 14, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 14, 2017
March 14, 2017
Ft Myers
Fairgrounds D/W west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Fairgrounds west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 0 1
0 0 0 0 0 0 0 0 2 3 1 0
0 0 0 0 0 0 0 1 1 0 0 0
0 0 0 0 0 0 0 2 1 2 2 1
0 0 0 0 0 0 0 3 4 5 3 2

12 13 14 15 16 17 18 19 20 21 22 23
1 2 0 2 2 2 2 0 0 1 1 1
2 1 3 0 2 4 2 0 0 0 0 0
1 0 0 1 4 1 0 2 0 0 0 0
1 2 1 1 1 0 1 1 1 0 0 0
5 5 4 4 9 7 5 3 1 1 1 1

63
7:30 AM Peak Volume: 5 AM Peak Hour Factor: 0.63

16:30 PM Peak Volume: 11 PM PeaK Hour Factor: 0.69

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 1 0 0 2 4 0 1 1
0 0 0 0 0 0 1 1 0 1 1 1
0 0 0 0 0 0 1 0 1 0 0 1
0 0 0 0 0 0 1 1 0 2 1 5
0 0 0 0 1 0 3 4 5 3 3 8

12 13 14 15 16 17 18 19 20 21 22 23
1 0 0 1 2 1 3 0 0 1 0 0
2 1 1 0 2 1 0 0 1 0 0 0
2 0 0 4 2 0 1 1 0 1 0 0
0 1 0 2 0 4 2 0 0 0 0 0
5 2 1 7 6 6 6 1 1 2 0 0

64
11:30 AM Peak Volume: 9 AM Peak Hour Factor: 0.45
15:30 PM Peak Volume: 10 PM PeaK Hour Factor: 0.63

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 1 0 0 2 4 0 1 2
0 0 0 0 0 0 1 1 2 4 2 1
0 0 0 0 0 0 1 1 2 0 0 1
0 0 0 0 0 0 1 3 1 4 3 6
0 0 0 0 1 0 3 7 9 8 6 10

12 13 14 15 16 17 18 19 20 21 22 23
2 2 0 3 4 3 5 0 0 2 1 1
4 2 4 0 4 5 2 0 1 0 0 0
3 0 0 5 6 1 1 3 0 1 0 0
1 3 1 3 1 4 3 1 1 0 0 0

10 7 5 11 15 13 11 4 2 3 1 1

127
11:30 AM Peak Volume: 13 AM Peak Hour Factor: 0.54
15:45 PM Peak Volume: 17 PM PeaK Hour Factor: 0.71

00

Volume Count Report

March 14, 2017
March 14, 2017
Ft Myers
Old Rodeo Dr east of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 14, 2017

Tuesday, March 14, 2017

Tuesday, March 14, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

                                                                             Old Rodeo Dr east of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
11 13 8 9 14 15 67 132 124 140 155 129
7 7 14 3 19 54 74 119 138 132 133 113
7 7 9 2 26 63 111 101 160 110 122 135
9 3 2 18 26 64 134 130 94 119 116 122

34 30 33 32 85 196 386 482 516 501 526 499

12 13 14 15 16 17 18 19 20 21 22 23
155 130 141 134 146 122 144 82 62 42 25 18
126 108 108 157 144 123 117 94 55 41 26 21
145 121 110 109 128 144 91 62 49 39 35 17
116 124 138 123 123 142 121 56 63 30 22 14
542 483 497 523 541 531 473 294 229 152 108 70

7,763
7:45 AM Peak Volume: 552 AM Peak Hour Factor: 0.86

17:15 PM Peak Volume: 553 PM PeaK Hour Factor: 0.96

00 01 02 03 04 05 06 07 08 09 10 11
4 11 8 11 10 25 60 111 117 127 93 121
7 8 5 17 19 39 101 130 134 104 108 113

11 11 10 16 23 51 133 141 106 117 91 114
10 13 14 20 23 79 121 144 103 100 107 134
32 43 37 64 75 194 415 526 460 448 399 482

12 13 14 15 16 17 18 19 20 21 22 23
104 134 117 120 109 96 86 48 65 24 34 28
127 122 123 146 141 112 84 73 60 42 19 11
122 131 118 125 103 77 69 74 32 37 22 13
120 132 110 103 121 114 71 56 32 20 13 16
473 519 468 494 474 399 310 251 189 123 88 68

7,031
7:30 AM Peak Volume: 536 AM Peak Hour Factor: 0.93

13:00 PM Peak Volume: 519 PM PeaK Hour Factor: 0.97

00 01 02 03 04 05 06 07 08 09 10 11
15 24 16 20 24 40 127 243 241 267 248 250
14 15 19 20 38 93 175 249 272 236 241 226
18 18 19 18 49 114 244 242 266 227 213 249
19 16 16 38 49 143 255 274 197 219 223 256
66 73 70 96 160 390 801 1,008 976 949 925 981

12 13 14 15 16 17 18 19 20 21 22 23
259 264 258 254 255 218 230 130 127 66 59 46
253 230 231 303 285 235 201 167 115 83 45 32
267 252 228 234 231 221 160 136 81 76 57 30
236 256 248 226 244 256 192 112 95 50 35 30

1,015 1,002 965 1,017 1,015 930 783 545 418 275 196 138

14,794
7:45 AM Peak Volume: 1,053 AM Peak Hour Factor: 0.96

14:45 PM Peak Volume: 1,039 PM PeaK Hour Factor: 0.86
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 16, 2017

Thursday, March 16, 2017

Thursday, March 16, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 16, 2017
March 16, 2017
Ft Myers
SR 31 south of Old Bayshore Rd/River Rd

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 south of River Rd ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 4 4 8 9 6 4
1 0 0 0 0 2 3 8 11 6 7 7
1 0 0 0 1 0 5 8 3 6 7 4
0 0 1 0 0 1 11 7 2 2 3 4
2 0 1 0 1 3 23 27 24 23 23 19

12 13 14 15 16 17 18 19 20 21 22 23
9 7 4 10 7 10 6 4 4 7 3 1
7 11 8 15 11 9 4 6 5 1 2 0
5 6 10 10 3 9 8 9 1 2 1 3
7 8 6 7 10 9 7 8 2 3 1 1

28 32 28 42 31 37 25 27 12 13 7 5

433
7:30 AM Peak Volume: 34 AM Peak Hour Factor: 0.77

15:00 PM Peak Volume: 42 PM PeaK Hour Factor: 0.70

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 1 2 7 4 3 3 9
0 0 1 0 0 0 3 4 2 2 3 8
0 0 0 0 0 0 5 3 3 4 4 6
0 0 0 0 1 2 5 1 1 5 2 4
0 0 1 0 1 3 15 15 10 14 12 27

12 13 14 15 16 17 18 19 20 21 22 23
5 10 3 6 7 8 6 4 2 4 3 1
9 5 5 10 12 12 4 9 5 4 3 3
2 5 4 2 10 9 9 5 9 8 2 2
6 9 5 6 11 7 12 6 3 1 3 2

22 29 17 24 40 36 31 24 19 17 11 8

376
11:00 AM Peak Volume: 27 AM Peak Hour Factor: 0.75
16:15 PM Peak Volume: 41 PM PeaK Hour Factor: 0.85

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 1 6 11 12 12 9 13
1 0 1 0 0 2 6 12 13 8 10 15
1 0 0 0 1 0 10 11 6 10 11 10
0 0 1 0 1 3 16 8 3 7 5 8
2 0 2 0 2 6 38 42 34 37 35 46

12 13 14 15 16 17 18 19 20 21 22 23
14 17 7 16 14 18 12 8 6 11 6 2
16 16 13 25 23 21 8 15 10 5 5 3
7 11 14 12 13 18 17 14 10 10 3 5

13 17 11 13 21 16 19 14 5 4 4 3
50 61 45 66 71 73 56 51 31 30 18 13

809
6:45 AM Peak Volume: 50 AM Peak Hour Factor: 0.78

16:45 PM Peak Volume: 78 PM PeaK Hour Factor: 0.93
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 16, 2017

Thursday, March 16, 2017

Thursday, March 16, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 16, 2017
March 16, 2017
Ft Myers
Old Bayshore Rd west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Old Bayshore Rd west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 1 2 2 25 21 9 26 36
0 0 1 2 0 2 7 15 26 22 23 34
1 1 1 1 0 0 11 20 30 16 37 27
1 0 0 0 0 1 12 19 20 27 26 31
2 1 2 3 1 5 32 79 97 74 112 128

12 13 14 15 16 17 18 19 20 21 22 23
27 28 39 25 42 31 59 28 21 12 9 5
30 15 33 36 40 42 40 31 16 18 8 6
33 24 23 35 40 43 27 17 15 15 4 5
18 28 30 41 40 49 37 15 18 10 3 1

108 95 125 137 162 165 163 91 70 55 24 17

1,748
10:30 AM Peak Volume: 133 AM Peak Hour Factor: 0.90
17:15 PM Peak Volume: 193 PM PeaK Hour Factor: 0.82

00 01 02 03 04 05 06 07 08 09 10 11
1 1 0 0 2 7 30 46 42 40 26 36
1 0 0 0 2 5 33 56 35 28 29 26
3 1 0 2 3 14 51 50 34 22 24 26
1 0 1 2 4 17 48 49 35 30 25 40
6 2 1 4 11 43 162 201 146 120 104 128

12 13 14 15 16 17 18 19 20 21 22 23
26 26 18 22 22 29 26 12 12 4 4 5
27 25 24 30 28 21 28 16 14 5 3 1
30 27 25 34 28 15 25 13 10 7 4 5
26 45 32 19 33 25 10 25 4 4 5 5

109 123 99 105 111 90 89 66 40 20 16 16

1,812
6:30 AM Peak Volume: 201 AM Peak Hour Factor: 0.90

13:00 PM Peak Volume: 123 PM PeaK Hour Factor: 0.68

00 01 02 03 04 05 06 07 08 09 10 11
1 1 0 0 3 9 32 71 63 49 52 72
1 0 1 2 2 7 40 71 61 50 52 60
4 2 1 3 3 14 62 70 64 38 61 53
2 0 1 2 4 18 60 68 55 57 51 71
8 3 3 7 12 48 194 280 243 194 216 256

12 13 14 15 16 17 18 19 20 21 22 23
53 54 57 47 64 60 85 40 33 16 13 10
57 40 57 66 68 63 68 47 30 23 11 7
63 51 48 69 68 58 52 30 25 22 8 10
44 73 62 60 73 74 47 40 22 14 8 6

217 218 224 242 273 255 252 157 110 75 40 33

3,560
7:00 AM Peak Volume: 280 AM Peak Hour Factor: 0.99

17:30 PM Peak Volume: 285 PM PeaK Hour Factor: 0.84
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 16, 2017

Thursday, March 16, 2017

Thursday, March 16, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 16, 2017
March 16, 2017
Ft Myers
River Rd east of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             River Rd east of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
10 13 8 8 12 18 67 120 102 123 123 96
8 6 12 7 18 47 65 108 107 124 116 99
7 7 8 2 27 67 103 93 118 98 87 111
8 3 3 18 26 66 126 118 99 94 106 113

33 29 31 35 83 198 361 439 426 439 432 419

12 13 14 15 16 17 18 19 20 21 22 23
131 99 113 103 108 97 96 66 40 32 17 15
105 108 92 117 108 98 76 65 37 20 19 16
123 101 87 84 84 100 69 56 39 22 34 14
106 111 116 77 86 100 92 50 45 24 16 18
465 419 408 381 386 395 333 237 161 98 86 63

6,357
8:30 AM Peak Volume: 464 AM Peak Hour Factor: 0.94

12:00 PM Peak Volume: 465 PM PeaK Hour Factor: 0.89

00 01 02 03 04 05 06 07 08 09 10 11
3 9 8 10 8 19 42 75 96 89 79 117
5 12 4 16 23 40 75 89 75 71 79 116

10 7 11 17 16 43 96 101 73 102 97 86
13 14 13 19 23 60 91 103 80 80 80 110
31 42 36 62 70 162 304 368 324 342 335 429

12 13 14 15 16 17 18 19 20 21 22 23
87 119 102 92 91 75 74 53 52 26 31 19

107 108 104 131 115 105 68 63 57 38 18 13
110 120 103 90 89 78 56 65 27 33 24 11
104 113 91 87 94 98 65 42 26 15 16 16
408 460 400 400 389 356 263 223 162 112 89 59

5,826
11:00 AM Peak Volume: 429 AM Peak Hour Factor: 0.92
13:00 PM Peak Volume: 460 PM PeaK Hour Factor: 0.96

00 01 02 03 04 05 06 07 08 09 10 11
13 22 16 18 20 37 109 195 198 212 202 213
13 18 16 23 41 87 140 197 182 195 195 215
17 14 19 19 43 110 199 194 191 200 184 197
21 17 16 37 49 126 217 221 179 174 186 223
64 71 67 97 153 360 665 807 750 781 767 848

12 13 14 15 16 17 18 19 20 21 22 23
218 218 215 195 199 172 170 119 92 58 48 34
212 216 196 248 223 203 144 128 94 58 37 29
233 221 190 174 173 178 125 121 66 55 58 25
210 224 207 164 180 198 157 92 71 39 32 34
873 879 808 781 775 751 596 460 323 210 175 122

12,183
11:45 AM Peak Volume: 886 AM Peak Hour Factor: 0.95
13:00 PM Peak Volume: 879 PM PeaK Hour Factor: 0.98

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 16, 2017

Thursday, March 16, 2017

Thursday, March 16, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 16, 2017
March 16, 2017
Ft Myers
SR 31 north of Old Bayshore Rd/River Rd

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 north of River Rd ‐ Volume



Location: SR 31 north of Old Rodeo Dr
Direction: 26.73150, -81.76099
Start Date: 3/14/2017 Start Time: 00:00
Stop Date: 3/14/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 5 1 0 0 0 0 0 0 0 1 0 0 0 0 7
30 1 5 0 0 1 0 0 0 1 0 0 0 0 0 0 8
45 0 1 0 0 1 0 0 0 2 0 0 0 0 0 0 4

100 0 5 0 0 0 0 0 0 2 0 0 0 0 0 0 7
Hourly Total 1 16 1 0 2 0 0 0 5 0 1 0 0 0 0 26

115 1 3 1 1 0 2 0 0 0 0 0 0 0 0 0 8
130 0 2 0 1 0 0 0 0 2 0 0 1 0 0 0 6
145 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1
200 1 2 0 0 1 0 0 1 1 0 0 0 0 0 0 6

Hourly Total 2 7 2 2 1 2 0 1 3 0 0 1 0 0 0 21
215 0 1 1 0 0 0 0 0 4 0 0 0 0 0 1 7
230 0 0 2 0 0 0 0 1 0 0 0 0 0 0 0 3
245 0 2 1 0 1 0 0 0 0 0 0 0 0 0 0 4
300 0 0 2 0 0 0 0 0 3 0 0 0 0 0 0 5

Hourly Total 0 3 6 0 1 0 0 1 7 0 0 0 0 0 1 19
315 0 1 0 0 1 0 0 0 1 0 0 0 0 0 0 3
330 0 0 2 0 0 1 0 1 1 0 0 0 0 0 0 5
345 0 3 0 0 1 1 0 0 2 0 0 0 0 0 0 7
400 0 3 1 0 1 2 0 0 5 0 0 0 0 0 0 12

Hourly Total 0 7 3 0 3 4 0 1 9 0 0 0 0 0 0 27
415 0 2 1 0 2 1 0 0 2 1 0 1 0 0 0 10
430 0 3 2 0 0 0 0 0 2 0 0 0 0 0 0 7
445 0 3 6 0 0 3 0 1 4 0 0 0 0 0 0 17
500 0 4 1 0 1 4 0 2 7 0 0 0 0 0 0 19

Hourly Total 0 12 10 0 3 8 0 3 15 1 0 1 0 0 0 53
515 0 2 1 0 0 5 0 0 3 0 0 0 0 0 0 11
530 0 13 2 1 5 6 0 1 6 0 0 0 0 0 0 34
545 0 14 9 1 4 18 0 0 3 0 0 0 0 0 0 49
600 0 17 12 0 3 2 0 1 6 1 0 0 0 0 0 42

Hourly Total 0 46 24 2 12 31 0 2 18 1 0 0 0 0 0 136
615 0 16 10 1 8 10 0 0 9 2 0 0 0 0 0 56
630 0 29 24 1 7 13 0 2 3 1 0 0 0 0 0 80
645 0 34 32 0 11 11 0 2 11 1 0 0 0 0 0 102
700 0 31 27 2 12 6 1 1 8 1 0 0 0 0 0 89

Hourly Total 0 110 93 4 38 40 1 5 31 5 0 0 0 0 0 327
715 0 40 29 1 3 9 1 2 4 0 0 0 0 0 0 89
730 0 37 24 1 10 9 1 3 5 0 0 0 0 0 1 91
745 0 38 26 0 11 10 0 1 5 0 0 1 0 0 0 92
800 1 38 20 2 16 6 0 0 12 2 0 0 0 0 1 98

Hourly Total 1 153 99 4 40 34 2 6 26 2 0 1 0 0 2 370
815 1 50 26 0 8 3 2 4 6 0 0 0 0 0 0 100
830 1 34 21 0 12 3 2 3 7 1 0 0 0 0 0 84

VEHICLE CLASS

CLASS COUNT REPORT

Northbound
City/County: Ft Myers/Lee
GPS:



845 1 36 17 0 6 4 2 3 6 1 0 0 0 0 3 79
900 1 44 30 0 13 12 0 4 5 0 0 0 0 0 1 110

Hourly Total 4 164 94 0 39 22 6 14 24 2 0 0 0 0 4 373
915 1 38 21 0 7 8 0 3 7 0 0 0 0 0 0 85
930 0 33 16 0 5 10 0 2 15 0 0 0 0 0 0 81
945 2 43 22 0 6 23 0 4 10 0 0 0 0 0 0 110

1000 0 41 29 0 2 11 1 4 11 1 0 0 0 0 0 100
Hourly Total 3 155 88 0 20 52 1 13 43 1 0 0 0 0 0 376

1015 0 50 23 2 9 1 0 1 18 1 0 0 1 0 0 106
1030 0 45 27 2 8 8 1 2 7 1 0 0 0 0 0 101
1045 1 35 30 0 2 2 0 2 7 0 0 0 0 0 0 79
1100 0 37 31 0 9 11 0 2 8 0 0 0 0 0 1 99

Hourly Total 1 167 111 4 28 22 1 7 40 2 0 0 1 0 1 385
1115 0 43 24 0 11 2 0 2 11 0 0 0 0 0 0 93
1130 0 42 22 0 6 3 1 4 10 1 0 0 0 0 0 89
1145 0 49 33 0 8 12 1 6 8 0 0 0 0 0 1 118
1200 0 39 19 1 5 8 1 0 14 0 0 0 0 0 0 87

Hourly Total 0 173 98 1 30 25 3 12 43 1 0 0 0 0 1 387
1215 2 32 27 0 8 5 0 3 12 2 0 0 0 0 1 92
1230 0 60 20 0 9 10 0 3 10 0 0 0 0 0 1 113
1245 0 44 27 0 5 8 0 5 4 0 0 0 0 0 0 93
1300 0 48 18 0 10 14 0 0 9 0 0 0 0 0 0 99

Hourly Total 2 184 92 0 32 37 0 11 35 2 0 0 0 0 2 397
1315 2 50 28 1 5 7 0 3 4 1 0 0 0 0 0 101
1330 1 41 28 0 8 12 1 2 5 0 0 0 0 0 0 98
1345 0 47 25 0 1 4 0 2 9 0 0 0 0 0 0 88
1400 0 33 25 0 7 5 1 4 3 0 0 0 0 0 0 78

Hourly Total 3 171 106 1 21 28 2 11 21 1 0 0 0 0 0 365
1415 1 50 24 0 6 14 1 5 9 0 0 0 0 0 0 110
1430 1 49 31 1 9 14 0 2 5 1 0 0 0 0 2 115
1445 0 50 21 0 10 5 0 2 5 0 0 0 0 0 0 93
1500 0 67 32 0 9 9 0 3 9 0 0 0 0 0 0 129

Hourly Total 2 216 108 1 34 42 1 12 28 1 0 0 0 0 2 447
1515 1 50 33 0 3 6 0 3 5 0 0 0 0 0 1 102
1530 0 50 35 0 6 7 0 3 10 0 0 0 0 0 1 112
1545 0 59 31 0 16 6 0 2 3 0 0 0 0 0 0 117
1600 1 47 28 0 5 7 0 3 5 0 0 0 0 0 0 96

Hourly Total 2 206 127 0 30 26 0 11 23 0 0 0 0 0 2 427
1615 1 56 32 0 7 1 1 2 3 0 1 0 0 0 1 105
1630 1 43 31 0 8 1 0 0 2 0 0 0 0 0 0 86
1645 0 67 39 1 9 3 0 1 3 0 0 0 0 0 0 123
1700 0 61 36 0 11 1 0 4 7 1 0 0 0 0 0 121

Hourly Total 2 227 138 1 35 6 1 7 15 1 1 0 0 0 1 435
1715 2 53 44 1 7 2 0 2 4 0 0 0 0 0 0 115
1730 1 59 36 0 12 1 0 0 5 0 0 0 0 0 0 114
1745 1 70 34 0 5 0 1 4 3 0 0 0 0 0 0 118
1800 2 70 32 0 5 2 0 3 2 0 0 1 0 0 0 117

Hourly Total 6 252 146 1 29 5 1 9 14 0 0 1 0 0 0 464
1815 0 62 37 0 5 0 0 2 2 0 0 0 0 0 0 108
1830 0 47 30 0 7 0 0 2 7 0 0 1 0 0 0 94
1845 0 42 24 1 5 0 0 0 3 0 0 0 0 0 0 75



1900 0 36 17 0 11 1 1 0 0 0 1 1 0 0 0 68
Hourly Total 0 187 108 1 28 1 1 4 12 0 1 2 0 0 0 345

1915 0 35 16 0 5 4 0 1 4 0 0 1 0 0 0 66
1930 0 33 22 0 5 0 0 1 4 0 0 0 0 0 0 65
1945 0 26 15 0 2 0 0 2 4 0 1 0 0 0 0 50
2000 0 30 15 0 3 0 0 0 4 0 1 0 0 0 1 54

Hourly Total 0 124 68 0 15 4 0 4 16 0 2 1 0 0 1 235
2015 0 16 14 0 3 0 0 0 3 0 0 0 0 0 0 36
2030 0 28 16 0 5 0 0 1 2 0 0 0 0 0 0 52
2045 0 25 15 0 3 1 0 1 2 0 0 0 0 0 0 47
2100 0 19 11 0 2 0 0 3 1 0 0 1 0 0 0 37

Hourly Total 0 88 56 0 13 1 0 5 8 0 0 1 0 0 0 172
2115 0 21 15 0 4 0 0 1 3 0 0 0 0 0 0 44
2130 0 29 10 0 2 1 0 0 3 0 0 0 0 0 0 45
2145 0 14 11 1 2 1 0 0 3 0 0 0 0 0 0 32
2200 0 15 5 0 0 0 0 0 2 0 0 2 0 0 0 24

Hourly Total 0 79 41 1 8 2 0 1 11 0 0 2 0 0 0 145
2215 0 15 10 0 4 0 0 0 0 0 1 1 0 0 0 31
2230 0 13 8 0 0 0 0 0 1 0 0 0 0 0 0 22
2245 0 15 5 0 0 0 0 0 1 0 0 0 0 0 0 21
2300 0 12 5 0 3 0 0 1 2 0 0 0 0 0 0 23

Hourly Total 0 55 28 0 7 0 0 1 4 0 1 1 0 0 0 97
2315 0 8 1 0 3 0 0 1 4 0 0 0 0 0 0 17
2330 0 5 0 0 0 0 0 0 0 0 0 0 0 0 0 5
2345 0 5 4 0 1 0 0 1 0 0 0 0 0 0 0 11
2400 0 3 5 0 0 0 0 0 1 0 1 0 0 0 0 10

Hourly Total 0 21 10 0 4 0 0 2 5 0 1 0 0 0 0 43

DAILY TOTAL 29 2823 1657 23 473 392 20 143 456 20 7 11 1 0 17 6072
Percentages 0.5% 46.5% 27.3% 0.4% 7.8% 6.5% 0.3% 2.4% 7.5% 0.3% 0.1% 0.2% 0.0% 0.0% 0.3% 100.0%

AM Peak
9:30-10:30 2 179 101 4 25 43 2 11 46 3 0 0 1 0 0 417

% of Daily Total 6.9% 6.3% 6.1% 17.4% 5.3% 11.0% 10.0% 7.7% 10.1% 15.0% 0.0% 0.0% 100.0% 0.0% 0.0% 6.9%
PM Peak

16:30-17:30 3 240 155 2 39 7 0 7 19 1 0 0 0 0 0 473
% of Daily Total 10.3% 8.5% 9.4% 8.7% 8.2% 1.8% 0.0% 4.9% 4.2% 5.0% 0.0% 0.0% 0.0% 0.0% 0.0% 7.8%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/14/2017 Start Time: 00:00
Stop Date: 3/14/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 4 2 0 0 0 0 0 0 0 0 0 0 0 0 6
30 0 3 1 0 0 0 0 0 0 0 0 0 0 0 0 4
45 0 10 3 0 1 0 0 0 1 0 1 1 0 0 0 17

100 0 4 3 0 1 0 0 1 0 0 0 0 0 0 0 9
Hourly Total 0 21 9 0 2 0 0 1 1 0 1 1 0 0 0 36

115 0 3 2 0 0 1 0 0 2 0 0 0 0 0 0 8
130 0 6 2 0 0 0 0 0 3 0 0 0 0 0 0 11
145 0 6 2 1 0 0 0 0 1 0 0 1 0 0 0 11
200 0 0 1 1 0 0 0 0 1 0 0 0 0 0 0 3

Hourly Total 0 15 7 2 0 1 0 0 7 0 0 1 0 0 0 33
215 0 1 1 0 0 0 0 0 2 0 0 0 0 0 0 4
230 0 3 1 0 1 0 0 0 2 0 1 0 0 0 0 8
245 0 0 2 0 0 0 0 0 6 0 0 0 0 0 0 8
300 0 2 1 0 0 0 0 0 2 0 0 0 0 0 0 5

Hourly Total 0 6 5 0 1 0 0 0 12 0 1 0 0 0 0 25
315 0 1 0 0 0 0 0 0 2 0 0 0 0 0 0 3
330 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 2
345 0 3 2 0 0 1 0 0 4 0 2 0 0 0 0 12
400 2 1 3 0 0 1 0 0 3 0 0 0 0 0 0 10

Hourly Total 2 5 5 0 1 2 0 0 10 0 2 0 0 0 0 27
415 2 1 4 0 2 1 0 0 3 0 0 1 0 0 0 14
430 0 3 2 1 2 0 0 0 0 0 0 1 0 0 0 9
445 1 3 0 0 1 2 0 0 3 0 0 0 0 0 0 10
500 0 2 5 1 0 0 0 0 3 0 0 0 0 0 0 11

Hourly Total 3 9 11 2 5 3 0 0 9 0 0 2 0 0 0 44
515 0 4 6 0 2 0 0 1 9 0 1 0 0 0 0 23
530 0 9 9 1 1 0 0 1 6 0 0 0 0 0 0 27
545 0 13 17 1 7 0 0 1 6 0 1 0 0 0 0 46
600 0 17 15 0 11 0 0 0 5 0 1 1 0 0 0 50

Hourly Total 0 43 47 2 21 0 0 3 26 0 3 1 0 0 0 146
615 0 29 17 0 8 0 0 3 1 0 0 2 0 0 0 60
630 0 30 32 1 17 0 1 0 10 0 0 0 0 0 0 91
645 0 50 43 0 17 0 0 2 3 0 0 0 0 0 0 115
700 0 49 37 0 16 1 0 3 2 0 1 0 0 0 1 110

Hourly Total 0 158 129 1 58 1 1 8 16 0 1 2 0 0 1 376
715 0 27 38 0 15 0 0 3 7 1 0 1 0 0 1 93
730 0 45 38 1 12 0 0 0 5 0 0 0 0 0 0 101
745 0 63 28 0 8 1 8 3 2 0 0 0 0 0 0 113
800 0 35 25 1 15 5 11 5 4 0 0 0 0 0 0 101

Hourly Total 0 170 129 2 50 6 19 11 18 1 0 1 0 0 1 408
815 0 56 30 0 15 1 12 3 5 1 0 0 0 0 0 123
830 0 43 41 1 11 5 13 1 4 0 0 0 0 0 0 119

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Southbound GPS:



845 1 45 29 1 11 2 15 5 2 0 0 0 0 0 1 112
900 0 42 26 1 9 1 12 4 5 0 0 0 0 0 0 100

Hourly Total 1 186 126 3 46 9 52 13 16 1 0 0 0 0 1 454
915 0 36 29 1 7 1 8 3 6 0 0 0 0 0 0 91
930 0 17 20 0 10 2 9 2 7 0 0 0 0 0 1 68
945 2 33 26 0 9 4 2 3 8 0 0 0 0 0 0 87

1000 2 28 29 0 8 5 5 3 4 0 0 0 0 0 0 84
Hourly Total 4 114 104 1 34 12 24 11 25 0 0 0 0 0 1 330

1015 1 38 25 0 9 1 12 3 2 0 0 0 0 0 0 91
1030 0 35 30 0 12 1 12 2 7 0 0 0 0 0 0 99
1045 0 41 21 2 13 3 7 2 7 0 0 0 0 0 0 96
1100 1 35 26 1 11 0 10 4 9 2 0 0 0 0 0 99

Hourly Total 2 149 102 3 45 5 41 11 25 2 0 0 0 0 0 385
1115 0 35 26 0 7 3 7 0 6 2 0 0 0 0 0 86
1130 0 51 29 1 5 2 12 2 7 0 0 0 0 0 1 110
1145 1 42 25 0 6 2 10 3 6 0 0 0 0 0 0 95
1200 0 26 23 0 11 0 6 0 4 0 0 0 0 0 0 70

Hourly Total 1 154 103 1 29 7 35 5 23 2 0 0 0 0 1 361
1215 0 49 25 0 8 0 10 2 7 1 0 0 0 0 1 103
1230 0 44 35 0 9 0 5 1 11 0 0 0 0 0 0 105
1245 0 53 21 0 13 0 7 1 14 0 0 0 0 0 1 110
1300 1 49 26 0 5 3 6 4 8 0 0 0 0 0 1 103

Hourly Total 1 195 107 0 35 3 28 8 40 1 0 0 0 0 3 421
1315 0 33 18 0 7 1 5 3 4 0 0 0 0 0 0 71
1330 0 47 33 0 7 0 11 2 8 0 0 0 0 0 0 108
1345 0 41 30 0 8 3 11 2 7 0 0 0 0 0 0 102
1400 0 35 30 0 4 0 6 5 7 0 0 0 0 0 0 87

Hourly Total 0 156 111 0 26 4 33 12 26 0 0 0 0 0 0 368
1415 0 42 19 1 6 0 9 1 5 0 0 0 0 0 0 83
1430 1 57 27 0 11 1 13 3 4 2 0 0 0 0 0 119
1445 1 42 27 0 8 3 5 1 2 0 0 0 0 0 0 89
1500 1 29 23 2 8 4 4 3 3 0 0 0 0 0 0 77

Hourly Total 3 170 96 3 33 8 31 8 14 2 0 0 0 0 0 368
1515 2 56 35 0 9 0 9 4 4 2 0 0 0 0 0 121
1530 0 62 35 0 11 0 12 4 13 1 0 0 0 0 0 138
1545 2 51 31 0 3 2 7 5 5 0 0 0 0 0 0 106
1600 0 39 38 0 9 0 7 2 5 0 0 0 0 0 0 100

Hourly Total 4 208 139 0 32 2 35 15 27 3 0 0 0 0 0 465
1615 0 50 30 1 17 0 6 4 6 0 0 0 0 0 0 114
1630 2 52 36 1 10 2 2 5 5 0 0 0 0 0 0 115
1645 0 43 33 0 6 4 0 0 9 0 0 0 0 0 1 96
1700 1 46 25 1 11 4 4 3 3 1 0 0 0 0 0 99

Hourly Total 3 191 124 3 44 10 12 12 23 1 0 0 0 0 1 424
1715 0 52 35 2 14 2 1 3 1 0 0 0 0 0 0 110
1730 2 51 34 0 9 1 0 0 4 0 0 0 0 0 0 101
1745 1 40 20 0 14 3 1 5 1 0 0 0 0 0 0 85
1800 0 48 32 1 6 0 0 4 7 0 0 0 0 0 0 98

Hourly Total 3 191 121 3 43 6 2 12 13 0 0 0 0 0 0 394
1815 0 38 25 0 6 2 0 1 2 0 0 0 0 0 0 74
1830 0 35 32 1 8 0 0 1 6 0 0 0 0 0 0 83
1845 0 34 30 0 7 0 0 0 4 0 0 0 0 0 1 76



1900 0 29 15 0 2 0 0 1 2 0 0 0 0 0 1 50
Hourly Total 0 136 102 1 23 2 0 3 14 0 0 0 0 0 2 283

1915 0 17 11 0 4 0 0 1 3 0 0 0 0 0 0 36
1930 0 33 13 0 8 0 0 1 3 0 0 0 0 0 0 58
1945 0 21 11 1 5 1 0 1 2 0 0 0 0 0 0 42
2000 0 24 13 0 2 0 0 0 1 0 0 0 0 0 0 40

Hourly Total 0 95 48 1 19 1 0 3 9 0 0 0 0 0 0 176
2015 0 14 13 0 3 1 0 1 0 0 0 0 0 0 0 32
2030 0 15 9 0 1 0 0 1 1 0 0 0 0 0 0 27
2045 0 11 7 0 2 0 0 0 0 0 0 0 0 0 0 20
2100 0 20 9 0 5 0 0 0 1 0 1 0 0 0 0 36

Hourly Total 0 60 38 0 11 1 0 2 2 0 1 0 0 0 0 115
2115 0 17 8 0 1 0 0 1 1 0 0 1 0 0 0 29
2130 0 17 5 0 1 0 0 1 3 0 0 0 0 0 0 27
2145 0 16 10 0 2 0 0 1 2 0 0 0 0 0 0 31
2200 0 8 4 0 2 0 0 0 2 0 0 0 0 0 1 17

Hourly Total 0 58 27 0 6 0 0 3 8 0 0 1 0 0 1 104
2215 2 10 7 0 3 1 0 0 1 0 0 0 0 0 0 24
2230 0 8 6 0 0 1 0 2 4 0 0 0 0 0 0 21
2245 0 7 2 1 1 1 0 1 0 0 0 0 0 0 1 14
2300 0 7 2 0 1 1 0 0 0 0 1 0 0 0 0 12

Hourly Total 2 32 17 1 5 4 0 3 5 0 1 0 0 0 1 71
2315 0 6 5 0 0 0 0 0 1 0 0 0 0 0 0 12
2330 0 3 3 0 0 0 0 2 2 0 0 0 0 0 0 10
2345 0 6 3 0 0 0 0 0 2 0 0 0 0 0 0 11
2400 0 6 4 0 0 0 0 0 1 0 0 0 0 0 0 11

Hourly Total 0 21 15 0 0 0 0 2 6 0 0 0 0 0 0 44

DAILY TOTAL 29 2543 1722 29 569 87 313 146 375 13 10 9 0 0 13 5858
Percentages 0.5% 43.4% 29.4% 0.5% 9.7% 1.5% 5.3% 2.5% 6.4% 0.2% 0.2% 0.2% 0.0% 0.0% 0.2% 100.0%

AM Peak
7:30-8:30 0 197 124 2 49 12 44 12 15 1 0 0 0 0 0 456

% of Daily Total 0.0% 7.7% 7.2% 6.9% 8.6% 13.8% 14.1% 8.2% 4.0% 7.7% 0.0% 0.0% 0.0% 0.0% 0.0% 7.8%
PM Peak

15:00-16:00 4 208 139 0 32 2 35 15 27 3 0 0 0 0 0 465
% of Daily Total 13.8% 8.2% 8.1% 0.0% 5.6% 2.3% 11.2% 10.3% 7.2% 23.1% 0.0% 0.0% 0.0% 0.0% 0.0% 7.9%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/14/2017 Start Time: 00:00
Stop Date: 3/14/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 9 3 0 0 0 0 0 0 0 1 0 0 0 0 13
30 1 8 1 0 1 0 0 0 1 0 0 0 0 0 0 12
45 0 11 3 0 2 0 0 0 3 0 1 1 0 0 0 21

100 0 9 3 0 1 0 0 1 2 0 0 0 0 0 0 16
Hourly Total 1 37 10 0 4 0 0 1 6 0 2 1 0 0 0 62

115 1 6 3 1 0 3 0 0 2 0 0 0 0 0 0 16
130 0 8 2 1 0 0 0 0 5 0 0 1 0 0 0 17
145 0 6 3 1 0 0 0 0 1 0 0 1 0 0 0 12
200 1 2 1 1 1 0 0 1 2 0 0 0 0 0 0 9

Hourly Total 2 22 9 4 1 3 0 1 10 0 0 2 0 0 0 54
215 0 2 2 0 0 0 0 0 6 0 0 0 0 0 1 11
230 0 3 3 0 1 0 0 1 2 0 1 0 0 0 0 11
245 0 2 3 0 1 0 0 0 6 0 0 0 0 0 0 12
300 0 2 3 0 0 0 0 0 5 0 0 0 0 0 0 10

Hourly Total 0 9 11 0 2 0 0 1 19 0 1 0 0 0 1 44
315 0 2 0 0 1 0 0 0 3 0 0 0 0 0 0 6
330 0 0 2 0 1 1 0 1 2 0 0 0 0 0 0 7
345 0 6 2 0 1 2 0 0 6 0 2 0 0 0 0 19
400 2 4 4 0 1 3 0 0 8 0 0 0 0 0 0 22

Hourly Total 2 12 8 0 4 6 0 1 19 0 2 0 0 0 0 54
415 2 3 5 0 4 2 0 0 5 1 0 2 0 0 0 24
430 0 6 4 1 2 0 0 0 2 0 0 1 0 0 0 16
445 1 6 6 0 1 5 0 1 7 0 0 0 0 0 0 27
500 0 6 6 1 1 4 0 2 10 0 0 0 0 0 0 30

Hourly Total 3 21 21 2 8 11 0 3 24 1 0 3 0 0 0 97
515 0 6 7 0 2 5 0 1 12 0 1 0 0 0 0 34
530 0 22 11 2 6 6 0 2 12 0 0 0 0 0 0 61
545 0 27 26 2 11 18 0 1 9 0 1 0 0 0 0 95
600 0 34 27 0 14 2 0 1 11 1 1 1 0 0 0 92

Hourly Total 0 89 71 4 33 31 0 5 44 1 3 1 0 0 0 282
615 0 45 27 1 16 10 0 3 10 2 0 2 0 0 0 116
630 0 59 56 2 24 13 1 2 13 1 0 0 0 0 0 171
645 0 84 75 0 28 11 0 4 14 1 0 0 0 0 0 217
700 0 80 64 2 28 7 1 4 10 1 1 0 0 0 1 199

Hourly Total 0 268 222 5 96 41 2 13 47 5 1 2 0 0 1 703
715 0 67 67 1 18 9 1 5 11 1 0 1 0 0 1 182
730 0 82 62 2 22 9 1 3 10 0 0 0 0 0 1 192
745 0 101 54 0 19 11 8 4 7 0 0 1 0 0 0 205
800 1 73 45 3 31 11 11 5 16 2 0 0 0 0 1 199

Hourly Total 1 323 228 6 90 40 21 17 44 3 0 2 0 0 3 778
815 1 106 56 0 23 4 14 7 11 1 0 0 0 0 0 223
830 1 77 62 1 23 8 15 4 11 1 0 0 0 0 0 203

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Combined GPS:



845 2 81 46 1 17 6 17 8 8 1 0 0 0 0 4 191
900 1 86 56 1 22 13 12 8 10 0 0 0 0 0 1 210

Hourly Total 5 350 220 3 85 31 58 27 40 3 0 0 0 0 5 827
915 1 74 50 1 14 9 8 6 13 0 0 0 0 0 0 176
930 0 50 36 0 15 12 9 4 22 0 0 0 0 0 1 149
945 4 76 48 0 15 27 2 7 18 0 0 0 0 0 0 197

1000 2 69 58 0 10 16 6 7 15 1 0 0 0 0 0 184
Hourly Total 7 269 192 1 54 64 25 24 68 1 0 0 0 0 1 706

1015 1 88 48 2 18 2 12 4 20 1 0 0 1 0 0 197
1030 0 80 57 2 20 9 13 4 14 1 0 0 0 0 0 200
1045 1 76 51 2 15 5 7 4 14 0 0 0 0 0 0 175
1100 1 72 57 1 20 11 10 6 17 2 0 0 0 0 1 198

Hourly Total 3 316 213 7 73 27 42 18 65 4 0 0 1 0 1 770
1115 0 78 50 0 18 5 7 2 17 2 0 0 0 0 0 179
1130 0 93 51 1 11 5 13 6 17 1 0 0 0 0 1 199
1145 1 91 58 0 14 14 11 9 14 0 0 0 0 0 1 213
1200 0 65 42 1 16 8 7 0 18 0 0 0 0 0 0 157

Hourly Total 1 327 201 2 59 32 38 17 66 3 0 0 0 0 2 748
1215 2 81 52 0 16 5 10 5 19 3 0 0 0 0 2 195
1230 0 104 55 0 18 10 5 4 21 0 0 0 0 0 1 218
1245 0 97 48 0 18 8 7 6 18 0 0 0 0 0 1 203
1300 1 97 44 0 15 17 6 4 17 0 0 0 0 0 1 202

Hourly Total 3 379 199 0 67 40 28 19 75 3 0 0 0 0 5 818
1315 2 83 46 1 12 8 5 6 8 1 0 0 0 0 0 172
1330 1 88 61 0 15 12 12 4 13 0 0 0 0 0 0 206
1345 0 88 55 0 9 7 11 4 16 0 0 0 0 0 0 190
1400 0 68 55 0 11 5 7 9 10 0 0 0 0 0 0 165

Hourly Total 3 327 217 1 47 32 35 23 47 1 0 0 0 0 0 733
1415 1 92 43 1 12 14 10 6 14 0 0 0 0 0 0 193
1430 2 106 58 1 20 15 13 5 9 3 0 0 0 0 2 234
1445 1 92 48 0 18 8 5 3 7 0 0 0 0 0 0 182
1500 1 96 55 2 17 13 4 6 12 0 0 0 0 0 0 206

Hourly Total 5 386 204 4 67 50 32 20 42 3 0 0 0 0 2 815
1515 3 106 68 0 12 6 9 7 9 2 0 0 0 0 1 223
1530 0 112 70 0 17 7 12 7 23 1 0 0 0 0 1 250
1545 2 110 62 0 19 8 7 7 8 0 0 0 0 0 0 223
1600 1 86 66 0 14 7 7 5 10 0 0 0 0 0 0 196

Hourly Total 6 414 266 0 62 28 35 26 50 3 0 0 0 0 2 892
1615 1 106 62 1 24 1 7 6 9 0 1 0 0 0 1 219
1630 3 95 67 1 18 3 2 5 7 0 0 0 0 0 0 201
1645 0 110 72 1 15 7 0 1 12 0 0 0 0 0 1 219
1700 1 107 61 1 22 5 4 7 10 2 0 0 0 0 0 220

Hourly Total 5 418 262 4 79 16 13 19 38 2 1 0 0 0 2 859
1715 2 105 79 3 21 4 1 5 5 0 0 0 0 0 0 225
1730 3 110 70 0 21 2 0 0 9 0 0 0 0 0 0 215
1745 2 110 54 0 19 3 2 9 4 0 0 0 0 0 0 203
1800 2 118 64 1 11 2 0 7 9 0 0 1 0 0 0 215

Hourly Total 9 443 267 4 72 11 3 21 27 0 0 1 0 0 0 858
1815 0 100 62 0 11 2 0 3 4 0 0 0 0 0 0 182
1830 0 82 62 1 15 0 0 3 13 0 0 1 0 0 0 177
1845 0 76 54 1 12 0 0 0 7 0 0 0 0 0 1 151



1900 0 65 32 0 13 1 1 1 2 0 1 1 0 0 1 118
Hourly Total 0 323 210 2 51 3 1 7 26 0 1 2 0 0 2 628

1915 0 52 27 0 9 4 0 2 7 0 0 1 0 0 0 102
1930 0 66 35 0 13 0 0 2 7 0 0 0 0 0 0 123
1945 0 47 26 1 7 1 0 3 6 0 1 0 0 0 0 92
2000 0 54 28 0 5 0 0 0 5 0 1 0 0 0 1 94

Hourly Total 0 219 116 1 34 5 0 7 25 0 2 1 0 0 1 411
2015 0 30 27 0 6 1 0 1 3 0 0 0 0 0 0 68
2030 0 43 25 0 6 0 0 2 3 0 0 0 0 0 0 79
2045 0 36 22 0 5 1 0 1 2 0 0 0 0 0 0 67
2100 0 39 20 0 7 0 0 3 2 0 1 1 0 0 0 73

Hourly Total 0 148 94 0 24 2 0 7 10 0 1 1 0 0 0 287
2115 0 38 23 0 5 0 0 2 4 0 0 1 0 0 0 73
2130 0 46 15 0 3 1 0 1 6 0 0 0 0 0 0 72
2145 0 30 21 1 4 1 0 1 5 0 0 0 0 0 0 63
2200 0 23 9 0 2 0 0 0 4 0 0 2 0 0 1 41

Hourly Total 0 137 68 1 14 2 0 4 19 0 0 3 0 0 1 249
2215 2 25 17 0 7 1 0 0 1 0 1 1 0 0 0 55
2230 0 21 14 0 0 1 0 2 5 0 0 0 0 0 0 43
2245 0 22 7 1 1 1 0 1 1 0 0 0 0 0 1 35
2300 0 19 7 0 4 1 0 1 2 0 1 0 0 0 0 35

Hourly Total 2 87 45 1 12 4 0 4 9 0 2 1 0 0 1 168
2315 0 14 6 0 3 0 0 1 5 0 0 0 0 0 0 29
2330 0 8 3 0 0 0 0 2 2 0 0 0 0 0 0 15
2345 0 11 7 0 1 0 0 1 2 0 0 0 0 0 0 22
2400 0 9 9 0 0 0 0 0 2 0 1 0 0 0 0 21

Hourly Total 0 42 25 0 4 0 0 4 11 0 1 0 0 0 0 87

DAILY TOTAL 58 5366 3379 52 1042 479 333 289 831 33 17 20 1 0 30 11930
Percentages 0.5% 45.0% 28.3% 0.4% 8.7% 4.0% 2.8% 2.4% 7.0% 0.3% 0.1% 0.2% 0.0% 0.0% 0.3% 100.0%

AM Peak
7:30-8:30 3 357 217 4 96 34 48 20 45 4 0 1 0 0 1 830

% of Daily Total 5.2% 6.7% 6.4% 7.7% 9.2% 7.1% 14.4% 6.9% 5.4% 12.1% 0.0% 5.0% 0.0% 0.0% 3.3% 7.0%
PM Peak

14:45-15:45 6 424 255 2 65 34 32 27 52 3 0 0 0 0 2 902
% of Daily Total 10.3% 7.9% 7.5% 3.8% 6.2% 7.1% 9.6% 9.3% 6.3% 9.1% 0.0% 0.0% 0.0% 0.0% 6.7% 7.6%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/15/2017 Start Time: 00:00
Stop Date: 3/15/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 4 0 0 0 1 0 0 0 0 0 0 0 0 0 5
30 0 5 1 0 0 0 0 0 0 0 0 0 0 0 0 6
45 0 3 4 0 0 0 0 0 1 0 0 0 0 0 0 8

100 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
Hourly Total 0 12 5 0 0 1 0 0 1 0 0 0 0 0 0 19

115 0 2 1 0 0 0 0 0 1 0 0 1 0 0 0 5
130 0 0 0 0 0 0 0 1 1 0 0 0 0 0 0 2
145 0 3 1 0 1 0 0 0 1 0 0 0 0 0 1 7
200 0 2 2 0 0 0 0 1 0 0 0 0 0 0 0 5

Hourly Total 0 7 4 0 1 0 0 2 3 0 0 1 0 0 1 19
215 0 4 2 0 2 0 0 1 0 0 0 0 0 0 0 9
230 0 4 0 0 0 0 0 0 0 0 0 0 0 0 0 4
245 0 0 1 0 0 0 0 0 1 0 0 0 0 0 0 2
300 0 0 0 0 0 0 0 0 2 0 0 0 0 0 0 2

Hourly Total 0 8 3 0 2 0 0 1 3 0 0 0 0 0 0 17
315 0 1 0 0 1 1 0 0 1 0 0 0 0 0 0 4
330 0 2 2 0 2 1 0 0 2 0 1 1 0 0 0 11
345 0 2 0 0 0 0 0 0 1 0 0 0 0 0 0 3
400 1 5 1 0 0 2 0 0 0 1 0 0 0 0 0 10

Hourly Total 1 10 3 0 3 4 0 0 4 1 1 1 0 0 0 28
415 0 2 3 0 0 2 0 0 4 0 0 0 0 0 0 11
430 1 2 3 0 2 5 0 0 2 1 0 0 0 0 0 16
445 0 4 2 0 1 3 0 0 3 0 0 0 0 0 0 13
500 0 3 0 0 2 8 0 0 8 0 0 0 0 0 0 21

Hourly Total 1 11 8 0 5 18 0 0 17 1 0 0 0 0 0 61
515 0 4 1 0 2 4 0 0 7 0 0 0 0 0 0 18
530 0 7 3 1 3 8 0 2 7 1 1 0 0 0 0 33
545 0 18 4 0 2 11 0 1 6 2 0 0 0 0 0 44
600 0 9 8 0 3 13 0 0 8 1 0 0 0 0 0 42

Hourly Total 0 38 16 1 10 36 0 3 28 4 1 0 0 0 0 137
615 0 13 8 0 4 13 0 1 6 4 0 0 0 0 0 49
630 1 30 20 0 2 12 0 1 6 2 0 0 0 0 0 74
645 0 41 28 0 2 8 0 1 5 2 0 0 0 0 1 88
700 2 41 27 2 10 13 1 5 4 0 0 0 0 0 0 105

Hourly Total 3 125 83 2 18 46 1 8 21 8 0 0 0 0 1 316
715 2 42 31 1 4 12 2 2 9 0 0 0 0 0 0 105
730 0 30 28 0 8 6 2 1 2 0 0 0 0 0 0 77
745 0 43 24 0 11 2 2 4 9 1 0 0 0 0 0 96
800 1 41 23 1 13 7 1 3 7 1 0 0 0 0 0 98

Hourly Total 3 156 106 2 36 27 7 10 27 2 0 0 0 0 0 376
815 2 43 32 0 10 6 1 6 10 0 0 0 0 0 0 110
830 2 45 34 0 7 12 1 9 5 0 0 0 0 0 0 115

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Northbound GPS:



845 1 32 25 1 7 14 0 3 4 1 0 0 0 0 0 88
900 2 51 22 0 6 13 1 4 5 2 0 0 0 0 4 110

Hourly Total 7 171 113 1 30 45 3 22 24 3 0 0 0 0 4 423
915 0 36 22 0 8 6 1 1 12 0 0 0 0 0 0 86
930 0 25 24 0 7 11 2 4 10 2 0 0 0 0 0 85
945 0 42 33 0 11 18 0 5 12 0 0 0 0 0 3 124

1000 1 43 22 0 8 15 1 3 4 1 0 0 0 0 0 98
Hourly Total 1 146 101 0 34 50 4 13 38 3 0 0 0 0 3 393

1015 0 42 20 0 6 12 0 5 11 0 0 0 0 0 0 96
1030 0 56 25 0 10 8 0 8 10 1 0 0 0 0 0 118
1045 0 35 38 0 3 8 0 0 17 0 0 0 0 0 0 101
1100 0 49 20 0 6 2 0 6 11 0 0 0 0 0 2 96

Hourly Total 0 182 103 0 25 30 0 19 49 1 0 0 0 0 2 411
1115 2 65 14 0 7 6 1 4 7 3 0 0 0 0 1 110
1130 0 45 23 1 7 2 2 3 5 0 0 0 0 0 0 88
1145 2 53 22 0 3 11 0 6 8 0 0 0 0 0 0 105
1200 0 59 29 0 6 9 2 5 15 1 0 0 0 0 2 128

Hourly Total 4 222 88 1 23 28 5 18 35 4 0 0 0 0 3 431
1215 0 47 33 0 7 9 0 2 6 1 0 0 0 0 0 105
1230 1 39 27 1 13 18 1 2 6 0 0 0 0 0 2 110
1245 0 42 24 0 9 8 1 3 9 0 0 0 0 0 2 98
1300 0 45 27 0 6 5 0 5 11 0 0 0 0 0 0 99

Hourly Total 1 173 111 1 35 40 2 12 32 1 0 0 0 0 4 412
1315 2 42 29 0 11 7 0 1 9 0 0 0 1 0 0 102
1330 0 49 31 0 9 10 0 4 5 0 0 0 0 0 1 109
1345 4 50 38 0 11 18 0 3 5 1 0 0 0 0 1 131
1400 0 43 24 0 7 12 0 5 7 0 0 0 0 0 2 100

Hourly Total 6 184 122 0 38 47 0 13 26 1 0 0 1 0 4 442
1415 1 43 27 0 5 9 1 5 10 0 0 0 0 0 0 101
1430 2 74 21 3 6 8 0 2 7 1 0 0 0 0 0 124
1445 1 48 32 1 6 12 0 5 4 0 0 0 0 0 0 109
1500 1 42 24 0 6 9 0 1 8 0 0 0 0 0 0 91

Hourly Total 5 207 104 4 23 38 1 13 29 1 0 0 0 0 0 425
1515 1 58 32 0 9 3 0 2 10 0 0 0 0 0 0 115
1530 1 48 33 0 3 4 0 2 4 0 0 0 0 0 0 95
1545 0 58 36 0 6 1 0 4 9 1 0 0 0 0 0 115
1600 0 59 30 0 14 0 1 1 5 0 0 0 0 0 0 110

Hourly Total 2 223 131 0 32 8 1 9 28 1 0 0 0 0 0 435
1615 0 61 43 0 7 2 0 3 8 0 0 0 0 0 0 124
1630 0 62 34 0 5 0 0 1 5 0 0 0 0 0 0 107
1645 0 65 34 0 8 2 0 3 3 0 0 0 0 0 0 115
1700 0 61 32 0 9 2 0 3 2 0 0 0 0 0 0 109

Hourly Total 0 249 143 0 29 6 0 10 18 0 0 0 0 0 0 455
1715 0 54 46 1 10 0 1 2 5 0 1 0 0 0 0 120
1730 0 63 42 1 9 0 0 0 2 0 0 0 0 0 2 119
1745 1 68 44 0 8 0 0 3 2 0 0 0 0 0 1 127
1800 2 63 43 0 12 2 0 1 4 0 0 0 0 0 0 127

Hourly Total 3 248 175 2 39 2 1 6 13 0 1 0 0 0 3 493
1815 0 73 24 0 12 1 0 2 6 0 0 1 0 0 0 119
1830 0 56 39 1 8 1 0 3 8 0 0 1 0 0 0 117
1845 1 64 39 0 1 3 0 3 3 0 0 0 0 0 1 115



1900 0 48 19 1 4 1 0 4 5 1 0 0 0 0 0 83
Hourly Total 1 241 121 2 25 6 0 12 22 1 0 2 0 0 1 434

1915 2 34 19 0 8 0 0 0 4 0 1 0 0 0 0 68
1930 0 35 29 0 6 1 0 1 0 0 0 1 0 0 0 73
1945 1 43 18 0 3 1 0 2 0 0 1 0 0 0 0 69
2000 0 38 21 0 4 2 0 0 0 0 2 0 0 0 0 67

Hourly Total 3 150 87 0 21 4 0 3 4 0 4 1 0 0 0 277
2015 1 23 14 0 3 1 0 1 2 0 0 0 0 0 0 45
2030 0 28 13 1 0 1 0 0 1 0 0 0 0 0 0 44
2045 1 30 12 0 1 2 0 0 2 0 0 0 0 0 0 48
2100 1 17 7 0 4 0 0 1 1 0 1 0 0 0 0 32

Hourly Total 3 98 46 1 8 4 0 2 6 0 1 0 0 0 0 169
2115 0 26 17 0 2 0 0 2 0 0 0 0 0 0 0 47
2130 0 24 15 1 1 1 0 1 1 0 1 0 0 0 0 45
2145 0 17 5 0 0 0 0 0 1 0 0 1 0 0 0 24
2200 0 32 5 0 1 0 0 1 2 0 0 1 0 0 0 42

Hourly Total 0 99 42 1 4 1 0 4 4 0 1 2 0 0 0 158
2215 0 15 4 0 0 1 0 2 0 0 0 1 0 0 0 23
2230 0 14 10 0 1 0 0 1 2 0 0 0 0 0 0 28
2245 0 17 8 0 1 0 0 1 1 0 0 0 0 0 1 29
2300 0 8 5 0 1 0 0 0 1 0 0 1 0 0 0 16

Hourly Total 0 54 27 0 3 1 0 4 4 0 0 2 0 0 1 96
2315 1 8 7 0 0 0 0 0 1 0 0 0 0 0 0 17
2330 0 9 2 0 0 0 0 0 1 0 0 0 0 0 0 12
2345 0 10 3 0 0 0 0 0 2 0 0 0 0 0 0 15
2400 0 7 1 0 1 0 0 2 0 0 1 0 0 0 0 12

Hourly Total 1 34 13 0 1 0 0 2 4 0 1 0 0 0 0 56

DAILY TOTAL 45 3048 1755 18 445 442 25 186 440 32 10 9 1 0 27 6483
Percentages 0.7% 47.0% 27.1% 0.3% 6.9% 6.8% 0.4% 2.9% 6.8% 0.5% 0.2% 0.1% 0.0% 0.0% 0.4% 100.0%

AM Peak
9:30-10:30 1 183 100 0 35 53 1 21 37 2 0 0 0 0 3 436

% of Daily Total 2.2% 6.0% 5.7% 0.0% 7.9% 12.0% 4.0% 11.3% 8.4% 6.3% 0.0% 0.0% 0.0% 0.0% 11.1% 6.7%
PM Peak

17:00-18:00 3 248 175 2 39 2 1 6 13 0 1 0 0 0 3 493
% of Daily Total 6.7% 8.1% 10.0% 11.1% 8.8% 0.5% 4.0% 3.2% 3.0% 0.0% 10.0% 0.0% 0.0% 0.0% 11.1% 7.6%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/15/2017 Start Time: 00:00
Stop Date: 3/15/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 5 2 0 0 0 0 0 0 0 0 0 0 0 0 7
30 0 8 2 0 0 0 0 1 1 0 0 0 0 0 0 12
45 0 10 1 0 0 0 0 1 2 0 0 1 0 0 0 15

100 0 5 1 0 2 0 0 0 1 0 0 0 0 0 0 9
Hourly Total 0 28 6 0 2 0 0 2 4 0 0 1 0 0 0 43

115 0 6 1 0 0 0 0 0 1 0 0 0 0 0 0 8
130 0 2 0 0 1 0 0 0 1 0 0 0 0 0 0 4
145 0 3 1 1 1 0 0 0 1 0 0 0 0 0 1 8
200 0 4 1 0 1 0 0 1 1 0 0 1 0 0 0 9

Hourly Total 0 15 3 1 3 0 0 1 4 0 0 1 0 0 1 29
215 0 0 0 0 0 0 0 0 1 0 1 0 0 0 0 2
230 0 1 1 1 0 0 0 0 3 0 0 0 0 0 0 6
245 0 2 3 0 1 0 0 1 4 0 0 0 0 0 0 11
300 0 0 2 0 0 0 0 0 2 0 0 0 0 0 0 4

Hourly Total 0 3 6 1 1 0 0 1 10 0 1 0 0 0 0 23
315 0 0 1 0 0 0 0 0 5 0 0 1 0 0 0 7
330 0 1 0 0 1 1 0 0 4 0 1 0 0 0 0 8
345 0 2 0 0 2 0 0 0 2 0 0 0 0 0 0 6
400 0 3 2 0 2 0 0 0 4 0 1 2 0 0 0 14

Hourly Total 0 6 3 0 5 1 0 0 15 0 2 3 0 0 0 35
415 0 4 2 0 3 0 0 0 6 0 0 0 0 0 0 15
430 0 5 0 1 3 0 0 1 1 0 0 0 0 0 0 11
445 2 3 3 0 0 4 0 1 1 0 0 0 0 0 0 14
500 1 4 6 0 2 1 0 0 5 0 0 0 0 0 0 19

Hourly Total 3 16 11 1 8 5 0 2 13 0 0 0 0 0 0 59
515 0 5 9 0 1 0 0 1 6 0 0 0 0 0 0 22
530 0 12 6 1 2 0 0 1 4 0 0 0 0 0 0 26
545 0 16 16 1 4 0 0 0 10 0 0 0 0 0 0 47
600 0 16 12 0 14 0 0 1 10 0 0 1 0 0 0 54

Hourly Total 0 49 43 2 21 0 0 3 30 0 0 1 0 0 0 149
615 0 24 19 0 10 0 0 1 8 0 0 0 0 0 0 62
630 0 24 26 0 6 0 0 1 5 0 0 1 0 0 0 63
645 0 45 42 1 18 0 0 2 14 0 0 0 0 0 0 122
700 2 55 47 1 9 5 1 1 6 0 1 0 0 0 0 128

Hourly Total 2 148 134 2 43 5 1 5 33 0 1 1 0 0 0 375
715 0 43 30 0 13 0 1 6 4 0 0 0 0 0 0 97
730 0 42 39 2 10 0 8 3 7 0 0 0 0 0 0 111
745 0 54 33 0 13 2 7 1 5 0 0 0 0 0 2 117
800 0 43 28 2 16 0 16 4 4 0 0 0 0 0 0 113

Hourly Total 0 182 130 4 52 2 32 14 20 0 0 0 0 0 2 438
815 0 46 37 1 13 3 14 1 8 1 0 0 0 0 1 125
830 0 59 31 0 18 1 13 1 10 1 0 0 0 0 0 134

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Southbound GPS:



845 0 38 28 2 20 0 9 0 10 0 0 0 0 0 1 108
900 0 28 35 0 9 0 6 2 9 1 0 0 0 0 0 90

Hourly Total 0 171 131 3 60 4 42 4 37 3 0 0 0 0 2 457
915 0 27 26 0 10 0 7 3 6 0 0 0 0 0 0 79
930 0 29 25 2 6 0 8 4 7 1 0 0 0 0 0 82
945 0 34 25 0 10 0 9 6 14 0 0 0 0 0 0 98

1000 0 26 27 0 8 2 8 5 12 0 0 0 0 0 0 88
Hourly Total 0 116 103 2 34 2 32 18 39 1 0 0 0 0 0 347

1015 0 34 17 0 8 0 4 3 12 0 0 0 0 0 0 78
1030 0 30 28 1 6 1 8 2 1 0 0 0 0 0 1 78
1045 0 32 23 0 7 3 14 7 10 0 0 0 0 0 0 96
1100 1 25 26 0 8 2 14 2 2 1 0 0 0 0 0 81

Hourly Total 1 121 94 1 29 6 40 14 25 1 0 0 0 0 1 333
1115 0 27 19 0 13 2 10 6 2 0 0 0 0 0 2 81
1130 1 38 23 0 7 2 13 2 4 0 0 0 0 0 0 90
1145 0 34 36 0 8 1 7 1 8 0 0 0 0 0 0 95
1200 2 23 24 0 8 5 8 4 8 0 0 0 0 0 0 82

Hourly Total 3 122 102 0 36 10 38 13 22 0 0 0 0 0 2 348
1215 0 39 38 0 11 1 6 3 8 0 0 0 0 0 0 106
1230 0 42 40 0 10 2 8 5 13 0 0 0 0 0 2 122
1245 2 45 24 2 8 3 10 2 5 0 0 0 0 0 1 102
1300 0 54 16 0 7 1 11 1 5 0 0 0 0 0 0 95

Hourly Total 2 180 118 2 36 7 35 11 31 0 0 0 0 0 3 425
1315 0 54 26 0 8 0 10 6 12 0 0 0 0 0 0 116
1330 0 48 23 0 2 0 11 3 8 0 0 0 0 0 1 96
1345 0 44 16 0 5 0 11 3 10 0 0 0 0 0 0 89
1400 1 50 27 0 1 1 7 5 3 0 0 0 0 0 0 95

Hourly Total 1 196 92 0 16 1 39 17 33 0 0 0 0 0 1 396
1415 0 48 30 0 7 0 7 2 14 0 0 0 0 0 0 108
1430 1 45 25 1 6 3 5 5 3 0 0 0 0 0 0 94
1445 0 51 30 0 3 0 10 4 5 0 0 0 0 0 0 103
1500 0 58 24 1 4 3 10 4 2 0 0 0 0 0 1 107

Hourly Total 1 202 109 2 20 6 32 15 24 0 0 0 0 0 1 412
1515 0 49 24 0 7 0 11 3 7 1 0 0 0 0 0 102
1530 0 47 34 0 11 0 9 2 8 0 0 0 0 0 2 113
1545 0 53 46 0 3 0 7 1 4 1 0 0 0 0 0 115
1600 0 55 20 0 2 2 5 4 6 0 0 0 0 0 0 94

Hourly Total 0 204 124 0 23 2 32 10 25 2 0 0 0 0 2 424
1615 1 57 32 1 6 1 6 2 6 0 0 0 0 0 0 112
1630 0 69 28 1 7 0 5 0 8 0 0 0 0 0 0 118
1645 3 51 28 0 7 1 4 3 1 0 0 0 0 0 0 98
1700 1 59 27 0 9 0 2 2 4 0 0 0 0 0 0 104

Hourly Total 5 236 115 2 29 2 17 7 19 0 0 0 0 0 0 432
1715 0 66 30 1 15 1 0 3 1 0 0 0 0 0 0 117
1730 0 50 30 0 8 1 0 1 5 0 0 0 0 0 0 95
1745 0 51 32 0 8 2 0 4 3 0 0 0 0 0 0 100
1800 2 62 37 0 2 0 0 3 0 0 0 0 0 0 0 106

Hourly Total 2 229 129 1 33 4 0 11 9 0 0 0 0 0 0 418
1815 2 61 37 0 8 0 0 0 2 0 0 0 0 0 0 110
1830 0 43 27 0 6 0 0 1 6 0 0 0 0 0 0 83
1845 0 41 22 0 6 0 0 1 1 0 0 0 0 0 1 72



1900 9 40 17 0 3 0 0 1 1 0 1 0 0 0 1 73
Hourly Total 11 185 103 0 23 0 0 3 10 0 1 0 0 0 2 338

1915 1 37 21 0 2 0 0 2 2 0 0 0 0 0 0 65
1930 0 39 19 0 4 0 0 1 0 0 0 0 0 0 0 63
1945 0 29 13 0 3 0 0 0 3 0 0 0 0 0 0 48
2000 0 22 14 0 1 0 0 4 3 0 0 0 0 0 0 44

Hourly Total 1 127 67 0 10 0 0 7 8 0 0 0 0 0 0 220
2015 0 34 11 0 1 0 0 3 6 0 0 0 0 0 0 55
2030 0 26 14 0 5 2 0 1 0 0 0 0 0 0 0 48
2045 1 16 7 0 4 0 0 1 1 0 0 0 0 0 0 30
2100 0 14 10 1 0 0 0 1 0 0 0 0 0 0 0 26

Hourly Total 1 90 42 1 10 2 0 6 7 0 0 0 0 0 0 159
2115 0 20 6 0 2 1 0 0 1 0 0 0 0 0 0 30
2130 0 17 7 0 2 0 0 2 3 0 0 1 0 0 0 32
2145 0 20 3 0 1 1 0 0 7 0 0 0 0 0 0 32
2200 0 19 1 0 1 0 0 0 2 0 0 0 0 0 0 23

Hourly Total 0 76 17 0 6 2 0 2 13 0 0 1 0 0 0 117
2215 0 21 10 0 1 0 0 0 0 0 0 0 0 0 0 32
2230 0 17 5 0 0 0 0 0 1 0 0 0 0 0 1 24
2245 0 12 7 1 1 0 0 0 0 0 0 0 0 0 0 21
2300 0 5 4 1 0 0 0 0 2 0 0 0 0 0 0 12

Hourly Total 0 55 26 2 2 0 0 0 3 0 0 0 0 0 1 89
2315 0 9 3 0 0 0 0 0 1 0 1 0 0 0 0 14
2330 0 7 1 0 0 0 0 0 1 0 0 0 0 0 0 9
2345 0 1 1 0 0 0 0 0 1 0 0 0 0 0 0 3
2400 0 6 2 0 0 0 0 0 0 0 0 0 0 0 0 8

Hourly Total 0 23 7 0 0 0 0 0 3 0 1 0 0 0 0 34

DAILY TOTAL 33 2780 1715 27 502 61 340 166 437 7 6 8 0 0 18 6100
Percentages 0.5% 45.6% 28.1% 0.4% 8.2% 1.0% 5.6% 2.7% 7.2% 0.1% 0.1% 0.1% 0.0% 0.0% 0.3% 100.0%

AM Peak
7:30-8:30 0 202 129 3 60 6 50 7 27 2 0 0 0 0 3 489

% of Daily Total 0.0% 7.3% 7.5% 11.1% 12.0% 9.8% 14.7% 4.2% 6.2% 28.6% 0.0% 0.0% 0.0% 0.0% 16.7% 8.0%
PM Peak

15:30-16:30 1 234 126 2 18 3 23 7 24 1 0 0 0 0 0 439
% of Daily Total 3.0% 8.4% 7.3% 7.4% 3.6% 4.9% 6.8% 4.2% 5.5% 14.3% 0.0% 0.0% 0.0% 0.0% 0.0% 7.2%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/15/2017 Start Time: 00:00
Stop Date: 3/15/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 9 2 0 0 1 0 0 0 0 0 0 0 0 0 12
30 0 13 3 0 0 0 0 1 1 0 0 0 0 0 0 18
45 0 13 5 0 0 0 0 1 3 0 0 1 0 0 0 23

100 0 5 1 0 2 0 0 0 1 0 0 0 0 0 0 9
Hourly Total 0 40 11 0 2 1 0 2 5 0 0 1 0 0 0 62

115 0 8 2 0 0 0 0 0 2 0 0 1 0 0 0 13
130 0 2 0 0 1 0 0 1 2 0 0 0 0 0 0 6
145 0 6 2 1 2 0 0 0 2 0 0 0 0 0 2 15
200 0 6 3 0 1 0 0 2 1 0 0 1 0 0 0 14

Hourly Total 0 22 7 1 4 0 0 3 7 0 0 2 0 0 2 48
215 0 4 2 0 2 0 0 1 1 0 1 0 0 0 0 11
230 0 5 1 1 0 0 0 0 3 0 0 0 0 0 0 10
245 0 2 4 0 1 0 0 1 5 0 0 0 0 0 0 13
300 0 0 2 0 0 0 0 0 4 0 0 0 0 0 0 6

Hourly Total 0 11 9 1 3 0 0 2 13 0 1 0 0 0 0 40
315 0 1 1 0 1 1 0 0 6 0 0 1 0 0 0 11
330 0 3 2 0 3 2 0 0 6 0 2 1 0 0 0 19
345 0 4 0 0 2 0 0 0 3 0 0 0 0 0 0 9
400 1 8 3 0 2 2 0 0 4 1 1 2 0 0 0 24

Hourly Total 1 16 6 0 8 5 0 0 19 1 3 4 0 0 0 63
415 0 6 5 0 3 2 0 0 10 0 0 0 0 0 0 26
430 1 7 3 1 5 5 0 1 3 1 0 0 0 0 0 27
445 2 7 5 0 1 7 0 1 4 0 0 0 0 0 0 27
500 1 7 6 0 4 9 0 0 13 0 0 0 0 0 0 40

Hourly Total 4 27 19 1 13 23 0 2 30 1 0 0 0 0 0 120
515 0 9 10 0 3 4 0 1 13 0 0 0 0 0 0 40
530 0 19 9 2 5 8 0 3 11 1 1 0 0 0 0 59
545 0 34 20 1 6 11 0 1 16 2 0 0 0 0 0 91
600 0 25 20 0 17 13 0 1 18 1 0 1 0 0 0 96

Hourly Total 0 87 59 3 31 36 0 6 58 4 1 1 0 0 0 286
615 0 37 27 0 14 13 0 2 14 4 0 0 0 0 0 111
630 1 54 46 0 8 12 0 2 11 2 0 1 0 0 0 137
645 0 86 70 1 20 8 0 3 19 2 0 0 0 0 1 210
700 4 96 74 3 19 18 2 6 10 0 1 0 0 0 0 233

Hourly Total 5 273 217 4 61 51 2 13 54 8 1 1 0 0 1 691
715 2 85 61 1 17 12 3 8 13 0 0 0 0 0 0 202
730 0 72 67 2 18 6 10 4 9 0 0 0 0 0 0 188
745 0 97 57 0 24 4 9 5 14 1 0 0 0 0 2 213
800 1 84 51 3 29 7 17 7 11 1 0 0 0 0 0 211

Hourly Total 3 338 236 6 88 29 39 24 47 2 0 0 0 0 2 814
815 2 89 69 1 23 9 15 7 18 1 0 0 0 0 1 235
830 2 104 65 0 25 13 14 10 15 1 0 0 0 0 0 249

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Combined GPS:



845 1 70 53 3 27 14 9 3 14 1 0 0 0 0 1 196
900 2 79 57 0 15 13 7 6 14 3 0 0 0 0 4 200

Hourly Total 7 342 244 4 90 49 45 26 61 6 0 0 0 0 6 880
915 0 63 48 0 18 6 8 4 18 0 0 0 0 0 0 165
930 0 54 49 2 13 11 10 8 17 3 0 0 0 0 0 167
945 0 76 58 0 21 18 9 11 26 0 0 0 0 0 3 222

1000 1 69 49 0 16 17 9 8 16 1 0 0 0 0 0 186
Hourly Total 1 262 204 2 68 52 36 31 77 4 0 0 0 0 3 740

1015 0 76 37 0 14 12 4 8 23 0 0 0 0 0 0 174
1030 0 86 53 1 16 9 8 10 11 1 0 0 0 0 1 196
1045 0 67 61 0 10 11 14 7 27 0 0 0 0 0 0 197
1100 1 74 46 0 14 4 14 8 13 1 0 0 0 0 2 177

Hourly Total 1 303 197 1 54 36 40 33 74 2 0 0 0 0 3 744
1115 2 92 33 0 20 8 11 10 9 3 0 0 0 0 3 191
1130 1 83 46 1 14 4 15 5 9 0 0 0 0 0 0 178
1145 2 87 58 0 11 12 7 7 16 0 0 0 0 0 0 200
1200 2 82 53 0 14 14 10 9 23 1 0 0 0 0 2 210

Hourly Total 7 344 190 1 59 38 43 31 57 4 0 0 0 0 5 779
1215 0 86 71 0 18 10 6 5 14 1 0 0 0 0 0 211
1230 1 81 67 1 23 20 9 7 19 0 0 0 0 0 4 232
1245 2 87 48 2 17 11 11 5 14 0 0 0 0 0 3 200
1300 0 99 43 0 13 6 11 6 16 0 0 0 0 0 0 194

Hourly Total 3 353 229 3 71 47 37 23 63 1 0 0 0 0 7 837
1315 2 96 55 0 19 7 10 7 21 0 0 0 1 0 0 218
1330 0 97 54 0 11 10 11 7 13 0 0 0 0 0 2 205
1345 4 94 54 0 16 18 11 6 15 1 0 0 0 0 1 220
1400 1 93 51 0 8 13 7 10 10 0 0 0 0 0 2 195

Hourly Total 7 380 214 0 54 48 39 30 59 1 0 0 1 0 5 838
1415 1 91 57 0 12 9 8 7 24 0 0 0 0 0 0 209
1430 3 119 46 4 12 11 5 7 10 1 0 0 0 0 0 218
1445 1 99 62 1 9 12 10 9 9 0 0 0 0 0 0 212
1500 1 100 48 1 10 12 10 5 10 0 0 0 0 0 1 198

Hourly Total 6 409 213 6 43 44 33 28 53 1 0 0 0 0 1 837
1515 1 107 56 0 16 3 11 5 17 1 0 0 0 0 0 217
1530 1 95 67 0 14 4 9 4 12 0 0 0 0 0 2 208
1545 0 111 82 0 9 1 7 5 13 2 0 0 0 0 0 230
1600 0 114 50 0 16 2 6 5 11 0 0 0 0 0 0 204

Hourly Total 2 427 255 0 55 10 33 19 53 3 0 0 0 0 2 859
1615 1 118 75 1 13 3 6 5 14 0 0 0 0 0 0 236
1630 0 131 62 1 12 0 5 1 13 0 0 0 0 0 0 225
1645 3 116 62 0 15 3 4 6 4 0 0 0 0 0 0 213
1700 1 120 59 0 18 2 2 5 6 0 0 0 0 0 0 213

Hourly Total 5 485 258 2 58 8 17 17 37 0 0 0 0 0 0 887
1715 0 120 76 2 25 1 1 5 6 0 1 0 0 0 0 237
1730 0 113 72 1 17 1 0 1 7 0 0 0 0 0 2 214
1745 1 119 76 0 16 2 0 7 5 0 0 0 0 0 1 227
1800 4 125 80 0 14 2 0 4 4 0 0 0 0 0 0 233

Hourly Total 5 477 304 3 72 6 1 17 22 0 1 0 0 0 3 911
1815 2 134 61 0 20 1 0 2 8 0 0 1 0 0 0 229
1830 0 99 66 1 14 1 0 4 14 0 0 1 0 0 0 200
1845 1 105 61 0 7 3 0 4 4 0 0 0 0 0 2 187



1900 9 88 36 1 7 1 0 5 6 1 1 0 0 0 1 156
Hourly Total 12 426 224 2 48 6 0 15 32 1 1 2 0 0 3 772

1915 3 71 40 0 10 0 0 2 6 0 1 0 0 0 0 133
1930 0 74 48 0 10 1 0 2 0 0 0 1 0 0 0 136
1945 1 72 31 0 6 1 0 2 3 0 1 0 0 0 0 117
2000 0 60 35 0 5 2 0 4 3 0 2 0 0 0 0 111

Hourly Total 4 277 154 0 31 4 0 10 12 0 4 1 0 0 0 497
2015 1 57 25 0 4 1 0 4 8 0 0 0 0 0 0 100
2030 0 54 27 1 5 3 0 1 1 0 0 0 0 0 0 92
2045 2 46 19 0 5 2 0 1 3 0 0 0 0 0 0 78
2100 1 31 17 1 4 0 0 2 1 0 1 0 0 0 0 58

Hourly Total 4 188 88 2 18 6 0 8 13 0 1 0 0 0 0 328
2115 0 46 23 0 4 1 0 2 1 0 0 0 0 0 0 77
2130 0 41 22 1 3 1 0 3 4 0 1 1 0 0 0 77
2145 0 37 8 0 1 1 0 0 8 0 0 1 0 0 0 56
2200 0 51 6 0 2 0 0 1 4 0 0 1 0 0 0 65

Hourly Total 0 175 59 1 10 3 0 6 17 0 1 3 0 0 0 275
2215 0 36 14 0 1 1 0 2 0 0 0 1 0 0 0 55
2230 0 31 15 0 1 0 0 1 3 0 0 0 0 0 1 52
2245 0 29 15 1 2 0 0 1 1 0 0 0 0 0 1 50
2300 0 13 9 1 1 0 0 0 3 0 0 1 0 0 0 28

Hourly Total 0 109 53 2 5 1 0 4 7 0 0 2 0 0 2 185
2315 1 17 10 0 0 0 0 0 2 0 1 0 0 0 0 31
2330 0 16 3 0 0 0 0 0 2 0 0 0 0 0 0 21
2345 0 11 4 0 0 0 0 0 3 0 0 0 0 0 0 18
2400 0 13 3 0 1 0 0 2 0 0 1 0 0 0 0 20

Hourly Total 1 57 20 0 1 0 0 2 7 0 2 0 0 0 0 90

DAILY TOTAL 78 5828 3470 45 947 503 365 352 877 39 16 17 1 0 45 12583
Percentages 0.6% 46.3% 27.6% 0.4% 7.5% 4.0% 2.9% 2.8% 7.0% 0.3% 0.1% 0.1% 0.0% 0.0% 0.4% 100.0%

AM Peak
7:30-8:30 5 374 242 4 101 33 55 29 58 4 0 0 0 0 3 908

% of Daily Total 6.4% 6.4% 7.0% 8.9% 10.7% 6.6% 15.1% 8.2% 6.6% 10.3% 0.0% 0.0% 0.0% 0.0% 6.7% 7.2%
PM Peak

17:00-18:00 5 477 304 3 72 6 1 17 22 0 1 0 0 0 3 911
% of Daily Total 6.4% 8.2% 8.8% 6.7% 7.6% 1.2% 0.3% 4.8% 2.5% 0.0% 6.3% 0.0% 0.0% 0.0% 6.7% 7.2%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/16/2017 Start Time: 00:00
Stop Date: 3/16/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 3 1 0 0 0 0 1 2 0 0 0 0 0 0 7
30 0 3 0 0 1 0 0 0 1 0 0 0 0 0 0 5
45 0 2 0 0 0 0 0 0 2 0 0 0 0 0 0 4

100 0 2 0 0 0 0 0 0 3 0 0 0 0 0 0 5
Hourly Total 0 10 1 0 1 0 0 1 8 0 0 0 0 0 0 21

115 0 2 2 0 1 0 0 0 3 0 0 0 0 0 1 9
130 0 3 1 0 0 1 0 1 0 0 0 0 0 0 1 7
145 0 1 1 0 1 0 0 0 1 0 0 0 0 0 0 4
200 0 1 0 0 2 1 0 0 0 0 0 0 0 0 0 4

Hourly Total 0 7 4 0 4 2 0 1 4 0 0 0 0 0 2 24
215 0 3 0 0 0 0 0 1 0 0 0 1 0 0 0 5
230 0 3 0 0 0 2 0 1 1 0 1 0 0 0 0 8
245 0 2 1 0 2 0 0 1 1 0 0 0 0 0 0 7
300 0 0 0 0 0 1 0 0 0 0 0 0 0 0 0 1

Hourly Total 0 8 1 0 2 3 0 3 2 0 1 1 0 0 0 21
315 0 1 0 0 0 2 0 1 1 0 0 0 0 0 0 5
330 0 2 0 0 0 0 0 1 0 0 0 0 0 0 0 3
345 0 2 0 0 0 0 0 0 0 0 0 0 0 0 0 2
400 0 4 3 0 0 1 0 0 4 0 0 0 0 0 0 12

Hourly Total 0 9 3 0 0 3 0 2 5 0 0 0 0 0 0 22
415 1 3 0 0 0 4 0 0 0 1 0 0 0 0 0 9
430 1 1 1 0 0 3 0 1 5 0 0 0 0 0 0 12
445 0 3 3 0 4 3 0 1 4 0 0 0 0 0 0 18
500 1 3 2 0 1 6 0 0 2 0 0 0 0 0 0 15

Hourly Total 3 10 6 0 5 16 0 2 11 1 0 0 0 0 0 54
515 0 2 0 0 1 3 0 0 3 0 0 0 0 0 0 9
530 0 9 5 1 5 12 0 0 7 0 0 0 0 0 0 39
545 1 14 4 0 4 9 0 0 9 0 1 0 0 0 0 42
600 0 8 6 0 4 12 0 1 7 3 0 0 0 0 0 41

Hourly Total 1 33 15 1 14 36 0 1 26 3 1 0 0 0 0 131
615 0 19 7 0 4 17 0 0 3 2 0 0 0 0 0 52
630 0 23 19 0 2 12 0 2 3 0 0 0 0 0 0 61
645 0 40 28 0 6 5 0 1 10 0 0 0 0 0 0 90
700 1 46 35 1 6 13 0 2 10 0 0 0 0 0 1 115

Hourly Total 1 128 89 1 18 47 0 5 26 2 0 0 0 0 1 318
715 1 46 31 3 7 10 0 3 7 0 0 0 0 0 0 108
730 0 31 26 2 10 8 0 2 11 0 0 1 0 0 0 91
745 1 36 20 0 10 9 0 2 2 4 0 0 0 0 0 84
800 1 40 30 0 6 11 0 3 7 1 0 0 0 0 5 104

Hourly Total 3 153 107 5 33 38 0 10 27 5 0 1 0 0 5 387
815 1 39 26 0 11 9 0 2 12 1 0 0 0 0 1 102
830 1 47 26 0 18 15 0 1 7 0 0 0 0 0 0 115

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Northbound GPS:



845 0 49 42 0 10 4 1 6 10 1 0 0 0 0 1 124
900 0 41 17 0 6 10 0 1 5 0 0 0 0 0 1 81

Hourly Total 2 176 111 0 45 38 1 10 34 2 0 0 0 0 3 422
915 0 49 24 0 8 10 0 6 12 0 0 0 1 0 0 110
930 0 44 23 0 6 14 1 2 16 2 0 0 0 0 0 108
945 0 35 15 0 9 10 1 2 7 0 0 0 0 0 0 79

1000 1 41 35 2 10 8 0 2 9 0 0 0 0 0 0 108
Hourly Total 1 169 97 2 33 42 2 12 44 2 0 0 1 0 0 405

1015 0 67 25 2 10 2 0 3 13 0 0 0 0 0 4 126
1030 0 51 23 1 4 3 0 6 14 0 0 0 0 0 1 103
1045 0 42 25 0 5 7 0 2 11 0 0 0 0 0 0 92
1100 1 49 20 0 7 9 0 2 9 0 0 0 0 0 0 97

Hourly Total 1 209 93 3 26 21 0 13 47 0 0 0 0 0 5 418
1115 2 42 23 0 7 11 4 3 8 2 0 0 0 0 0 102
1130 0 57 21 0 8 5 0 3 7 0 0 0 0 0 0 101
1145 0 50 25 0 9 0 0 6 14 1 0 0 0 0 1 106
1200 2 52 28 0 6 9 0 4 4 0 0 0 0 0 0 105

Hourly Total 4 201 97 0 30 25 4 16 33 3 0 0 0 0 1 414
1215 0 59 30 0 9 4 0 5 10 0 0 0 0 0 0 117
1230 6 40 30 0 9 12 1 3 4 1 0 0 0 0 2 108
1245 2 68 23 0 7 9 0 4 8 0 0 0 0 0 0 121
1300 1 56 23 0 6 7 1 0 7 0 0 0 0 0 0 101

Hourly Total 9 223 106 0 31 32 2 12 29 1 0 0 0 0 2 447
1315 1 51 34 0 5 5 2 1 5 1 0 0 0 0 0 105
1330 0 53 24 1 7 5 0 6 1 0 0 0 0 0 0 97
1345 0 55 31 0 4 7 0 0 6 1 0 1 0 0 0 105
1400 0 58 33 0 5 8 0 2 7 0 0 0 0 0 0 113

Hourly Total 1 217 122 1 21 25 2 9 19 2 0 1 0 0 0 420
1415 1 67 28 0 8 14 0 2 3 0 0 0 0 0 0 123
1430 0 42 28 0 10 4 0 2 8 0 0 0 0 0 0 94
1445 0 50 32 0 9 6 0 4 3 0 0 0 0 0 0 104
1500 0 76 32 0 10 6 1 2 3 0 0 0 0 0 1 131

Hourly Total 1 235 120 0 37 30 1 10 17 0 0 0 0 0 1 452
1515 0 56 39 0 9 6 1 1 7 0 0 0 0 0 1 120
1530 2 68 39 2 7 4 1 3 6 0 0 0 0 0 1 133
1545 0 52 35 0 7 1 0 4 2 0 0 0 0 0 1 102
1600 1 59 39 1 9 3 0 4 2 1 0 0 0 0 1 120

Hourly Total 3 235 152 3 32 14 2 12 17 1 0 0 0 0 4 475
1615 0 87 35 0 10 1 0 4 3 0 0 0 0 0 0 140
1630 1 70 43 0 9 2 0 2 6 0 0 0 0 0 0 133
1645 0 62 37 0 10 2 1 2 2 0 0 0 0 0 0 116
1700 1 66 40 1 10 0 0 3 1 0 0 0 0 0 0 122

Hourly Total 2 285 155 1 39 5 1 11 12 0 0 0 0 0 0 511
1715 1 62 27 1 4 1 0 4 9 0 0 0 0 0 1 110
1730 0 77 31 0 6 0 0 2 0 0 0 0 0 0 0 116
1745 0 77 40 0 15 0 0 6 2 0 0 0 0 0 0 140
1800 0 72 32 0 11 1 0 2 5 0 0 0 0 0 0 123

Hourly Total 1 288 130 1 36 2 0 14 16 0 0 0 0 0 1 489
1815 0 78 34 1 9 1 0 3 5 0 0 0 0 0 1 132
1830 2 57 34 0 10 1 1 1 1 0 0 1 0 0 0 108
1845 1 47 30 0 7 1 0 1 2 0 0 0 0 0 0 89



1900 1 49 39 0 2 3 0 4 5 0 2 0 0 0 0 105
Hourly Total 4 231 137 1 28 6 1 9 13 0 2 1 0 0 1 434

1915 0 43 24 0 3 0 1 2 2 0 0 0 0 0 0 75
1930 0 46 28 1 5 0 0 2 1 0 0 1 0 0 1 85
1945 0 23 16 0 1 1 0 2 3 0 2 1 0 0 0 49
2000 0 29 11 0 5 0 0 3 4 0 0 0 0 0 0 52

Hourly Total 0 141 79 1 14 1 1 9 10 0 2 2 0 0 1 261
2015 0 36 17 0 3 0 0 1 1 0 0 0 0 0 0 58
2030 0 23 21 0 1 0 1 2 0 0 1 0 0 0 0 49
2045 0 18 16 0 8 1 0 1 2 0 0 0 0 0 0 46
2100 0 37 16 0 1 0 0 1 3 0 0 0 0 0 0 58

Hourly Total 0 114 70 0 13 1 1 5 6 0 1 0 0 0 0 211
2115 0 25 9 0 1 0 0 0 3 0 0 0 0 0 0 38
2130 0 27 15 0 1 0 0 0 0 0 0 0 0 0 0 43
2145 0 21 7 0 2 0 0 1 1 0 1 1 0 0 0 34
2200 0 13 11 0 2 0 0 0 0 0 0 1 0 0 0 27

Hourly Total 0 86 42 0 6 0 0 1 4 0 1 2 0 0 0 142
2215 0 11 10 0 1 0 0 0 0 0 0 1 0 0 0 23
2230 0 14 7 0 0 0 0 0 2 0 0 0 0 0 0 23
2245 0 13 10 0 2 0 0 0 3 0 0 1 0 0 0 29
2300 0 17 4 0 1 0 0 0 0 0 0 0 0 0 0 22

Hourly Total 0 55 31 0 4 0 0 0 5 0 0 2 0 0 0 97
2315 0 9 2 1 1 0 0 2 0 0 0 0 0 0 0 15
2330 0 13 3 0 0 0 0 1 1 0 0 0 0 0 0 18
2345 1 10 4 0 0 0 0 1 0 0 0 0 0 0 0 16
2400 1 5 1 0 2 0 0 0 1 0 1 0 0 0 0 11

Hourly Total 2 37 10 1 3 0 0 4 2 0 1 0 0 0 0 60

DAILY TOTAL 39 3260 1778 21 475 387 18 172 417 22 9 10 1 0 27 6636
Percentages 0.6% 49.1% 26.8% 0.3% 7.2% 5.8% 0.3% 2.6% 6.3% 0.3% 0.1% 0.2% 0.0% 0.0% 0.4% 100.0%

AM Peak
7:45-8:45 3 175 124 0 45 39 1 12 36 3 0 0 0 0 7 445

% of Daily Total 7.7% 5.4% 7.0% 0.0% 9.5% 10.1% 5.6% 7.0% 8.6% 13.6% 0.0% 0.0% 0.0% 0.0% 25.9% 6.7%
PM Peak

16:00-17:00 2 285 155 1 39 5 1 11 12 0 0 0 0 0 0 511
% of Daily Total 5.1% 8.7% 8.7% 4.8% 8.2% 1.3% 5.6% 6.4% 2.9% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 7.7%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/16/2017 Start Time: 00:00
Stop Date: 3/16/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 3 1 0 0 0 0 0 0 0 0 0 0 0 0 4
30 0 2 1 0 0 0 0 0 1 0 0 0 0 0 0 4
45 0 7 0 0 0 0 0 0 2 0 0 0 0 0 0 9

100 0 7 1 0 0 0 0 0 2 0 0 0 0 0 0 10
Hourly Total 0 19 3 0 0 0 0 0 5 0 0 0 0 0 0 27

115 0 8 0 0 1 0 0 0 1 0 0 0 0 0 0 10
130 0 1 1 0 0 1 0 1 1 0 0 1 0 0 0 6
145 0 2 1 0 0 2 0 0 2 0 0 0 0 0 0 7
200 0 3 1 0 1 1 0 1 1 0 1 0 0 0 0 9

Hourly Total 0 14 3 0 2 4 0 2 5 0 1 1 0 0 0 32
215 0 1 0 0 0 0 0 1 1 0 0 0 0 0 0 3
230 0 1 0 0 1 0 0 0 3 0 0 0 0 0 0 5
245 0 2 0 0 1 0 0 0 2 0 1 0 0 0 0 6
300 0 2 2 0 0 0 0 0 4 0 0 0 0 0 0 8

Hourly Total 0 6 2 0 2 0 0 1 10 0 1 0 0 0 0 22
315 0 3 0 0 0 0 0 1 2 0 0 0 0 0 0 6
330 0 1 1 0 1 0 0 1 3 0 0 1 0 0 0 8
345 0 3 1 0 0 0 0 1 4 0 0 0 0 0 0 9
400 0 4 3 0 0 0 0 2 2 0 1 0 0 0 0 12

Hourly Total 0 11 5 0 1 0 0 5 11 0 1 1 0 0 0 35
415 0 3 1 0 1 0 0 0 0 0 0 2 0 0 0 7
430 0 5 3 1 3 1 0 0 2 0 0 0 0 0 0 15
445 0 3 6 0 4 0 0 0 4 0 0 0 0 0 0 17
500 0 6 4 0 1 0 0 1 4 0 0 0 0 0 0 16

Hourly Total 0 17 14 1 9 1 0 1 10 0 0 2 0 0 0 55
515 0 4 9 1 1 0 0 0 3 0 1 0 0 0 0 19
530 0 9 7 1 1 0 0 0 9 0 0 0 0 0 0 27
545 0 14 12 0 5 0 0 0 6 0 0 2 0 0 0 39
600 1 19 14 2 10 0 0 1 9 0 1 1 0 0 0 58

Hourly Total 1 46 42 4 17 0 0 1 27 0 2 3 0 0 0 143
615 0 26 21 0 1 0 0 1 4 0 0 0 0 0 0 53
630 0 47 27 1 14 0 0 1 5 0 0 0 0 0 1 96
645 0 52 38 1 9 0 0 0 12 0 0 0 0 0 0 112
700 1 43 37 1 11 2 1 4 6 0 1 0 0 0 0 107

Hourly Total 1 168 123 3 35 2 1 6 27 0 1 0 0 0 1 368
715 1 47 29 0 8 2 2 2 4 0 0 0 0 0 1 96
730 0 51 30 2 11 1 9 3 3 0 0 0 0 0 2 112
745 0 56 25 3 8 0 14 2 5 1 0 0 0 0 0 114
800 0 58 26 2 12 0 6 4 9 0 0 0 0 0 0 117

Hourly Total 1 212 110 7 39 3 31 11 21 1 0 0 0 0 3 439
815 1 40 26 0 13 4 11 0 3 0 0 0 0 0 0 98
830 0 40 37 2 5 2 9 3 9 0 0 0 0 0 0 107

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Southbound GPS:



845 1 48 19 1 4 3 7 3 5 0 0 0 0 0 0 91
900 0 39 24 0 9 0 11 1 5 0 0 0 0 0 1 90

Hourly Total 2 167 106 3 31 9 38 7 22 0 0 0 0 0 1 386
915 0 38 32 0 11 0 13 3 5 0 0 0 0 0 1 103
930 0 34 20 0 6 3 4 8 6 1 0 0 0 0 1 83
945 0 35 30 0 2 2 11 3 7 0 0 0 0 0 0 90

1000 0 35 23 0 6 0 7 1 8 0 0 0 0 0 1 81
Hourly Total 0 142 105 0 25 5 35 15 26 1 0 0 0 0 3 357

1015 0 32 23 0 5 2 6 3 5 0 0 0 0 0 1 77
1030 0 35 34 0 5 2 5 3 5 0 0 0 0 0 1 90
1045 1 39 19 0 4 2 9 2 4 0 0 0 0 0 0 80
1100 1 34 32 0 8 5 8 2 2 1 0 0 0 0 0 93

Hourly Total 2 140 108 0 22 11 28 10 16 1 0 0 0 0 2 340
1115 0 42 28 1 7 2 9 2 7 0 0 0 0 0 0 98
1130 1 43 22 0 7 1 8 0 9 0 0 0 0 0 0 91
1145 1 41 27 0 5 4 10 2 7 0 0 0 0 0 0 97
1200 0 48 33 0 2 2 9 1 12 0 0 0 0 0 0 107

Hourly Total 2 174 110 1 21 9 36 5 35 0 0 0 0 0 0 393
1215 0 50 21 0 9 0 5 1 5 0 0 0 0 0 0 91
1230 0 50 31 0 8 0 7 0 12 0 0 0 0 0 0 108
1245 1 53 38 0 7 2 6 1 4 0 0 0 0 0 1 113
1300 1 47 25 2 10 5 3 2 7 0 0 0 0 0 0 102

Hourly Total 2 200 115 2 34 7 21 4 28 0 0 0 0 0 1 414
1315 1 52 28 0 6 3 13 1 6 0 0 0 0 0 0 110
1330 1 54 16 0 10 2 9 4 7 0 0 0 0 0 0 103
1345 0 58 28 0 12 0 3 5 7 1 0 0 0 0 0 114
1400 0 52 33 0 7 2 6 5 5 0 0 0 0 0 1 111

Hourly Total 2 216 105 0 35 7 31 15 25 1 0 0 0 0 1 438
1415 0 51 30 0 5 6 6 3 3 0 0 0 0 0 0 104
1430 0 58 33 0 5 3 6 3 3 0 0 0 0 0 0 111
1445 0 48 31 1 5 0 9 2 4 0 0 0 0 0 0 100
1500 0 39 35 2 11 0 5 3 6 0 0 0 0 0 0 101

Hourly Total 0 196 129 3 26 9 26 11 16 0 0 0 0 0 0 416
1515 1 55 40 0 2 0 5 2 5 0 0 0 0 0 0 110
1530 0 75 34 1 4 0 6 5 7 0 0 0 0 0 0 132
1545 0 61 32 0 9 0 3 3 4 1 0 0 0 0 0 113
1600 0 55 22 0 7 0 2 3 7 0 0 0 0 0 0 96

Hourly Total 1 246 128 1 22 0 16 13 23 1 0 0 0 0 0 451
1615 1 56 21 0 4 3 2 2 5 0 0 0 0 0 4 98
1630 2 61 43 1 11 4 4 2 4 0 0 0 0 0 0 132
1645 0 51 19 1 5 0 3 3 9 0 0 0 0 0 0 91
1700 0 50 32 1 12 1 2 2 6 0 0 0 0 0 0 106

Hourly Total 3 218 115 3 32 8 11 9 24 0 0 0 0 0 4 427
1715 0 41 37 0 11 1 0 4 1 0 0 0 0 0 0 95
1730 0 53 33 0 8 0 0 2 6 0 0 0 0 0 0 102
1745 2 42 24 0 5 0 0 1 1 0 0 0 0 0 0 75
1800 4 61 30 0 8 0 0 2 2 0 0 0 0 0 0 107

Hourly Total 6 197 124 0 32 1 0 9 10 0 0 0 0 0 0 379
1815 0 41 32 1 7 0 1 0 2 0 0 0 0 0 0 84
1830 0 44 26 0 5 2 0 2 2 0 0 0 0 0 0 81
1845 1 40 15 0 8 0 0 0 3 0 0 0 0 0 0 67



1900 0 32 18 0 5 0 0 3 3 0 0 0 0 0 0 61
Hourly Total 1 157 91 1 25 2 1 5 10 0 0 0 0 0 0 293

1915 2 24 15 0 2 1 0 0 1 0 1 0 0 0 0 46
1930 0 43 15 0 8 0 0 4 0 0 0 0 0 0 0 70
1945 0 39 24 0 2 0 0 0 2 0 0 0 0 0 0 67
2000 0 32 21 0 1 0 0 0 1 0 0 0 0 0 1 56

Hourly Total 2 138 75 0 13 1 0 4 4 0 1 0 0 0 1 239
2015 0 31 20 0 1 0 0 0 6 0 0 0 0 0 0 58
2030 0 33 12 0 1 0 0 4 3 0 1 0 0 0 0 54
2045 0 20 4 0 2 0 0 1 2 0 0 0 0 0 0 29
2100 1 16 5 0 1 0 0 0 2 0 0 0 0 0 0 25

Hourly Total 1 100 41 0 5 0 0 5 13 0 1 0 0 0 0 166
2115 1 18 2 0 2 0 0 0 1 0 0 1 0 0 0 25
2130 0 23 6 0 1 0 0 0 3 0 0 1 0 0 0 34
2145 0 21 9 0 2 0 0 0 2 0 0 0 0 0 0 34
2200 0 13 3 0 1 0 0 0 1 0 0 0 0 0 0 18

Hourly Total 1 75 20 0 6 0 0 0 7 0 0 2 0 0 0 111
2215 0 19 9 1 1 0 0 0 2 0 0 0 0 0 0 32
2230 0 10 7 0 0 0 0 0 1 0 0 0 0 0 0 18
2245 1 11 4 0 3 0 0 0 2 0 0 0 0 0 0 21
2300 0 6 2 0 1 0 0 0 2 0 0 0 0 0 0 11

Hourly Total 1 46 22 1 5 0 0 0 7 0 0 0 0 0 0 82
2315 0 8 8 0 0 0 0 1 3 0 1 0 0 0 0 21
2330 1 5 2 0 1 1 0 0 0 0 0 0 0 0 0 10
2345 0 6 3 0 0 1 0 1 0 0 0 0 0 0 0 11
2400 0 9 1 0 2 0 0 0 2 0 0 0 0 0 0 14

Hourly Total 1 28 14 0 3 2 0 2 5 0 1 0 0 0 0 56

DAILY TOTAL 30 2933 1710 30 442 81 275 141 387 5 9 9 0 0 17 6069
Percentages 0.5% 48.3% 28.2% 0.5% 7.3% 1.3% 4.5% 2.3% 6.4% 0.1% 0.1% 0.1% 0.0% 0.0% 0.3% 100.0%

AM Peak
7:15-8:15 1 205 107 7 44 5 40 9 20 1 0 0 0 0 2 441

% of Daily Total 3.3% 7.0% 6.3% 23.3% 10.0% 6.2% 14.5% 6.4% 5.2% 20.0% 0.0% 0.0% 0.0% 0.0% 11.8% 7.3%
PM Peak

14:45-15:45 1 230 141 3 26 0 19 13 22 1 0 0 0 0 0 456
% of Daily Total 3.3% 7.8% 8.2% 10.0% 5.9% 0.0% 6.9% 9.2% 5.7% 20.0% 0.0% 0.0% 0.0% 0.0% 0.0% 7.5%



Location:
Direction: 26.73150, -81.76099
Start Date: 3/16/2017 Start Time: 00:00
Stop Date: 3/16/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 6 2 0 0 0 0 1 2 0 0 0 0 0 0 11
30 0 5 1 0 1 0 0 0 2 0 0 0 0 0 0 9
45 0 9 0 0 0 0 0 0 4 0 0 0 0 0 0 13

100 0 9 1 0 0 0 0 0 5 0 0 0 0 0 0 15
Hourly Total 0 29 4 0 1 0 0 1 13 0 0 0 0 0 0 48

115 0 10 2 0 2 0 0 0 4 0 0 0 0 0 1 19
130 0 4 2 0 0 2 0 2 1 0 0 1 0 0 1 13
145 0 3 2 0 1 2 0 0 3 0 0 0 0 0 0 11
200 0 4 1 0 3 2 0 1 1 0 1 0 0 0 0 13

Hourly Total 0 21 7 0 6 6 0 3 9 0 1 1 0 0 2 56
215 0 4 0 0 0 0 0 2 1 0 0 1 0 0 0 8
230 0 4 0 0 1 2 0 1 4 0 1 0 0 0 0 13
245 0 4 1 0 3 0 0 1 3 0 1 0 0 0 0 13
300 0 2 2 0 0 1 0 0 4 0 0 0 0 0 0 9

Hourly Total 0 14 3 0 4 3 0 4 12 0 2 1 0 0 0 43
315 0 4 0 0 0 2 0 2 3 0 0 0 0 0 0 11
330 0 3 1 0 1 0 0 2 3 0 0 1 0 0 0 11
345 0 5 1 0 0 0 0 1 4 0 0 0 0 0 0 11
400 0 8 6 0 0 1 0 2 6 0 1 0 0 0 0 24

Hourly Total 0 20 8 0 1 3 0 7 16 0 1 1 0 0 0 57
415 1 6 1 0 1 4 0 0 0 1 0 2 0 0 0 16
430 1 6 4 1 3 4 0 1 7 0 0 0 0 0 0 27
445 0 6 9 0 8 3 0 1 8 0 0 0 0 0 0 35
500 1 9 6 0 2 6 0 1 6 0 0 0 0 0 0 31

Hourly Total 3 27 20 1 14 17 0 3 21 1 0 2 0 0 0 109
515 0 6 9 1 2 3 0 0 6 0 1 0 0 0 0 28
530 0 18 12 2 6 12 0 0 16 0 0 0 0 0 0 66
545 1 28 16 0 9 9 0 0 15 0 1 2 0 0 0 81
600 1 27 20 2 14 12 0 2 16 3 1 1 0 0 0 99

Hourly Total 2 79 57 5 31 36 0 2 53 3 3 3 0 0 0 274
615 0 45 28 0 5 17 0 1 7 2 0 0 0 0 0 105
630 0 70 46 1 16 12 0 3 8 0 0 0 0 0 1 157
645 0 92 66 1 15 5 0 1 22 0 0 0 0 0 0 202
700 2 89 72 2 17 15 1 6 16 0 1 0 0 0 1 222

Hourly Total 2 296 212 4 53 49 1 11 53 2 1 0 0 0 2 686
715 2 93 60 3 15 12 2 5 11 0 0 0 0 0 1 204
730 0 82 56 4 21 9 9 5 14 0 0 1 0 0 2 203
745 1 92 45 3 18 9 14 4 7 5 0 0 0 0 0 198
800 1 98 56 2 18 11 6 7 16 1 0 0 0 0 5 221

Hourly Total 4 365 217 12 72 41 31 21 48 6 0 1 0 0 8 826
815 2 79 52 0 24 13 11 2 15 1 0 0 0 0 1 200
830 1 87 63 2 23 17 9 4 16 0 0 0 0 0 0 222

VEHICLE CLASS

CLASS COUNT REPORT

SR 31 north of Old Rodeo Dr City/County: Ft Myers/Lee
Combined GPS:



845 1 97 61 1 14 7 8 9 15 1 0 0 0 0 1 215
900 0 80 41 0 15 10 11 2 10 0 0 0 0 0 2 171

Hourly Total 4 343 217 3 76 47 39 17 56 2 0 0 0 0 4 808
915 0 87 56 0 19 10 13 9 17 0 0 0 1 0 1 213
930 0 78 43 0 12 17 5 10 22 3 0 0 0 0 1 191
945 0 70 45 0 11 12 12 5 14 0 0 0 0 0 0 169

1000 1 76 58 2 16 8 7 3 17 0 0 0 0 0 1 189
Hourly Total 1 311 202 2 58 47 37 27 70 3 0 0 1 0 3 762

1015 0 99 48 2 15 4 6 6 18 0 0 0 0 0 5 203
1030 0 86 57 1 9 5 5 9 19 0 0 0 0 0 2 193
1045 1 81 44 0 9 9 9 4 15 0 0 0 0 0 0 172
1100 2 83 52 0 15 14 8 4 11 1 0 0 0 0 0 190

Hourly Total 3 349 201 3 48 32 28 23 63 1 0 0 0 0 7 758
1115 2 84 51 1 14 13 13 5 15 2 0 0 0 0 0 200
1130 1 100 43 0 15 6 8 3 16 0 0 0 0 0 0 192
1145 1 91 52 0 14 4 10 8 21 1 0 0 0 0 1 203
1200 2 100 61 0 8 11 9 5 16 0 0 0 0 0 0 212

Hourly Total 6 375 207 1 51 34 40 21 68 3 0 0 0 0 1 807
1215 0 109 51 0 18 4 5 6 15 0 0 0 0 0 0 208
1230 6 90 61 0 17 12 8 3 16 1 0 0 0 0 2 216
1245 3 121 61 0 14 11 6 5 12 0 0 0 0 0 1 234
1300 2 103 48 2 16 12 4 2 14 0 0 0 0 0 0 203

Hourly Total 11 423 221 2 65 39 23 16 57 1 0 0 0 0 3 861
1315 2 103 62 0 11 8 15 2 11 1 0 0 0 0 0 215
1330 1 107 40 1 17 7 9 10 8 0 0 0 0 0 0 200
1345 0 113 59 0 16 7 3 5 13 2 0 1 0 0 0 219
1400 0 110 66 0 12 10 6 7 12 0 0 0 0 0 1 224

Hourly Total 3 433 227 1 56 32 33 24 44 3 0 1 0 0 1 858
1415 1 118 58 0 13 20 6 5 6 0 0 0 0 0 0 227
1430 0 100 61 0 15 7 6 5 11 0 0 0 0 0 0 205
1445 0 98 63 1 14 6 9 6 7 0 0 0 0 0 0 204
1500 0 115 67 2 21 6 6 5 9 0 0 0 0 0 1 232

Hourly Total 1 431 249 3 63 39 27 21 33 0 0 0 0 0 1 868
1515 1 111 79 0 11 6 6 3 12 0 0 0 0 0 1 230
1530 2 143 73 3 11 4 7 8 13 0 0 0 0 0 1 265
1545 0 113 67 0 16 1 3 7 6 1 0 0 0 0 1 215
1600 1 114 61 1 16 3 2 7 9 1 0 0 0 0 1 216

Hourly Total 4 481 280 4 54 14 18 25 40 2 0 0 0 0 4 926
1615 1 143 56 0 14 4 2 6 8 0 0 0 0 0 4 238
1630 3 131 86 1 20 6 4 4 10 0 0 0 0 0 0 265
1645 0 113 56 1 15 2 4 5 11 0 0 0 0 0 0 207
1700 1 116 72 2 22 1 2 5 7 0 0 0 0 0 0 228

Hourly Total 5 503 270 4 71 13 12 20 36 0 0 0 0 0 4 938
1715 1 103 64 1 15 2 0 8 10 0 0 0 0 0 1 205
1730 0 130 64 0 14 0 0 4 6 0 0 0 0 0 0 218
1745 2 119 64 0 20 0 0 7 3 0 0 0 0 0 0 215
1800 4 133 62 0 19 1 0 4 7 0 0 0 0 0 0 230

Hourly Total 7 485 254 1 68 3 0 23 26 0 0 0 0 0 1 868
1815 0 119 66 2 16 1 1 3 7 0 0 0 0 0 1 216
1830 2 101 60 0 15 3 1 3 3 0 0 1 0 0 0 189
1845 2 87 45 0 15 1 0 1 5 0 0 0 0 0 0 156



1900 1 81 57 0 7 3 0 7 8 0 2 0 0 0 0 166
Hourly Total 5 388 228 2 53 8 2 14 23 0 2 1 0 0 1 727

1915 2 67 39 0 5 1 1 2 3 0 1 0 0 0 0 121
1930 0 89 43 1 13 0 0 6 1 0 0 1 0 0 1 155
1945 0 62 40 0 3 1 0 2 5 0 2 1 0 0 0 116
2000 0 61 32 0 6 0 0 3 5 0 0 0 0 0 1 108

Hourly Total 2 279 154 1 27 2 1 13 14 0 3 2 0 0 2 500
2015 0 67 37 0 4 0 0 1 7 0 0 0 0 0 0 116
2030 0 56 33 0 2 0 1 6 3 0 2 0 0 0 0 103
2045 0 38 20 0 10 1 0 2 4 0 0 0 0 0 0 75
2100 1 53 21 0 2 0 0 1 5 0 0 0 0 0 0 83

Hourly Total 1 214 111 0 18 1 1 10 19 0 2 0 0 0 0 377
2115 1 43 11 0 3 0 0 0 4 0 0 1 0 0 0 63
2130 0 50 21 0 2 0 0 0 3 0 0 1 0 0 0 77
2145 0 42 16 0 4 0 0 1 3 0 1 1 0 0 0 68
2200 0 26 14 0 3 0 0 0 1 0 0 1 0 0 0 45

Hourly Total 1 161 62 0 12 0 0 1 11 0 1 4 0 0 0 253
2215 0 30 19 1 2 0 0 0 2 0 0 1 0 0 0 55
2230 0 24 14 0 0 0 0 0 3 0 0 0 0 0 0 41
2245 1 24 14 0 5 0 0 0 5 0 0 1 0 0 0 50
2300 0 23 6 0 2 0 0 0 2 0 0 0 0 0 0 33

Hourly Total 1 101 53 1 9 0 0 0 12 0 0 2 0 0 0 179
2315 0 17 10 1 1 0 0 3 3 0 1 0 0 0 0 36
2330 1 18 5 0 1 1 0 1 1 0 0 0 0 0 0 28
2345 1 16 7 0 0 1 0 2 0 0 0 0 0 0 0 27
2400 1 14 2 0 4 0 0 0 3 0 1 0 0 0 0 25

Hourly Total 3 65 24 1 6 2 0 6 7 0 2 0 0 0 0 116

DAILY TOTAL 69 6193 3488 51 917 468 293 313 804 27 18 19 1 0 44 12705
Percentages 0.5% 48.7% 27.5% 0.4% 7.2% 3.7% 2.3% 2.5% 6.3% 0.2% 0.1% 0.1% 0.0% 0.0% 0.3% 100.0%

AM Peak
7:45-8:45 5 361 232 5 79 48 34 22 62 3 0 0 0 0 7 858

% of Daily Total 7.2% 5.8% 6.7% 9.8% 8.6% 10.3% 11.6% 7.0% 7.7% 11.1% 0.0% 0.0% 0.0% 0.0% 15.9% 6.8%
PM Peak

14:45-15:45 3 482 286 5 59 17 22 23 40 1 0 0 0 0 4 942
% of Daily Total 4.3% 7.8% 8.2% 9.8% 6.4% 3.6% 7.5% 7.3% 5.0% 3.7% 0.0% 0.0% 0.0% 0.0% 9.1% 7.4%



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
14 10 6 14 9 27 69 86 90 91 91 101
10 16 1 3 23 41 81 79 107 96 124 110
13 0 7 10 24 32 116 97 99 100 93 74
1 4 8 15 38 77 127 89 108 82 95 98

38 30 22 42 94 177 393 351 404 369 403 383

12 13 14 15 16 17 18 19 20 21 22 23
100 78 81 98 72 69 59 51 32 20 24 4
116 102 80 79 94 89 72 30 36 35 17 6
77 88 91 103 86 83 55 34 37 30 18 15

108 81 89 81 88 86 63 34 25 22 10 6
401 349 341 361 340 327 249 149 130 107 69 31

5,560
10:15 AM Peak Volume: 413 AM Peak Hour Factor: 0.83
12:00 PM Peak Volume: 401 PM PeaK Hour Factor: 0.86

00 01 02 03 04 05 06 07 08 09 10 11
5 12 1 2 15 30 51 75 112 88 98 87

18 15 19 7 13 43 77 104 102 85 96 93
16 1 17 15 29 37 95 115 97 93 77 93
7 4 16 24 21 60 73 92 83 95 112 88

46 32 53 48 78 170 296 386 394 361 383 361

12 13 14 15 16 17 18 19 20 21 22 23
110 102 112 102 87 92 75 58 33 16 14 8
91 105 112 103 69 61 76 49 32 16 11 9
74 91 98 96 97 57 73 25 24 26 21 7

100 105 95 84 108 91 48 45 36 19 10 8
375 403 417 385 361 301 272 177 125 77 56 32

5,589
7:15 AM Peak Volume: 423 AM Peak Hour Factor: 0.92

13:45 PM Peak Volume: 427 PM PeaK Hour Factor: 0.95

00 01 02 03 04 05 06 07 08 09 10 11
19 22 7 16 24 57 120 161 202 179 189 188
28 31 20 10 36 84 158 183 209 181 220 203
29 1 24 25 53 69 211 212 196 193 170 167
8 8 24 39 59 137 200 181 191 177 207 186

84 62 75 90 172 347 689 737 798 730 786 744

12 13 14 15 16 17 18 19 20 21 22 23
210 180 193 200 159 161 134 109 65 36 38 12
207 207 192 182 163 150 148 79 68 51 28 15
151 179 189 199 183 140 128 59 61 56 39 22
208 186 184 165 196 177 111 79 61 41 20 14
776 752 758 746 701 628 521 326 255 184 125 63

11,149
7:30 AM Peak Volume: 804 AM Peak Hour Factor: 0.95

12:00 PM Peak Volume: 776 PM PeaK Hour Factor: 0.92
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 21, 2017

Tuesday, March 21, 2017

Tuesday, March 21, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
SR 31 south of Ruden Rd

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 south of Ruden Rd ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 3 0 0 1 0 1 9 4 5 0 2
0 0 0 1 0 0 3 2 10 4 1 0
0 0 0 0 0 1 5 3 3 0 4 1
0 0 0 0 1 0 4 0 1 6 4 2
0 3 0 1 2 1 13 14 18 15 9 5

12 13 14 15 16 17 18 19 20 21 22 23
4 1 2 2 9 2 3 3 1 1 0 0
1 3 5 0 0 2 2 2 0 1 0 0
1 0 5 3 5 0 3 2 0 0 1 1
0 0 2 1 2 3 0 0 1 0 0 0
6 4 14 6 16 7 8 7 2 2 1 1

155
6:15 AM Peak Volume: 21 AM Peak Hour Factor: 0.58

16:00 PM Peak Volume: 16 PM PeaK Hour Factor: 0.44

00 01 02 03 04 05 06 07 08 09 10 11
0 2 0 0 0 1 0 0 1 1 2 1
0 2 0 0 0 0 0 0 0 2 3 1
1 0 0 0 0 1 0 0 1 4 0 0
0 0 1 0 0 0 1 1 3 4 3 2
1 4 1 0 0 2 1 1 5 11 8 4

12 13 14 15 16 17 18 19 20 21 22 23
3 1 2 4 2 3 1 5 3 3 1 0
0 2 2 2 5 3 6 2 3 2 0 0
1 2 7 7 5 2 0 0 0 3 1 1
3 3 4 3 4 3 2 1 5 0 1 0
7 8 15 16 16 11 9 8 11 8 3 1

151
9:30 AM Peak Volume: 13 AM Peak Hour Factor: 0.81

14:15 PM Peak Volume: 17 PM PeaK Hour Factor: 0.61

00 01 02 03 04 05 06 07 08 09 10 11
0 5 0 0 1 1 1 9 5 6 2 3
0 2 0 1 0 0 3 2 10 6 4 1
1 0 0 0 0 2 5 3 4 4 4 1
0 0 1 0 1 0 5 1 4 10 7 4
1 7 1 1 2 3 14 15 23 26 17 9

12 13 14 15 16 17 18 19 20 21 22 23
7 2 4 6 11 5 4 8 4 4 1 0
1 5 7 2 5 5 8 4 3 3 0 0
2 2 12 10 10 2 3 2 0 3 2 2
3 3 6 4 6 6 2 1 6 0 1 0

13 12 29 22 32 18 17 15 13 10 4 2

306
9:00 AM Peak Volume: 26 AM Peak Hour Factor: 0.65

16:00 PM Peak Volume: 32 PM PeaK Hour Factor: 0.73

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
Ruden Rd west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

24 Hour Total:      

15
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45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 21, 2017

Tuesday, March 21, 2017

Tuesday, March 21, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

                                                                             Ruden Rd west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
14 9 6 15 8 25 68 90 88 93 89 100
9 17 3 2 25 41 82 78 106 98 122 113

12 0 6 11 21 31 113 97 103 98 91 72
1 4 9 14 40 77 124 88 100 81 96 101

36 30 24 42 94 174 387 353 397 370 398 386

12 13 14 15 16 17 18 19 20 21 22 23
106 81 83 96 73 68 57 47 29 20 22 4
111 100 79 81 87 90 70 26 34 31 18 6
79 87 85 97 82 78 56 35 36 27 16 13

110 77 87 81 89 88 59 34 21 23 11 7
406 345 334 355 331 324 242 142 120 101 67 30

5,488
6:15 AM Peak Volume: 409 AM Peak Hour Factor: 0.82

12:00 PM Peak Volume: 406 PM PeaK Hour Factor: 0.91

00 01 02 03 04 05 06 07 08 09 10 11
5 11 1 3 11 31 48 66 107 87 95 84

18 13 17 7 12 43 71 100 91 80 97 92
16 1 17 13 29 35 95 114 93 94 75 90
7 4 13 27 20 62 72 90 77 90 101 85

46 29 48 50 72 171 286 370 368 351 368 351

12 13 14 15 16 17 18 19 20 21 22 23
102 99 109 94 77 85 71 53 30 17 14 7
89 102 107 106 70 65 77 48 32 14 11 9
72 91 91 89 91 52 64 22 25 27 20 7

101 104 95 84 107 89 52 45 34 18 10 9
364 396 402 373 345 291 264 168 121 76 55 32

5,397
7:15 AM Peak Volume: 411 AM Peak Hour Factor: 0.90

13:30 PM Peak Volume: 411 PM PeaK Hour Factor: 0.94

00 01 02 03 04 05 06 07 08 09 10 11
19 20 7 18 19 56 116 156 195 180 184 184
27 30 20 9 37 84 153 178 197 178 219 205
28 1 23 24 50 66 208 211 196 192 166 162
8 8 22 41 60 139 196 178 177 171 197 186

82 59 72 92 166 345 673 723 765 721 766 737

12 13 14 15 16 17 18 19 20 21 22 23
208 180 192 190 150 153 128 100 59 37 36 11
200 202 186 187 157 155 147 74 66 45 29 15
151 178 176 186 173 130 120 57 61 54 36 20
211 181 182 165 196 177 111 79 55 41 21 16
770 741 736 728 676 615 506 310 241 177 122 62

10,885
7:30 AM Peak Volume: 781 AM Peak Hour Factor: 0.93

12:45 PM Peak Volume: 771 PM PeaK Hour Factor: 0.91
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 21, 2017

Tuesday, March 21, 2017

Tuesday, March 21, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
SR 31 btwn Ruden Rd & Shirley Ln

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 btwn Ruden Rd & Shirley Ln ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 1 2 2 4 7 2 8 6
0 0 0 0 1 3 6 11 8 5 3 3
0 0 1 0 1 2 11 9 5 4 3 2
0 0 0 1 0 5 8 6 7 0 7 4
0 0 1 1 3 12 27 30 27 11 21 15

12 13 14 15 16 17 18 19 20 21 22 23
8 6 4 5 2 4 3 5 1 1 0 0
5 1 9 5 4 4 6 4 1 0 2 0
3 4 8 3 3 1 3 1 2 2 0 0
2 2 4 4 9 7 6 3 1 0 1 0

18 13 25 17 18 16 18 13 5 3 3 0

297
6:30 AM Peak Volume: 34 AM Peak Hour Factor: 0.77

14:15 PM Peak Volume: 26 PM PeaK Hour Factor: 0.72

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 6 4 4 3 2
0 0 0 0 0 0 1 5 2 2 1 2
0 0 0 0 0 1 1 3 5 0 6 5
0 0 0 0 1 1 1 3 1 4 7 8
0 0 0 0 1 2 3 17 12 10 17 17

12 13 14 15 16 17 18 19 20 21 22 23
1 3 6 4 8 3 5 7 5 4 1 0
6 8 5 5 9 11 6 4 3 6 3 0
3 2 4 6 11 6 9 3 2 2 1 0
5 5 9 5 12 4 10 3 2 1 0 0

15 18 24 20 40 24 30 17 12 13 5 0

297
11:30 AM Peak Volume: 20 AM Peak Hour Factor: 0.63
16:00 PM Peak Volume: 40 PM PeaK Hour Factor: 0.83

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 1 2 2 10 11 6 11 8
0 0 0 0 1 3 7 16 10 7 4 5
0 0 1 0 1 3 12 12 10 4 9 7
0 0 0 1 1 6 9 9 8 4 14 12
0 0 1 1 4 14 30 47 39 21 38 32

12 13 14 15 16 17 18 19 20 21 22 23
9 9 10 9 10 7 8 12 6 5 1 0

11 9 14 10 13 15 12 8 4 6 5 0
6 6 12 9 14 7 12 4 4 4 1 0
7 7 13 9 21 11 16 6 3 1 1 0

33 31 49 37 58 40 48 30 17 16 8 0

594
7:15 AM Peak Volume: 48 AM Peak Hour Factor: 0.75

16:00 PM Peak Volume: 58 PM PeaK Hour Factor: 0.69
AM Peak Hour begins:
PM Peak Hour begins: 
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Hr Total
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24 Hour Total:      
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Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
Shirley Ln west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Shirley Ln west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
12 8 6 14 8 26 73 94 94 87 89 104
11 12 1 3 21 37 80 71 105 98 126 109
11 0 6 13 21 29 116 91 94 91 85 60
1 4 6 14 41 76 111 80 99 83 86 100

35 24 19 44 91 168 380 336 392 359 386 373

12 13 14 15 16 17 18 19 20 21 22 23
106 82 82 95 70 70 65 43 28 12 22 5
110 93 70 77 75 74 58 24 32 24 14 6
84 81 85 94 67 73 52 31 32 27 15 12
99 75 73 73 80 77 53 30 19 20 12 8

399 331 310 339 292 294 228 128 111 83 63 31

5,216
6:15 AM Peak Volume: 401 AM Peak Hour Factor: 0.86

12:00 PM Peak Volume: 399 PM PeaK Hour Factor: 0.91

00 01 02 03 04 05 06 07 08 09 10 11
5 11 6 2 10 26 49 58 105 97 93 89

17 16 13 8 12 39 63 101 75 74 90 85
16 2 17 10 29 35 82 98 93 84 83 95
7 4 16 29 22 56 60 82 66 93 89 73

45 33 52 49 73 156 254 339 339 348 355 342

12 13 14 15 16 17 18 19 20 21 22 23
103 98 98 92 79 84 65 49 33 18 15 8
83 102 95 102 69 57 71 46 30 11 12 10
79 94 85 92 92 55 65 22 23 26 18 4
91 99 86 76 89 83 41 40 29 16 11 11

356 393 364 362 329 279 242 157 115 71 56 33

5,142
7:15 AM Peak Volume: 386 AM Peak Hour Factor: 0.92

13:00 PM Peak Volume: 393 PM PeaK Hour Factor: 0.96

00 01 02 03 04 05 06 07 08 09 10 11
17 19 12 16 18 52 122 152 199 184 182 193
28 28 14 11 33 76 143 172 180 172 216 194
27 2 23 23 50 64 198 189 187 175 168 155
8 8 22 43 63 132 171 162 165 176 175 173

80 57 71 93 164 324 634 675 731 707 741 715

12 13 14 15 16 17 18 19 20 21 22 23
209 180 180 187 149 154 130 92 61 30 37 13
193 195 165 179 144 131 129 70 62 35 26 16
163 175 170 186 159 128 117 53 55 53 33 16
190 174 159 149 169 160 94 70 48 36 23 19
755 724 674 701 621 573 470 285 226 154 119 64

10,358
10:15 AM Peak Volume: 752 AM Peak Hour Factor: 0.87
12:00 PM Peak Volume: 755 PM PeaK Hour Factor: 0.90

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 21, 2017

Tuesday, March 21, 2017

Tuesday, March 21, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
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00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
SR 31 btwn Shirley Ln & Fox Hill Rd

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 btwn Shirley Ln & Fox Hill Rd ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 2 3 1 3 1
0 0 0 0 0 2 0 5 1 2 2 0
0 0 0 0 0 0 1 0 3 0 3 2
0 0 0 0 1 0 3 1 0 0 1 1
0 0 0 0 1 2 4 8 7 3 9 4

12 13 14 15 16 17 18 19 20 21 22 23
4 4 2 2 1 1 1 1 0 1 0 0
3 0 0 3 0 1 1 1 0 0 0 0
2 0 0 1 1 1 0 0 0 0 0 0
0 1 0 0 0 0 0 1 0 0 0 0
9 5 2 6 2 3 2 3 0 1 0 0

71
6:30 AM Peak Volume: 11 AM Peak Hour Factor: 0.55

12:00 PM Peak Volume: 9 PM PeaK Hour Factor: 0.56

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 3 1 0 2
0 0 0 0 0 0 0 0 0 1 0 1
0 0 0 0 0 0 0 0 1 0 3 1
0 0 0 0 1 0 5 1 1 1 2 3
0 0 0 0 1 0 5 1 5 3 5 7

12 13 14 15 16 17 18 19 20 21 22 23
3 1 2 1 3 0 4 1 0 1 0 1
2 0 0 1 2 1 2 0 0 0 0 0
0 0 2 1 1 1 0 0 0 2 0 0
2 3 0 0 3 0 2 1 0 0 0 0
7 4 4 3 9 2 8 2 0 3 0 1

70
11:30 AM Peak Volume: 9 AM Peak Hour Factor: 0.75
16:00 PM Peak Volume: 9 PM PeaK Hour Factor: 0.75

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 2 6 2 3 3
0 0 0 0 0 2 0 5 1 3 2 1
0 0 0 0 0 0 1 0 4 0 6 3
0 0 0 0 2 0 8 2 1 1 3 4
0 0 0 0 2 2 9 9 12 6 14 11

12 13 14 15 16 17 18 19 20 21 22 23
7 5 4 3 4 1 5 2 0 2 0 1
5 0 0 4 2 2 3 1 0 0 0 0
2 0 2 2 2 2 0 0 0 2 0 0
2 4 0 0 3 0 2 2 0 0 0 0

16 9 6 9 11 5 10 5 0 4 0 1

141
11:30 AM Peak Volume: 19 AM Peak Hour Factor: 0.68
12:00 PM Peak Volume: 16 PM PeaK Hour Factor: 0.57

AM Peak Hour begins:
PM Peak Hour begins: 
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AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
Fox Hill Rd west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Fox Hill Rd west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Lee
Location

00 01 02 03 04 05 06 07 08 09 10 11
13 7 7 13 9 25 70 96 88 83 89 99
11 15 1 4 20 38 76 70 108 97 121 105
11 0 5 8 23 31 111 90 96 91 81 58
1 2 8 15 41 73 105 72 97 79 93 89

36 24 21 40 93 167 362 328 389 350 384 351

12 13 14 15 16 17 18 19 20 21 22 23
106 81 78 91 72 67 60 40 31 12 21 5
105 87 72 72 73 67 54 27 31 24 15 6
84 83 79 93 64 76 50 31 30 22 15 13
95 70 73 70 75 77 48 24 18 24 10 7

390 321 302 326 284 287 212 122 110 82 61 31

5,073
10:15 AM Peak Volume: 394 AM Peak Hour Factor: 0.81
12:00 PM Peak Volume: 390 PM PeaK Hour Factor: 0.92

00 01 02 03 04 05 06 07 08 09 10 11
5 11 6 3 10 25 49 52 104 94 91 85

17 15 13 10 13 38 68 96 75 70 89 92
17 2 16 11 26 31 80 102 90 87 84 93
6 4 16 28 20 60 65 83 69 94 89 72

45 32 51 52 69 154 262 333 338 345 353 342

12 13 14 15 16 17 18 19 20 21 22 23
100 93 99 94 83 82 64 48 34 17 15 8
84 104 99 101 64 56 71 45 30 13 12 10
78 95 87 91 95 55 66 22 22 23 18 4
95 102 84 77 95 86 42 39 31 17 11 11

357 394 369 363 337 279 243 154 117 70 56 33

5,148
7:15 AM Peak Volume: 385 AM Peak Hour Factor: 0.93

13:15 PM Peak Volume: 400 PM PeaK Hour Factor: 0.96

00 01 02 03 04 05 06 07 08 09 10 11
18 18 13 16 19 50 119 148 192 177 180 184
28 30 14 14 33 76 144 166 183 167 210 197
28 2 21 19 49 62 191 192 186 178 165 151
7 6 24 43 61 133 170 155 166 173 182 161

81 56 72 92 162 321 624 661 727 695 737 693

12 13 14 15 16 17 18 19 20 21 22 23
206 174 177 185 155 149 124 88 65 29 36 13
189 191 171 173 137 123 125 72 61 37 27 16
162 178 166 184 159 131 116 53 52 45 33 17
190 172 157 147 170 163 90 63 49 41 21 18
747 715 671 689 621 566 455 276 227 152 117 64

10,221
9:30 AM Peak Volume: 741 AM Peak Hour Factor: 0.88

12:00 PM Peak Volume: 747 PM PeaK Hour Factor: 0.91
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Tuesday, March 21, 2017

Tuesday, March 21, 2017

Tuesday, March 21, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 21, 2017
March 21, 2017
Ft Myers
SR 31 north of Fox Hill Rd

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 north of Fox Hill Rd ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
12 4 7 8 17 36 76 112 108 100 125 116
7 9 2 13 13 33 57 86 85 106 97 101
2 7 12 9 11 53 114 84 85 101 116 119
5 0 7 10 32 58 103 100 102 111 89 94

26 20 28 40 73 180 350 382 380 418 427 430

12 13 14 15 16 17 18 19 20 21 22 23
98 111 80 93 78 89 76 45 21 30 19 11
77 144 77 80 85 109 68 51 62 29 32 12

118 99 106 86 87 81 64 35 30 29 19 7
103 92 88 86 87 60 52 30 31 26 8 13
396 446 351 345 337 339 260 161 144 114 78 43

5,768
9:45 AM Peak Volume: 449 AM Peak Hour Factor: 0.90

12:30 PM Peak Volume: 476 PM PeaK Hour Factor: 0.83

00 01 02 03 04 05 06 07 08 09 10 11
10 14 11 19 9 40 58 60 70 93 80 103
10 7 4 15 23 29 42 95 73 66 88 79
9 10 3 15 32 39 47 81 79 92 77 95
7 8 18 9 20 47 69 97 75 78 84 93

36 39 36 58 84 155 216 333 297 329 329 370

12 13 14 15 16 17 18 19 20 21 22 23
106 82 92 109 106 71 77 62 43 25 21 16
95 98 110 83 107 90 60 40 25 27 22 16
75 78 77 109 81 67 61 46 28 19 18 7

118 98 101 101 87 68 46 29 38 25 11 11
394 356 380 402 381 296 244 177 134 96 72 50

5,264
11:30 AM Peak Volume: 389 AM Peak Hour Factor: 0.92
15:30 PM Peak Volume: 423 PM PeaK Hour Factor: 0.97

00 01 02 03 04 05 06 07 08 09 10 11
22 18 18 27 26 76 134 172 178 193 205 219
17 16 6 28 36 62 99 181 158 172 185 180
11 17 15 24 43 92 161 165 164 193 193 214
12 8 25 19 52 105 172 197 177 189 173 187
62 59 64 98 157 335 566 715 677 747 756 800

12 13 14 15 16 17 18 19 20 21 22 23
204 193 172 202 184 160 153 107 64 55 40 27
172 242 187 163 192 199 128 91 87 56 54 28
193 177 183 195 168 148 125 81 58 48 37 14
221 190 189 187 174 128 98 59 69 51 19 24
790 802 731 747 718 635 504 338 278 210 150 93

11,032
11:00 AM Peak Volume: 800 AM Peak Hour Factor: 0.91
12:30 PM Peak Volume: 849 PM PeaK Hour Factor: 0.88

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
SR 31 south of Suzan Dr

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 south of Suzan Dr ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
1 0 0 0 1 0 4 4 3 3 4 0
0 0 0 0 0 1 4 11 7 2 4 0
0 0 0 0 0 4 3 4 2 2 4 2
0 2 0 0 0 3 5 1 2 0 2 3
1 2 0 0 1 8 16 20 14 7 14 5

12 13 14 15 16 17 18 19 20 21 22 23
1 1 3 4 6 3 2 3 0 3 0 0
1 0 6 1 8 2 2 2 5 0 0 0
0 1 1 8 3 5 3 3 1 0 0 0
1 2 4 1 6 5 4 2 0 0 1 0
3 4 14 14 23 15 11 10 6 3 1 0

192
6:45 AM Peak Volume: 24 AM Peak Hour Factor: 0.55

15:30 PM Peak Volume: 23 PM PeaK Hour Factor: 0.72

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 3 0 4 4 2 4 6 0
0 0 0 0 0 2 8 16 6 1 2 2
0 0 2 0 0 5 5 3 9 2 0 2
0 0 0 0 0 2 8 5 2 1 0 6
0 0 2 0 3 9 25 28 19 8 8 10

12 13 14 15 16 17 18 19 20 21 22 23
3 2 2 6 5 5 7 9 4 1 2 0
1 0 10 2 4 7 5 4 7 1 0 0
1 3 2 11 3 6 2 6 3 0 3 0
2 3 8 4 8 5 3 3 0 0 0 0
7 8 22 23 20 23 17 22 14 2 5 0

275
6:30 AM Peak Volume: 33 AM Peak Hour Factor: 0.52

14:45 PM Peak Volume: 27 PM PeaK Hour Factor: 0.61

00 01 02 03 04 05 06 07 08 09 10 11
1 0 0 0 4 0 8 8 5 7 10 0
0 0 0 0 0 3 12 27 13 3 6 2
0 0 2 0 0 9 8 7 11 4 4 4
0 2 0 0 0 5 13 6 4 1 2 9
1 2 2 0 4 17 41 48 33 15 22 15

12 13 14 15 16 17 18 19 20 21 22 23
4 3 5 10 11 8 9 12 4 4 2 0
2 0 16 3 12 9 7 6 12 1 0 0
1 4 3 19 6 11 5 9 4 0 3 0
3 5 12 5 14 10 7 5 0 0 1 0

10 12 36 37 43 38 28 32 20 5 6 0

467
6:30 AM Peak Volume: 56 AM Peak Hour Factor: 0.52

15:30 PM Peak Volume: 47 PM PeaK Hour Factor: 0.62
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
Suzan Dr west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Suzan Dr west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
13 4 7 8 15 36 75 109 104 100 127 112
7 9 2 14 13 28 54 86 85 106 96 103
2 7 10 8 10 51 108 82 79 101 114 120
5 0 6 11 32 58 101 98 105 107 92 88

27 20 25 41 70 173 338 375 373 414 429 423

12 13 14 15 16 17 18 19 20 21 22 23
100 108 78 87 76 90 71 38 19 30 18 12
78 146 74 80 83 100 66 47 60 28 32 12

116 98 105 80 89 80 62 33 28 29 18 7
101 91 85 86 85 64 51 32 30 26 7 11
395 443 342 333 333 334 250 150 137 113 75 42

5,655
9:45 AM Peak Volume: 444 AM Peak Hour Factor: 0.87

12:30 PM Peak Volume: 471 PM PeaK Hour Factor: 0.81

00 01 02 03 04 05 06 07 08 09 10 11
10 14 11 20 7 39 54 57 73 91 81 105
10 7 4 13 26 29 40 89 65 63 85 77
9 10 3 16 31 37 46 77 78 92 73 96
7 7 19 9 20 45 64 96 73 75 85 91

36 38 37 58 84 150 204 319 289 321 324 369

12 13 14 15 16 17 18 19 20 21 22 23
107 80 89 108 104 69 75 60 43 22 22 17
93 98 107 83 100 88 59 39 23 29 22 15
79 78 74 107 77 66 60 46 27 19 18 8

115 97 99 101 83 68 41 27 37 24 9 11
394 353 369 399 364 291 235 172 130 94 71 51

5,152
11:30 AM Peak Volume: 387 AM Peak Hour Factor: 0.90
15:30 PM Peak Volume: 412 PM PeaK Hour Factor: 0.96

00 01 02 03 04 05 06 07 08 09 10 11
23 18 18 28 22 75 129 166 177 191 208 217
17 16 6 27 39 57 94 175 150 169 181 180
11 17 13 24 41 88 154 159 157 193 187 216
12 7 25 20 52 103 165 194 178 182 177 179
63 58 62 99 154 323 542 694 662 735 753 792

12 13 14 15 16 17 18 19 20 21 22 23
207 188 167 195 180 159 146 98 62 52 40 29
171 244 181 163 183 188 125 86 83 57 54 27
195 176 179 187 166 146 122 79 55 48 36 15
216 188 184 187 168 132 92 59 67 50 16 22
789 796 711 732 697 625 485 322 267 207 146 93

10,807
11:00 AM Peak Volume: 792 AM Peak Hour Factor: 0.91
12:30 PM Peak Volume: 843 PM PeaK Hour Factor: 0.86

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
SR 31 north of Suzan Dr

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 north of Suzan Dr ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
11 4 7 10 15 35 75 103 106 102 124 114
5 9 2 13 13 27 59 81 77 100 94 105
3 7 11 9 11 51 106 85 89 106 120 117
5 0 6 10 32 60 98 97 98 112 86 98

24 20 26 42 71 173 338 366 370 420 424 434

12 13 14 15 16 17 18 19 20 21 22 23
85 116 84 79 73 97 78 42 26 27 20 14
75 140 69 81 85 100 61 43 54 28 29 12

118 95 109 82 86 75 64 33 29 30 17 8
96 91 86 85 77 58 46 31 32 25 8 11

374 442 348 327 321 330 249 149 141 110 74 45

5,618
9:45 AM Peak Volume: 450 AM Peak Hour Factor: 0.91

12:30 PM Peak Volume: 470 PM PeaK Hour Factor: 0.84

00 01 02 03 04 05 06 07 08 09 10 11
6 9 11 20 11 49 56 59 69 92 84 110

11 5 5 14 27 22 40 88 72 61 81 71
8 9 3 16 23 36 54 83 72 99 69 93

15 7 19 11 24 51 55 94 88 76 91 86
40 30 38 61 85 158 205 324 301 328 325 360

12 13 14 15 16 17 18 19 20 21 22 23
111 79 86 100 95 78 64 56 43 22 18 17
95 98 106 81 98 92 62 41 22 30 24 15
81 76 77 111 77 49 53 39 31 18 18 9

112 96 108 97 77 82 48 27 38 26 7 9
399 349 377 389 347 301 227 163 134 96 67 50

5,154
11:30 AM Peak Volume: 385 AM Peak Hour Factor: 0.87
15:30 PM Peak Volume: 401 PM PeaK Hour Factor: 0.90

00 01 02 03 04 05 06 07 08 09 10 11
17 13 18 30 26 84 131 162 175 194 208 224
16 14 7 27 40 49 99 169 149 161 175 176
11 16 14 25 34 87 160 168 161 205 189 210
20 7 25 21 56 111 153 191 186 188 177 184
64 50 64 103 156 331 543 690 671 748 749 794

12 13 14 15 16 17 18 19 20 21 22 23
196 195 170 179 168 175 142 98 69 49 38 31
170 238 175 162 183 192 123 84 76 58 53 27
199 171 186 193 163 124 117 72 60 48 35 17
208 187 194 182 154 140 94 58 70 51 15 20
773 791 725 716 668 631 476 312 275 206 141 95

10,772
11:00 AM Peak Volume: 794 AM Peak Hour Factor: 0.89
12:30 PM Peak Volume: 840 PM PeaK Hour Factor: 0.88

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
SR 31 south of Horseshoe Rd

Northbound Volume for Lane 1

End Time
15
30
45

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

                                                                             SR 31 south of Horseshoe Rd ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 1 1 4 4 3 2 0 13
0 0 0 0 2 1 3 8 5 4 0 2
1 0 0 0 1 0 3 9 2 2 5 1
0 0 0 0 1 1 2 9 3 5 11 8
1 0 0 0 5 3 12 30 13 13 16 24

12 13 14 15 16 17 18 19 20 21 22 23
4 3 8 1 2 3 2 2 0 4 0 0
1 8 3 7 2 1 5 4 0 0 0 0
1 7 1 1 1 6 1 3 1 1 0 1
7 5 3 3 4 2 4 1 1 1 0 0

13 23 15 12 9 12 12 10 2 6 0 1

232
10:30 AM Peak Volume: 31 AM Peak Hour Factor: 0.60
13:15 PM Peak Volume: 28 PM PeaK Hour Factor: 0.88

00 01 02 03 04 05 06 07 08 09 10 11
1 0 0 0 0 0 0 2 4 3 0 0
0 0 0 0 0 0 1 3 3 2 3 3
0 0 0 0 1 0 0 1 2 1 3 3
0 0 0 0 0 0 1 2 3 9 2 3
1 0 0 0 1 0 2 8 12 15 8 9

12 13 14 15 16 17 18 19 20 21 22 23
1 0 0 1 4 1 3 2 1 1 0 0
0 2 0 2 8 1 3 2 0 2 0 0
1 2 4 7 4 3 1 0 0 0 0 0
3 2 1 2 4 5 1 1 1 1 0 0
5 6 5 12 20 10 8 5 2 4 0 0

133
9:00 AM Peak Volume: 15 AM Peak Hour Factor: 0.42

15:30 PM Peak Volume: 21 PM PeaK Hour Factor: 0.66

00 01 02 03 04 05 06 07 08 09 10 11
1 0 0 0 1 1 4 6 7 5 0 13
0 0 0 0 2 1 4 11 8 6 3 5
1 0 0 0 2 0 3 10 4 3 8 4
0 0 0 0 1 1 3 11 6 14 13 11
2 0 0 0 6 3 14 38 25 28 24 33

12 13 14 15 16 17 18 19 20 21 22 23
5 3 8 2 6 4 5 4 1 5 0 0
1 10 3 9 10 2 8 6 0 2 0 0
2 9 5 8 5 9 2 3 1 1 0 1

10 7 4 5 8 7 5 2 2 2 0 0
18 29 20 24 29 22 20 15 4 10 0 1

365
7:15 AM Peak Volume: 39 AM Peak Hour Factor: 0.89

13:15 PM Peak Volume: 34 PM PeaK Hour Factor: 0.85
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
Horseshoe Rd west of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Horseshoe Rd west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
3 1 0 0 0 0 0 10 11 9 5 11
1 0 0 0 0 0 1 5 7 8 8 14
0 0 0 0 1 1 2 3 10 3 13 10
0 0 0 0 0 0 3 6 7 10 8 14
4 1 0 0 1 1 6 24 35 30 34 49

12 13 14 15 16 17 18 19 20 21 22 23
15 15 8 7 4 0 0 3 0 0 0 0
18 18 3 4 4 2 1 1 2 0 1 0
14 7 16 7 3 2 5 1 0 0 0 0
9 8 7 6 3 2 2 0 0 0 0 0

56 48 34 24 14 6 8 5 2 0 1 0

383
11:30 AM Peak Volume: 57 AM Peak Hour Factor: 0.79
12:00 PM Peak Volume: 56 PM PeaK Hour Factor: 0.78

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 3 0 0 0 6 3 2 2 7
1 0 0 1 0 0 1 1 4 12 6 11
0 0 0 0 2 0 0 1 1 2 2 7
1 0 2 3 0 0 9 0 0 3 10 7
2 0 2 7 2 0 10 8 8 19 20 32

12 13 14 15 16 17 18 19 20 21 22 23
13 9 8 17 18 16 9 2 6 1 1 2
11 16 17 13 9 8 3 4 6 4 5 0
11 12 16 18 6 10 6 0 0 0 1 0
15 19 7 17 4 8 2 1 0 0 0 0
50 56 48 65 37 42 20 7 12 5 7 2

461
11:15 AM Peak Volume: 38 AM Peak Hour Factor: 0.73
15:15 PM Peak Volume: 66 PM PeaK Hour Factor: 0.92

00 01 02 03 04 05 06 07 08 09 10 11
3 1 0 3 0 0 0 16 14 11 7 18
2 0 0 1 0 0 2 6 11 20 14 25
0 0 0 0 3 1 2 4 11 5 15 17
1 0 2 3 0 0 12 6 7 13 18 21
6 1 2 7 3 1 16 32 43 49 54 81

12 13 14 15 16 17 18 19 20 21 22 23
28 24 16 24 22 16 9 5 6 1 1 2
29 34 20 17 13 10 4 5 8 4 6 0
25 19 32 25 9 12 11 1 0 0 1 0
24 27 14 23 7 10 4 1 0 0 0 0

106 104 82 89 51 48 28 12 14 5 8 2

844
11:30 AM Peak Volume: 95 AM Peak Hour Factor: 0.82
12:30 PM Peak Volume: 107 PM PeaK Hour Factor: 0.79

AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Westbound Volume for Lane 2

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
Lake Babcock Dr east of SR 31

Eastbound Volume for Lane 1

End Time
15
30
45

                                                                             Lake Babcock Dr east of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
10 3 7 9 15 37 80 88 92 91 124 106
7 4 2 13 11 22 46 89 77 105 96 91
2 12 7 7 12 53 107 76 66 95 92 98
7 0 8 13 29 55 85 85 88 100 91 96

26 19 24 42 67 167 318 338 323 391 403 391

12 13 14 15 16 17 18 19 20 21 22 23
89 100 72 84 67 88 65 34 18 30 18 11
68 122 77 80 72 104 66 45 64 21 26 11
94 91 85 70 80 76 56 31 27 32 21 9
94 97 82 78 80 53 48 36 29 19 8 11

345 410 316 312 299 321 235 146 138 102 73 42

5,248
9:15 AM Peak Volume: 424 AM Peak Hour Factor: 0.85

12:30 PM Peak Volume: 410 PM PeaK Hour Factor: 0.84

00 01 02 03 04 05 06 07 08 09 10 11
8 13 11 21 12 50 51 59 75 82 77 108
9 5 4 13 24 18 36 82 64 67 81 65
8 9 4 16 27 37 56 74 81 97 69 82

10 7 18 6 22 43 53 86 83 78 79 87
35 34 37 56 85 148 196 301 303 324 306 342

12 13 14 15 16 17 18 19 20 21 22 23
99 82 77 98 82 56 56 51 38 21 20 17
94 81 94 72 95 86 57 37 23 26 20 15
78 64 64 96 69 38 53 38 29 17 18 8
93 88 99 82 81 69 44 24 33 29 7 11

364 315 334 348 327 249 210 150 123 93 65 51

4,796
11:30 AM Peak Volume: 362 AM Peak Hour Factor: 0.91
14:45 PM Peak Volume: 365 PM PeaK Hour Factor: 0.92

00 01 02 03 04 05 06 07 08 09 10 11
18 16 18 30 27 87 131 147 167 173 201 214
16 9 6 26 35 40 82 171 141 172 177 156
10 21 11 23 39 90 163 150 147 192 161 180
17 7 26 19 51 98 138 171 171 178 170 183
61 53 61 98 152 315 514 639 626 715 709 733

12 13 14 15 16 17 18 19 20 21 22 23
188 182 149 182 149 144 121 85 56 51 38 28
162 203 171 152 167 190 123 82 87 47 46 26
172 155 149 166 149 114 109 69 56 49 39 17
187 185 181 160 161 122 92 60 62 48 15 22
709 725 650 660 626 570 445 296 261 195 138 93

10,044
9:30 AM Peak Volume: 748 AM Peak Hour Factor: 0.93

12:30 PM Peak Volume: 744 PM PeaK Hour Factor: 0.92
AM Peak Hour begins:
PM Peak Hour begins: 

0
0

Thursday, March 23, 2017

Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

End Time
15

AM Peak Hour begins:
PM Peak Hour begins: 

Total Volume for All Lanes

End Time
15

24 Hour Total:      

15
30
45
00

Hr Total

End Time
15
30
45
00

Hr Total

End Time

Hr Total

End Time
15
30
45
00

Hr Total

24 Hour Total:         
AM Peak Hour begins:
PM Peak Hour begins: 

Southbound Volume for Lane 2

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
SR 31 btwn Horseshoe Rd & Little Farm Rd

Northbound Volume for Lane 1

End Time
15
30
45

                                                                             SR 31 btwn Horseshoe Rd & Little Farm Rd ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
1 0 0 0 0 3 1 12 7 5 3 4
0 0 0 0 1 3 4 7 8 6 5 2
0 0 0 0 0 3 5 8 7 5 1 3
0 0 0 0 0 4 6 7 5 8 4 3
1 0 0 0 1 13 16 34 27 24 13 12

12 13 14 15 16 17 18 19 20 21 22 23
3 9 1 5 4 1 5 1 4 1 2 1
3 7 2 2 3 2 2 1 2 1 0 0
3 4 2 8 3 5 3 1 3 1 2 0
9 1 1 4 6 5 3 2 1 2 0 0

18 21 6 19 16 13 13 5 10 5 4 1

272
7:00 AM Peak Volume: 34 AM Peak Hour Factor: 0.71

12:45 PM Peak Volume: 29 PM PeaK Hour Factor: 0.81

00 01 02 03 04 05 06 07 08 09 10 11
1 0 0 0 0 0 0 5 4 5 2 6
0 1 0 0 0 0 0 4 8 6 6 7
1 0 0 0 0 2 2 6 8 3 3 2
0 0 0 0 0 1 2 5 1 1 5 5
2 1 0 0 0 3 4 20 21 15 16 20

12 13 14 15 16 17 18 19 20 21 22 23
8 8 3 7 4 9 5 2 2 3 1 1
1 7 6 2 3 11 2 1 0 3 2 0
3 3 4 8 11 8 5 5 4 2 1 0
9 5 3 9 7 4 6 6 3 4 1 0

21 23 16 26 25 32 18 14 9 12 5 1

304
7:45 AM Peak Volume: 25 AM Peak Hour Factor: 0.78

16:30 PM Peak Volume: 38 PM PeaK Hour Factor: 0.86

00 01 02 03 04 05 06 07 08 09 10 11
2 0 0 0 0 3 1 17 11 10 5 10
0 1 0 0 1 3 4 11 16 12 11 9
1 0 0 0 0 5 7 14 15 8 4 5
0 0 0 0 0 5 8 12 6 9 9 8
3 1 0 0 1 16 20 54 48 39 29 32

12 13 14 15 16 17 18 19 20 21 22 23
11 17 4 12 8 10 10 3 6 4 3 2
4 14 8 4 6 13 4 2 2 4 2 0
6 7 6 16 14 13 8 6 7 3 3 0

18 6 4 13 13 9 9 8 4 6 1 0
39 44 22 45 41 45 31 19 19 17 9 2

576
7:00 AM Peak Volume: 54 AM Peak Hour Factor: 0.79

12:45 PM Peak Volume: 56 PM PeaK Hour Factor: 0.78

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
Little Farm Rd west of SR 31

Eastbound Volume for Lane 1

End Time
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Hr Total
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30
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00

                                                                             Little Farm Rd west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 2 3 6 8 0 0 3
0 0 0 0 0 1 3 4 3 1 1 4
0 0 0 0 0 1 17 5 3 5 1 3
0 0 0 0 0 0 17 11 3 0 2 1
0 0 0 0 0 4 40 26 17 6 4 11

12 13 14 15 16 17 18 19 20 21 22 23
7 6 1 4 0 2 0 0 2 0 0 0
1 8 1 1 3 0 0 0 0 0 0 0
4 2 1 0 1 1 0 0 0 0 0 0
1 1 4 2 3 0 1 1 0 0 0 0

13 17 7 7 7 3 1 1 2 0 0 0

166
6:30 AM Peak Volume: 44 AM Peak Hour Factor: 0.65

12:30 PM Peak Volume: 19 PM PeaK Hour Factor: 0.59

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 4 8 1 6
0 0 0 0 0 0 0 3 2 1 5 0
0 0 0 0 0 0 0 2 1 2 3 0
0 0 0 0 0 0 2 0 4 1 2 4
0 0 0 0 0 0 2 5 11 12 11 10

12 13 14 15 16 17 18 19 20 21 22 23
10 2 7 2 2 7 1 0 0 0 0 0
1 1 4 2 3 2 0 0 0 0 0 0
0 5 0 2 5 1 2 0 0 0 0 0
0 1 3 8 3 18 1 1 0 0 0 0

11 9 14 14 13 28 4 1 0 0 0 0

145
10:15 AM Peak Volume: 16 AM Peak Hour Factor: 0.67
17:00 PM Peak Volume: 28 PM PeaK Hour Factor: 0.39

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 2 3 6 12 8 1 9
0 0 0 0 0 1 3 7 5 2 6 4
0 0 0 0 0 1 17 7 4 7 4 3
0 0 0 0 0 0 19 11 7 1 4 5
0 0 0 0 0 4 42 31 28 18 15 21

12 13 14 15 16 17 18 19 20 21 22 23
17 8 8 6 2 9 1 0 2 0 0 0
2 9 5 3 6 2 0 0 0 0 0 0
4 7 1 2 6 2 2 0 0 0 0 0
1 2 7 10 6 18 2 2 0 0 0 0

24 26 21 21 20 31 5 2 2 0 0 0

311
6:30 AM Peak Volume: 49 AM Peak Hour Factor: 0.64

17:00 PM Peak Volume: 31 PM PeaK Hour Factor: 0.43

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
Little Farm Rd east of SR 31

Eastbound Volume for Lane 1

End Time
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30
45

End Time

Hr Total
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00
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24 Hour Total:      

15
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Hr Total
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15
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00
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15
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Total Volume for All Lanes
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15
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Thursday, March 23, 2017

Thursday, March 23, 2017

30
45
00

Hr Total

Hr Total

24 Hour Total:      

30
45
00

                                                                             Little Farm Rd east of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 3 0 5 0 5 0 6 5 3 5 7
0 3 0 3 0 0 1 10 5 6 10 2
0 4 0 5 1 2 7 8 6 6 8 5
2 0 2 3 1 5 4 5 1 8 6 4
2 10 2 16 2 12 12 29 17 23 29 18

12 13 14 15 16 17 18 19 20 21 22 23
1 3 11 3 6 5 0 2 2 0 4 1
7 7 5 7 6 2 5 1 0 0 3 0
3 10 1 12 4 2 1 1 0 4 5 1
7 2 8 4 6 2 3 0 0 2 0 2

18 22 25 26 22 11 9 4 2 6 12 4

333
9:45 AM Peak Volume: 31 AM Peak Hour Factor: 0.78

13:15 PM Peak Volume: 30 PM PeaK Hour Factor: 0.68

00 01 02 03 04 05 06 07 08 09 10 11
2 3 0 3 1 1 1 7 1 2 7 6
3 6 2 2 1 0 2 0 5 3 9 1
0 2 0 3 1 3 11 2 3 8 2 2
6 0 7 0 1 6 4 3 3 5 5 4

11 11 9 8 4 10 18 12 12 18 23 13

12 13 14 15 16 17 18 19 20 21 22 23
3 7 7 9 9 10 5 1 2 4 3 0
4 10 5 5 4 6 2 4 2 5 2 0
3 2 7 5 5 6 3 1 2 0 0 3
8 9 4 5 4 1 4 3 1 2 1 0

18 28 23 24 22 23 14 9 7 11 6 3

337
9:30 AM Peak Volume: 29 AM Peak Hour Factor: 0.81

12:30 PM Peak Volume: 28 PM PeaK Hour Factor: 0.70

00 01 02 03 04 05 06 07 08 09 10 11
2 6 0 8 1 6 1 13 6 5 12 13
3 9 2 5 1 0 3 10 10 9 19 3
0 6 0 8 2 5 18 10 9 14 10 7
8 0 9 3 2 11 8 8 4 13 11 8

13 21 11 24 6 22 30 41 29 41 52 31

12 13 14 15 16 17 18 19 20 21 22 23
4 10 18 12 15 15 5 3 4 4 7 1

11 17 10 12 10 8 7 5 2 5 5 0
6 12 8 17 9 8 4 2 2 4 5 4

15 11 12 9 10 3 7 3 1 4 1 2
36 50 48 50 44 34 23 13 9 17 18 7

670
9:30 AM Peak Volume: 58 AM Peak Hour Factor: 0.76

13:15 PM Peak Volume: 58 PM PeaK Hour Factor: 0.81

00

Volume Count Report

March 23, 2017
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Punta Gorda
Cook Brown Rd west of SR 31

Eastbound Volume for Lane 1
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                                                                             Cook Brown Rd west of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 1 0
0 0 0 0 0 0 0 0 0 0 2 0
0 0 0 0 0 0 0 0 0 0 1 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 4 0

12 13 14 15 16 17 18 19 20 21 22 23
0 0 1 2 1 0 0 0 0 0 0 0
0 0 0 0 1 0 0 0 0 0 0 0
0 1 2 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0 0 0 0 1
0 1 3 2 2 0 0 0 0 0 0 1

13
9:45 AM Peak Volume: 4 AM Peak Hour Factor: 0.50

14:15 PM Peak Volume: 4 PM PeaK Hour Factor: 0.50

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 1 0
0 0 0 0 0 0 1 0 0 0 1 0
0 0 0 0 0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 1 0 0 0 1
0 0 0 0 0 0 1 1 0 0 2 1

12 13 14 15 16 17 18 19 20 21 22 23
0 0 2 2 0 0 0 0 0 0 0 0
0 0 0 0 2 0 0 0 0 0 0 0
0 5 2 0 0 0 0 0 0 0 0 0
0 0 1 0 0 0 0 0 0 0 0 1
0 5 5 2 2 0 0 0 0 0 0 1

20
9:30 AM Peak Volume: 2 AM Peak Hour Factor: 0.50

13:15 PM Peak Volume: 7 PM PeaK Hour Factor: 0.35

00 01 02 03 04 05 06 07 08 09 10 11
0 0 0 0 0 0 0 0 0 0 2 0
0 0 0 0 0 0 1 0 0 0 3 0
0 0 0 0 0 0 0 0 0 0 1 0
0 0 0 0 0 0 0 1 0 0 0 1
0 0 0 0 0 0 1 1 0 0 6 1

12 13 14 15 16 17 18 19 20 21 22 23
0 0 3 4 1 0 0 0 0 0 0 0
0 0 0 0 3 0 0 0 0 0 0 0
0 6 4 0 0 0 0 0 0 0 0 0
0 0 1 0 0 0 0 0 0 0 0 2
0 6 8 4 4 0 0 0 0 0 0 2

33
9:45 AM Peak Volume: 6 AM Peak Hour Factor: 0.50

13:15 PM Peak Volume: 9 PM PeaK Hour Factor: 0.38

00

Volume Count Report

March 23, 2017
March 23, 2017
Punta Gorda
Lake Babcock Ranch D/W east of SR 31
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                                                                             Lake Babcock Ranch DW east of SR 31 ‐ Volume



Start Date: Start Time: 00:00 Station:
Stop Date: Stop Time: 24:00 ID:
City: County: Charlotte
Location

00 01 02 03 04 05 06 07 08 09 10 11
9 8 7 8 16 34 78 78 81 93 112 93
7 7 1 16 12 20 46 84 81 97 98 101
2 14 11 8 9 44 72 67 61 90 96 96
7 2 6 15 29 54 70 71 75 93 92 76

25 31 25 47 66 152 266 300 298 373 398 366

12 13 14 15 16 17 18 19 20 21 22 23
81 80 82 92 59 68 55 31 11 19 24 8
74 116 71 83 67 93 64 38 56 17 29 12
87 89 73 62 67 72 47 32 23 36 24 7
78 99 63 69 74 53 50 26 26 13 7 11

320 384 289 306 267 286 216 127 116 85 84 38

4,865
9:45 AM Peak Volume: 399 AM Peak Hour Factor: 0.89

13:15 PM Peak Volume: 386 PM PeaK Hour Factor: 0.83

00 01 02 03 04 05 06 07 08 09 10 11
6 15 11 19 13 42 55 44 67 74 76 95

12 12 9 12 25 16 32 69 60 63 70 65
7 10 3 13 22 35 47 63 63 94 61 83

13 7 23 4 22 46 50 79 77 65 80 72
38 44 46 48 82 139 184 255 267 296 287 315

12 13 14 15 16 17 18 19 20 21 22 23
107 71 80 96 73 56 51 47 31 18 17 16
78 80 85 70 85 83 54 36 21 26 19 14
71 54 68 84 58 36 41 35 26 17 16 10
93 97 98 65 67 55 39 27 37 22 7 8

349 302 331 315 283 230 185 145 115 83 59 48

4,446
11:30 AM Peak Volume: 340 AM Peak Hour Factor: 0.79
12:00 PM Peak Volume: 349 PM PeaK Hour Factor: 0.82

00 01 02 03 04 05 06 07 08 09 10 11
15 23 18 27 29 76 133 122 148 167 188 188
19 19 10 28 37 36 78 153 141 160 168 166
9 24 14 21 31 79 119 130 124 184 157 179

20 9 29 19 51 100 120 150 152 158 172 148
63 75 71 95 148 291 450 555 565 669 685 681

12 13 14 15 16 17 18 19 20 21 22 23
188 151 162 188 132 124 106 78 42 37 41 24
152 196 156 153 152 176 118 74 77 43 48 26
158 143 141 146 125 108 88 67 49 53 40 17
171 196 161 134 141 108 89 53 63 35 14 19
669 686 620 621 550 516 401 272 231 168 143 86

9,311
10:45 AM Peak Volume: 705 AM Peak Hour Factor: 0.94
13:15 PM Peak Volume: 697 PM PeaK Hour Factor: 0.89

00

Volume Count Report
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Punta Gorda
SR 31 north of Cook Brown Rd
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                                                                             SR 31 north of Cook Brown Rd ‐ Volume



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/21/2017 Start Time: 00:00
Stop Date: 3/21/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 4 0 0 0 0 0 0 1 0 1 0 0 0 0 6
30 0 1 2 0 2 0 0 2 1 0 0 0 0 0 0 8
45 0 4 1 0 1 2 0 0 2 0 0 0 0 0 0 10

100 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 1
Hourly Total 0 10 3 0 3 2 0 2 4 0 1 0 0 0 0 25

115 0 0 0 0 0 0 0 2 0 0 0 1 0 0 0 3
130 0 2 0 0 1 1 0 1 2 0 0 0 0 0 0 7
145 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
200 0 1 1 0 0 0 0 0 0 0 0 0 0 0 0 2

Hourly Total 0 3 1 0 1 1 0 3 3 0 0 1 0 0 0 13
215 0 1 0 0 3 1 0 0 0 0 0 0 0 0 0 5
230 0 0 0 0 0 0 0 1 0 0 0 0 0 0 0 1
245 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
300 0 0 0 0 2 2 0 0 1 0 0 0 0 0 1 6

Hourly Total 0 1 0 0 5 3 0 1 2 0 0 0 0 0 1 13
315 0 3 2 0 0 0 0 0 3 0 0 0 0 0 0 8
330 0 0 0 0 3 1 0 0 1 0 0 0 0 0 1 6
345 0 0 0 1 1 0 0 1 0 0 0 0 0 0 1 4
400 1 2 1 0 2 4 0 0 3 0 0 0 0 0 0 13

Hourly Total 1 5 3 1 6 5 0 1 7 0 0 0 0 0 2 31
415 0 2 2 0 0 1 0 0 0 0 0 0 0 0 0 5
430 0 2 2 1 2 6 0 0 2 0 0 0 0 0 0 15
445 0 3 3 0 0 1 0 3 1 0 0 0 0 0 0 11
500 0 3 0 0 0 8 0 4 5 0 0 0 0 0 0 20

Hourly Total 0 10 7 1 2 16 0 7 8 0 0 0 0 0 0 51
515 0 5 2 0 1 6 0 1 1 0 0 0 0 0 0 16
530 3 3 2 0 2 8 0 0 4 0 0 0 0 0 0 22
545 0 10 6 1 2 7 0 0 0 0 0 0 0 0 0 26
600 0 10 4 1 2 13 0 0 6 1 0 0 0 0 0 37

Hourly Total 3 28 14 2 7 34 0 1 11 1 0 0 0 0 0 101
615 1 9 7 0 2 14 0 1 10 1 0 0 0 0 0 45
630 1 13 9 0 3 9 0 0 9 0 0 0 0 0 0 44
645 0 16 24 1 8 12 0 2 7 2 0 0 0 0 0 72
700 0 23 13 0 4 14 0 0 5 0 0 0 0 0 0 59

Hourly Total 2 61 53 1 17 49 0 3 31 3 0 0 0 0 0 220
715 1 20 13 0 6 10 0 1 4 2 0 0 0 0 0 57
730 0 17 13 1 4 9 1 4 7 0 0 0 0 0 0 56
745 0 19 11 2 2 6 0 6 5 0 0 0 0 0 0 51
800 0 22 11 0 4 8 0 1 2 1 0 0 0 0 0 49

Hourly Total 1 78 48 3 16 33 1 12 18 3 0 0 0 0 0 213
815 0 10 12 0 8 7 1 3 7 0 0 0 0 0 0 48

VEHICLE CLASS

CLASS COUNT REPORT

Northbound
City/County: Punta Gorda/Charlotte
GPS:



830 0 11 9 0 2 12 0 2 13 0 0 0 0 0 0 49
845 0 21 13 2 4 7 0 1 8 2 0 0 0 0 0 58
900 1 22 10 1 7 15 0 1 6 0 0 0 0 0 0 63

Hourly Total 1 64 44 3 21 41 1 7 34 2 0 0 0 0 0 218
915 0 15 18 0 5 9 1 1 11 1 0 0 0 0 0 61
930 0 13 15 1 3 12 0 2 10 1 0 0 0 0 0 57
945 0 22 9 0 7 4 0 4 7 0 0 0 0 0 0 53

1000 1 25 8 0 5 9 0 3 5 1 0 0 0 0 0 57
Hourly Total 1 75 50 1 20 34 1 10 33 3 0 0 0 0 0 228

1015 0 23 8 2 2 11 0 1 5 0 0 0 0 0 0 52
1030 0 24 12 0 2 18 0 3 9 1 0 0 0 0 3 72
1045 0 27 3 0 0 15 0 5 10 0 0 0 0 0 0 60
1100 1 24 9 0 1 9 0 1 6 1 0 0 0 0 0 52

Hourly Total 1 98 32 2 5 53 0 10 30 2 0 0 0 0 3 236
1115 0 21 10 0 1 7 0 1 14 0 0 0 0 0 0 54
1130 0 22 11 0 4 18 1 2 10 0 0 0 0 0 0 68
1145 0 27 6 0 2 4 0 1 4 0 0 0 0 0 1 45
1200 1 17 6 0 5 13 0 5 2 0 0 0 0 0 0 49

Hourly Total 1 87 33 0 12 42 1 9 30 0 0 0 0 0 1 216
1215 1 22 11 0 4 15 0 2 10 1 0 0 0 0 0 66
1230 0 27 9 0 2 2 0 7 11 0 0 0 0 0 0 58
1245 1 25 8 1 2 17 4 2 7 0 0 0 0 0 0 67
1300 1 22 11 2 4 10 1 2 1 1 0 0 0 0 0 55

Hourly Total 3 96 39 3 12 44 5 13 29 2 0 0 0 0 0 246
1315 1 22 6 0 6 16 0 1 4 0 0 0 0 0 1 57
1330 1 18 12 1 2 8 1 2 5 0 0 0 0 0 0 50
1345 0 22 11 0 5 5 0 1 12 2 0 0 0 0 1 59
1400 1 15 8 0 2 10 1 2 2 0 0 0 0 0 0 41

Hourly Total 3 77 37 1 15 39 2 6 23 2 0 0 0 0 2 207
1415 0 20 17 0 5 9 0 0 10 0 0 0 0 0 0 61
1430 0 16 8 0 1 9 0 2 6 0 0 0 0 0 0 42
1445 0 26 10 0 3 8 1 1 5 0 0 0 0 0 0 54
1500 0 18 8 0 3 8 0 3 8 0 0 0 0 0 0 48

Hourly Total 0 80 43 0 12 34 1 6 29 0 0 0 0 0 0 205
1515 0 34 18 0 1 5 0 0 6 0 0 0 0 0 0 64
1530 2 14 12 1 9 3 1 2 2 0 0 0 0 0 0 46
1545 0 20 20 1 7 3 0 3 14 0 0 0 0 0 1 69
1600 2 26 13 0 3 0 0 4 0 0 0 0 0 0 0 48

Hourly Total 4 94 63 2 20 11 1 9 22 0 0 0 0 0 1 227
1615 0 27 10 0 5 0 0 2 6 0 0 0 0 0 1 51
1630 1 23 13 0 4 0 0 5 4 0 0 0 0 0 0 50
1645 0 31 14 1 2 0 0 1 3 0 0 0 0 0 0 52
1700 0 26 16 1 4 0 0 2 4 0 0 0 0 0 0 53

Hourly Total 1 107 53 2 15 0 0 10 17 0 0 0 0 0 1 206
1715 0 25 12 1 5 2 0 1 1 0 0 0 0 0 0 47
1730 0 22 21 0 4 0 0 2 5 0 0 0 0 0 1 55
1745 1 27 20 0 2 0 0 2 3 0 0 0 0 0 0 55
1800 0 25 11 1 3 0 0 2 11 0 0 0 0 0 1 54

Hourly Total 1 99 64 2 14 2 0 7 20 0 0 0 0 0 2 211
1815 0 18 12 0 1 0 0 3 4 0 0 0 0 0 0 38
1830 0 20 8 0 1 1 0 0 1 0 0 0 0 0 0 31



1845 0 17 11 0 3 0 0 1 6 0 0 1 0 0 0 39
1900 0 17 5 0 2 0 0 0 4 0 1 0 0 0 0 29

Hourly Total 0 72 36 0 7 1 0 4 15 0 1 1 0 0 0 137
1915 0 12 8 0 2 0 0 0 2 0 0 1 0 0 0 25
1930 0 10 2 0 1 0 0 0 1 0 0 1 0 0 0 15
1945 0 10 8 0 2 1 0 2 1 0 0 0 0 0 0 24
2000 0 9 9 1 0 0 0 0 0 0 2 0 0 0 0 21

Hourly Total 0 41 27 1 5 1 0 2 4 0 2 2 0 0 0 85
2015 0 9 4 0 1 0 0 2 2 0 0 0 0 0 0 18
2030 0 10 3 0 2 0 0 0 2 0 0 1 0 0 0 18
2045 0 10 8 1 1 0 0 2 2 0 0 0 0 0 0 24
2100 1 7 2 0 0 0 0 1 1 0 0 1 0 0 0 13

Hourly Total 1 36 17 1 4 0 0 5 7 0 0 2 0 0 0 73
2115 0 3 4 0 0 0 0 0 0 0 0 0 0 0 0 7
2130 0 9 2 1 1 0 0 1 1 0 2 0 0 0 0 17
2145 0 10 4 1 2 1 0 0 0 0 0 1 0 0 0 19
2200 0 6 3 0 1 0 0 0 1 0 0 0 0 0 0 11

Hourly Total 0 28 13 2 4 1 0 1 2 0 2 1 0 0 0 54
2215 0 8 3 0 1 0 0 2 2 0 1 1 0 0 0 18
2230 0 2 0 0 0 0 0 0 3 0 0 1 0 0 0 6
2245 0 8 5 0 0 0 0 0 0 0 0 0 0 0 0 13
2300 0 2 1 0 1 0 0 0 1 0 0 0 0 0 0 5

Hourly Total 0 20 9 0 2 0 0 2 6 0 1 2 0 0 0 42
2315 0 5 0 0 1 0 0 0 0 0 0 0 0 0 0 6
2330 0 2 0 0 0 1 0 0 1 0 0 0 0 0 0 4
2345 0 2 1 0 0 0 0 1 1 0 1 0 0 0 0 6
2400 0 2 0 0 1 0 0 0 1 0 0 0 0 0 0 4

Hourly Total 0 11 1 0 2 1 0 1 3 0 1 0 0 0 0 20

DAILY TOTAL 24 1281 690 28 227 447 13 132 388 18 8 9 0 0 13 3278
Percentages 0.7% 39.1% 21.0% 0.9% 6.9% 13.6% 0.4% 4.0% 11.8% 0.5% 0.2% 0.3% 0.0% 0.0% 0.4% 100.0%

AM Peak
6:30-7:30 1 76 63 2 22 45 1 7 23 4 0 0 0 0 0 244

% of Daily Total 4.2% 5.9% 9.1% 7.1% 9.7% 10.1% 7.7% 5.3% 5.9% 22.2% 0.0% 0.0% 0.0% 0.0% 0.0% 7.4%
PM Peak

12:00-13:00 3 96 39 3 12 44 5 13 29 2 0 0 0 0 0 246
% of Daily Total 12.5% 7.5% 5.7% 10.7% 5.3% 9.8% 38.5% 9.8% 7.5% 11.1% 0.0% 0.0% 0.0% 0.0% 0.0% 7.5%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/21/2017 Start Time: 00:00
Stop Date: 3/21/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 1
30 0 7 2 0 1 0 0 0 2 0 0 1 0 0 0 13
45 0 9 2 0 0 0 0 0 1 0 0 0 0 0 0 12

100 0 6 1 0 0 0 0 2 1 0 0 0 0 0 0 10
Hourly Total 0 23 5 0 1 0 0 2 4 0 0 1 0 0 0 36

115 0 4 1 0 0 0 0 0 0 0 0 0 0 0 0 5
130 1 3 1 0 2 0 0 0 1 0 1 1 0 0 0 10
145 0 1 0 0 1 0 0 0 0 0 0 0 0 0 0 2
200 0 0 0 0 1 0 0 0 1 0 0 0 0 0 0 2

Hourly Total 1 8 2 0 4 0 0 0 2 0 1 1 0 0 0 19
215 0 0 0 0 1 0 0 0 2 0 0 0 0 0 0 3
230 0 1 0 0 0 0 0 0 5 0 0 0 0 0 0 6
245 0 0 1 0 1 0 0 2 5 0 0 0 0 0 0 9
300 0 1 0 0 0 0 0 0 5 0 0 0 0 0 0 6

Hourly Total 0 2 1 0 2 0 0 2 17 0 0 0 0 0 0 24
315 0 1 0 0 0 0 0 0 3 0 0 0 0 0 0 4
330 0 1 2 0 0 1 0 0 0 0 1 0 0 0 0 5
345 0 1 0 0 0 2 0 0 4 0 1 0 0 0 0 8
400 0 1 3 0 1 0 0 1 4 0 0 1 0 0 0 11

Hourly Total 0 4 5 0 1 3 0 1 11 0 2 1 0 0 0 28
415 1 1 1 0 1 0 0 0 1 0 1 0 0 0 0 6
430 0 0 0 0 2 0 0 2 4 0 0 0 0 0 0 8
445 0 4 0 0 3 0 0 0 4 0 0 0 0 0 0 11
500 1 1 3 0 0 0 0 2 2 0 0 2 0 0 0 11

Hourly Total 2 6 4 0 6 0 0 4 11 0 1 2 0 0 0 36
515 0 5 4 0 1 0 0 1 3 0 1 0 0 0 0 15
530 1 3 6 2 4 0 0 2 5 0 0 0 0 0 0 23
545 0 3 10 0 3 0 0 1 8 0 1 0 0 0 0 26
600 0 10 7 1 6 0 0 0 7 0 0 0 0 0 0 31

Hourly Total 1 21 27 3 14 0 0 4 23 0 2 0 0 0 0 95
615 0 9 7 1 8 0 0 0 9 0 0 0 0 0 0 34
630 0 13 25 0 5 0 0 0 10 0 0 0 0 0 0 53
645 0 17 9 1 4 1 0 4 9 0 1 1 0 0 0 47
700 0 9 16 0 6 0 0 2 4 0 0 0 0 0 0 37

Hourly Total 0 48 57 2 23 1 0 6 32 0 1 1 0 0 0 171
715 1 7 10 1 0 2 2 4 3 0 0 0 0 0 0 30
730 0 19 15 0 2 0 12 3 4 0 0 0 0 0 3 58
745 0 20 8 0 10 0 8 4 7 0 0 0 0 0 0 57
800 0 18 21 0 6 0 13 2 5 0 0 0 0 0 0 65

Hourly Total 1 64 54 1 18 2 35 13 19 0 0 0 0 0 3 210
815 0 22 8 1 5 0 8 1 11 0 0 0 0 0 0 56

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Southbound GPS:



830 0 15 10 0 4 0 10 1 5 0 0 0 0 0 0 45
845 0 22 4 0 3 2 8 3 7 0 0 0 0 0 0 49
900 1 11 6 0 3 2 10 0 8 0 0 0 0 0 0 41

Hourly Total 1 70 28 1 15 4 36 5 31 0 0 0 0 0 0 191
915 0 18 9 0 1 1 9 3 9 0 0 0 0 0 0 50
930 2 16 9 0 2 1 8 3 4 0 0 0 0 0 0 45
945 0 18 15 1 6 0 13 1 6 1 0 0 0 0 0 61

1000 0 18 11 0 2 0 10 1 7 0 0 0 0 0 0 49
Hourly Total 2 70 44 1 11 2 40 8 26 1 0 0 0 0 0 205

1015 1 19 12 0 2 2 11 3 4 1 0 0 0 0 0 55
1030 0 17 9 0 8 4 6 4 4 0 0 0 0 0 2 54
1045 0 18 11 0 2 0 6 4 8 1 0 0 0 0 0 50
1100 3 11 10 0 3 1 15 3 5 0 0 0 0 0 0 51

Hourly Total 4 65 42 0 15 7 38 14 21 2 0 0 0 0 2 210
1115 0 12 6 0 2 0 10 2 12 0 0 0 0 0 0 44
1130 0 17 17 1 1 0 11 1 4 1 0 0 0 0 0 53
1145 2 21 7 0 5 0 8 2 6 0 0 0 0 0 1 52
1200 0 21 10 0 1 1 10 1 4 1 0 0 0 0 0 49

Hourly Total 2 71 40 1 9 1 39 6 26 2 0 0 0 0 1 198
1215 0 19 10 0 4 3 14 1 6 0 0 0 0 0 1 58
1230 1 22 14 0 1 1 7 2 1 0 0 0 0 0 0 49
1245 0 21 16 0 2 0 13 1 8 0 0 0 0 0 0 61
1300 2 16 9 0 5 3 10 2 6 0 0 0 0 0 2 55

Hourly Total 3 78 49 0 12 7 44 6 21 0 0 0 0 0 3 223
1315 0 27 17 0 5 0 12 1 10 1 0 0 0 0 0 73
1330 0 19 9 0 4 0 7 1 9 0 0 0 0 0 0 49
1345 0 27 7 0 4 1 8 5 5 0 0 0 0 0 0 57
1400 2 23 11 0 4 3 12 1 1 0 0 0 0 0 0 57

Hourly Total 2 96 44 0 17 4 39 8 25 1 0 0 0 0 0 236
1415 0 25 9 1 3 1 12 6 6 0 0 0 0 0 0 63
1430 2 15 12 0 2 1 10 4 6 0 0 0 0 0 0 52
1445 1 14 12 0 0 1 11 2 5 0 0 0 0 0 0 46
1500 0 22 10 0 4 0 7 1 10 0 0 0 0 0 0 54

Hourly Total 3 76 43 1 9 3 40 13 27 0 0 0 0 0 0 215
1515 0 23 12 0 1 0 11 5 9 0 0 0 0 0 0 61
1530 0 21 12 1 4 0 11 2 4 0 0 0 0 0 0 55
1545 1 28 15 0 0 1 10 1 3 0 0 0 0 0 1 60
1600 0 17 13 0 1 2 7 1 1 1 0 0 0 0 1 44

Hourly Total 1 89 52 1 6 3 39 9 17 1 0 0 0 0 2 220
1615 0 19 10 0 5 2 4 2 5 0 0 0 0 0 1 48
1630 1 19 16 0 4 0 6 1 6 0 0 0 0 0 0 53
1645 0 18 17 1 5 0 0 4 4 0 0 0 0 0 0 49
1700 0 31 13 0 7 0 0 4 6 0 0 0 0 0 2 63

Hourly Total 1 87 56 1 21 2 10 11 21 0 0 0 0 0 3 213
1715 0 14 3 0 3 0 0 3 1 0 0 0 0 0 0 24
1730 0 22 8 1 1 0 0 1 3 0 0 0 0 0 0 36
1745 0 27 10 0 2 0 0 0 2 0 0 0 0 0 0 41
1800 0 20 16 0 2 0 1 2 4 0 0 0 0 0 0 45

Hourly Total 0 83 37 1 8 0 1 6 10 0 0 0 0 0 0 146
1815 0 23 13 0 5 0 1 1 2 0 0 0 0 0 0 45
1830 0 23 14 0 4 2 0 1 0 0 0 0 0 0 0 44



1845 3 28 13 1 1 2 0 0 2 0 0 0 0 0 0 50
1900 0 18 8 0 2 1 0 1 1 0 0 0 0 0 1 32

Hourly Total 3 92 48 1 12 5 1 3 5 0 0 0 0 0 1 171
1915 0 18 7 0 1 0 0 1 4 0 0 0 0 0 0 31
1930 0 10 10 0 0 0 0 1 0 0 0 0 0 0 0 21
1945 0 12 5 0 0 0 0 0 1 0 0 0 0 0 0 18
2000 0 17 10 0 1 1 0 1 1 0 0 0 0 0 1 32

Hourly Total 0 57 32 0 2 1 0 3 6 0 0 0 0 0 1 102
2015 0 12 3 0 0 1 0 0 2 0 2 0 0 0 0 20
2030 0 14 3 0 1 0 0 0 3 0 0 0 0 0 0 21
2045 0 11 5 0 1 0 0 1 1 0 0 0 0 0 0 19
2100 0 11 3 0 1 0 0 0 3 0 0 1 0 0 0 19

Hourly Total 0 48 14 0 3 1 0 1 9 0 2 1 0 0 0 79
2115 0 6 3 0 0 0 0 1 2 0 0 0 0 0 0 12
2130 0 7 1 0 3 3 0 0 0 0 0 0 0 0 0 14
2145 0 11 0 0 1 0 0 0 0 0 0 0 0 0 0 12
2200 0 4 3 0 1 0 0 0 1 0 0 0 0 0 0 9

Hourly Total 0 28 7 0 5 3 0 1 3 0 0 0 0 0 0 47
2215 0 8 0 0 0 0 0 1 2 0 0 0 0 0 0 11
2230 0 6 2 0 0 0 0 0 0 0 0 0 0 0 0 8
2245 0 3 0 0 1 0 0 1 4 0 1 0 0 0 0 10
2300 0 3 1 0 0 0 0 1 1 0 0 0 0 0 0 6

Hourly Total 0 20 3 0 1 0 0 3 7 0 1 0 0 0 0 35
2315 0 6 0 0 0 0 0 0 0 0 0 0 0 0 0 6
2330 0 6 1 1 1 0 0 0 0 0 1 0 0 0 0 10
2345 0 3 0 0 0 0 0 0 0 0 0 0 0 0 0 3
2400 0 5 1 0 2 0 0 0 0 0 0 0 0 0 0 8

Hourly Total 0 20 2 1 3 0 0 0 0 0 1 0 0 0 0 27

DAILY TOTAL 27 1226 696 15 218 49 362 129 374 7 11 7 0 0 16 3137
Percentages 0.9% 39.1% 22.2% 0.5% 6.9% 1.6% 11.5% 4.1% 11.9% 0.2% 0.4% 0.2% 0.0% 0.0% 0.5% 100.0%

AM Peak
7:15-8:15 0 79 52 1 23 0 41 10 27 0 0 0 0 0 3 236

% of Daily Total 0.0% 6.4% 7.5% 6.7% 10.6% 0.0% 11.3% 7.8% 7.2% 0.0% 0.0% 0.0% 0.0% 0.0% 18.8% 7.5%
PM Peak

12:30-13:30 2 83 51 0 16 3 42 5 33 1 0 0 0 0 2 238
% of Daily Total 7.4% 6.8% 7.3% 0.0% 7.3% 6.1% 11.6% 3.9% 8.8% 14.3% 0.0% 0.0% 0.0% 0.0% 12.5% 7.6%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/21/2017 Start Time: 00:00
Stop Date: 3/21/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 5 0 0 0 0 0 0 1 0 1 0 0 0 0 7
30 0 8 4 0 3 0 0 2 3 0 0 1 0 0 0 21
45 0 13 3 0 1 2 0 0 3 0 0 0 0 0 0 22

100 0 7 1 0 0 0 0 2 1 0 0 0 0 0 0 11
Hourly Total 0 33 8 0 4 2 0 4 8 0 1 1 0 0 0 61

115 0 4 1 0 0 0 0 2 0 0 0 1 0 0 0 8
130 1 5 1 0 3 1 0 1 3 0 1 1 0 0 0 17
145 0 1 0 0 1 0 0 0 1 0 0 0 0 0 0 3
200 0 1 1 0 1 0 0 0 1 0 0 0 0 0 0 4

Hourly Total 1 11 3 0 5 1 0 3 5 0 1 2 0 0 0 32
215 0 1 0 0 4 1 0 0 2 0 0 0 0 0 0 8
230 0 1 0 0 0 0 0 1 5 0 0 0 0 0 0 7
245 0 0 1 0 1 0 0 2 6 0 0 0 0 0 0 10
300 0 1 0 0 2 2 0 0 6 0 0 0 0 0 1 12

Hourly Total 0 3 1 0 7 3 0 3 19 0 0 0 0 0 1 37
315 0 4 2 0 0 0 0 0 6 0 0 0 0 0 0 12
330 0 1 2 0 3 2 0 0 1 0 1 0 0 0 1 11
345 0 1 0 1 1 2 0 1 4 0 1 0 0 0 1 12
400 1 3 4 0 3 4 0 1 7 0 0 1 0 0 0 24

Hourly Total 1 9 8 1 7 8 0 2 18 0 2 1 0 0 2 59
415 1 3 3 0 1 1 0 0 1 0 1 0 0 0 0 11
430 0 2 2 1 4 6 0 2 6 0 0 0 0 0 0 23
445 0 7 3 0 3 1 0 3 5 0 0 0 0 0 0 22
500 1 4 3 0 0 8 0 6 7 0 0 2 0 0 0 31

Hourly Total 2 16 11 1 8 16 0 11 19 0 1 2 0 0 0 87
515 0 10 6 0 2 6 0 2 4 0 1 0 0 0 0 31
530 4 6 8 2 6 8 0 2 9 0 0 0 0 0 0 45
545 0 13 16 1 5 7 0 1 8 0 1 0 0 0 0 52
600 0 20 11 2 8 13 0 0 13 1 0 0 0 0 0 68

Hourly Total 4 49 41 5 21 34 0 5 34 1 2 0 0 0 0 196
615 1 18 14 1 10 14 0 1 19 1 0 0 0 0 0 79
630 1 26 34 0 8 9 0 0 19 0 0 0 0 0 0 97
645 0 33 33 2 12 13 0 6 16 2 1 1 0 0 0 119
700 0 32 29 0 10 14 0 2 9 0 0 0 0 0 0 96

Hourly Total 2 109 110 3 40 50 0 9 63 3 1 1 0 0 0 391
715 2 27 23 1 6 12 2 5 7 2 0 0 0 0 0 87
730 0 36 28 1 6 9 13 7 11 0 0 0 0 0 3 114
745 0 39 19 2 12 6 8 10 12 0 0 0 0 0 0 108
800 0 40 32 0 10 8 13 3 7 1 0 0 0 0 0 114

Hourly Total 2 142 102 4 34 35 36 25 37 3 0 0 0 0 3 423
815 0 32 20 1 13 7 9 4 18 0 0 0 0 0 0 104

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Combined GPS:



830 0 26 19 0 6 12 10 3 18 0 0 0 0 0 0 94
845 0 43 17 2 7 9 8 4 15 2 0 0 0 0 0 107
900 2 33 16 1 10 17 10 1 14 0 0 0 0 0 0 104

Hourly Total 2 134 72 4 36 45 37 12 65 2 0 0 0 0 0 409
915 0 33 27 0 6 10 10 4 20 1 0 0 0 0 0 111
930 2 29 24 1 5 13 8 5 14 1 0 0 0 0 0 102
945 0 40 24 1 13 4 13 5 13 1 0 0 0 0 0 114

1000 1 43 19 0 7 9 10 4 12 1 0 0 0 0 0 106
Hourly Total 3 145 94 2 31 36 41 18 59 4 0 0 0 0 0 433

1015 1 42 20 2 4 13 11 4 9 1 0 0 0 0 0 107
1030 0 41 21 0 10 22 6 7 13 1 0 0 0 0 5 126
1045 0 45 14 0 2 15 6 9 18 1 0 0 0 0 0 110
1100 4 35 19 0 4 10 15 4 11 1 0 0 0 0 0 103

Hourly Total 5 163 74 2 20 60 38 24 51 4 0 0 0 0 5 446
1115 0 33 16 0 3 7 10 3 26 0 0 0 0 0 0 98
1130 0 39 28 1 5 18 12 3 14 1 0 0 0 0 0 121
1145 2 48 13 0 7 4 8 3 10 0 0 0 0 0 2 97
1200 1 38 16 0 6 14 10 6 6 1 0 0 0 0 0 98

Hourly Total 3 158 73 1 21 43 40 15 56 2 0 0 0 0 2 414
1215 1 41 21 0 8 18 14 3 16 1 0 0 0 0 1 124
1230 1 49 23 0 3 3 7 9 12 0 0 0 0 0 0 107
1245 1 46 24 1 4 17 17 3 15 0 0 0 0 0 0 128
1300 3 38 20 2 9 13 11 4 7 1 0 0 0 0 2 110

Hourly Total 6 174 88 3 24 51 49 19 50 2 0 0 0 0 3 469
1315 1 49 23 0 11 16 12 2 14 1 0 0 0 0 1 130
1330 1 37 21 1 6 8 8 3 14 0 0 0 0 0 0 99
1345 0 49 18 0 9 6 8 6 17 2 0 0 0 0 1 116
1400 3 38 19 0 6 13 13 3 3 0 0 0 0 0 0 98

Hourly Total 5 173 81 1 32 43 41 14 48 3 0 0 0 0 2 443
1415 0 45 26 1 8 10 12 6 16 0 0 0 0 0 0 124
1430 2 31 20 0 3 10 10 6 12 0 0 0 0 0 0 94
1445 1 40 22 0 3 9 12 3 10 0 0 0 0 0 0 100
1500 0 40 18 0 7 8 7 4 18 0 0 0 0 0 0 102

Hourly Total 3 156 86 1 21 37 41 19 56 0 0 0 0 0 0 420
1515 0 57 30 0 2 5 11 5 15 0 0 0 0 0 0 125
1530 2 35 24 2 13 3 12 4 6 0 0 0 0 0 0 101
1545 1 48 35 1 7 4 10 4 17 0 0 0 0 0 2 129
1600 2 43 26 0 4 2 7 5 1 1 0 0 0 0 1 92

Hourly Total 5 183 115 3 26 14 40 18 39 1 0 0 0 0 3 447
1615 0 46 20 0 10 2 4 4 11 0 0 0 0 0 2 99
1630 2 42 29 0 8 0 6 6 10 0 0 0 0 0 0 103
1645 0 49 31 2 7 0 0 5 7 0 0 0 0 0 0 101
1700 0 57 29 1 11 0 0 6 10 0 0 0 0 0 2 116

Hourly Total 2 194 109 3 36 2 10 21 38 0 0 0 0 0 4 419
1715 0 39 15 1 8 2 0 4 2 0 0 0 0 0 0 71
1730 0 44 29 1 5 0 0 3 8 0 0 0 0 0 1 91
1745 1 54 30 0 4 0 0 2 5 0 0 0 0 0 0 96
1800 0 45 27 1 5 0 1 4 15 0 0 0 0 0 1 99

Hourly Total 1 182 101 3 22 2 1 13 30 0 0 0 0 0 2 357
1815 0 41 25 0 6 0 1 4 6 0 0 0 0 0 0 83
1830 0 43 22 0 5 3 0 1 1 0 0 0 0 0 0 75



1845 3 45 24 1 4 2 0 1 8 0 0 1 0 0 0 89
1900 0 35 13 0 4 1 0 1 5 0 1 0 0 0 1 61

Hourly Total 3 164 84 1 19 6 1 7 20 0 1 1 0 0 1 308
1915 0 30 15 0 3 0 0 1 6 0 0 1 0 0 0 56
1930 0 20 12 0 1 0 0 1 1 0 0 1 0 0 0 36
1945 0 22 13 0 2 1 0 2 2 0 0 0 0 0 0 42
2000 0 26 19 1 1 1 0 1 1 0 2 0 0 0 1 53

Hourly Total 0 98 59 1 7 2 0 5 10 0 2 2 0 0 1 187
2015 0 21 7 0 1 1 0 2 4 0 2 0 0 0 0 38
2030 0 24 6 0 3 0 0 0 5 0 0 1 0 0 0 39
2045 0 21 13 1 2 0 0 3 3 0 0 0 0 0 0 43
2100 1 18 5 0 1 0 0 1 4 0 0 2 0 0 0 32

Hourly Total 1 84 31 1 7 1 0 6 16 0 2 3 0 0 0 152
2115 0 9 7 0 0 0 0 1 2 0 0 0 0 0 0 19
2130 0 16 3 1 4 3 0 1 1 0 2 0 0 0 0 31
2145 0 21 4 1 3 1 0 0 0 0 0 1 0 0 0 31
2200 0 10 6 0 2 0 0 0 2 0 0 0 0 0 0 20

Hourly Total 0 56 20 2 9 4 0 2 5 0 2 1 0 0 0 101
2215 0 16 3 0 1 0 0 3 4 0 1 1 0 0 0 29
2230 0 8 2 0 0 0 0 0 3 0 0 1 0 0 0 14
2245 0 11 5 0 1 0 0 1 4 0 1 0 0 0 0 23
2300 0 5 2 0 1 0 0 1 2 0 0 0 0 0 0 11

Hourly Total 0 40 12 0 3 0 0 5 13 0 2 2 0 0 0 77
2315 0 11 0 0 1 0 0 0 0 0 0 0 0 0 0 12
2330 0 8 1 1 1 1 0 0 1 0 1 0 0 0 0 14
2345 0 5 1 0 0 0 0 1 1 0 1 0 0 0 0 9
2400 0 7 1 0 3 0 0 0 1 0 0 0 0 0 0 12

Hourly Total 0 31 3 1 5 1 0 1 3 0 2 0 0 0 0 47

DAILY TOTAL 51 2507 1386 43 445 496 375 261 762 25 19 16 0 0 29 6415
Percentages 0.8% 39.1% 21.6% 0.7% 6.9% 7.7% 5.8% 4.1% 11.9% 0.4% 0.3% 0.2% 0.0% 0.0% 0.5% 100.0%

AM Peak
9:30-10:30 2 166 84 3 34 48 40 20 47 4 0 0 0 0 5 453

% of Daily Total 3.9% 6.6% 6.1% 7.0% 7.6% 9.7% 10.7% 7.7% 6.2% 16.0% 0.0% 0.0% 0.0% 0.0% 17.2% 7.1%
PM Peak

12:15-13:15 6 182 90 3 27 49 47 18 48 2 0 0 0 0 3 475
% of Daily Total 11.8% 7.3% 6.5% 7.0% 6.1% 9.9% 12.5% 6.9% 6.3% 8.0% 0.0% 0.0% 0.0% 0.0% 10.3% 7.4%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/22/2017 Start Time: 00:00
Stop Date: 3/22/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 6 0 0 0 0 0 2 2 0 0 0 0 0 0 10
30 0 1 0 0 0 0 0 0 0 0 0 0 0 0 0 1
45 0 2 0 0 1 0 0 0 0 0 0 0 0 0 0 3

100 0 2 0 0 0 1 0 1 0 0 1 0 0 0 0 5
Hourly Total 0 11 0 0 1 1 0 3 2 0 1 0 0 0 0 19

115 0 1 1 0 0 0 0 0 0 0 0 1 0 0 0 3
130 0 0 0 0 2 0 0 2 2 0 0 0 0 0 0 6
145 0 1 0 0 2 0 0 0 1 0 0 0 0 0 0 4
200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 2 1 0 4 0 0 2 3 0 0 1 0 0 0 13
215 0 1 0 0 2 0 0 1 2 0 0 1 0 0 1 8
230 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1
245 0 2 0 0 1 3 0 0 1 0 0 0 0 0 0 7
300 0 0 0 0 0 1 0 0 2 0 0 0 0 0 0 3

Hourly Total 0 3 1 0 3 4 0 1 5 0 0 1 0 0 1 19
315 0 3 0 0 0 2 0 0 1 0 0 0 0 0 0 6
330 0 1 0 0 0 1 0 0 1 0 0 0 0 0 0 3
345 0 1 0 0 0 2 0 1 2 0 0 1 0 0 0 7
400 0 1 0 0 1 1 0 0 1 0 0 0 0 0 0 4

Hourly Total 0 6 0 0 1 6 0 1 5 0 0 1 0 0 0 20
415 0 3 1 1 2 4 0 0 0 0 0 0 0 0 0 11
430 1 0 1 1 1 8 0 0 3 0 0 0 0 0 0 15
445 1 7 2 0 0 3 0 0 1 0 0 0 0 0 0 14
500 0 1 0 1 2 5 0 0 6 0 0 0 0 0 1 16

Hourly Total 2 11 4 3 5 20 0 0 10 0 0 0 0 0 1 56
515 1 2 2 0 2 4 0 0 2 0 0 0 0 0 2 15
530 0 3 1 0 3 8 0 0 1 0 0 0 1 0 2 19
545 0 8 6 1 3 6 0 0 7 0 0 0 0 0 0 31
600 0 10 4 1 3 11 0 2 9 1 0 0 0 0 0 41

Hourly Total 1 23 13 2 11 29 0 2 19 1 0 0 1 0 4 106
615 0 10 7 1 3 8 0 2 5 0 0 0 0 0 0 36
630 1 13 15 0 4 12 0 0 5 1 0 0 0 0 1 52
645 0 34 19 0 8 25 0 1 5 1 0 0 0 0 0 93
700 0 23 12 1 4 16 0 0 5 0 0 0 0 0 0 61

Hourly Total 1 80 53 2 19 61 0 3 20 2 0 0 0 0 1 242
715 0 21 8 0 5 11 0 3 5 1 0 0 0 0 0 54
730 0 17 10 2 5 6 1 1 1 0 0 0 0 0 0 43
745 0 27 12 1 8 9 1 1 5 0 0 0 0 0 0 64
800 0 20 11 0 5 5 1 4 2 1 0 0 0 0 0 49

Hourly Total 0 85 41 3 23 31 3 9 13 2 0 0 0 0 0 210
815 0 19 3 0 0 2 0 1 8 1 0 0 0 0 0 34

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Northbound GPS:



830 0 16 10 0 1 4 0 0 9 1 0 0 0 0 0 41
845 0 12 11 0 6 16 2 2 5 0 0 0 0 0 0 54
900 2 17 11 0 4 12 0 1 5 0 0 0 0 0 0 52

Hourly Total 2 64 35 0 11 34 2 4 27 2 0 0 0 0 0 181
915 1 16 13 0 1 7 0 1 6 1 0 0 0 0 1 47
930 0 15 8 0 5 16 0 4 5 1 0 0 0 0 0 54
945 0 24 10 0 4 14 2 5 12 1 0 0 0 0 0 72

1000 0 16 6 0 4 15 0 4 5 1 0 0 0 0 0 51
Hourly Total 1 71 37 0 14 52 2 14 28 4 0 0 0 0 1 224

1015 0 24 10 0 4 8 2 1 7 1 0 0 0 0 0 57
1030 0 27 11 0 4 14 0 1 8 0 0 0 0 0 1 66
1045 2 21 7 1 6 16 0 3 5 1 0 0 0 0 0 62
1100 2 32 14 0 6 13 1 2 9 0 0 0 0 0 0 79

Hourly Total 4 104 42 1 20 51 3 7 29 2 0 0 0 0 1 264
1115 0 19 6 0 4 8 1 2 10 0 0 0 0 0 7 57
1130 0 31 13 0 4 12 0 3 13 0 1 0 0 0 1 78
1145 0 32 7 0 2 8 1 2 8 0 0 0 0 0 2 62
1200 0 32 5 0 4 9 1 3 12 0 0 0 0 0 0 66

Hourly Total 0 114 31 0 14 37 3 10 43 0 1 0 0 0 10 263
1215 0 28 7 0 2 8 0 3 3 0 0 0 0 0 0 51
1230 1 27 9 0 3 15 0 2 3 0 0 0 0 0 0 60
1245 0 17 9 0 5 18 0 2 14 0 0 0 0 0 0 65
1300 0 25 13 0 6 12 0 4 10 0 0 0 0 0 0 70

Hourly Total 1 97 38 0 16 53 0 11 30 0 0 0 0 0 0 246
1315 2 26 14 1 3 14 0 1 3 0 0 0 0 0 0 64
1330 0 18 12 0 3 10 0 2 1 1 0 0 0 0 0 47
1345 0 24 13 0 1 17 1 1 7 0 0 0 0 0 0 64
1400 0 21 9 0 1 15 0 2 5 0 0 0 0 0 0 53

Hourly Total 2 89 48 1 8 56 1 6 16 1 0 0 0 0 0 228
1415 0 16 4 0 1 10 0 1 4 0 0 0 0 0 0 36
1430 0 23 16 0 2 11 0 3 9 0 0 0 0 0 0 64
1445 1 27 14 0 6 7 0 4 5 0 0 0 0 0 0 64
1500 0 20 16 1 7 10 0 1 8 0 0 0 0 0 2 65

Hourly Total 1 86 50 1 16 38 0 9 26 0 0 0 0 0 2 229
1515 0 29 13 1 3 9 0 1 7 0 0 0 0 0 1 64
1530 0 24 12 0 5 7 1 1 6 0 0 0 0 0 0 56
1545 0 19 7 1 1 4 0 2 3 0 0 0 0 0 0 37
1600 1 30 15 0 4 3 0 2 1 0 0 0 0 0 0 56

Hourly Total 1 102 47 2 13 23 1 6 17 0 0 0 0 0 1 213
1615 0 27 8 0 6 1 0 1 4 0 0 0 0 0 0 47
1630 0 32 8 0 4 0 1 1 0 0 0 0 0 0 0 46
1645 0 31 16 1 6 1 0 0 4 0 0 0 0 0 1 60
1700 0 24 15 2 4 0 0 1 8 0 0 0 0 0 1 55

Hourly Total 0 114 47 3 20 2 1 3 16 0 0 0 0 0 2 208
1715 1 22 18 0 2 0 0 3 6 0 0 0 0 0 0 52
1730 0 19 13 1 7 0 0 1 9 0 0 0 0 0 0 50
1745 0 14 13 1 3 0 0 1 4 0 0 0 0 0 0 36
1800 0 18 9 0 2 0 0 3 1 1 0 0 0 0 0 34

Hourly Total 1 73 53 2 14 0 0 8 20 1 0 0 0 0 0 172
1815 1 28 18 1 5 1 0 3 1 0 1 0 0 0 0 59
1830 0 24 10 0 3 0 0 1 5 0 1 1 0 0 0 45



1845 0 19 10 1 2 0 0 1 3 0 0 0 0 0 0 36
1900 0 12 5 1 2 0 0 0 8 0 0 0 0 0 0 28

Hourly Total 1 83 43 3 12 1 0 5 17 0 2 1 0 0 0 168
1915 0 11 7 0 1 0 0 2 2 0 0 1 0 0 1 25
1930 0 8 8 1 2 0 0 0 5 0 0 1 0 0 1 26
1945 0 6 7 0 4 1 0 0 2 0 0 0 0 0 0 20
2000 0 7 6 0 1 3 0 1 1 0 1 0 0 0 0 20

Hourly Total 0 32 28 1 8 4 0 3 10 0 1 2 0 0 2 91
2015 0 8 6 0 0 2 0 0 1 0 0 0 0 0 1 18
2030 0 15 2 1 2 1 0 1 6 0 0 0 0 0 0 28
2045 0 9 1 0 0 1 0 0 1 0 1 0 0 0 0 13
2100 0 10 5 0 1 0 0 1 1 0 0 1 0 0 0 19

Hourly Total 0 42 14 1 3 4 0 2 9 0 1 1 0 0 1 78
2115 0 11 6 0 1 0 0 0 0 0 0 1 0 0 0 19
2130 0 15 7 0 0 0 0 2 0 0 0 0 0 0 0 24
2145 0 5 2 0 1 0 0 1 4 1 0 2 0 0 0 16
2200 0 7 6 0 0 0 0 1 1 0 0 0 0 0 0 15

Hourly Total 0 38 21 0 2 0 0 4 5 1 0 3 0 0 0 74
2215 0 8 1 0 2 0 0 0 2 0 1 0 0 0 0 14
2230 0 3 2 0 0 0 0 0 1 0 0 2 0 0 0 8
2245 0 6 1 0 0 0 0 0 0 0 0 0 0 0 0 7
2300 0 2 0 0 0 0 0 0 1 0 0 0 0 0 0 3

Hourly Total 0 19 4 0 2 0 0 0 4 0 1 2 0 0 0 32
2315 0 5 0 0 1 0 0 0 1 0 0 0 0 0 0 7
2330 0 5 2 0 2 0 0 0 1 0 0 0 0 0 0 10
2345 0 0 0 0 0 0 0 0 3 0 0 1 0 0 0 4
2400 0 5 2 0 0 0 0 0 1 0 0 0 0 0 0 8

Hourly Total 0 15 4 0 3 0 0 0 6 0 0 1 0 0 0 29

DAILY TOTAL 18 1364 655 25 243 507 16 113 380 16 7 13 1 0 27 3385
Percentages 0.5% 40.3% 19.4% 0.7% 7.2% 15.0% 0.5% 3.3% 11.2% 0.5% 0.2% 0.4% 0.0% 0.0% 0.8% 100.0%

AM Peak
10:30-11:30 4 103 40 1 20 49 2 10 37 1 1 0 0 0 8 276

% of Daily Total 22.2% 7.6% 6.1% 4.0% 8.2% 9.7% 12.5% 8.8% 9.7% 6.3% 14.3% 0.0% 0.0% 0.0% 29.6% 8.2%
PM Peak

12:15-13:15 3 95 45 1 17 59 0 9 30 0 0 0 0 0 0 259
% of Daily Total 16.7% 7.0% 6.9% 4.0% 7.0% 11.6% 0.0% 8.0% 7.9% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 7.7%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/22/2017 Start Time: 00:00
Stop Date: 3/22/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 2 2 0 0 0 0 0 3 0 0 1 0 0 0 8
30 0 8 1 0 0 0 0 0 0 0 0 0 0 0 0 9
45 0 1 0 0 0 0 0 0 1 0 1 0 0 0 0 3

100 0 1 1 0 0 0 0 1 0 0 0 0 0 0 0 3
Hourly Total 0 12 4 0 0 0 0 1 4 0 1 1 0 0 0 23

115 0 3 0 0 0 0 0 0 0 0 0 0 0 0 1 4
130 0 2 0 0 1 0 0 0 0 0 1 0 0 0 0 4
145 0 1 0 0 1 1 0 0 4 0 1 0 0 0 1 9
200 0 2 0 0 0 0 0 0 0 0 0 0 0 0 0 2

Hourly Total 0 8 0 0 2 1 0 0 4 0 2 0 0 0 2 19
215 0 3 1 0 2 0 0 0 5 0 1 0 0 0 0 12
230 0 0 0 0 2 0 0 1 0 0 0 1 0 0 0 4
245 0 0 1 0 1 0 0 0 2 0 2 0 0 0 0 6
300 0 1 0 0 0 0 0 0 2 0 0 0 0 0 0 3

Hourly Total 0 4 2 0 5 0 0 1 9 0 3 1 0 0 0 25
315 0 1 1 0 0 0 0 0 1 0 0 1 0 0 0 4
330 0 0 0 0 0 1 0 0 6 0 0 0 0 0 0 7
345 0 4 1 0 1 1 0 0 3 0 0 0 0 0 0 10
400 0 2 1 0 0 0 0 0 4 0 1 1 0 0 0 9

Hourly Total 0 7 3 0 1 2 0 0 14 0 1 2 0 0 0 30
415 0 2 2 0 1 0 0 0 1 0 0 0 0 0 0 6
430 0 1 0 0 0 0 0 0 2 0 1 0 0 0 0 4
445 0 1 2 0 2 0 0 0 4 0 0 0 0 0 0 9
500 0 1 3 0 2 0 0 0 8 0 1 1 0 0 0 16

Hourly Total 0 5 7 0 5 0 0 0 15 0 2 1 0 0 0 35
515 0 4 4 0 1 0 0 0 0 0 1 0 0 0 1 11
530 0 4 1 1 1 0 0 0 4 0 0 0 0 0 1 12
545 0 4 7 0 2 1 0 0 3 0 1 0 0 0 0 18
600 0 5 8 0 7 1 0 2 1 0 0 0 0 0 0 24

Hourly Total 0 17 20 1 11 2 0 2 8 0 2 0 0 0 2 65
615 0 5 6 0 1 0 0 0 10 0 0 2 0 0 1 25
630 0 17 19 0 5 0 0 1 6 0 0 1 0 0 0 49
645 0 11 13 0 6 0 0 0 10 0 0 0 0 0 0 40
700 0 12 8 1 6 0 0 0 7 0 1 0 0 0 0 35

Hourly Total 0 45 46 1 18 0 0 1 33 0 1 3 0 0 1 149
715 0 8 19 1 3 0 0 2 12 0 0 0 0 0 0 45
730 1 15 13 0 3 2 12 1 6 0 0 0 0 0 0 53
745 0 18 12 0 6 3 8 3 5 0 0 0 0 0 0 55
800 0 19 8 0 3 2 9 1 6 0 0 0 0 0 0 48

Hourly Total 1 60 52 1 15 7 29 7 29 0 0 0 0 0 0 201
815 0 17 4 0 7 0 11 1 7 0 0 0 0 0 0 47

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Southbound GPS:



830 0 13 14 0 3 2 5 1 5 0 0 0 0 0 0 43
845 0 15 9 0 3 1 10 3 10 0 0 0 0 0 1 52
900 1 14 6 1 4 2 7 0 9 0 0 0 0 0 0 44

Hourly Total 1 59 33 1 17 5 33 5 31 0 0 0 0 0 1 186
915 0 12 11 1 2 2 9 1 2 0 0 0 0 0 0 40
930 1 19 12 0 5 4 7 1 5 0 0 0 0 0 0 54
945 0 17 16 0 3 0 9 1 5 1 0 0 0 0 0 52

1000 0 14 14 0 0 2 18 0 6 0 0 0 0 0 0 54
Hourly Total 1 62 53 1 10 8 43 3 18 1 0 0 0 0 0 200

1015 1 19 9 0 6 2 16 3 2 0 0 0 0 0 1 59
1030 1 17 11 0 1 4 10 4 7 0 0 0 0 0 0 55
1045 0 19 9 0 4 2 7 3 2 1 0 0 0 0 1 48
1100 1 18 13 0 2 0 9 0 4 1 0 0 0 0 1 49

Hourly Total 3 73 42 0 13 8 42 10 15 2 0 0 0 0 3 211
1115 0 10 12 0 3 0 5 1 7 0 0 0 0 0 0 38
1130 0 16 6 0 4 0 16 0 4 0 0 0 0 0 0 46
1145 0 27 14 0 2 1 11 7 3 0 0 0 0 0 0 65
1200 0 21 12 0 4 1 12 2 4 0 0 0 0 0 0 56

Hourly Total 0 74 44 0 13 2 44 10 18 0 0 0 0 0 0 205
1215 1 19 10 0 0 1 12 1 6 0 0 0 0 0 0 50
1230 0 18 14 0 3 1 10 1 5 0 0 0 0 0 0 52
1245 0 26 9 0 2 0 10 1 8 0 0 0 0 0 0 56
1300 0 34 9 0 3 2 10 1 8 0 0 0 0 0 0 67

Hourly Total 1 97 42 0 8 4 42 4 27 0 0 0 0 0 0 225
1315 0 29 14 0 1 0 16 1 6 0 0 0 0 0 0 67
1330 0 25 4 0 7 1 9 2 6 0 0 0 0 0 0 54
1345 0 25 9 0 1 4 9 2 16 0 0 0 0 0 1 67
1400 1 20 15 0 5 3 11 1 4 1 0 0 0 0 0 61

Hourly Total 1 99 42 0 14 8 45 6 32 1 0 0 0 0 1 249
1415 2 28 11 0 3 1 12 2 7 0 0 0 0 0 1 67
1430 0 31 7 0 4 3 14 2 6 0 0 0 0 0 0 67
1445 0 21 8 0 3 1 11 1 3 2 0 0 0 0 0 50
1500 1 21 11 0 4 2 7 2 7 0 0 0 0 0 1 56

Hourly Total 3 101 37 0 14 7 44 7 23 2 0 0 0 0 2 240
1515 0 18 9 0 4 2 7 0 8 0 0 0 0 0 2 50
1530 0 20 11 0 3 4 9 0 5 0 0 0 0 0 0 52
1545 2 29 19 0 4 1 9 3 3 1 0 0 1 0 0 72
1600 0 27 14 0 1 2 12 0 2 0 0 0 0 0 1 59

Hourly Total 2 94 53 0 12 9 37 3 18 1 0 0 1 0 3 233
1615 0 25 13 0 0 3 3 0 6 0 0 0 0 0 0 50
1630 0 25 13 1 1 0 9 2 7 0 0 0 0 0 0 58
1645 0 22 13 1 6 3 0 4 1 0 0 0 0 0 0 50
1700 0 33 17 0 9 5 1 3 5 0 0 0 0 0 2 75

Hourly Total 0 105 56 2 16 11 13 9 19 0 0 0 0 0 2 233
1715 0 23 14 0 8 0 0 3 3 0 0 0 0 0 0 51
1730 0 27 11 0 3 0 0 1 1 0 0 0 0 0 0 43
1745 0 20 10 0 3 0 0 5 3 0 0 0 0 0 0 41
1800 0 17 12 0 1 1 1 0 2 0 0 0 0 0 0 34

Hourly Total 0 87 47 0 15 1 1 9 9 0 0 0 0 0 0 169
1815 0 14 16 0 3 1 1 1 1 0 0 0 0 0 0 37
1830 0 25 18 1 2 1 0 1 3 0 0 0 0 0 0 51



1845 0 26 14 0 1 0 0 1 0 0 0 0 0 0 0 42
1900 0 21 9 0 1 0 0 1 3 0 0 0 0 0 1 36

Hourly Total 0 86 57 1 7 2 1 4 7 0 0 0 0 0 1 166
1915 0 12 5 0 2 0 0 2 1 0 0 0 0 0 0 22
1930 0 22 7 0 3 2 0 1 2 0 0 0 0 0 0 37
1945 0 14 3 0 0 6 0 2 0 0 0 1 0 0 0 26
2000 0 15 8 0 1 0 0 1 0 0 0 0 0 0 0 25

Hourly Total 0 63 23 0 6 8 0 6 3 0 0 1 0 0 0 110
2015 0 7 3 0 4 0 0 1 1 0 0 0 0 0 0 16
2030 0 7 4 0 4 0 0 0 5 0 0 0 0 0 0 20
2045 0 10 3 0 1 0 0 0 1 0 0 1 0 0 0 16
2100 0 7 1 0 0 1 0 0 4 0 0 0 0 0 0 13

Hourly Total 0 31 11 0 9 1 0 1 11 0 0 1 0 0 0 65
2115 0 10 4 0 0 0 0 1 3 0 0 0 0 0 0 18
2130 0 13 7 0 0 0 0 0 1 0 0 0 0 0 0 21
2145 0 4 4 0 1 0 0 0 2 0 0 0 0 0 0 11
2200 0 4 1 0 0 0 0 0 2 0 0 0 0 0 0 7

Hourly Total 0 31 16 0 1 0 0 1 8 0 0 0 0 0 0 57
2215 0 5 5 0 2 0 0 0 4 0 0 1 0 0 0 17
2230 0 6 1 0 0 0 0 1 2 0 0 0 0 0 0 10
2245 0 7 1 0 0 0 0 0 3 0 0 0 0 0 0 11
2300 0 8 2 1 0 0 0 0 0 0 0 0 0 0 0 11

Hourly Total 0 26 9 1 2 0 0 1 9 0 0 1 0 0 0 49
2315 0 3 2 0 1 0 0 0 0 0 0 0 0 0 0 6
2330 0 6 6 0 0 0 0 0 0 0 1 0 0 0 0 13
2345 0 3 1 0 0 0 0 0 1 0 0 0 0 0 0 5
2400 0 1 1 0 0 0 0 0 1 0 0 0 0 0 0 3

Hourly Total 0 13 10 0 1 0 0 0 2 0 1 0 0 0 0 27

DAILY TOTAL 13 1259 709 9 215 86 374 91 366 7 13 11 1 0 18 3172
Percentages 0.4% 39.7% 22.4% 0.3% 6.8% 2.7% 11.8% 2.9% 11.5% 0.2% 0.4% 0.3% 0.0% 0.0% 0.6% 100.0%

AM Peak
9:30-10:30 2 67 50 0 10 8 53 8 20 1 0 0 0 0 1 220

% of Daily Total 15.4% 5.3% 7.1% 0.0% 4.7% 9.3% 14.2% 8.8% 5.5% 14.3% 0.0% 0.0% 0.0% 0.0% 5.6% 6.9%
PM Peak

13:30-14:30 3 104 42 0 13 11 46 7 33 1 0 0 0 0 2 262
% of Daily Total 23.1% 8.3% 5.9% 0.0% 6.0% 12.8% 12.3% 7.7% 9.0% 14.3% 0.0% 0.0% 0.0% 0.0% 11.1% 8.3%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/22/2017 Start Time: 00:00
Stop Date: 3/22/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 8 2 0 0 0 0 2 5 0 0 1 0 0 0 18
30 0 9 1 0 0 0 0 0 0 0 0 0 0 0 0 10
45 0 3 0 0 1 0 0 0 1 0 1 0 0 0 0 6

100 0 3 1 0 0 1 0 2 0 0 1 0 0 0 0 8
Hourly Total 0 23 4 0 1 1 0 4 6 0 2 1 0 0 0 42

115 0 4 1 0 0 0 0 0 0 0 0 1 0 0 1 7
130 0 2 0 0 3 0 0 2 2 0 1 0 0 0 0 10
145 0 2 0 0 3 1 0 0 5 0 1 0 0 0 1 13
200 0 2 0 0 0 0 0 0 0 0 0 0 0 0 0 2

Hourly Total 0 10 1 0 6 1 0 2 7 0 2 1 0 0 2 32
215 0 4 1 0 4 0 0 1 7 0 1 1 0 0 1 20
230 0 0 1 0 2 0 0 1 0 0 0 1 0 0 0 5
245 0 2 1 0 2 3 0 0 3 0 2 0 0 0 0 13
300 0 1 0 0 0 1 0 0 4 0 0 0 0 0 0 6

Hourly Total 0 7 3 0 8 4 0 2 14 0 3 2 0 0 1 44
315 0 4 1 0 0 2 0 0 2 0 0 1 0 0 0 10
330 0 1 0 0 0 2 0 0 7 0 0 0 0 0 0 10
345 0 5 1 0 1 3 0 1 5 0 0 1 0 0 0 17
400 0 3 1 0 1 1 0 0 5 0 1 1 0 0 0 13

Hourly Total 0 13 3 0 2 8 0 1 19 0 1 3 0 0 0 50
415 0 5 3 1 3 4 0 0 1 0 0 0 0 0 0 17
430 1 1 1 1 1 8 0 0 5 0 1 0 0 0 0 19
445 1 8 4 0 2 3 0 0 5 0 0 0 0 0 0 23
500 0 2 3 1 4 5 0 0 14 0 1 1 0 0 1 32

Hourly Total 2 16 11 3 10 20 0 0 25 0 2 1 0 0 1 91
515 1 6 6 0 3 4 0 0 2 0 1 0 0 0 3 26
530 0 7 2 1 4 8 0 0 5 0 0 0 1 0 3 31
545 0 12 13 1 5 7 0 0 10 0 1 0 0 0 0 49
600 0 15 12 1 10 12 0 4 10 1 0 0 0 0 0 65

Hourly Total 1 40 33 3 22 31 0 4 27 1 2 0 1 0 6 171
615 0 15 13 1 4 8 0 2 15 0 0 2 0 0 1 61
630 1 30 34 0 9 12 0 1 11 1 0 1 0 0 1 101
645 0 45 32 0 14 25 0 1 15 1 0 0 0 0 0 133
700 0 35 20 2 10 16 0 0 12 0 1 0 0 0 0 96

Hourly Total 1 125 99 3 37 61 0 4 53 2 1 3 0 0 2 391
715 0 29 27 1 8 11 0 5 17 1 0 0 0 0 0 99
730 1 32 23 2 8 8 13 2 7 0 0 0 0 0 0 96
745 0 45 24 1 14 12 9 4 10 0 0 0 0 0 0 119
800 0 39 19 0 8 7 10 5 8 1 0 0 0 0 0 97

Hourly Total 1 145 93 4 38 38 32 16 42 2 0 0 0 0 0 411
815 0 36 7 0 7 2 11 2 15 1 0 0 0 0 0 81

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Combined GPS:



830 0 29 24 0 4 6 5 1 14 1 0 0 0 0 0 84
845 0 27 20 0 9 17 12 5 15 0 0 0 0 0 1 106
900 3 31 17 1 8 14 7 1 14 0 0 0 0 0 0 96

Hourly Total 3 123 68 1 28 39 35 9 58 2 0 0 0 0 1 367
915 1 28 24 1 3 9 9 2 8 1 0 0 0 0 1 87
930 1 34 20 0 10 20 7 5 10 1 0 0 0 0 0 108
945 0 41 26 0 7 14 11 6 17 2 0 0 0 0 0 124

1000 0 30 20 0 4 17 18 4 11 1 0 0 0 0 0 105
Hourly Total 2 133 90 1 24 60 45 17 46 5 0 0 0 0 1 424

1015 1 43 19 0 10 10 18 4 9 1 0 0 0 0 1 116
1030 1 44 22 0 5 18 10 5 15 0 0 0 0 0 1 121
1045 2 40 16 1 10 18 7 6 7 2 0 0 0 0 1 110
1100 3 50 27 0 8 13 10 2 13 1 0 0 0 0 1 128

Hourly Total 7 177 84 1 33 59 45 17 44 4 0 0 0 0 4 475
1115 0 29 18 0 7 8 6 3 17 0 0 0 0 0 7 95
1130 0 47 19 0 8 12 16 3 17 0 1 0 0 0 1 124
1145 0 59 21 0 4 9 12 9 11 0 0 0 0 0 2 127
1200 0 53 17 0 8 10 13 5 16 0 0 0 0 0 0 122

Hourly Total 0 188 75 0 27 39 47 20 61 0 1 0 0 0 10 468
1215 1 47 17 0 2 9 12 4 9 0 0 0 0 0 0 101
1230 1 45 23 0 6 16 10 3 8 0 0 0 0 0 0 112
1245 0 43 18 0 7 18 10 3 22 0 0 0 0 0 0 121
1300 0 59 22 0 9 14 10 5 18 0 0 0 0 0 0 137

Hourly Total 2 194 80 0 24 57 42 15 57 0 0 0 0 0 0 471
1315 2 55 28 1 4 14 16 2 9 0 0 0 0 0 0 131
1330 0 43 16 0 10 11 9 4 7 1 0 0 0 0 0 101
1345 0 49 22 0 2 21 10 3 23 0 0 0 0 0 1 131
1400 1 41 24 0 6 18 11 3 9 1 0 0 0 0 0 114

Hourly Total 3 188 90 1 22 64 46 12 48 2 0 0 0 0 1 477
1415 2 44 15 0 4 11 12 3 11 0 0 0 0 0 1 103
1430 0 54 23 0 6 14 14 5 15 0 0 0 0 0 0 131
1445 1 48 22 0 9 8 11 5 8 2 0 0 0 0 0 114
1500 1 41 27 1 11 12 7 3 15 0 0 0 0 0 3 121

Hourly Total 4 187 87 1 30 45 44 16 49 2 0 0 0 0 4 469
1515 0 47 22 1 7 11 7 1 15 0 0 0 0 0 3 114
1530 0 44 23 0 8 11 10 1 11 0 0 0 0 0 0 108
1545 2 48 26 1 5 5 9 5 6 1 0 0 1 0 0 109
1600 1 57 29 0 5 5 12 2 3 0 0 0 0 0 1 115

Hourly Total 3 196 100 2 25 32 38 9 35 1 0 0 1 0 4 446
1615 0 52 21 0 6 4 3 1 10 0 0 0 0 0 0 97
1630 0 57 21 1 5 0 10 3 7 0 0 0 0 0 0 104
1645 0 53 29 2 12 4 0 4 5 0 0 0 0 0 1 110
1700 0 57 32 2 13 5 1 4 13 0 0 0 0 0 3 130

Hourly Total 0 219 103 5 36 13 14 12 35 0 0 0 0 0 4 441
1715 1 45 32 0 10 0 0 6 9 0 0 0 0 0 0 103
1730 0 46 24 1 10 0 0 2 10 0 0 0 0 0 0 93
1745 0 34 23 1 6 0 0 6 7 0 0 0 0 0 0 77
1800 0 35 21 0 3 1 1 3 3 1 0 0 0 0 0 68

Hourly Total 1 160 100 2 29 1 1 17 29 1 0 0 0 0 0 341
1815 1 42 34 1 8 2 1 4 2 0 1 0 0 0 0 96
1830 0 49 28 1 5 1 0 2 8 0 1 1 0 0 0 96



1845 0 45 24 1 3 0 0 2 3 0 0 0 0 0 0 78
1900 0 33 14 1 3 0 0 1 11 0 0 0 0 0 1 64

Hourly Total 1 169 100 4 19 3 1 9 24 0 2 1 0 0 1 334
1915 0 23 12 0 3 0 0 4 3 0 0 1 0 0 1 47
1930 0 30 15 1 5 2 0 1 7 0 0 1 0 0 1 63
1945 0 20 10 0 4 7 0 2 2 0 0 1 0 0 0 46
2000 0 22 14 0 2 3 0 2 1 0 1 0 0 0 0 45

Hourly Total 0 95 51 1 14 12 0 9 13 0 1 3 0 0 2 201
2015 0 15 9 0 4 2 0 1 2 0 0 0 0 0 1 34
2030 0 22 6 1 6 1 0 1 11 0 0 0 0 0 0 48
2045 0 19 4 0 1 1 0 0 2 0 1 1 0 0 0 29
2100 0 17 6 0 1 1 0 1 5 0 0 1 0 0 0 32

Hourly Total 0 73 25 1 12 5 0 3 20 0 1 2 0 0 1 143
2115 0 21 10 0 1 0 0 1 3 0 0 1 0 0 0 37
2130 0 28 14 0 0 0 0 2 1 0 0 0 0 0 0 45
2145 0 9 6 0 2 0 0 1 6 1 0 2 0 0 0 27
2200 0 11 7 0 0 0 0 1 3 0 0 0 0 0 0 22

Hourly Total 0 69 37 0 3 0 0 5 13 1 0 3 0 0 0 131
2215 0 13 6 0 4 0 0 0 6 0 1 1 0 0 0 31
2230 0 9 3 0 0 0 0 1 3 0 0 2 0 0 0 18
2245 0 13 2 0 0 0 0 0 3 0 0 0 0 0 0 18
2300 0 10 2 1 0 0 0 0 1 0 0 0 0 0 0 14

Hourly Total 0 45 13 1 4 0 0 1 13 0 1 3 0 0 0 81
2315 0 8 2 0 2 0 0 0 1 0 0 0 0 0 0 13
2330 0 11 8 0 2 0 0 0 1 0 1 0 0 0 0 23
2345 0 3 1 0 0 0 0 0 4 0 0 1 0 0 0 9
2400 0 6 3 0 0 0 0 0 2 0 0 0 0 0 0 11

Hourly Total 0 28 14 0 4 0 0 0 8 0 1 1 0 0 0 56

DAILY TOTAL 31 2623 1364 34 458 593 390 204 746 23 20 24 2 0 45 6557
Percentages 0.5% 40.0% 20.8% 0.5% 7.0% 9.0% 5.9% 3.1% 11.4% 0.4% 0.3% 0.4% 0.0% 0.0% 0.7% 100.0%

AM Peak
10:00-11:00 7 177 84 1 33 59 45 17 44 4 0 0 0 0 4 475

% of Daily Total 22.6% 6.7% 6.2% 2.9% 7.2% 9.9% 11.5% 8.3% 5.9% 17.4% 0.0% 0.0% 0.0% 0.0% 8.9% 7.2%
PM Peak

12:15-13:15 3 202 91 1 26 62 46 13 57 0 0 0 0 0 0 501
% of Daily Total 9.7% 7.7% 6.7% 2.9% 5.7% 10.5% 11.8% 6.4% 7.6% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 7.6%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/23/2017 Start Time: 00:00
Stop Date: 3/23/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 2 1 0 2 0 0 0 0 0 0 0 0 0 1 6
30 0 1 0 0 0 0 0 1 1 0 1 0 0 0 0 4
45 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1

100 0 1 1 0 0 0 0 0 2 0 0 0 0 0 0 4
Hourly Total 0 4 3 0 2 0 0 1 3 0 1 0 0 0 1 15

115 0 0 0 0 0 0 0 0 0 0 0 1 0 0 0 1
130 0 0 0 0 0 0 0 0 1 0 0 0 0 0 0 1
145 0 1 1 0 0 0 0 2 1 0 1 0 0 0 0 6
200 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Hourly Total 0 1 1 0 0 0 0 2 2 0 1 1 0 0 0 8
215 0 0 0 0 0 0 0 1 2 0 0 0 0 0 0 3
230 0 0 1 0 0 0 0 0 0 0 0 0 0 0 0 1
245 0 2 1 0 0 2 0 0 1 0 0 0 0 0 0 6
300 0 0 1 0 1 2 0 0 1 0 0 0 0 0 1 6

Hourly Total 0 2 3 0 1 4 0 1 4 0 0 0 0 0 1 16
315 0 3 1 0 1 2 0 0 0 0 0 0 0 0 0 7
330 0 0 3 0 0 4 0 0 2 0 0 0 0 0 0 9
345 0 0 0 0 1 3 0 0 0 0 0 0 0 0 0 4
400 0 0 0 0 2 3 0 0 2 0 0 0 0 0 0 7

Hourly Total 0 3 4 0 4 12 0 0 4 0 0 0 0 0 0 27
415 0 2 1 1 0 2 0 1 3 0 0 0 0 0 0 10
430 0 1 2 0 2 3 0 0 0 0 1 0 0 0 0 9
445 0 2 1 0 0 0 0 0 3 0 0 0 0 0 0 6
500 0 3 5 0 1 8 0 0 3 0 0 0 0 0 0 20

Hourly Total 0 8 9 1 3 13 0 1 9 0 1 0 0 0 0 45
515 0 1 3 0 0 6 0 2 7 0 0 0 0 0 0 19
530 0 5 3 0 1 4 0 0 1 1 0 0 0 0 0 15
545 0 10 5 2 3 4 0 1 7 1 0 0 0 0 0 33
600 1 13 5 1 5 15 0 1 2 0 0 0 0 0 0 43

Hourly Total 1 29 16 3 9 29 0 4 17 2 0 0 0 0 0 110
615 0 18 11 0 3 18 0 2 2 3 1 0 0 0 0 58
630 0 7 9 0 1 15 0 0 2 0 0 0 0 0 0 34
645 1 30 10 1 7 13 0 2 3 1 0 0 0 0 0 68
700 0 18 14 0 1 14 0 2 4 1 0 0 0 0 0 54

Hourly Total 1 73 44 1 12 60 0 6 11 5 1 0 0 0 0 214
715 0 35 12 0 9 11 0 0 5 0 0 0 0 0 0 72
730 1 23 15 1 6 11 0 3 7 0 0 0 0 0 0 67
745 0 19 8 1 7 7 0 3 6 0 0 0 0 0 0 51
800 0 13 11 1 8 15 0 1 4 1 0 0 0 0 1 55

Hourly Total 1 90 46 3 30 44 0 7 22 1 0 0 0 0 1 245
815 0 16 10 2 4 13 0 2 9 1 0 0 0 0 4 61

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Northbound GPS:



830 0 15 10 1 7 11 0 0 8 1 0 0 0 0 2 55
845 0 17 14 0 4 6 0 0 7 0 0 0 0 0 0 48
900 0 17 8 1 6 12 0 5 8 0 0 0 0 0 0 57

Hourly Total 0 65 42 4 21 42 0 7 32 2 0 0 0 0 6 221
915 0 23 19 0 7 7 0 2 11 0 0 0 0 0 0 69
930 1 31 15 2 1 10 0 2 12 1 0 0 0 0 0 75
945 1 30 12 0 4 21 0 1 5 0 0 0 0 0 0 74

1000 0 22 13 1 4 11 0 3 13 0 0 0 0 0 0 67
Hourly Total 2 106 59 3 16 49 0 8 41 1 0 0 0 0 0 285

1015 0 33 12 0 3 12 2 1 16 0 0 0 0 0 0 79
1030 0 27 14 0 5 15 0 5 6 2 0 0 0 0 0 74
1045 0 34 7 0 2 8 0 1 7 1 0 0 0 0 3 63
1100 1 30 15 0 5 7 0 1 9 1 0 0 0 0 0 69

Hourly Total 1 124 48 0 15 42 2 8 38 4 0 0 0 0 3 285
1115 0 22 8 0 5 15 0 3 10 0 0 0 0 0 0 63
1130 1 12 17 1 4 19 0 2 10 0 0 0 0 0 1 67
1145 0 25 16 0 5 10 0 5 9 0 0 0 0 0 0 70
1200 1 26 10 0 4 12 0 3 5 2 0 0 0 0 0 63

Hourly Total 2 85 51 1 18 56 0 13 34 2 0 0 0 0 1 263
1215 0 24 15 1 6 5 0 2 8 0 0 0 0 0 0 61
1230 1 24 11 0 4 12 1 1 3 1 0 0 0 0 0 58
1245 2 31 17 0 2 10 0 4 5 0 0 0 0 0 0 71
1300 0 26 17 2 8 13 0 2 1 1 0 0 0 0 0 70

Hourly Total 3 105 60 3 20 40 1 9 17 2 0 0 0 0 0 260
1315 0 27 19 0 3 10 0 5 8 1 0 0 0 0 1 74
1330 0 32 16 0 11 16 0 0 12 0 0 0 0 0 1 88
1345 1 23 13 0 10 18 1 2 2 0 0 0 0 0 0 70
1400 1 27 18 0 7 12 0 4 6 0 0 0 0 0 0 75

Hourly Total 2 109 66 0 31 56 1 11 28 1 0 0 0 0 2 307
1415 0 16 12 1 5 16 0 3 5 0 0 0 0 0 0 58
1430 0 18 11 0 5 7 0 4 6 0 0 0 0 0 0 51
1445 2 32 10 0 4 9 0 6 3 0 0 0 0 0 0 66
1500 0 24 16 1 9 11 0 0 2 0 0 0 0 0 1 64

Hourly Total 2 90 49 2 23 43 0 13 16 0 0 0 0 0 1 239
1515 0 18 23 0 5 9 0 6 6 0 0 0 0 0 1 68
1530 0 34 12 0 8 2 0 4 4 0 0 0 0 0 0 64
1545 0 29 17 0 5 6 0 0 3 0 0 0 0 0 0 60
1600 0 24 15 0 9 3 0 5 3 0 0 0 0 0 0 59

Hourly Total 0 105 67 0 27 20 0 15 16 0 0 0 0 0 1 251
1615 0 36 10 0 2 1 0 5 2 0 0 0 0 0 1 57
1630 0 25 15 1 3 0 0 7 4 0 0 0 0 0 0 55
1645 0 29 16 2 5 0 0 4 3 0 1 0 0 0 0 60
1700 0 37 13 0 5 0 0 3 5 0 0 0 0 0 0 63

Hourly Total 0 127 54 3 15 1 0 19 14 0 1 0 0 0 1 235
1715 0 45 14 0 4 0 0 0 5 1 1 0 0 0 0 70
1730 0 42 17 0 4 0 0 4 11 0 0 0 0 0 0 78
1745 1 36 18 0 4 0 0 3 3 0 0 0 0 0 0 65
1800 0 29 9 0 8 0 0 1 1 0 0 0 0 0 0 48

Hourly Total 1 152 58 0 20 0 0 8 20 1 1 0 0 0 0 261
1815 0 29 9 1 6 0 0 6 2 0 0 0 0 0 0 53
1830 0 25 13 2 1 0 0 4 4 0 0 1 0 0 0 50



1845 0 18 8 0 3 1 0 2 5 1 0 0 0 0 0 38
1900 0 18 10 0 6 1 0 2 2 0 0 0 0 0 0 39

Hourly Total 0 90 40 3 16 2 0 14 13 1 0 1 0 0 0 180
1915 0 17 4 0 1 1 0 1 1 0 1 0 0 0 1 27
1930 0 16 5 0 5 0 0 5 2 0 0 1 0 0 0 34
1945 0 13 8 0 0 0 0 3 1 0 0 0 0 0 0 25
2000 0 9 2 0 4 0 0 5 0 0 0 1 0 0 1 22

Hourly Total 0 55 19 0 10 1 0 14 4 0 1 2 0 0 2 108
2015 0 6 4 0 2 0 0 0 0 0 0 0 0 0 0 12
2030 0 14 18 0 5 1 0 7 3 0 1 1 0 0 0 50
2045 0 10 0 0 0 2 0 1 4 0 0 0 0 0 0 17
2100 0 8 7 0 2 0 0 0 3 0 0 1 0 0 0 21

Hourly Total 0 38 29 0 9 3 0 8 10 0 1 2 0 0 0 100
2115 0 5 3 0 1 3 0 4 3 0 0 0 0 0 0 19
2130 0 4 6 1 3 1 0 0 0 0 1 0 0 0 0 16
2145 0 12 2 0 4 0 0 1 3 0 0 1 0 0 0 23
2200 0 5 4 0 0 0 0 0 2 0 0 0 0 0 1 12

Hourly Total 0 26 15 1 8 4 0 5 8 0 1 1 0 0 1 70
2215 0 8 1 0 1 0 0 2 1 0 1 1 0 0 0 15
2230 0 11 2 0 1 0 0 3 1 0 0 1 0 0 0 19
2245 0 12 3 0 0 0 0 1 1 0 0 0 0 0 0 17
2300 0 2 2 0 0 0 0 0 1 0 0 0 0 0 0 5

Hourly Total 0 33 8 0 2 0 0 6 4 0 1 2 0 0 0 56
2315 0 4 3 0 0 0 0 0 0 0 0 0 0 0 0 7
2330 0 4 0 0 0 0 0 2 2 0 0 0 0 0 0 8
2345 0 2 5 0 0 0 0 1 0 0 0 0 0 0 0 8
2400 0 4 1 0 1 0 0 0 2 0 0 0 0 0 0 8

Hourly Total 0 14 9 0 1 0 0 3 4 0 0 0 0 0 0 31

DAILY TOTAL 16 1534 800 28 313 521 4 183 371 22 10 9 0 0 21 3832
Percentages 0.4% 40.0% 20.9% 0.7% 8.2% 13.6% 0.1% 4.8% 9.7% 0.6% 0.3% 0.2% 0.0% 0.0% 0.5% 100.0%

AM Peak
9:15-10:15 2 116 52 3 12 54 2 7 46 1 0 0 0 0 0 295

% of Daily Total 12.5% 7.6% 6.5% 10.7% 3.8% 10.4% 50.0% 3.8% 12.4% 4.5% 0.0% 0.0% 0.0% 0.0% 0.0% 7.7%
PM Peak

13:00-14:00 2 109 66 0 31 56 1 11 28 1 0 0 0 0 2 307
% of Daily Total 12.5% 7.1% 8.3% 0.0% 9.9% 10.7% 25.0% 6.0% 7.5% 4.5% 0.0% 0.0% 0.0% 0.0% 9.5% 8.0%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/23/2017 Start Time: 00:00
Stop Date: 3/23/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 6 0 0 0 0 0 0 1 0 0 0 0 0 0 7
30 0 2 2 0 0 0 0 0 1 0 0 1 0 0 0 6
45 0 4 1 0 0 0 0 0 1 0 0 0 0 0 0 6

100 0 2 0 0 0 1 0 1 1 1 0 0 0 0 0 6
Hourly Total 0 14 3 0 0 1 0 1 4 1 0 1 0 0 0 25

115 0 3 0 0 0 0 0 2 1 0 1 0 0 0 0 7
130 0 1 2 0 0 0 0 1 0 0 0 0 0 0 0 4
145 0 3 0 0 0 0 0 0 2 0 0 0 0 0 0 5
200 0 1 1 0 0 0 0 0 2 0 0 0 0 0 0 4

Hourly Total 0 8 3 0 0 0 0 3 5 0 1 0 0 0 0 20
215 0 0 1 0 1 1 0 0 3 0 0 0 0 0 0 6
230 0 0 0 0 2 0 0 0 1 0 0 0 0 0 0 3
245 0 1 0 0 0 0 0 1 0 0 0 0 0 0 0 2
300 0 0 0 0 1 0 0 1 5 0 1 0 0 0 0 8

Hourly Total 0 1 1 0 4 1 0 2 9 0 1 0 0 0 0 19
315 0 2 3 0 0 2 0 1 4 0 0 0 0 0 0 12
330 0 1 2 0 0 2 0 0 3 0 0 0 0 0 0 8
345 0 3 1 0 0 0 0 0 4 0 1 0 0 0 0 9
400 0 2 2 0 1 0 0 0 0 0 0 0 0 0 0 5

Hourly Total 0 8 8 0 1 4 0 1 11 0 1 0 0 0 0 34
415 0 0 2 0 0 0 0 0 1 0 2 1 0 0 0 6
430 0 3 5 0 2 1 0 1 4 0 0 0 0 0 0 16
445 0 4 1 0 1 0 0 3 2 0 1 2 0 0 0 14
500 0 2 3 0 0 0 0 1 6 0 0 0 0 0 0 12

Hourly Total 0 9 11 0 3 1 0 5 13 0 3 3 0 0 0 48
515 0 5 5 1 3 0 0 2 9 0 1 1 0 0 0 27
530 0 2 1 0 2 0 0 0 4 0 1 0 0 0 0 10
545 0 4 9 0 3 0 0 0 7 0 0 0 0 0 0 23
600 0 9 6 1 5 0 0 1 7 0 0 1 0 0 0 30

Hourly Total 0 20 21 2 13 0 0 3 27 0 2 2 0 0 0 90
615 0 12 10 0 6 0 0 2 4 0 1 2 0 0 0 37
630 0 6 18 1 4 0 0 0 1 0 0 0 0 0 0 30
645 0 10 21 0 3 0 0 3 5 0 0 0 0 0 0 42
700 0 11 12 0 3 0 0 2 8 0 0 0 0 0 0 36

Hourly Total 0 39 61 1 16 0 0 7 18 0 1 2 0 0 0 145
715 0 9 9 1 2 0 3 3 3 0 1 0 0 0 0 31
730 0 12 15 0 5 2 11 4 4 0 0 0 0 0 0 53
745 0 16 7 0 2 0 14 2 6 0 0 0 0 0 0 47
800 0 19 10 0 4 0 10 4 8 0 0 0 0 0 0 55

Hourly Total 0 56 41 1 13 2 38 13 21 0 1 0 0 0 0 186
815 0 23 8 0 5 3 8 1 4 0 0 0 0 0 0 52

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Southbound GPS:



830 0 13 9 0 3 0 5 5 4 0 0 0 0 0 1 40
845 0 15 13 0 2 2 7 2 11 0 0 0 0 0 0 52
900 0 10 11 0 5 1 10 1 11 0 0 0 0 0 0 49

Hourly Total 0 61 41 0 15 6 30 9 30 0 0 0 0 0 1 193
915 0 22 9 0 0 1 13 1 7 0 0 0 0 0 0 53
930 0 19 7 0 2 1 8 4 1 0 0 0 0 0 0 42
945 0 20 15 1 4 2 15 3 7 0 0 0 0 0 0 67

1000 0 15 15 0 2 2 8 1 6 0 0 0 0 0 0 49
Hourly Total 0 76 46 1 8 6 44 9 21 0 0 0 0 0 0 211

1015 1 15 12 0 3 3 11 1 4 2 0 0 0 0 0 52
1030 0 10 8 0 3 2 11 6 5 0 0 0 0 0 0 45
1045 0 13 5 1 4 0 13 3 1 1 0 0 0 0 0 41
1100 1 16 17 0 4 0 8 1 9 0 0 0 0 0 0 56

Hourly Total 2 54 42 1 14 5 43 11 19 3 0 0 0 0 0 194
1115 0 30 15 0 3 6 12 2 6 0 0 0 0 0 0 74
1130 0 22 13 0 3 2 8 0 3 0 0 0 0 0 0 51
1145 0 27 13 0 2 1 10 1 7 0 0 0 0 0 0 61
1200 0 20 13 0 2 1 11 0 5 0 0 0 1 0 0 53

Hourly Total 0 99 54 0 10 10 41 3 21 0 0 0 1 0 0 239
1215 0 34 13 0 1 1 11 1 9 0 0 0 0 0 0 70
1230 0 35 11 0 4 2 10 2 4 0 0 0 0 0 1 69
1245 1 25 11 0 3 1 12 1 3 0 0 0 0 0 0 57
1300 0 23 16 0 1 2 13 1 7 0 0 0 0 0 0 63

Hourly Total 1 117 51 0 9 6 46 5 23 0 0 0 0 0 1 259
1315 0 34 8 0 3 3 9 2 4 0 0 0 0 0 0 63
1330 0 27 14 0 3 1 9 2 4 0 0 0 0 0 0 60
1345 0 18 14 0 2 1 5 2 2 0 0 0 0 0 0 44
1400 0 26 10 0 0 1 10 3 9 0 0 0 0 0 0 59

Hourly Total 0 105 46 0 8 6 33 9 19 0 0 0 0 0 0 226
1415 1 22 14 0 3 5 7 1 5 0 0 0 0 0 0 58
1430 0 21 12 0 5 0 21 1 1 0 0 0 0 0 0 61
1445 1 20 14 0 4 2 5 1 2 0 0 0 0 0 1 50
1500 6 30 13 0 5 4 11 0 6 1 0 0 0 0 1 77

Hourly Total 8 93 53 0 17 11 44 3 14 1 0 0 0 0 2 246
1515 0 23 14 0 3 2 14 1 8 0 0 0 0 0 0 65
1530 0 24 13 0 3 0 7 1 6 0 0 0 0 0 1 55
1545 0 30 14 0 2 1 7 1 9 0 0 0 0 0 0 64
1600 0 25 18 0 2 1 5 2 5 0 0 0 0 0 1 59

Hourly Total 0 102 59 0 10 4 33 5 28 0 0 0 0 0 2 243
1615 0 19 12 0 9 3 7 2 5 0 0 0 0 0 0 57
1630 1 29 21 0 3 4 8 2 4 0 0 0 0 0 0 72
1645 0 20 17 1 3 0 2 4 3 0 0 0 0 0 1 51
1700 0 31 16 0 9 1 0 2 2 1 0 0 0 0 0 62

Hourly Total 1 99 66 1 24 8 17 10 14 1 0 0 0 0 1 242
1715 1 19 12 0 1 1 1 1 4 1 0 0 1 0 1 43
1730 0 38 13 2 6 0 0 1 8 0 0 0 0 0 2 70
1745 0 13 17 0 0 0 0 1 0 0 0 0 0 0 0 31
1800 0 23 9 0 3 2 0 0 5 0 0 0 0 0 0 42

Hourly Total 1 93 51 2 10 3 1 3 17 1 0 0 1 0 3 186
1815 0 23 9 0 2 0 0 0 7 1 0 0 0 0 0 42
1830 0 21 9 0 2 3 2 2 3 0 0 0 0 0 1 43



1845 0 20 13 0 2 1 0 1 2 0 0 0 0 0 1 40
1900 0 20 5 0 4 0 0 2 2 0 1 0 0 0 1 35

Hourly Total 0 84 36 0 10 4 2 5 14 1 1 0 0 0 3 160
1915 0 25 12 0 2 0 0 1 4 0 0 0 0 0 0 44
1930 0 19 8 0 4 1 0 1 0 0 0 0 0 0 0 33
1945 0 18 9 0 1 0 0 2 1 0 0 1 0 0 0 32
2000 0 13 6 0 0 0 0 1 1 0 0 0 0 0 0 21

Hourly Total 0 75 35 0 7 1 0 5 6 0 0 1 0 0 0 130
2015 0 16 8 0 1 0 0 2 0 0 1 0 0 0 1 29
2030 0 10 6 0 1 0 0 0 1 0 0 0 0 0 0 18
2045 0 11 6 0 2 1 0 0 2 0 0 0 0 0 0 22
2100 0 15 6 0 3 1 0 0 2 0 0 1 0 0 0 28

Hourly Total 0 52 26 0 7 2 0 2 5 0 1 1 0 0 1 97
2115 0 9 3 0 0 0 0 1 2 0 0 0 0 0 0 15
2130 0 12 8 0 2 0 0 0 1 0 0 0 0 0 0 23
2145 0 11 2 0 2 0 0 0 1 0 0 0 0 0 0 16
2200 0 12 2 0 2 1 0 0 1 0 0 0 0 0 1 19

Hourly Total 0 44 15 0 6 1 0 1 5 0 0 0 0 0 1 73
2215 0 6 3 0 2 0 0 0 2 0 0 0 0 0 0 13
2230 0 6 5 0 1 2 0 0 2 0 0 0 0 0 0 16
2245 0 3 6 1 0 0 0 1 2 0 0 0 0 0 0 13
2300 0 3 1 0 0 0 0 0 1 0 0 0 0 0 0 5

Hourly Total 0 18 15 1 3 2 0 1 7 0 0 0 0 0 0 47
2315 0 6 3 0 0 0 0 0 2 0 1 0 0 0 0 12
2330 0 9 2 0 1 0 0 0 1 0 0 0 0 0 0 13
2345 0 4 1 0 0 0 0 1 1 0 0 0 0 0 0 7
2400 0 4 2 0 1 0 0 0 1 0 0 0 0 0 0 8

Hourly Total 0 23 8 0 2 0 0 1 5 0 1 0 0 0 0 40

DAILY TOTAL 13 1350 793 10 210 84 372 117 356 8 13 10 2 0 15 3353
Percentages 0.4% 40.3% 23.7% 0.3% 6.3% 2.5% 11.1% 3.5% 10.6% 0.2% 0.4% 0.3% 0.1% 0.0% 0.4% 100.0%

AM Peak
10:45-11:45 1 95 58 0 12 9 38 4 25 0 0 0 0 0 0 242

% of Daily Total 7.7% 7.0% 7.3% 0.0% 5.7% 10.7% 10.2% 3.4% 7.0% 0.0% 0.0% 0.0% 0.0% 0.0% 0.0% 7.2%
PM Peak

14:45-15:45 6 107 54 0 13 7 39 3 29 1 0 0 0 0 2 261
% of Daily Total 46.2% 7.9% 6.8% 0.0% 6.2% 8.3% 10.5% 2.6% 8.1% 12.5% 0.0% 0.0% 0.0% 0.0% 13.3% 7.8%



Location: SR 31 btwn Little Farm & Cook Brown
Direction: 26.79486, -81.76047
Start Date: 3/23/2017 Start Time: 00:00
Stop Date: 3/23/2017 Stop Time: 24:00

END TIME
Cyle Car 2A-4T Buses 2A-SU 3A-SU 4A-SU 4A-ST 5A-ST 6A-ST 5A-MT 6A-MT 7A-MT None Unclass Total

15 0 8 1 0 2 0 0 0 1 0 0 0 0 0 1 13
30 0 3 2 0 0 0 0 1 2 0 1 1 0 0 0 10
45 0 4 2 0 0 0 0 0 1 0 0 0 0 0 0 7

100 0 3 1 0 0 1 0 1 3 1 0 0 0 0 0 10
Hourly Total 0 18 6 0 2 1 0 2 7 1 1 1 0 0 1 40

115 0 3 0 0 0 0 0 2 1 0 1 1 0 0 0 8
130 0 1 2 0 0 0 0 1 1 0 0 0 0 0 0 5
145 0 4 1 0 0 0 0 2 3 0 1 0 0 0 0 11
200 0 1 1 0 0 0 0 0 2 0 0 0 0 0 0 4

Hourly Total 0 9 4 0 0 0 0 5 7 0 2 1 0 0 0 28
215 0 0 1 0 1 1 0 1 5 0 0 0 0 0 0 9
230 0 0 1 0 2 0 0 0 1 0 0 0 0 0 0 4
245 0 3 1 0 0 2 0 1 1 0 0 0 0 0 0 8
300 0 0 1 0 2 2 0 1 6 0 1 0 0 0 1 14

Hourly Total 0 3 4 0 5 5 0 3 13 0 1 0 0 0 1 35
315 0 5 4 0 1 4 0 1 4 0 0 0 0 0 0 19
330 0 1 5 0 0 6 0 0 5 0 0 0 0 0 0 17
345 0 3 1 0 1 3 0 0 4 0 1 0 0 0 0 13
400 0 2 2 0 3 3 0 0 2 0 0 0 0 0 0 12

Hourly Total 0 11 12 0 5 16 0 1 15 0 1 0 0 0 0 61
415 0 2 3 1 0 2 0 1 4 0 2 1 0 0 0 16
430 0 4 7 0 4 4 0 1 4 0 1 0 0 0 0 25
445 0 6 2 0 1 0 0 3 5 0 1 2 0 0 0 20
500 0 5 8 0 1 8 0 1 9 0 0 0 0 0 0 32

Hourly Total 0 17 20 1 6 14 0 6 22 0 4 3 0 0 0 93
515 0 6 8 1 3 6 0 4 16 0 1 1 0 0 0 46
530 0 7 4 0 3 4 0 0 5 1 1 0 0 0 0 25
545 0 14 14 2 6 4 0 1 14 1 0 0 0 0 0 56
600 1 22 11 2 10 15 0 2 9 0 0 1 0 0 0 73

Hourly Total 1 49 37 5 22 29 0 7 44 2 2 2 0 0 0 200
615 0 30 21 0 9 18 0 4 6 3 2 2 0 0 0 95
630 0 13 27 1 5 15 0 0 3 0 0 0 0 0 0 64
645 1 40 31 1 10 13 0 5 8 1 0 0 0 0 0 110
700 0 29 26 0 4 14 0 4 12 1 0 0 0 0 0 90

Hourly Total 1 112 105 2 28 60 0 13 29 5 2 2 0 0 0 359
715 0 44 21 1 11 11 3 3 8 0 1 0 0 0 0 103
730 1 35 30 1 11 13 11 7 11 0 0 0 0 0 0 120
745 0 35 15 1 9 7 14 5 12 0 0 0 0 0 0 98
800 0 32 21 1 12 15 10 5 12 1 0 0 0 0 1 110

Hourly Total 1 146 87 4 43 46 38 20 43 1 1 0 0 0 1 431
815 0 39 18 2 9 16 8 3 13 1 0 0 0 0 4 113

VEHICLE CLASS

CLASS COUNT REPORT

City/County: Punta Gorda/Charlotte
Combined GPS:



830 0 28 19 1 10 11 5 5 12 1 0 0 0 0 3 95
845 0 32 27 0 6 8 7 2 18 0 0 0 0 0 0 100
900 0 27 19 1 11 13 10 6 19 0 0 0 0 0 0 106

Hourly Total 0 126 83 4 36 48 30 16 62 2 0 0 0 0 7 414
915 0 45 28 0 7 8 13 3 18 0 0 0 0 0 0 122
930 1 50 22 2 3 11 8 6 13 1 0 0 0 0 0 117
945 1 50 27 1 8 23 15 4 12 0 0 0 0 0 0 141

1000 0 37 28 1 6 13 8 4 19 0 0 0 0 0 0 116
Hourly Total 2 182 105 4 24 55 44 17 62 1 0 0 0 0 0 496

1015 1 48 24 0 6 15 13 2 20 2 0 0 0 0 0 131
1030 0 37 22 0 8 17 11 11 11 2 0 0 0 0 0 119
1045 0 47 12 1 6 8 13 4 8 2 0 0 0 0 3 104
1100 2 46 32 0 9 7 8 2 18 1 0 0 0 0 0 125

Hourly Total 3 178 90 1 29 47 45 19 57 7 0 0 0 0 3 479
1115 0 52 23 0 8 21 12 5 16 0 0 0 0 0 0 137
1130 1 34 30 1 7 21 8 2 13 0 0 0 0 0 1 118
1145 0 52 29 0 7 11 10 6 16 0 0 0 0 0 0 131
1200 1 46 23 0 6 13 11 3 10 2 0 0 1 0 0 116

Hourly Total 2 184 105 1 28 66 41 16 55 2 0 0 1 0 1 502
1215 0 58 28 1 7 6 11 3 17 0 0 0 0 0 0 131
1230 1 59 22 0 8 14 11 3 7 1 0 0 0 0 1 127
1245 3 56 28 0 5 11 12 5 8 0 0 0 0 0 0 128
1300 0 49 33 2 9 15 13 3 8 1 0 0 0 0 0 133

Hourly Total 4 222 111 3 29 46 47 14 40 2 0 0 0 0 1 519
1315 0 61 27 0 6 13 9 7 12 1 0 0 0 0 1 137
1330 0 59 30 0 14 17 9 2 16 0 0 0 0 0 1 148
1345 1 41 27 0 12 19 6 4 4 0 0 0 0 0 0 114
1400 1 53 28 0 7 13 10 7 15 0 0 0 0 0 0 134

Hourly Total 2 214 112 0 39 62 34 20 47 1 0 0 0 0 2 533
1415 1 38 26 1 8 21 7 4 10 0 0 0 0 0 0 116
1430 0 39 23 0 10 7 21 5 7 0 0 0 0 0 0 112
1445 3 52 24 0 8 11 5 7 5 0 0 0 0 0 1 116
1500 6 54 29 1 14 15 11 0 8 1 0 0 0 0 2 141

Hourly Total 10 183 102 2 40 54 44 16 30 1 0 0 0 0 3 485
1515 0 41 37 0 8 11 14 7 14 0 0 0 0 0 1 133
1530 0 58 25 0 11 2 7 5 10 0 0 0 0 0 1 119
1545 0 59 31 0 7 7 7 1 12 0 0 0 0 0 0 124
1600 0 49 33 0 11 4 5 7 8 0 0 0 0 0 1 118

Hourly Total 0 207 126 0 37 24 33 20 44 0 0 0 0 0 3 494
1615 0 55 22 0 11 4 7 7 7 0 0 0 0 0 1 114
1630 1 54 36 1 6 4 8 9 8 0 0 0 0 0 0 127
1645 0 49 33 3 8 0 2 8 6 0 1 0 0 0 1 111
1700 0 68 29 0 14 1 0 5 7 1 0 0 0 0 0 125

Hourly Total 1 226 120 4 39 9 17 29 28 1 1 0 0 0 2 477
1715 1 64 26 0 5 1 1 1 9 2 1 0 1 0 1 113
1730 0 80 30 2 10 0 0 5 19 0 0 0 0 0 2 148
1745 1 49 35 0 4 0 0 4 3 0 0 0 0 0 0 96
1800 0 52 18 0 11 2 0 1 6 0 0 0 0 0 0 90

Hourly Total 2 245 109 2 30 3 1 11 37 2 1 0 1 0 3 447
1815 0 52 18 1 8 0 0 6 9 1 0 0 0 0 0 95
1830 0 46 22 2 3 3 2 6 7 0 0 1 0 0 1 93



1845 0 38 21 0 5 2 0 3 7 1 0 0 0 0 1 78
1900 0 38 15 0 10 1 0 4 4 0 1 0 0 0 1 74

Hourly Total 0 174 76 3 26 6 2 19 27 2 1 1 0 0 3 340
1915 0 42 16 0 3 1 0 2 5 0 1 0 0 0 1 71
1930 0 35 13 0 9 1 0 6 2 0 0 1 0 0 0 67
1945 0 31 17 0 1 0 0 5 2 0 0 1 0 0 0 57
2000 0 22 8 0 4 0 0 6 1 0 0 1 0 0 1 43

Hourly Total 0 130 54 0 17 2 0 19 10 0 1 3 0 0 2 238
2015 0 22 12 0 3 0 0 2 0 0 1 0 0 0 1 41
2030 0 24 24 0 6 1 0 7 4 0 1 1 0 0 0 68
2045 0 21 6 0 2 3 0 1 6 0 0 0 0 0 0 39
2100 0 23 13 0 5 1 0 0 5 0 0 2 0 0 0 49

Hourly Total 0 90 55 0 16 5 0 10 15 0 2 3 0 0 1 197
2115 0 14 6 0 1 3 0 5 5 0 0 0 0 0 0 34
2130 0 16 14 1 5 1 0 0 1 0 1 0 0 0 0 39
2145 0 23 4 0 6 0 0 1 4 0 0 1 0 0 0 39
2200 0 17 6 0 2 1 0 0 3 0 0 0 0 0 2 31

Hourly Total 0 70 30 1 14 5 0 6 13 0 1 1 0 0 2 143
2215 0 14 4 0 3 0 0 2 3 0 1 1 0 0 0 28
2230 0 17 7 0 2 2 0 3 3 0 0 1 0 0 0 35
2245 0 15 9 1 0 0 0 2 3 0 0 0 0 0 0 30
2300 0 5 3 0 0 0 0 0 2 0 0 0 0 0 0 10

Hourly Total 0 51 23 1 5 2 0 7 11 0 1 2 0 0 0 103
2315 0 10 6 0 0 0 0 0 2 0 1 0 0 0 0 19
2330 0 13 2 0 1 0 0 2 3 0 0 0 0 0 0 21
2345 0 6 6 0 0 0 0 2 1 0 0 0 0 0 0 15
2400 0 8 3 0 2 0 0 0 3 0 0 0 0 0 0 16

Hourly Total 0 37 17 0 3 0 0 4 9 0 1 0 0 0 0 71

DAILY TOTAL 29 2884 1593 38 523 605 376 300 727 30 23 19 2 0 36 7185
Percentages 0.4% 40.1% 22.2% 0.5% 7.3% 8.4% 5.2% 4.2% 10.1% 0.4% 0.3% 0.3% 0.0% 0.0% 0.5% 100.0%

AM Peak
10:45-11:45 3 184 114 1 31 60 38 15 63 1 0 0 0 0 1 511

% of Daily Total 10.3% 6.4% 7.2% 2.6% 5.9% 9.9% 10.1% 5.0% 8.7% 3.3% 0.0% 0.0% 0.0% 0.0% 2.8% 7.1%
PM Peak

12:30-13:30 3 225 118 2 34 56 43 17 44 2 0 0 0 0 2 546
% of Daily Total 10.3% 7.8% 7.4% 5.3% 6.5% 9.3% 11.4% 5.7% 6.1% 6.7% 0.0% 0.0% 0.0% 0.0% 5.6% 7.6%



 

 

 
 
 
 
 
 
 

 
 
 

Appendix B 

Seasonal and Axle Adjustment Factors 
 
 
 
 
 
 

 













NB SB Two-Way NB SB Two-Way NB SB Two-Way
1 29 29 58 2 116 1 45 33 78 2 156 1 39 30 69 2 138
2 2,823 2,543 5,366 2 10,732 2 3,048 2,780 5,828 2 11,656 2 3,260 2,933 6,193 2 12,386
3 1,657 1,722 3,379 2 6,758 3 1,755 1,715 3,470 2 6,940 3 1,778 1,710 3,488 2 6,976
4 23 29 52 2 104 4 18 27 45 2 90 4 21 30 51 2 102
5 473 569 1,042 2 2,084 5 445 502 947 2 1,894 5 475 442 917 2 1,834
6 392 87 479 3 1,437 6 442 61 503 3 1,509 6 387 81 468 3 1,404
7 20 313 333 4 1,332 7 25 340 365 4 1,460 7 18 275 293 4 1,172
8 143 146 289 4 1,156 8 186 166 352 4 1,408 8 172 141 313 4 1,252
9 456 375 831 5 4,155 9 440 437 877 5 4,385 9 417 387 804 5 4,020

10 20 13 33 6 198 10 32 7 39 6 234 10 22 5 27 6 162
11 7 10 17 5 85 11 10 6 16 5 80 11 9 9 18 5 90
12 11 9 20 6 120 12 9 8 17 6 102 12 10 9 19 6 114
13 1 0 1 7 7 13 1 0 1 7 7 13 1 0 1 7 7

Total Volume 6,055 5,845 11,900 Total Axles 28,284 Total Volume 6,456 6,082 12,538 Total Axles 29,921 Total Volume 6,609 6,052 12,661 Total Axles 29,657
Axles/Veh 2.38 Axles/Veh 2.39 Axles/Veh 2.34
Axle Factor 0.841 Axle Factor 0.838 Axle Factor 0.854

Axle Adjustment Factor = (0.841+ 0.838 + 0.854)/3 = 0.844

24-Hour Vehicle Volume Total No. 
of Axles

Average Two-Way 24-Hour Volume = 12,366 vehicles
Average Total Axles = 29,287 axles

 Axle Adjustment Factor = [(Average Two-Way 24-Hour Volume)x(2)]/[Average Total Axles] = 0.844

Total No. 
of Axles

24-Hour Vehicle Volume Avg. No. of 
Axles/Vehicle

Total No. 
of Axles

FHWA            
Vehicle          

Class

FHWA            
Vehicle          

Class

Avg. No. of 
Axles/Vehicle

SR 31 Between Old Rodeo Drive and CR 78 
Axle Adjustment Factor Calculations

3/14/2017 3/15/2017 3/16/2017
FHWA            

Vehicle          
Class

24-Hour Vehicle Volume Avg. No. of 
Axles/Vehicle



NB SB Two-Way NB SB Two-Way NB SB Two-Way
1 24 27 51 2 102 1 18 13 31 2 62 1 16 13 29 2 58
2 1,281 1,226 2,507 2 5,014 2 1,364 1,259 2,623 2 5,246 2 1,534 1,350 2,884 2 5,768
3 690 696 1,386 2 2,772 3 655 709 1,364 2 2,728 3 800 793 1,593 2 3,186
4 28 15 43 2 86 4 25 9 34 2 68 4 28 10 38 2 76
5 227 218 445 2 890 5 243 215 458 2 916 5 313 210 523 2 1,046
6 447 49 496 3 1,488 6 507 86 593 3 1,779 6 521 84 605 3 1,815
7 13 362 375 4 1,500 7 16 374 390 4 1,560 7 4 372 376 4 1,504
8 132 129 261 4 1,044 8 113 91 204 4 816 8 183 117 300 4 1,200
9 388 374 762 5 3,810 9 380 366 746 5 3,730 9 371 356 727 5 3,635

10 18 7 25 6 150 10 16 7 23 6 138 10 22 8 30 6 180
11 8 11 19 5 95 11 7 13 20 5 100 11 10 13 23 5 115
12 9 7 16 6 96 12 13 11 24 6 144 12 9 10 19 6 114
13 0 0 0 7 0 13 1 1 2 7 14 13 0 2 2 7 14

Total Volume 3,265 3,121 6,386 Total Axles 17,047 Total Volume 3,358 3,154 6,512 Total Axles 17,301 Total Volume 3,811 3,338 7,149 Total Axles 18,711
Axles/Veh 2.67 Axles/Veh 2.66 Axles/Veh 2.62
Axle Factor 0.749 Axle Factor 0.753 Axle Factor 0.764

Axle Adjustment Factor Calculations

 Axle Adjustment Factor = [(Average Two-Way 24-Hour Volume)x(2)]/[Average Total Axles] = 0.756
Axle Adjustment Factor = (0.749+ 0.753 + 0.764)/3 = 0.755

Avg. No. of 
Axles/Vehicle

24-Hour Vehicle Volume Total No. 
of Axles

Average Two-Way 24-Hour Volume = 6,682 vehicles

 3/21/2017
FHWA            

Vehicle          
Class

24-Hour Vehicle Volume Avg. No. of 
Axles/Vehicle

SR 31 Between Little Farm Road and Cook Brown Road 

Average Total Axles = 17,686 axles

Total No. 
of Axles

3/22/2017
FHWA            

Vehicle          
Class

24-Hour Vehicle Volume Avg. No. of 
Axles/Vehicle

Total No. 
of Axles

 3/23/2017
FHWA            

Vehicle          
Class



 

 

 
 
 
 
 
 
 

 
 
 

Appendix C 

Peak Hour Turning Movement Count Data 
 

 

 

 



File Name : SR31&SR78
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
SR 31

Northbound
SR 78 (BAYSHORE BLVD)

Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

06:30 AM 0 63 31 24 118 51 64 0 115 39 0 13 16 68 301
06:45 AM 0 65 39 11 115 43 59 0 102 34 0 13 28 75 292

Total 0 128 70 35 233 94 123 0 217 73 0 26 44 143 593

07:00 AM 0 46 39 9 94 47 49 0 96 32 0 10 22 64 254
07:15 AM 0 48 34 15 97 68 55 0 123 40 0 10 20 70 290
07:30 AM 0 61 28 25 114 50 45 0 95 41 0 16 14 71 280
07:45 AM 0 60 24 14 98 44 58 0 102 48 0 13 34 95 295

Total 0 215 125 63 403 209 207 0 416 161 0 49 90 300 1119

08:00 AM 0 82 37 15 134 33 59 0 92 36 0 17 24 77 303
08:15 AM 0 64 38 10 112 34 50 0 84 34 0 18 25 77 273

*** BREAK ***
Total 0 146 75 25 246 67 109 0 176 70 0 35 49 154 576

*** BREAK ***

03:00 PM 0 83 31 9 123 43 62 0 105 38 0 20 20 78 306
03:15 PM 0 81 44 9 134 44 80 0 124 40 0 18 20 78 336
03:30 PM 0 56 29 19 104 49 62 0 111 47 0 14 45 106 321
03:45 PM 0 66 25 21 112 45 58 0 103 40 0 26 29 95 310

Total 0 286 129 58 473 181 262 0 443 165 0 78 114 357 1273

04:00 PM 0 83 20 11 114 57 53 0 110 46 0 20 27 93 317
04:15 PM 0 71 29 8 108 56 45 0 101 36 0 12 38 86 295
04:30 PM 0 58 27 13 98 65 71 0 136 49 0 14 32 95 329
04:45 PM 0 46 38 10 94 56 69 0 125 51 0 22 37 110 329

Total 0 258 114 42 414 234 238 0 472 182 0 68 134 384 1270

Grand Total 0 1033 513 223 1769 785 939 0 1724 651 0 256 431 1338 4831
Apprch % 0 58.4 29 12.6  45.5 54.5 0  48.7 0 19.1 32.2   

Total % 0 21.4 10.6 4.6 36.6 16.2 19.4 0 35.7 13.5 0 5.3 8.9 27.7
Passenger

Vehicles
0 867 435 198 1500 746 829 0 1575 505 0 245 413 1163 4238

% Passenger
Vehicles

0 83.9 84.8 88.8 84.8 95 88.3 0 91.4 77.6 0 95.7 95.8 86.9 87.7

Heavy Vehicles 0 166 78 25 269 39 110 0 149 146 0 11 18 175 593
% Heavy
Vehicles

0 16.1 15.2 11.2 15.2 5 11.7 0 8.6 22.4 0 4.3 4.2 13.1 12.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

SR 31
Northbound

SR 78 (BAYSHORE BLVD)
Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 48 34 15 97 68 55 0 123 40 0 10 20 70 290
07:30 AM 0 61 28 25 114 50 45 0 95 41 0 16 14 71 280
07:45 AM 0 60 24 14 98 44 58 0 102 48 0 13 34 95 295
08:00 AM 0 82 37 15 134 33 59 0 92 36 0 17 24 77 303

Total Volume 0 251 123 69 443 195 217 0 412 165 0 56 92 313 1168
% App. Total 0 56.7 27.8 15.6  47.3 52.7 0  52.7 0 17.9 29.4   

PHF .000 .765 .831 .690 .826 .717 .919 .000 .837 .859 .000 .824 .676 .824 .964
Passenger

Vehicles
0 203 109 60 372 185 183 0 368 117 0 53 89 259 999

% Passenger
Vehicles

0 80.9 88.6 87.0 84.0 94.9 84.3 0 89.3 70.9 0 94.6 96.7 82.7 85.5

Heavy Vehicles 0 48 14 9 71 10 34 0 44 48 0 3 3 54 169
% Heavy
Vehicles

0 19.1 11.4 13.0 16.0 5.1 15.7 0 10.7 29.1 0 5.4 3.3 17.3 14.5

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&SR78
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SR 78 (BAYSHORE BLVD)
Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:30 AM 06:30 AM 07:30 AM
+0 mins. 0 61 28 25 114 51 64 0 115 41 0 16 14 71

+15 mins. 0 60 24 14 98 43 59 0 102 48 0 13 34 95
+30 mins. 0 82 37 15 134 47 49 0 96 36 0 17 24 77
+45 mins. 0 64 38 10 112 68 55 0 123 34 0 18 25 77

Total Volume 0 267 127 64 458 209 227 0 436 159 0 64 97 320
% App. Total 0 58.3 27.7 14  47.9 52.1 0  49.7 0 20 30.3  

PHF .000 .814 .836 .640 .854 .768 .887 .000 .886 .828 .000 .889 .713 .842
Passenger

Vehicles
0 207 110 55 372 197 187 0 384 110 0 61 96 267

% Passenger
Vehicles

0 77.5 86.6 85.9 81.2 94.3 82.4 0 88.1 69.2 0 95.3 99 83.4

Heavy Vehicles 0 60 17 9 86 12 40 0 52 49 0 3 1 53
% Heavy
Vehicles

0 22.5 13.4 14.1 18.8 5.7 17.6 0 11.9 30.8 0 4.7 1 16.6

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:15 PM

03:15 PM 0 81 44 9 134 44 80 0 124 40 0 18 20 78 336
03:30 PM 0 56 29 19 104 49 62 0 111 47 0 14 45 106 321
03:45 PM 0 66 25 21 112 45 58 0 103 40 0 26 29 95 310
04:00 PM 0 83 20 11 114 57 53 0 110 46 0 20 27 93 317

Total Volume 0 286 118 60 464 195 253 0 448 173 0 78 121 372 1284
% App. Total 0 61.6 25.4 12.9  43.5 56.5 0  46.5 0 21 32.5   

PHF .000 .861 .670 .714 .866 .855 .791 .000 .903 .920 .000 .750 .672 .877 .955
Passenger

Vehicles
0 236 94 55 385 186 231 0 417 145 0 77 115 337 1139

% Passenger
Vehicles

0 82.5 79.7 91.7 83.0 95.4 91.3 0 93.1 83.8 0 98.7 95.0 90.6 88.7

Heavy Vehicles 0 50 24 5 79 9 22 0 31 28 0 1 6 35 145
% Heavy
Vehicles

0 17.5 20.3 8.3 17.0 4.6 8.7 0 6.9 16.2 0 1.3 5.0 9.4 11.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 04:00 PM 04:00 PM
+0 mins. 0 83 31 9 123 57 53 0 110 46 0 20 27 93

+15 mins. 0 81 44 9 134 56 45 0 101 36 0 12 38 86
+30 mins. 0 56 29 19 104 65 71 0 136 49 0 14 32 95
+45 mins. 0 66 25 21 112 56 69 0 125 51 0 22 37 110

Total Volume 0 286 129 58 473 234 238 0 472 182 0 68 134 384
% App. Total 0 60.5 27.3 12.3  49.6 50.4 0  47.4 0 17.7 34.9  

PHF .000 .861 .733 .690 .882 .900 .838 .000 .868 .892 .000 .773 .882 .873
Passenger

Vehicles
0 227 108 53 388 219 228 0 447 163 0 64 128 355

% Passenger
Vehicles

0 79.4 83.7 91.4 82 93.6 95.8 0 94.7 89.6 0 94.1 95.5 92.4

Heavy Vehicles 0 59 21 5 85 15 10 0 25 19 0 4 6 29
% Heavy
Vehicles

0 20.6 16.3 8.6 18 6.4 4.2 0 5.3 10.4 0 5.9 4.5 7.6

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&SR78
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
SR 31

Northbound
SR 78 (BAYSHORE BLVD)

Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

06:30 AM 0 58 31 23 112 47 55 0 102 24 0 13 13 50 264
06:45 AM 0 60 36 10 106 42 49 0 91 18 0 13 27 58 255

Total 0 118 67 33 218 89 104 0 193 42 0 26 40 108 519

07:00 AM 0 38 35 8 81 45 38 0 83 24 0 10 21 55 219
07:15 AM 0 44 32 14 90 63 45 0 108 31 0 9 18 58 256
07:30 AM 0 51 26 21 98 47 37 0 84 27 0 16 14 57 239
07:45 AM 0 45 19 12 76 43 48 0 91 32 0 11 34 77 244

Total 0 178 112 55 345 198 168 0 366 114 0 46 87 247 958

08:00 AM 0 63 32 13 108 32 53 0 85 27 0 17 23 67 260
08:15 AM 0 48 33 9 90 33 42 0 75 24 0 17 25 66 231

*** BREAK ***
Total 0 111 65 22 198 65 95 0 160 51 0 34 48 133 491

*** BREAK ***

03:00 PM 0 65 29 8 102 42 53 0 95 33 0 18 19 70 267
03:15 PM 0 63 33 7 103 42 72 0 114 30 0 17 18 65 282
03:30 PM 0 46 23 17 86 48 57 0 105 41 0 14 45 100 291
03:45 PM 0 53 23 21 97 43 52 0 95 31 0 26 28 85 277

Total 0 227 108 53 388 175 234 0 409 135 0 75 110 320 1117

04:00 PM 0 74 15 10 99 53 50 0 103 43 0 20 24 87 289
04:15 PM 0 62 26 8 96 48 44 0 92 33 0 11 38 82 270
04:30 PM 0 53 20 9 82 63 68 0 131 44 0 13 30 87 300
04:45 PM 0 44 22 8 74 55 66 0 121 43 0 20 36 99 294

Total 0 233 83 35 351 219 228 0 447 163 0 64 128 355 1153

Grand Total 0 867 435 198 1500 746 829 0 1575 505 0 245 413 1163 4238
Apprch % 0 57.8 29 13.2  47.4 52.6 0  43.4 0 21.1 35.5   

Total % 0 20.5 10.3 4.7 35.4 17.6 19.6 0 37.2 11.9 0 5.8 9.7 27.4

SR 31
Southbound

SR 31
Northbound

SR 78 (BAYSHORE BLVD)
Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 44 32 14 90 63 45 0 108 31 0 9 18 58 256
07:30 AM 0 51 26 21 98 47 37 0 84 27 0 16 14 57 239
07:45 AM 0 45 19 12 76 43 48 0 91 32 0 11 34 77 244
08:00 AM 0 63 32 13 108 32 53 0 85 27 0 17 23 67 260

Total Volume 0 203 109 60 372 185 183 0 368 117 0 53 89 259 999
% App. Total 0 54.6 29.3 16.1  50.3 49.7 0  45.2 0 20.5 34.4   

PHF .000 .806 .852 .714 .861 .734 .863 .000 .852 .914 .000 .779 .654 .841 .961

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 06:30 AM 07:30 AM
+0 mins. 0 58 31 23 112 47 55 0 102 27 0 16 14 57

+15 mins. 0 60 36 10 106 42 49 0 91 32 0 11 34 77
+30 mins. 0 38 35 8 81 45 38 0 83 27 0 17 23 67
+45 mins. 0 44 32 14 90 63 45 0 108 24 0 17 25 66

Total Volume 0 200 134 55 389 197 187 0 384 110 0 61 96 267
% App. Total 0 51.4 34.4 14.1  51.3 48.7 0  41.2 0 22.8 36  

PHF .000 .833 .931 .598 .868 .782 .850 .000 .889 .859 .000 .897 .706 .867

Intersection Turning Movement Count



File Name : SR31&SR78
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SR 78 (BAYSHORE BLVD)
Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 0 74 15 10 99 53 50 0 103 43 0 20 24 87 289
04:15 PM 0 62 26 8 96 48 44 0 92 33 0 11 38 82 270
04:30 PM 0 53 20 9 82 63 68 0 131 44 0 13 30 87 300
04:45 PM 0 44 22 8 74 55 66 0 121 43 0 20 36 99 294

Total Volume 0 233 83 35 351 219 228 0 447 163 0 64 128 355 1153
% App. Total 0 66.4 23.6 10  49 51 0  45.9 0 18 36.1   

PHF .000 .787 .798 .875 .886 .869 .838 .000 .853 .926 .000 .800 .842 .896 .961

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 04:00 PM 04:00 PM
+0 mins. 0 65 29 8 102 53 50 0 103 43 0 20 24 87

+15 mins. 0 63 33 7 103 48 44 0 92 33 0 11 38 82
+30 mins. 0 46 23 17 86 63 68 0 131 44 0 13 30 87
+45 mins. 0 53 23 21 97 55 66 0 121 43 0 20 36 99

Total Volume 0 227 108 53 388 219 228 0 447 163 0 64 128 355
% App. Total 0 58.5 27.8 13.7  49 51 0  45.9 0 18 36.1  

PHF .000 .873 .818 .631 .942 .869 .838 .000 .853 .926 .000 .800 .842 .896

Intersection Turning Movement Count



File Name : SR31&SR78
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
SR 31

Northbound
SR 78 (BAYSHORE BLVD)

Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

06:30 AM 0 5 0 1 6 4 9 0 13 15 0 0 3 18 37
06:45 AM 0 5 3 1 9 1 10 0 11 16 0 0 1 17 37

Total 0 10 3 2 15 5 19 0 24 31 0 0 4 35 74

07:00 AM 0 8 4 1 13 2 11 0 13 8 0 0 1 9 35
07:15 AM 0 4 2 1 7 5 10 0 15 9 0 1 2 12 34
07:30 AM 0 10 2 4 16 3 8 0 11 14 0 0 0 14 41
07:45 AM 0 15 5 2 22 1 10 0 11 16 0 2 0 18 51

Total 0 37 13 8 58 11 39 0 50 47 0 3 3 53 161

08:00 AM 0 19 5 2 26 1 6 0 7 9 0 0 1 10 43
08:15 AM 0 16 5 1 22 1 8 0 9 10 0 1 0 11 42

*** BREAK ***
Total 0 35 10 3 48 2 14 0 16 19 0 1 1 21 85

*** BREAK ***

03:00 PM 0 18 2 1 21 1 9 0 10 5 0 2 1 8 39
03:15 PM 0 18 11 2 31 2 8 0 10 10 0 1 2 13 54
03:30 PM 0 10 6 2 18 1 5 0 6 6 0 0 0 6 30
03:45 PM 0 13 2 0 15 2 6 0 8 9 0 0 1 10 33

Total 0 59 21 5 85 6 28 0 34 30 0 3 4 37 156

04:00 PM 0 9 5 1 15 4 3 0 7 3 0 0 3 6 28
04:15 PM 0 9 3 0 12 8 1 0 9 3 0 1 0 4 25
04:30 PM 0 5 7 4 16 2 3 0 5 5 0 1 2 8 29
04:45 PM 0 2 16 2 20 1 3 0 4 8 0 2 1 11 35

Total 0 25 31 7 63 15 10 0 25 19 0 4 6 29 117

Grand Total 0 166 78 25 269 39 110 0 149 146 0 11 18 175 593
Apprch % 0 61.7 29 9.3  26.2 73.8 0  83.4 0 6.3 10.3   

Total % 0 28 13.2 4.2 45.4 6.6 18.5 0 25.1 24.6 0 1.9 3 29.5

SR 31
Southbound

SR 31
Northbound

SR 78 (BAYSHORE BLVD)
Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 10 2 4 16 3 8 0 11 14 0 0 0 14 41
07:45 AM 0 15 5 2 22 1 10 0 11 16 0 2 0 18 51
08:00 AM 0 19 5 2 26 1 6 0 7 9 0 0 1 10 43
08:15 AM 0 16 5 1 22 1 8 0 9 10 0 1 0 11 42

Total Volume 0 60 17 9 86 6 32 0 38 49 0 3 1 53 177
% App. Total 0 69.8 19.8 10.5  15.8 84.2 0  92.5 0 5.7 1.9   

PHF .000 .789 .850 .563 .827 .500 .800 .000 .864 .766 .000 .375 .250 .736 .868

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:30 AM 06:30 AM 06:30 AM
+0 mins. 0 10 2 4 16 4 9 0 13 15 0 0 3 18

+15 mins. 0 15 5 2 22 1 10 0 11 16 0 0 1 17
+30 mins. 0 19 5 2 26 2 11 0 13 8 0 0 1 9
+45 mins. 0 16 5 1 22 5 10 0 15 9 0 1 2 12

Total Volume 0 60 17 9 86 12 40 0 52 48 0 1 7 56
% App. Total 0 69.8 19.8 10.5  23.1 76.9 0  85.7 0 1.8 12.5  

PHF .000 .789 .850 .563 .827 .600 .909 .000 .867 .750 .000 .250 .583 .778

Intersection Turning Movement Count



File Name : SR31&SR78
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SR 78 (BAYSHORE BLVD)
Eastbound

Start Time Left Thru Right RTOR
App.
Total

Left Thru Right
App.
Total

Left Thru Right RTOR
App.
Total

Int. Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 18 2 1 21 1 9 0 10 5 0 2 1 8 39
03:15 PM 0 18 11 2 31 2 8 0 10 10 0 1 2 13 54
03:30 PM 0 10 6 2 18 1 5 0 6 6 0 0 0 6 30
03:45 PM 0 13 2 0 15 2 6 0 8 9 0 0 1 10 33

Total Volume 0 59 21 5 85 6 28 0 34 30 0 3 4 37 156
% App. Total 0 69.4 24.7 5.9  17.6 82.4 0  81.1 0 8.1 10.8   

PHF .000 .819 .477 .625 .685 .750 .778 .000 .850 .750 .000 .375 .500 .712 .722

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 18 2 1 21 1 9 0 10 5 0 2 1 8

+15 mins. 0 18 11 2 31 2 8 0 10 10 0 1 2 13
+30 mins. 0 10 6 2 18 1 5 0 6 6 0 0 0 6
+45 mins. 0 13 2 0 15 2 6 0 8 9 0 0 1 10

Total Volume 0 59 21 5 85 6 28 0 34 30 0 3 4 37
% App. Total 0 69.4 24.7 5.9  17.6 82.4 0  81.1 0 8.1 10.8  

PHF .000 .819 .477 .625 .685 .750 .778 .000 .850 .750 .000 .375 .500 .712

Intersection Turning Movement Count



File Name : SR31&OldRodeo
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
OLD RODEO DRIVE

Westbound
SR 31

Northbound
LEE COUNTY FAIRGROUNDS

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 110 0 110 1 0 0 1 0 98 0 98 0 0 0 0 209
06:45 AM 0 111 0 111 1 0 0 1 0 95 0 95 0 0 0 0 207

Total 0 221 0 221 2 0 0 2 0 193 0 193 0 0 0 0 416

07:00 AM 0 90 0 90 2 0 0 2 0 87 0 87 0 0 0 0 179
07:15 AM 0 101 0 101 1 0 0 1 0 89 0 89 0 0 0 0 191
07:30 AM 0 115 0 115 0 0 0 0 0 90 1 91 0 0 0 0 206
07:45 AM 0 98 0 98 1 0 0 1 0 107 2 109 0 0 0 0 208

Total 0 404 0 404 4 0 0 4 0 373 3 376 0 0 0 0 784

08:00 AM 0 127 0 127 4 0 0 4 0 91 0 91 0 0 0 0 222
08:15 AM 0 116 0 116 0 0 0 0 0 84 2 86 0 0 0 0 202

*** BREAK ***
Total 0 243 0 243 4 0 0 4 0 175 2 177 0 0 0 0 424

*** BREAK ***

03:00 PM 0 117 0 117 1 0 0 1 0 101 2 103 0 0 0 0 221
03:15 PM 0 137 2 139 0 0 0 0 0 124 0 124 0 0 2 2 265
03:30 PM 0 105 0 105 3 0 1 4 0 109 1 110 0 0 0 0 219
03:45 PM 0 107 0 107 2 0 0 2 0 100 1 101 0 0 0 0 210

Total 0 466 2 468 6 0 1 7 0 434 4 438 0 0 2 2 915

04:00 PM 0 115 0 115 2 0 0 2 0 95 2 97 0 0 0 0 214
04:15 PM 0 112 0 112 3 0 0 3 0 88 2 90 0 0 0 0 205
04:30 PM 0 98 0 98 1 0 1 2 0 121 3 124 0 0 0 0 224
04:45 PM 0 93 0 93 0 0 0 0 0 121 1 122 0 0 0 0 215

Total 0 418 0 418 6 0 1 7 0 425 8 433 0 0 0 0 858

Grand Total 0 1752 2 1754 22 0 2 24 0 1600 17 1617 0 0 2 2 3397
Apprch % 0 99.9 0.1  91.7 0 8.3  0 98.9 1.1  0 0 100   

Total % 0 51.6 0.1 51.6 0.6 0 0.1 0.7 0 47.1 0.5 47.6 0 0 0.1 0.1
Passenger

Vehicles
0 1483 2 1485 22 0 2 24 0 1346 16 1362 0 0 2 2 2873

% Passenger
Vehicles

0 84.6 100 84.7 100 0 100 100 0 84.1 94.1 84.2 0 0 100 100 84.6

Heavy
Vehicles

0 269 0 269 0 0 0 0 0 254 1 255 0 0 0 0 524

% Heavy
Vehicles

0 15.4 0 15.3 0 0 0 0 0 15.9 5.9 15.8 0 0 0 0 15.4

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

OLD RODEO DRIVE
Westbound

SR 31
Northbound

LEE COUNTY FAIRGROUNDS
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 115 0 115 0 0 0 0 0 90 1 91 0 0 0 0 206
07:45 AM 0 98 0 98 1 0 0 1 0 107 2 109 0 0 0 0 208
08:00 AM 0 127 0 127 4 0 0 4 0 91 0 91 0 0 0 0 222
08:15 AM 0 116 0 116 0 0 0 0 0 84 2 86 0 0 0 0 202

Total Volume 0 456 0 456 5 0 0 5 0 372 5 377 0 0 0 0 838
% App. Total 0 100 0  100 0 0  0 98.7 1.3  0 0 0   

PHF .000 .898 .000 .898 .313 .000 .000 .313 .000 .869 .625 .865 .000 .000 .000 .000 .944
Passenger

Vehicles
0 366 0 366 5 0 0 5 0 292 4 296 0 0 0 0 667

% Passenger
Vehicles

0 80.3 0 80.3 100 0 0 100 0 78.5 80.0 78.5 0 0 0 0 79.6

Heavy
Vehicles

0 90 0 90 0 0 0 0 0 80 1 81 0 0 0 0 171

% Heavy
Vehicles

0 19.7 0 19.7 0 0 0 0 0 21.5 20.0 21.5 0 0 0 0 20.4

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:30 AM 07:15 AM 07:15 AM 06:30 AM
+0 mins. 0 115 0 115 1 0 0 1 0 89 0 89 0 0 0 0

+15 mins. 0 98 0 98 0 0 0 0 0 90 1 91 0 0 0 0
+30 mins. 0 127 0 127 1 0 0 1 0 107 2 109 0 0 0 0
+45 mins. 0 116 0 116 4 0 0 4 0 91 0 91 0 0 0 0

Total Volume 0 456 0 456 6 0 0 6 0 377 3 380 0 0 0 0
% App. Total 0 100 0  100 0 0  0 99.2 0.8  0 0 0  

PHF .000 .898 .000 .898 .375 .000 .000 .375 .000 .881 .375 .872 .000 .000 .000 .000
Passenger

Vehicles
0 366 0 366 6 0 0 6 0 296 3 299 0 0 0 0

% Passenger
Vehicles

0 80.3 0 80.3 100 0 0 100 0 78.5 100 78.7 0 0 0 0

Heavy
Vehicles

0 90 0 90 0 0 0 0 0 81 0 81 0 0 0 0

% Heavy
Vehicles

0 19.7 0 19.7 0 0 0 0 0 21.5 0 21.3 0 0 0 0

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 117 0 117 1 0 0 1 0 101 2 103 0 0 0 0 221
03:15 PM 0 137 2 139 0 0 0 0 0 124 0 124 0 0 2 2 265
03:30 PM 0 105 0 105 3 0 1 4 0 109 1 110 0 0 0 0 219
03:45 PM 0 107 0 107 2 0 0 2 0 100 1 101 0 0 0 0 210

Total Volume 0 466 2 468 6 0 1 7 0 434 4 438 0 0 2 2 915
% App. Total 0 99.6 0.4  85.7 0 14.3  0 99.1 0.9  0 0 100   

PHF .000 .850 .250 .842 .500 .000 .250 .438 .000 .875 .500 .883 .000 .000 .250 .250 .863
Passenger

Vehicles
0 383 2 385 6 0 1 7 0 376 4 380 0 0 2 2 774

% Passenger
Vehicles

0 82.2 100 82.3 100 0 100 100 0 86.6 100 86.8 0 0 100 100 84.6

Heavy
Vehicles

0 83 0 83 0 0 0 0 0 58 0 58 0 0 0 0 141

% Heavy
Vehicles

0 17.8 0 17.7 0 0 0 0 0 13.4 0 13.2 0 0 0 0 15.4

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:30 PM 03:00 PM 03:00 PM
+0 mins. 0 117 0 117 3 0 1 4 0 101 2 103 0 0 0 0

+15 mins. 0 137 2 139 2 0 0 2 0 124 0 124 0 0 2 2
+30 mins. 0 105 0 105 2 0 0 2 0 109 1 110 0 0 0 0
+45 mins. 0 107 0 107 3 0 0 3 0 100 1 101 0 0 0 0

Total Volume 0 466 2 468 10 0 1 11 0 434 4 438 0 0 2 2
% App. Total 0 99.6 0.4  90.9 0 9.1  0 99.1 0.9  0 0 100  

PHF .000 .850 .250 .842 .833 .000 .250 .688 .000 .875 .500 .883 .000 .000 .250 .250
Passenger

Vehicles
0 383 2 385 10 0 1 11 0 376 4 380 0 0 2 2

% Passenger
Vehicles

0 82.2 100 82.3 100 0 100 100 0 86.6 100 86.8 0 0 100 100

Heavy
Vehicles

0 83 0 83 0 0 0 0 0 58 0 58 0 0 0 0

% Heavy
Vehicles

0 17.8 0 17.7 0 0 0 0 0 13.4 0 13.2 0 0 0 0

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&OldRodeo
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
OLD RODEO DRIVE

Westbound
SR 31

Northbound
LEE COUNTY FAIRGROUNDS

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 104 0 104 1 0 0 1 0 74 0 74 0 0 0 0 179
06:45 AM 0 102 0 102 1 0 0 1 0 70 0 70 0 0 0 0 173

Total 0 206 0 206 2 0 0 2 0 144 0 144 0 0 0 0 352

07:00 AM 0 77 0 77 2 0 0 2 0 67 0 67 0 0 0 0 146
07:15 AM 0 94 0 94 1 0 0 1 0 70 0 70 0 0 0 0 165
07:30 AM 0 99 0 99 0 0 0 0 0 68 1 69 0 0 0 0 168
07:45 AM 0 76 0 76 1 0 0 1 0 81 2 83 0 0 0 0 160

Total 0 346 0 346 4 0 0 4 0 286 3 289 0 0 0 0 639

08:00 AM 0 101 0 101 4 0 0 4 0 77 0 77 0 0 0 0 182
08:15 AM 0 90 0 90 0 0 0 0 0 66 1 67 0 0 0 0 157

*** BREAK ***
Total 0 191 0 191 4 0 0 4 0 143 1 144 0 0 0 0 339

*** BREAK ***

03:00 PM 0 98 0 98 1 0 0 1 0 87 2 89 0 0 0 0 188
03:15 PM 0 105 2 107 0 0 0 0 0 106 0 106 0 0 2 2 215
03:30 PM 0 87 0 87 3 0 1 4 0 98 1 99 0 0 0 0 190
03:45 PM 0 93 0 93 2 0 0 2 0 85 1 86 0 0 0 0 181

Total 0 383 2 385 6 0 1 7 0 376 4 380 0 0 2 2 774

04:00 PM 0 100 0 100 2 0 0 2 0 89 2 91 0 0 0 0 193
04:15 PM 0 100 0 100 3 0 0 3 0 84 2 86 0 0 0 0 189
04:30 PM 0 84 0 84 1 0 1 2 0 113 3 116 0 0 0 0 202
04:45 PM 0 73 0 73 0 0 0 0 0 111 1 112 0 0 0 0 185

Total 0 357 0 357 6 0 1 7 0 397 8 405 0 0 0 0 769

Grand Total 0 1483 2 1485 22 0 2 24 0 1346 16 1362 0 0 2 2 2873
Apprch % 0 99.9 0.1  91.7 0 8.3  0 98.8 1.2  0 0 100   

Total % 0 51.6 0.1 51.7 0.8 0 0.1 0.8 0 46.8 0.6 47.4 0 0 0.1 0.1

SR 31
Southbound

OLD RODEO DRIVE
Westbound

SR 31
Northbound

LEE COUNTY FAIRGROUNDS
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 94 0 94 1 0 0 1 0 70 0 70 0 0 0 0 165
07:30 AM 0 99 0 99 0 0 0 0 0 68 1 69 0 0 0 0 168
07:45 AM 0 76 0 76 1 0 0 1 0 81 2 83 0 0 0 0 160
08:00 AM 0 101 0 101 4 0 0 4 0 77 0 77 0 0 0 0 182

Total Volume 0 370 0 370 6 0 0 6 0 296 3 299 0 0 0 0 675
% App. Total 0 100 0  100 0 0  0 99 1  0 0 0   

PHF .000 .916 .000 .916 .375 .000 .000 .375 .000 .914 .375 .901 .000 .000 .000 .000 .927

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 07:15 AM 07:15 AM 06:30 AM
+0 mins. 0 104 0 104 1 0 0 1 0 70 0 70 0 0 0 0

+15 mins. 0 102 0 102 0 0 0 0 0 68 1 69 0 0 0 0
+30 mins. 0 77 0 77 1 0 0 1 0 81 2 83 0 0 0 0
+45 mins. 0 94 0 94 4 0 0 4 0 77 0 77 0 0 0 0

Total Volume 0 377 0 377 6 0 0 6 0 296 3 299 0 0 0 0
% App. Total 0 100 0  100 0 0  0 99 1  0 0 0  

PHF .000 .906 .000 .906 .375 .000 .000 .375 .000 .914 .375 .901 .000 .000 .000 .000

Intersection Turning Movement Count



File Name : SR31&OldRodeo
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

OLD RODEO DRIVE
Westbound

SR 31
Northbound

LEE COUNTY FAIRGROUNDS
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:15 PM

03:15 PM 0 105 2 107 0 0 0 0 0 106 0 106 0 0 2 2 215
03:30 PM 0 87 0 87 3 0 1 4 0 98 1 99 0 0 0 0 190
03:45 PM 0 93 0 93 2 0 0 2 0 85 1 86 0 0 0 0 181
04:00 PM 0 100 0 100 2 0 0 2 0 89 2 91 0 0 0 0 193

Total Volume 0 385 2 387 7 0 1 8 0 378 4 382 0 0 2 2 779
% App. Total 0 99.5 0.5  87.5 0 12.5  0 99 1  0 0 100   

PHF .000 .917 .250 .904 .583 .000 .250 .500 .000 .892 .500 .901 .000 .000 .250 .250 .906

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:15 PM 03:30 PM 04:00 PM 03:00 PM
+0 mins. 0 105 2 107 3 0 1 4 0 89 2 91 0 0 0 0

+15 mins. 0 87 0 87 2 0 0 2 0 84 2 86 0 0 2 2
+30 mins. 0 93 0 93 2 0 0 2 0 113 3 116 0 0 0 0
+45 mins. 0 100 0 100 3 0 0 3 0 111 1 112 0 0 0 0

Total Volume 0 385 2 387 10 0 1 11 0 397 8 405 0 0 2 2
% App. Total 0 99.5 0.5  90.9 0 9.1  0 98 2  0 0 100  

PHF .000 .917 .250 .904 .833 .000 .250 .688 .000 .878 .667 .873 .000 .000 .250 .250

Intersection Turning Movement Count



File Name : SR31&OldRodeo
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
OLD RODEO DRIVE

Westbound
SR 31

Northbound
LEE COUNTY FAIRGROUNDS

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 6 0 6 0 0 0 0 0 24 0 24 0 0 0 0 30
06:45 AM 0 9 0 9 0 0 0 0 0 25 0 25 0 0 0 0 34

Total 0 15 0 15 0 0 0 0 0 49 0 49 0 0 0 0 64

07:00 AM 0 13 0 13 0 0 0 0 0 20 0 20 0 0 0 0 33
07:15 AM 0 7 0 7 0 0 0 0 0 19 0 19 0 0 0 0 26
07:30 AM 0 16 0 16 0 0 0 0 0 22 0 22 0 0 0 0 38
07:45 AM 0 22 0 22 0 0 0 0 0 26 0 26 0 0 0 0 48

Total 0 58 0 58 0 0 0 0 0 87 0 87 0 0 0 0 145

08:00 AM 0 26 0 26 0 0 0 0 0 14 0 14 0 0 0 0 40
08:15 AM 0 26 0 26 0 0 0 0 0 18 1 19 0 0 0 0 45

*** BREAK ***
Total 0 52 0 52 0 0 0 0 0 32 1 33 0 0 0 0 85

*** BREAK ***

03:00 PM 0 19 0 19 0 0 0 0 0 14 0 14 0 0 0 0 33
03:15 PM 0 32 0 32 0 0 0 0 0 18 0 18 0 0 0 0 50
03:30 PM 0 18 0 18 0 0 0 0 0 11 0 11 0 0 0 0 29
03:45 PM 0 14 0 14 0 0 0 0 0 15 0 15 0 0 0 0 29

Total 0 83 0 83 0 0 0 0 0 58 0 58 0 0 0 0 141

04:00 PM 0 15 0 15 0 0 0 0 0 6 0 6 0 0 0 0 21
04:15 PM 0 12 0 12 0 0 0 0 0 4 0 4 0 0 0 0 16
04:30 PM 0 14 0 14 0 0 0 0 0 8 0 8 0 0 0 0 22
04:45 PM 0 20 0 20 0 0 0 0 0 10 0 10 0 0 0 0 30

Total 0 61 0 61 0 0 0 0 0 28 0 28 0 0 0 0 89

Grand Total 0 269 0 269 0 0 0 0 0 254 1 255 0 0 0 0 524
Apprch % 0 100 0  0 0 0  0 99.6 0.4  0 0 0   

Total % 0 51.3 0 51.3 0 0 0 0 0 48.5 0.2 48.7 0 0 0 0

SR 31
Southbound

OLD RODEO DRIVE
Westbound

SR 31
Northbound

LEE COUNTY FAIRGROUNDS
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 16 0 16 0 0 0 0 0 22 0 22 0 0 0 0 38
07:45 AM 0 22 0 22 0 0 0 0 0 26 0 26 0 0 0 0 48
08:00 AM 0 26 0 26 0 0 0 0 0 14 0 14 0 0 0 0 40
08:15 AM 0 26 0 26 0 0 0 0 0 18 1 19 0 0 0 0 45

Total Volume 0 90 0 90 0 0 0 0 0 80 1 81 0 0 0 0 171
% App. Total 0 100 0  0 0 0  0 98.8 1.2  0 0 0   

PHF .000 .865 .000 .865 .000 .000 .000 .000 .000 .769 .250 .779 .000 .000 .000 .000 .891

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:30 AM 06:30 AM 06:30 AM 06:30 AM
+0 mins. 0 16 0 16 0 0 0 0 0 24 0 24 0 0 0 0

+15 mins. 0 22 0 22 0 0 0 0 0 25 0 25 0 0 0 0
+30 mins. 0 26 0 26 0 0 0 0 0 20 0 20 0 0 0 0
+45 mins. 0 26 0 26 0 0 0 0 0 19 0 19 0 0 0 0

Total Volume 0 90 0 90 0 0 0 0 0 88 0 88 0 0 0 0
% App. Total 0 100 0  0 0 0  0 100 0  0 0 0  

PHF .000 .865 .000 .865 .000 .000 .000 .000 .000 .880 .000 .880 .000 .000 .000 .000

Intersection Turning Movement Count



File Name : SR31&OldRodeo
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

OLD RODEO DRIVE
Westbound

SR 31
Northbound

LEE COUNTY FAIRGROUNDS
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 19 0 19 0 0 0 0 0 14 0 14 0 0 0 0 33
03:15 PM 0 32 0 32 0 0 0 0 0 18 0 18 0 0 0 0 50
03:30 PM 0 18 0 18 0 0 0 0 0 11 0 11 0 0 0 0 29
03:45 PM 0 14 0 14 0 0 0 0 0 15 0 15 0 0 0 0 29

Total Volume 0 83 0 83 0 0 0 0 0 58 0 58 0 0 0 0 141
% App. Total 0 100 0  0 0 0  0 100 0  0 0 0   

PHF .000 .648 .000 .648 .000 .000 .000 .000 .000 .806 .000 .806 .000 .000 .000 .000 .705

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 19 0 19 0 0 0 0 0 14 0 14 0 0 0 0

+15 mins. 0 32 0 32 0 0 0 0 0 18 0 18 0 0 0 0
+30 mins. 0 18 0 18 0 0 0 0 0 11 0 11 0 0 0 0
+45 mins. 0 14 0 14 0 0 0 0 0 15 0 15 0 0 0 0

Total Volume 0 83 0 83 0 0 0 0 0 58 0 58 0 0 0 0
% App. Total 0 100 0  0 0 0  0 100 0  0 0 0  

PHF .000 .648 .000 .648 .000 .000 .000 .000 .000 .806 .000 .806 .000 .000 .000 .000

Intersection Turning Movement Count



File Name : SR31&River
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
RIVER ROAD

Westbound
SR 31

Northbound
OLD BAYSHORE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 3 69 0 72 45 3 8 56 11 81 8 100 1 1 6 8 236
06:45 AM 5 54 1 60 38 2 4 44 7 74 11 92 2 0 7 9 205

Total 8 123 1 132 83 5 12 100 18 155 19 192 3 1 13 17 441

07:00 AM 6 57 2 65 32 1 6 39 4 66 18 88 1 2 3 6 198
07:15 AM 5 63 1 69 33 4 8 45 4 64 17 85 1 0 1 2 201
07:30 AM 1 55 1 57 49 3 7 59 5 61 13 79 0 1 8 9 204
07:45 AM 6 64 0 70 34 5 7 46 8 63 22 93 2 1 7 10 219

Total 18 239 4 261 148 13 28 189 21 254 70 345 4 4 19 27 822

08:00 AM 5 67 0 72 39 4 5 48 5 66 12 83 4 1 5 10 213
08:15 AM 2 74 1 77 33 2 4 39 6 53 14 73 3 0 1 4 193

*** BREAK ***
Total 7 141 1 149 72 6 9 87 11 119 26 156 7 1 6 14 406

*** BREAK ***

03:00 PM 5 80 2 87 24 4 4 32 4 64 36 104 1 0 7 8 231
03:15 PM 7 98 2 107 33 10 1 44 7 64 28 99 1 1 4 6 256
03:30 PM 2 77 1 80 20 2 6 28 6 74 39 119 2 3 2 7 234
03:45 PM 8 70 1 79 18 4 9 31 8 64 19 91 4 1 6 11 212

Total 22 325 6 353 95 20 20 135 25 266 122 413 8 5 19 32 933

04:00 PM 6 92 2 100 19 1 4 24 8 65 30 103 1 1 2 4 231
04:15 PM 5 72 0 77 27 0 3 30 6 46 26 78 2 0 5 7 192
04:30 PM 5 71 0 76 21 3 2 26 7 79 34 120 1 1 3 5 227
04:45 PM 12 73 1 86 15 2 2 19 15 74 30 119 3 5 3 11 235

Total 28 308 3 339 82 6 11 99 36 264 120 420 7 7 13 27 885

Grand Total 83 1136 15 1234 480 50 80 610 111 1058 357 1526 29 18 70 117 3487
Apprch % 6.7 92.1 1.2  78.7 8.2 13.1  7.3 69.3 23.4  24.8 15.4 59.8   

Total % 2.4 32.6 0.4 35.4 13.8 1.4 2.3 17.5 3.2 30.3 10.2 43.8 0.8 0.5 2 3.4
Passenger

Vehicles
73 894 12 979 475 49 70 594 94 825 347 1266 24 18 58 100 2939

% Passenger
Vehicles

88 78.7 80 79.3 99 98 87.5 97.4 84.7 78 97.2 83 82.8 100 82.9 85.5 84.3

Heavy
Vehicles

10 242 3 255 5 1 10 16 16 233 10 259 5 0 12 17 547

% Heavy
Vehicles

12 21.3 20 20.7 1 2 12.5 2.6 14.4 22 2.8 17 17.2 0 17.1 14.5 15.7

UTurns 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
% UTurns 0 0 0 0 0 0 0 0 0.9 0 0 0.1 0 0 0 0 0

SR 31
Southbound

RIVER ROAD
Westbound

SR 31
Northbound

OLD BAYSHORE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 3 69 0 72 45 3 8 56 11 81 8 100 1 1 6 8 236
06:45 AM 5 54 1 60 38 2 4 44 7 74 11 92 2 0 7 9 205
07:00 AM 6 57 2 65 32 1 6 39 4 66 18 88 1 2 3 6 198
07:15 AM 5 63 1 69 33 4 8 45 4 64 17 85 1 0 1 2 201

Total Volume 19 243 4 266 148 10 26 184 26 285 54 365 5 3 17 25 840
% App. Total 7.1 91.4 1.5  80.4 5.4 14.1  7.1 78.1 14.8  20 12 68   

PHF .792 .880 .500 .924 .822 .625 .813 .821 .591 .880 .750 .913 .625 .375 .607 .694 .890
Passenger

Vehicles
16 206 2 224 148 10 24 182 22 200 52 274 5 3 15 23 703

% Passenger
Vehicles

84.2 84.8 50.0 84.2 100 100 92.3 98.9 84.6 70.2 96.3 75.1 100 100 88.2 92.0 83.7

Heavy
Vehicles

3 37 2 42 0 0 2 2 4 85 2 91 0 0 2 2 137

% Heavy
Vehicles

15.8 15.2 50.0 15.8 0 0 7.7 1.1 15.4 29.8 3.7 24.9 0 0 11.8 8.0 16.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:30 AM 07:15 AM 06:30 AM 07:30 AM
+0 mins. 1 55 1 57 33 4 8 45 11 81 8 100 0 1 8 9

+15 mins. 6 64 0 70 49 3 7 59 7 74 11 92 2 1 7 10
+30 mins. 5 67 0 72 34 5 7 46 4 66 18 88 4 1 5 10
+45 mins. 2 74 1 77 39 4 5 48 4 64 17 85 3 0 1 4

Total Volume 14 260 2 276 155 16 27 198 26 285 54 365 9 3 21 33
% App. Total 5.1 94.2 0.7  78.3 8.1 13.6  7.1 78.1 14.8  27.3 9.1 63.6  

PHF .583 .878 .500 .896 .791 .800 .844 .839 .591 .880 .750 .913 .563 .750 .656 .825
Passenger

Vehicles
13 182 2 197 155 15 23 193 22 200 52 274 6 3 16 25

% Passenger
Vehicles

92.9 70 100 71.4 100 93.8 85.2 97.5 84.6 70.2 96.3 75.1 66.7 100 76.2 75.8

Heavy
Vehicles

1 78 0 79 0 1 4 5 4 85 2 91 3 0 5 8

% Heavy
Vehicles

7.1 30 0 28.6 0 6.2 14.8 2.5 15.4 29.8 3.7 24.9 33.3 0 23.8 24.2

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 5 80 2 87 24 4 4 32 4 64 36 104 1 0 7 8 231
03:15 PM 7 98 2 107 33 10 1 44 7 64 28 99 1 1 4 6 256
03:30 PM 2 77 1 80 20 2 6 28 6 74 39 119 2 3 2 7 234
03:45 PM 8 70 1 79 18 4 9 31 8 64 19 91 4 1 6 11 212

Total Volume 22 325 6 353 95 20 20 135 25 266 122 413 8 5 19 32 933
% App. Total 6.2 92.1 1.7  70.4 14.8 14.8  6.1 64.4 29.5  25 15.6 59.4   

PHF .688 .829 .750 .825 .720 .500 .556 .767 .781 .899 .782 .868 .500 .417 .679 .727 .911
Passenger

Vehicles
20 252 5 277 91 20 18 129 21 213 120 354 7 5 16 28 788

% Passenger
Vehicles

90.9 77.5 83.3 78.5 95.8 100 90.0 95.6 84.0 80.1 98.4 85.7 87.5 100 84.2 87.5 84.5

Heavy
Vehicles

2 73 1 76 4 0 2 6 3 53 2 58 1 0 3 4 144

% Heavy
Vehicles

9.1 22.5 16.7 21.5 4.2 0 10.0 4.4 12.0 19.9 1.6 14.0 12.5 0 15.8 12.5 15.4

UTurns 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
% UTurns 0 0 0 0 0 0 0 0 4.0 0 0 0.2 0 0 0 0 0.1

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:15 PM 03:00 PM 04:00 PM 03:00 PM
+0 mins. 7 98 2 107 24 4 4 32 8 65 30 103 1 0 7 8

+15 mins. 2 77 1 80 33 10 1 44 6 46 26 78 1 1 4 6
+30 mins. 8 70 1 79 20 2 6 28 7 79 34 120 2 3 2 7
+45 mins. 6 92 2 100 18 4 9 31 15 74 30 119 4 1 6 11

Total Volume 23 337 6 366 95 20 20 135 36 264 120 420 8 5 19 32
% App. Total 6.3 92.1 1.6  70.4 14.8 14.8  8.6 62.9 28.6  25 15.6 59.4  

PHF .719 .860 .750 .855 .720 .500 .556 .767 .600 .835 .882 .875 .500 .417 .679 .727
Passenger

Vehicles
21 263 5 289 91 20 18 129 35 236 118 389 7 5 16 28

% Passenger
Vehicles

91.3 78 83.3 79 95.8 100 90 95.6 97.2 89.4 98.3 92.6 87.5 100 84.2 87.5

Heavy
Vehicles

2 74 1 77 4 0 2 6 1 28 2 31 1 0 3 4

% Heavy
Vehicles

8.7 22 16.7 21 4.2 0 10 4.4 2.8 10.6 1.7 7.4 12.5 0 15.8 12.5

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&River
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
RIVER ROAD

Westbound
SR 31

Northbound
OLD BAYSHORE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 3 63 0 66 45 3 7 55 11 57 8 76 1 1 6 8 205
06:45 AM 5 47 0 52 38 2 3 43 5 52 10 67 2 0 6 8 170

Total 8 110 0 118 83 5 10 98 16 109 18 143 3 1 12 16 375

07:00 AM 3 43 2 48 32 1 6 39 3 48 17 68 1 2 3 6 161
07:15 AM 5 53 0 58 33 4 8 45 3 43 17 63 1 0 0 1 167
07:30 AM 0 46 1 47 49 3 5 57 3 44 13 60 0 1 4 5 169
07:45 AM 6 44 0 50 34 5 6 45 5 41 20 66 1 1 6 8 169

Total 14 186 3 203 148 13 25 186 14 176 67 257 3 4 13 20 666

08:00 AM 5 43 0 48 39 3 4 46 4 52 11 67 4 1 5 10 171
08:15 AM 2 49 1 52 33 2 3 38 4 39 13 56 1 0 1 2 148

*** BREAK ***
Total 7 92 1 100 72 5 7 84 8 91 24 123 5 1 6 12 319

*** BREAK ***

03:00 PM 4 66 2 72 24 4 3 31 4 51 34 89 1 0 5 6 198
03:15 PM 7 70 2 79 31 10 1 42 5 47 28 80 1 1 3 5 206
03:30 PM 2 59 1 62 19 2 6 27 5 64 39 108 2 3 2 7 204
03:45 PM 7 57 0 64 17 4 8 29 7 51 19 77 3 1 6 10 180

Total 20 252 5 277 91 20 18 129 21 213 120 354 7 5 16 28 788

04:00 PM 5 77 2 84 18 1 4 23 7 59 29 95 1 1 2 4 206
04:15 PM 3 63 0 66 27 0 3 30 6 43 25 74 2 0 4 6 176
04:30 PM 5 57 0 62 21 3 1 25 7 71 34 112 1 1 3 5 204
04:45 PM 11 57 1 69 15 2 2 19 15 63 30 108 2 5 2 9 205

Total 24 254 3 281 81 6 10 97 35 236 118 389 6 7 11 24 791

Grand Total 73 894 12 979 475 49 70 594 94 825 347 1266 24 18 58 100 2939
Apprch % 7.5 91.3 1.2  80 8.2 11.8  7.4 65.2 27.4  24 18 58   

Total % 2.5 30.4 0.4 33.3 16.2 1.7 2.4 20.2 3.2 28.1 11.8 43.1 0.8 0.6 2 3.4

SR 31
Southbound

RIVER ROAD
Westbound

SR 31
Northbound

OLD BAYSHORE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 3 63 0 66 45 3 7 55 11 57 8 76 1 1 6 8 205
06:45 AM 5 47 0 52 38 2 3 43 5 52 10 67 2 0 6 8 170
07:00 AM 3 43 2 48 32 1 6 39 3 48 17 68 1 2 3 6 161
07:15 AM 5 53 0 58 33 4 8 45 3 43 17 63 1 0 0 1 167

Total Volume 16 206 2 224 148 10 24 182 22 200 52 274 5 3 15 23 703
% App. Total 7.1 92 0.9  81.3 5.5 13.2  8 73 19  21.7 13 65.2   

PHF .800 .817 .250 .848 .822 .625 .750 .827 .500 .877 .765 .901 .625 .375 .625 .719 .857

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 07:15 AM 06:30 AM 07:30 AM
+0 mins. 3 63 0 66 33 4 8 45 11 57 8 76 0 1 4 5

+15 mins. 5 47 0 52 49 3 5 57 5 52 10 67 1 1 6 8
+30 mins. 3 43 2 48 34 5 6 45 3 48 17 68 4 1 5 10
+45 mins. 5 53 0 58 39 3 4 46 3 43 17 63 1 0 1 2

Total Volume 16 206 2 224 155 15 23 193 22 200 52 274 6 3 16 25
% App. Total 7.1 92 0.9  80.3 7.8 11.9  8 73 19  24 12 64  

PHF .800 .817 .250 .848 .791 .750 .719 .846 .500 .877 .765 .901 .375 .750 .667 .625

Intersection Turning Movement Count



File Name : SR31&River
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

RIVER ROAD
Westbound

SR 31
Northbound

OLD BAYSHORE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:15 PM

03:15 PM 7 70 2 79 31 10 1 42 5 47 28 80 1 1 3 5 206
03:30 PM 2 59 1 62 19 2 6 27 5 64 39 108 2 3 2 7 204
03:45 PM 7 57 0 64 17 4 8 29 7 51 19 77 3 1 6 10 180
04:00 PM 5 77 2 84 18 1 4 23 7 59 29 95 1 1 2 4 206

Total Volume 21 263 5 289 85 17 19 121 24 221 115 360 7 6 13 26 796
% App. Total 7.3 91 1.7  70.2 14 15.7  6.7 61.4 31.9  26.9 23.1 50   

PHF .750 .854 .625 .860 .685 .425 .594 .720 .857 .863 .737 .833 .583 .500 .542 .650 .966

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:15 PM 03:00 PM 04:00 PM 03:00 PM
+0 mins. 7 70 2 79 24 4 3 31 7 59 29 95 1 0 5 6

+15 mins. 2 59 1 62 31 10 1 42 6 43 25 74 1 1 3 5
+30 mins. 7 57 0 64 19 2 6 27 7 71 34 112 2 3 2 7
+45 mins. 5 77 2 84 17 4 8 29 15 63 30 108 3 1 6 10

Total Volume 21 263 5 289 91 20 18 129 35 236 118 389 7 5 16 28
% App. Total 7.3 91 1.7  70.5 15.5 14  9 60.7 30.3  25 17.9 57.1  

PHF .750 .854 .625 .860 .734 .500 .563 .768 .583 .831 .868 .868 .583 .417 .667 .700

Intersection Turning Movement Count



File Name : SR31&River
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
RIVER ROAD

Westbound
SR 31

Northbound
OLD BAYSHORE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 6 0 6 0 0 1 1 0 24 0 24 0 0 0 0 31
06:45 AM 0 7 1 8 0 0 1 1 2 22 1 25 0 0 1 1 35

Total 0 13 1 14 0 0 2 2 2 46 1 49 0 0 1 1 66

07:00 AM 3 14 0 17 0 0 0 0 1 18 1 20 0 0 0 0 37
07:15 AM 0 10 1 11 0 0 0 0 1 21 0 22 0 0 1 1 34
07:30 AM 1 9 0 10 0 0 2 2 2 17 0 19 0 0 4 4 35
07:45 AM 0 20 0 20 0 0 1 1 3 22 2 27 1 0 1 2 50

Total 4 53 1 58 0 0 3 3 7 78 3 88 1 0 6 7 156

08:00 AM 0 24 0 24 0 1 1 2 1 14 1 16 0 0 0 0 42
08:15 AM 0 25 0 25 0 0 1 1 2 14 1 17 2 0 0 2 45

*** BREAK ***
Total 0 49 0 49 0 1 2 3 3 28 2 33 2 0 0 2 87

*** BREAK ***

03:00 PM 1 14 0 15 0 0 1 1 0 13 2 15 0 0 2 2 33
03:15 PM 0 28 0 28 2 0 0 2 1 17 0 18 0 0 1 1 49
03:30 PM 0 18 0 18 1 0 0 1 1 10 0 11 0 0 0 0 30
03:45 PM 1 13 1 15 1 0 1 2 1 13 0 14 1 0 0 1 32

Total 2 73 1 76 4 0 2 6 3 53 2 58 1 0 3 4 144

04:00 PM 1 15 0 16 1 0 0 1 1 6 1 8 0 0 0 0 25
04:15 PM 2 9 0 11 0 0 0 0 0 3 1 4 0 0 1 1 16
04:30 PM 0 14 0 14 0 0 1 1 0 8 0 8 0 0 0 0 23
04:45 PM 1 16 0 17 0 0 0 0 0 11 0 11 1 0 1 2 30

Total 4 54 0 58 1 0 1 2 1 28 2 31 1 0 2 3 94

Grand Total 10 242 3 255 5 1 10 16 16 233 10 259 5 0 12 17 547
Apprch % 3.9 94.9 1.2  31.2 6.2 62.5  6.2 90 3.9  29.4 0 70.6   

Total % 1.8 44.2 0.5 46.6 0.9 0.2 1.8 2.9 2.9 42.6 1.8 47.3 0.9 0 2.2 3.1

SR 31
Southbound

RIVER ROAD
Westbound

SR 31
Northbound

OLD BAYSHORE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 1 9 0 10 0 0 2 2 2 17 0 19 0 0 4 4 35
07:45 AM 0 20 0 20 0 0 1 1 3 22 2 27 1 0 1 2 50
08:00 AM 0 24 0 24 0 1 1 2 1 14 1 16 0 0 0 0 42
08:15 AM 0 25 0 25 0 0 1 1 2 14 1 17 2 0 0 2 45

Total Volume 1 78 0 79 0 1 5 6 8 67 4 79 3 0 5 8 172
% App. Total 1.3 98.7 0  0 16.7 83.3  10.1 84.8 5.1  37.5 0 62.5   

PHF .250 .780 .000 .790 .000 .250 .625 .750 .667 .761 .500 .731 .375 .000 .313 .500 .860

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:30 AM 07:30 AM 06:30 AM 07:30 AM
+0 mins. 1 9 0 10 0 0 2 2 0 24 0 24 0 0 4 4

+15 mins. 0 20 0 20 0 0 1 1 2 22 1 25 1 0 1 2
+30 mins. 0 24 0 24 0 1 1 2 1 18 1 20 0 0 0 0
+45 mins. 0 25 0 25 0 0 1 1 1 21 0 22 2 0 0 2

Total Volume 1 78 0 79 0 1 5 6 4 85 2 91 3 0 5 8
% App. Total 1.3 98.7 0  0 16.7 83.3  4.4 93.4 2.2  37.5 0 62.5  

PHF .250 .780 .000 .790 .000 .250 .625 .750 .500 .885 .500 .910 .375 .000 .313 .500

Intersection Turning Movement Count



File Name : SR31&River
Site Code : 1004502
Start Date : 3/14/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

RIVER ROAD
Westbound

SR 31
Northbound

OLD BAYSHORE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 1 14 0 15 0 0 1 1 0 13 2 15 0 0 2 2 33
03:15 PM 0 28 0 28 2 0 0 2 1 17 0 18 0 0 1 1 49
03:30 PM 0 18 0 18 1 0 0 1 1 10 0 11 0 0 0 0 30
03:45 PM 1 13 1 15 1 0 1 2 1 13 0 14 1 0 0 1 32

Total Volume 2 73 1 76 4 0 2 6 3 53 2 58 1 0 3 4 144
% App. Total 2.6 96.1 1.3  66.7 0 33.3  5.2 91.4 3.4  25 0 75   

PHF .500 .652 .250 .679 .500 .000 .500 .750 .750 .779 .250 .806 .250 .000 .375 .500 .735

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:15 PM 03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 28 0 28 0 0 1 1 0 13 2 15 0 0 2 2

+15 mins. 0 18 0 18 2 0 0 2 1 17 0 18 0 0 1 1
+30 mins. 1 13 1 15 1 0 0 1 1 10 0 11 0 0 0 0
+45 mins. 1 15 0 16 1 0 1 2 1 13 0 14 1 0 0 1

Total Volume 2 74 1 77 4 0 2 6 3 53 2 58 1 0 3 4
% App. Total 2.6 96.1 1.3  66.7 0 33.3  5.2 91.4 3.4  25 0 75  

PHF .500 .661 .250 .688 .500 .000 .500 .750 .750 .779 .250 .806 .250 .000 .375 .500

Intersection Turning Movement Count



File Name : SR31&River
Site Code : 1004502
Start Date : 3/14/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- UTurns
SR 31

Southbound
RIVER ROAD

Westbound
SR 31

Northbound
OLD BAYSHORE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

*** BREAK ***

03:15 PM 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
*** BREAK ***

Total 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1

*** BREAK ***

Grand Total 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
Apprch % 0 0 0  0 0 0  100 0 0  0 0 0   

Total % 0 0 0 0 0 0 0 0 100 0 0 100 0 0 0 0

SR 31
Southbound

RIVER ROAD
Westbound

SR 31
Northbound

OLD BAYSHORE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
06:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
07:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
07:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% App. Total 0 0 0  0 0 0  0 0 0  0 0 0   

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 06:30 AM 06:30 AM 06:30 AM
+0 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

+15 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+30 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+45 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% App. Total 0 0 0  0 0 0  0 0 0  0 0 0  

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:15 PM 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
03:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
% App. Total 0 0 0  0 0 0  100 0 0  0 0 0   

PHF .000 .000 .000 .000 .000 .000 .000 .000 .250 .000 .000 .250 .000 .000 .000 .000 .250

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

+15 mins. 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0
+30 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+45 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0
% App. Total 0 0 0  0 0 0  100 0 0  0 0 0  

PHF .000 .000 .000 .000 .000 .000 .000 .000 .250 .000 .000 .250 .000 .000 .000 .000

Intersection Turning Movement Count



File Name : SR31&Ruden
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
SR 31

Northbound
RUDEN ROAD

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 77 0 77 0 102 0 102 0 0 5 5 184
06:45 AM 0 52 0 52 1 92 0 93 0 0 3 3 148

Total 0 129 0 129 1 194 0 195 0 0 8 8 332

07:00 AM 0 52 0 52 0 71 0 71 0 0 8 8 131
07:15 AM 0 78 0 78 0 60 0 60 0 0 2 2 140
07:30 AM 0 70 0 70 0 72 0 72 0 0 3 3 145
07:45 AM 0 70 0 70 1 82 0 83 0 0 0 0 153

Total 0 270 0 270 1 285 0 286 0 0 13 13 569

08:00 AM 0 78 0 78 1 61 0 62 0 0 4 4 144
08:15 AM 0 72 0 72 0 76 0 76 0 0 8 8 156

*** BREAK ***
Total 0 150 0 150 1 137 0 138 0 0 12 12 300

*** BREAK ***

03:00 PM 0 79 1 80 5 84 0 89 0 0 2 2 171
03:15 PM 0 81 0 81 0 63 0 63 0 0 0 0 144
03:30 PM 0 76 0 76 7 75 0 82 1 0 1 2 160
03:45 PM 0 71 1 72 3 71 0 74 0 0 0 0 146

Total 0 307 2 309 15 293 0 308 1 0 3 4 621

04:00 PM 0 61 0 61 2 60 0 62 0 0 7 7 130
04:15 PM 0 57 0 57 5 74 0 79 0 0 0 0 136
04:30 PM 0 73 0 73 5 73 0 78 1 0 4 5 156
04:45 PM 0 94 0 94 3 70 0 73 1 0 2 3 170

Total 0 285 0 285 15 277 0 292 2 0 13 15 592

Grand Total 0 1141 2 1143 33 1186 0 1219 3 0 49 52 2414
Apprch % 0 99.8 0.2  2.7 97.3 0  5.8 0 94.2   

Total % 0 47.3 0.1 47.3 1.4 49.1 0 50.5 0.1 0 2 2.2
Passenger

Vehicles
0 868 2 870 33 931 0 964 3 0 47 50 1884

% Passenger
Vehicles

0 76.1 100 76.1 100 78.5 0 79.1 100 0 95.9 96.2 78

Heavy Vehicles 0 273 0 273 0 255 0 255 0 0 2 2 530
% Heavy Vehicles 0 23.9 0 23.9 0 21.5 0 20.9 0 0 4.1 3.8 22

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

SR 31
Northbound

RUDEN ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 77 0 77 0 102 0 102 0 0 5 5 184
06:45 AM 0 52 0 52 1 92 0 93 0 0 3 3 148
07:00 AM 0 52 0 52 0 71 0 71 0 0 8 8 131
07:15 AM 0 78 0 78 0 60 0 60 0 0 2 2 140

Total Volume 0 259 0 259 1 325 0 326 0 0 18 18 603
% App. Total 0 100 0  0.3 99.7 0  0 0 100   

PHF .000 .830 .000 .830 .250 .797 .000 .799 .000 .000 .563 .563 .819
Passenger

Vehicles
0 205 0 205 1 239 0 240 0 0 18 18 463

% Passenger
Vehicles

0 79.2 0 79.2 100 73.5 0 73.6 0 0 100 100 76.8

Heavy Vehicles 0 54 0 54 0 86 0 86 0 0 0 0 140
% Heavy Vehicles 0 20.8 0 20.8 0 26.5 0 26.4 0 0 0 0 23.2

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Ruden
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

RUDEN ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM
+0 mins. 0 78 0 78 0 102 0 102 0 0 5 5

+15 mins. 0 70 0 70 1 92 0 93 0 0 3 3
+30 mins. 0 70 0 70 0 71 0 71 0 0 8 8
+45 mins. 0 78 0 78 0 60 0 60 0 0 2 2

Total Volume 0 296 0 296 1 325 0 326 0 0 18 18
% App. Total 0 100 0  0.3 99.7 0  0 0 100  

PHF .000 .949 .000 .949 .250 .797 .000 .799 .000 .000 .563 .563
Passenger

Vehicles
0 202 0 202 1 239 0 240 0 0 18 18

% Passenger
Vehicles

0 68.2 0 68.2 100 73.5 0 73.6 0 0 100 100

Heavy Vehicles 0 94 0 94 0 86 0 86 0 0 0 0
% Heavy Vehicles 0 31.8 0 31.8 0 26.5 0 26.4 0 0 0 0

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 79 1 80 5 84 0 89 0 0 2 2 171
03:15 PM 0 81 0 81 0 63 0 63 0 0 0 0 144
03:30 PM 0 76 0 76 7 75 0 82 1 0 1 2 160
03:45 PM 0 71 1 72 3 71 0 74 0 0 0 0 146

Total Volume 0 307 2 309 15 293 0 308 1 0 3 4 621
% App. Total 0 99.4 0.6  4.9 95.1 0  25 0 75   

PHF .000 .948 .500 .954 .536 .872 .000 .865 .250 .000 .375 .500 .908
Passenger

Vehicles
0 232 2 234 15 242 0 257 1 0 3 4 495

% Passenger
Vehicles

0 75.6 100 75.7 100 82.6 0 83.4 100 0 100 100 79.7

Heavy Vehicles 0 75 0 75 0 51 0 51 0 0 0 0 126
% Heavy Vehicles 0 24.4 0 24.3 0 17.4 0 16.6 0 0 0 0 20.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 04:00 PM
+0 mins. 0 79 1 80 5 84 0 89 0 0 7 7

+15 mins. 0 81 0 81 0 63 0 63 0 0 0 0
+30 mins. 0 76 0 76 7 75 0 82 1 0 4 5
+45 mins. 0 71 1 72 3 71 0 74 1 0 2 3

Total Volume 0 307 2 309 15 293 0 308 2 0 13 15
% App. Total 0 99.4 0.6  4.9 95.1 0  13.3 0 86.7  

PHF .000 .948 .500 .954 .536 .872 .000 .865 .500 .000 .464 .536
Passenger

Vehicles
0 232 2 234 15 242 0 257 2 0 12 14

% Passenger
Vehicles

0 75.6 100 75.7 100 82.6 0 83.4 100 0 92.3 93.3

Heavy Vehicles 0 75 0 75 0 51 0 51 0 0 1 1
% Heavy Vehicles 0 24.4 0 24.3 0 17.4 0 16.6 0 0 7.7 6.7

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Ruden
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
SR 31

Northbound
RUDEN ROAD

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 59 0 59 0 74 0 74 0 0 5 5 138
06:45 AM 0 43 0 43 1 65 0 66 0 0 3 3 112

Total 0 102 0 102 1 139 0 140 0 0 8 8 250

07:00 AM 0 44 0 44 0 54 0 54 0 0 8 8 106
07:15 AM 0 59 0 59 0 46 0 46 0 0 2 2 107
07:30 AM 0 39 0 39 0 53 0 53 0 0 3 3 95
07:45 AM 0 53 0 53 1 74 0 75 0 0 0 0 128

Total 0 195 0 195 1 227 0 228 0 0 13 13 436

08:00 AM 0 51 0 51 1 38 0 39 0 0 4 4 94
08:15 AM 0 56 0 56 0 44 0 44 0 0 7 7 107

*** BREAK ***
Total 0 107 0 107 1 82 0 83 0 0 11 11 201

*** BREAK ***

03:00 PM 0 55 1 56 5 70 0 75 0 0 2 2 133
03:15 PM 0 63 0 63 0 47 0 47 0 0 0 0 110
03:30 PM 0 57 0 57 7 60 0 67 1 0 1 2 126
03:45 PM 0 57 1 58 3 65 0 68 0 0 0 0 126

Total 0 232 2 234 15 242 0 257 1 0 3 4 495

04:00 PM 0 47 0 47 2 51 0 53 0 0 6 6 106
04:15 PM 0 45 0 45 5 64 0 69 0 0 0 0 114
04:30 PM 0 57 0 57 5 63 0 68 1 0 4 5 130
04:45 PM 0 83 0 83 3 63 0 66 1 0 2 3 152

Total 0 232 0 232 15 241 0 256 2 0 12 14 502

Grand Total 0 868 2 870 33 931 0 964 3 0 47 50 1884
Apprch % 0 99.8 0.2  3.4 96.6 0  6 0 94   

Total % 0 46.1 0.1 46.2 1.8 49.4 0 51.2 0.2 0 2.5 2.7

SR 31
Southbound

SR 31
Northbound

RUDEN ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 59 0 59 0 74 0 74 0 0 5 5 138
06:45 AM 0 43 0 43 1 65 0 66 0 0 3 3 112
07:00 AM 0 44 0 44 0 54 0 54 0 0 8 8 106
07:15 AM 0 59 0 59 0 46 0 46 0 0 2 2 107

Total Volume 0 205 0 205 1 239 0 240 0 0 18 18 463
% App. Total 0 100 0  0.4 99.6 0  0 0 100   

PHF .000 .869 .000 .869 .250 .807 .000 .811 .000 .000 .563 .563 .839

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 06:30 AM 06:30 AM
+0 mins. 0 59 0 59 0 74 0 74 0 0 5 5

+15 mins. 0 43 0 43 1 65 0 66 0 0 3 3
+30 mins. 0 44 0 44 0 54 0 54 0 0 8 8
+45 mins. 0 59 0 59 0 46 0 46 0 0 2 2

Total Volume 0 205 0 205 1 239 0 240 0 0 18 18
% App. Total 0 100 0  0.4 99.6 0  0 0 100  

PHF .000 .869 .000 .869 .250 .807 .000 .811 .000 .000 .563 .563

Intersection Turning Movement Count



File Name : SR31&Ruden
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

RUDEN ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 0 47 0 47 2 51 0 53 0 0 6 6 106
04:15 PM 0 45 0 45 5 64 0 69 0 0 0 0 114
04:30 PM 0 57 0 57 5 63 0 68 1 0 4 5 130
04:45 PM 0 83 0 83 3 63 0 66 1 0 2 3 152

Total Volume 0 232 0 232 15 241 0 256 2 0 12 14 502
% App. Total 0 100 0  5.9 94.1 0  14.3 0 85.7   

PHF .000 .699 .000 .699 .750 .941 .000 .928 .500 .000 .500 .583 .826

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:45 PM 04:00 PM
+0 mins. 0 55 1 56 3 65 0 68 0 0 6 6

+15 mins. 0 63 0 63 2 51 0 53 0 0 0 0
+30 mins. 0 57 0 57 5 64 0 69 1 0 4 5
+45 mins. 0 57 1 58 5 63 0 68 1 0 2 3

Total Volume 0 232 2 234 15 243 0 258 2 0 12 14
% App. Total 0 99.1 0.9  5.8 94.2 0  14.3 0 85.7  

PHF .000 .921 .500 .929 .750 .935 .000 .935 .500 .000 .500 .583

Intersection Turning Movement Count



File Name : SR31&Ruden
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
SR 31

Northbound
RUDEN ROAD

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 18 0 18 0 28 0 28 0 0 0 0 46
06:45 AM 0 9 0 9 0 27 0 27 0 0 0 0 36

Total 0 27 0 27 0 55 0 55 0 0 0 0 82

07:00 AM 0 8 0 8 0 17 0 17 0 0 0 0 25
07:15 AM 0 19 0 19 0 14 0 14 0 0 0 0 33
07:30 AM 0 31 0 31 0 19 0 19 0 0 0 0 50
07:45 AM 0 17 0 17 0 8 0 8 0 0 0 0 25

Total 0 75 0 75 0 58 0 58 0 0 0 0 133

08:00 AM 0 27 0 27 0 23 0 23 0 0 0 0 50
08:15 AM 0 16 0 16 0 32 0 32 0 0 1 1 49

*** BREAK ***
Total 0 43 0 43 0 55 0 55 0 0 1 1 99

*** BREAK ***

03:00 PM 0 24 0 24 0 14 0 14 0 0 0 0 38
03:15 PM 0 18 0 18 0 16 0 16 0 0 0 0 34
03:30 PM 0 19 0 19 0 15 0 15 0 0 0 0 34
03:45 PM 0 14 0 14 0 6 0 6 0 0 0 0 20

Total 0 75 0 75 0 51 0 51 0 0 0 0 126

04:00 PM 0 14 0 14 0 9 0 9 0 0 1 1 24
04:15 PM 0 12 0 12 0 10 0 10 0 0 0 0 22
04:30 PM 0 16 0 16 0 10 0 10 0 0 0 0 26
04:45 PM 0 11 0 11 0 7 0 7 0 0 0 0 18

Total 0 53 0 53 0 36 0 36 0 0 1 1 90

Grand Total 0 273 0 273 0 255 0 255 0 0 2 2 530
Apprch % 0 100 0  0 100 0  0 0 100   

Total % 0 51.5 0 51.5 0 48.1 0 48.1 0 0 0.4 0.4

SR 31
Southbound

SR 31
Northbound

RUDEN ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 31 0 31 0 19 0 19 0 0 0 0 50
07:45 AM 0 17 0 17 0 8 0 8 0 0 0 0 25
08:00 AM 0 27 0 27 0 23 0 23 0 0 0 0 50
08:15 AM 0 16 0 16 0 32 0 32 0 0 1 1 49

Total Volume 0 91 0 91 0 82 0 82 0 0 1 1 174
% App. Total 0 100 0  0 100 0  0 0 100   

PHF .000 .734 .000 .734 .000 .641 .000 .641 .000 .000 .250 .250 .870

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 07:30 AM
+0 mins. 0 19 0 19 0 28 0 28 0 0 0 0

+15 mins. 0 31 0 31 0 27 0 27 0 0 0 0
+30 mins. 0 17 0 17 0 17 0 17 0 0 0 0
+45 mins. 0 27 0 27 0 14 0 14 0 0 1 1

Total Volume 0 94 0 94 0 86 0 86 0 0 1 1
% App. Total 0 100 0  0 100 0  0 0 100  

PHF .000 .758 .000 .758 .000 .768 .000 .768 .000 .000 .250 .250

Intersection Turning Movement Count



File Name : SR31&Ruden
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

RUDEN ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 24 0 24 0 14 0 14 0 0 0 0 38
03:15 PM 0 18 0 18 0 16 0 16 0 0 0 0 34
03:30 PM 0 19 0 19 0 15 0 15 0 0 0 0 34
03:45 PM 0 14 0 14 0 6 0 6 0 0 0 0 20

Total Volume 0 75 0 75 0 51 0 51 0 0 0 0 126
% App. Total 0 100 0  0 100 0  0 0 0   

PHF .000 .781 .000 .781 .000 .797 .000 .797 .000 .000 .000 .000 .829

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:15 PM
+0 mins. 0 24 0 24 0 14 0 14 0 0 0 0

+15 mins. 0 18 0 18 0 16 0 16 0 0 0 0
+30 mins. 0 19 0 19 0 15 0 15 0 0 0 0
+45 mins. 0 14 0 14 0 6 0 6 0 0 1 1

Total Volume 0 75 0 75 0 51 0 51 0 0 1 1
% App. Total 0 100 0  0 100 0  0 0 100  

PHF .000 .781 .000 .781 .000 .797 .000 .797 .000 .000 .250 .250

Intersection Turning Movement Count



File Name : SR31&Shirley
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
SR 31

Northbound
SHIRLEY LANE

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 63 0 63 2 90 0 92 1 0 10 11 166
06:45 AM 0 52 1 53 3 95 0 98 3 0 6 9 160

Total 0 115 1 116 5 185 0 190 4 0 16 20 326

07:00 AM 0 45 1 46 5 69 0 74 3 0 4 7 127
07:15 AM 0 74 0 74 5 59 0 64 0 0 7 7 145
07:30 AM 0 71 0 71 4 74 0 78 0 0 6 6 155
07:45 AM 0 63 2 65 3 72 0 75 0 0 4 4 144

Total 0 253 3 256 17 274 0 291 3 0 21 24 571

08:00 AM 0 75 0 75 2 63 0 65 3 0 1 4 144
08:15 AM 0 60 0 60 3 74 0 77 0 0 8 8 145

*** BREAK ***
Total 0 135 0 135 5 137 0 142 3 0 9 12 289

*** BREAK ***

03:00 PM 0 70 4 74 2 78 0 80 2 0 6 8 162
03:15 PM 0 80 0 80 4 59 0 63 3 0 1 4 147
03:30 PM 0 72 0 72 2 72 0 74 1 0 3 4 150
03:45 PM 0 64 1 65 4 66 0 70 3 0 3 6 141

Total 0 286 5 291 12 275 0 287 9 0 13 22 600

04:00 PM 0 61 3 64 5 53 0 58 2 0 2 4 126
04:15 PM 0 53 0 53 6 64 0 70 1 0 3 4 127
04:30 PM 0 72 2 74 11 62 0 73 2 0 2 4 151
04:45 PM 0 82 2 84 7 73 0 80 0 0 5 5 169

Total 0 268 7 275 29 252 0 281 5 0 12 17 573

Grand Total 0 1057 16 1073 68 1123 0 1191 24 0 71 95 2359
Apprch % 0 98.5 1.5  5.7 94.3 0  25.3 0 74.7   

Total % 0 44.8 0.7 45.5 2.9 47.6 0 50.5 1 0 3 4
Passenger

Vehicles
0 794 14 808 56 873 0 929 21 0 68 89 1826

% Passenger
Vehicles

0 75.1 87.5 75.3 82.4 77.7 0 78 87.5 0 95.8 93.7 77.4

Heavy Vehicles 0 263 2 265 12 250 0 262 3 0 3 6 533
% Heavy Vehicles 0 24.9 12.5 24.7 17.6 22.3 0 22 12.5 0 4.2 6.3 22.6

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

SR 31
Northbound

SHIRLEY LANE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 63 0 63 2 90 0 92 1 0 10 11 166
06:45 AM 0 52 1 53 3 95 0 98 3 0 6 9 160
07:00 AM 0 45 1 46 5 69 0 74 3 0 4 7 127
07:15 AM 0 74 0 74 5 59 0 64 0 0 7 7 145

Total Volume 0 234 2 236 15 313 0 328 7 0 27 34 598
% App. Total 0 99.2 0.8  4.6 95.4 0  20.6 0 79.4   

PHF .000 .791 .500 .797 .750 .824 .000 .837 .583 .000 .675 .773 .901
Passenger

Vehicles
0 183 2 185 11 228 0 239 6 0 26 32 456

% Passenger
Vehicles

0 78.2 100 78.4 73.3 72.8 0 72.9 85.7 0 96.3 94.1 76.3

Heavy Vehicles 0 51 0 51 4 85 0 89 1 0 1 2 142
% Heavy Vehicles 0 21.8 0 21.6 26.7 27.2 0 27.1 14.3 0 3.7 5.9 23.7

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Shirley
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SHIRLEY LANE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM
+0 mins. 0 74 0 74 2 90 0 92 1 0 10 11

+15 mins. 0 71 0 71 3 95 0 98 3 0 6 9
+30 mins. 0 63 2 65 5 69 0 74 3 0 4 7
+45 mins. 0 75 0 75 5 59 0 64 0 0 7 7

Total Volume 0 283 2 285 15 313 0 328 7 0 27 34
% App. Total 0 99.3 0.7  4.6 95.4 0  20.6 0 79.4  

PHF .000 .943 .250 .950 .750 .824 .000 .837 .583 .000 .675 .773
Passenger

Vehicles
0 195 2 197 11 228 0 239 6 0 26 32

% Passenger
Vehicles

0 68.9 100 69.1 73.3 72.8 0 72.9 85.7 0 96.3 94.1

Heavy Vehicles 0 88 0 88 4 85 0 89 1 0 1 2
% Heavy Vehicles 0 31.1 0 30.9 26.7 27.2 0 27.1 14.3 0 3.7 5.9

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 70 4 74 2 78 0 80 2 0 6 8 162
03:15 PM 0 80 0 80 4 59 0 63 3 0 1 4 147
03:30 PM 0 72 0 72 2 72 0 74 1 0 3 4 150
03:45 PM 0 64 1 65 4 66 0 70 3 0 3 6 141

Total Volume 0 286 5 291 12 275 0 287 9 0 13 22 600
% App. Total 0 98.3 1.7  4.2 95.8 0  40.9 0 59.1   

PHF .000 .894 .313 .909 .750 .881 .000 .897 .750 .000 .542 .688 .926
Passenger

Vehicles
0 215 4 219 10 224 0 234 8 0 13 21 474

% Passenger
Vehicles

0 75.2 80.0 75.3 83.3 81.5 0 81.5 88.9 0 100 95.5 79.0

Heavy Vehicles 0 71 1 72 2 51 0 53 1 0 0 1 126
% Heavy Vehicles 0 24.8 20.0 24.7 16.7 18.5 0 18.5 11.1 0 0 4.5 21.0

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 70 4 74 2 78 0 80 2 0 6 8

+15 mins. 0 80 0 80 4 59 0 63 3 0 1 4
+30 mins. 0 72 0 72 2 72 0 74 1 0 3 4
+45 mins. 0 64 1 65 4 66 0 70 3 0 3 6

Total Volume 0 286 5 291 12 275 0 287 9 0 13 22
% App. Total 0 98.3 1.7  4.2 95.8 0  40.9 0 59.1  

PHF .000 .894 .313 .909 .750 .881 .000 .897 .750 .000 .542 .688
Passenger

Vehicles
0 215 4 219 10 224 0 234 8 0 13 21

% Passenger
Vehicles

0 75.2 80 75.3 83.3 81.5 0 81.5 88.9 0 100 95.5

Heavy Vehicles 0 71 1 72 2 51 0 53 1 0 0 1
% Heavy Vehicles 0 24.8 20 24.7 16.7 18.5 0 18.5 11.1 0 0 4.5

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Shirley
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
SR 31

Northbound
SHIRLEY LANE

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 47 0 47 2 61 0 63 0 0 10 10 120
06:45 AM 0 42 1 43 1 71 0 72 3 0 6 9 124

Total 0 89 1 90 3 132 0 135 3 0 16 19 244

07:00 AM 0 38 1 39 4 51 0 55 3 0 4 7 101
07:15 AM 0 56 0 56 4 45 0 49 0 0 6 6 111
07:30 AM 0 43 0 43 3 56 0 59 0 0 5 5 107
07:45 AM 0 47 2 49 3 63 0 66 0 0 4 4 119

Total 0 184 3 187 14 215 0 229 3 0 19 22 438

08:00 AM 0 49 0 49 2 40 0 42 2 0 1 3 94
08:15 AM 0 45 0 45 2 42 0 44 0 0 7 7 96

*** BREAK ***
Total 0 94 0 94 4 82 0 86 2 0 8 10 190

*** BREAK ***

03:00 PM 0 50 3 53 2 67 0 69 2 0 6 8 130
03:15 PM 0 62 0 62 4 42 0 46 2 0 1 3 111
03:30 PM 0 53 0 53 1 55 0 56 1 0 3 4 113
03:45 PM 0 50 1 51 3 60 0 63 3 0 3 6 120

Total 0 215 4 219 10 224 0 234 8 0 13 21 474

04:00 PM 0 47 2 49 5 44 0 49 2 0 2 4 102
04:15 PM 0 41 0 41 6 54 0 60 1 0 3 4 105
04:30 PM 0 54 2 56 8 55 0 63 2 0 2 4 123
04:45 PM 0 70 2 72 6 67 0 73 0 0 5 5 150

Total 0 212 6 218 25 220 0 245 5 0 12 17 480

Grand Total 0 794 14 808 56 873 0 929 21 0 68 89 1826
Apprch % 0 98.3 1.7  6 94 0  23.6 0 76.4   

Total % 0 43.5 0.8 44.2 3.1 47.8 0 50.9 1.2 0 3.7 4.9

SR 31
Southbound

SR 31
Northbound

SHIRLEY LANE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 47 0 47 2 61 0 63 0 0 10 10 120
06:45 AM 0 42 1 43 1 71 0 72 3 0 6 9 124
07:00 AM 0 38 1 39 4 51 0 55 3 0 4 7 101
07:15 AM 0 56 0 56 4 45 0 49 0 0 6 6 111

Total Volume 0 183 2 185 11 228 0 239 6 0 26 32 456
% App. Total 0 98.9 1.1  4.6 95.4 0  18.8 0 81.2   

PHF .000 .817 .500 .826 .688 .803 .000 .830 .500 .000 .650 .800 .919

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM
+0 mins. 0 56 0 56 2 61 0 63 0 0 10 10

+15 mins. 0 43 0 43 1 71 0 72 3 0 6 9
+30 mins. 0 47 2 49 4 51 0 55 3 0 4 7
+45 mins. 0 49 0 49 4 45 0 49 0 0 6 6

Total Volume 0 195 2 197 11 228 0 239 6 0 26 32
% App. Total 0 99 1  4.6 95.4 0  18.8 0 81.2  

PHF .000 .871 .250 .879 .688 .803 .000 .830 .500 .000 .650 .800

Intersection Turning Movement Count



File Name : SR31&Shirley
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SHIRLEY LANE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 0 47 2 49 5 44 0 49 2 0 2 4 102
04:15 PM 0 41 0 41 6 54 0 60 1 0 3 4 105
04:30 PM 0 54 2 56 8 55 0 63 2 0 2 4 123
04:45 PM 0 70 2 72 6 67 0 73 0 0 5 5 150

Total Volume 0 212 6 218 25 220 0 245 5 0 12 17 480
% App. Total 0 97.2 2.8  10.2 89.8 0  29.4 0 70.6   

PHF .000 .757 .750 .757 .781 .821 .000 .839 .625 .000 .600 .850 .800

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 04:00 PM 03:00 PM
+0 mins. 0 50 3 53 5 44 0 49 2 0 6 8

+15 mins. 0 62 0 62 6 54 0 60 2 0 1 3
+30 mins. 0 53 0 53 8 55 0 63 1 0 3 4
+45 mins. 0 50 1 51 6 67 0 73 3 0 3 6

Total Volume 0 215 4 219 25 220 0 245 8 0 13 21
% App. Total 0 98.2 1.8  10.2 89.8 0  38.1 0 61.9  

PHF .000 .867 .333 .883 .781 .821 .000 .839 .667 .000 .542 .656

Intersection Turning Movement Count



File Name : SR31&Shirley
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
SR 31

Northbound
SHIRLEY LANE

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 16 0 16 0 29 0 29 1 0 0 1 46
06:45 AM 0 10 0 10 2 24 0 26 0 0 0 0 36

Total 0 26 0 26 2 53 0 55 1 0 0 1 82

07:00 AM 0 7 0 7 1 18 0 19 0 0 0 0 26
07:15 AM 0 18 0 18 1 14 0 15 0 0 1 1 34
07:30 AM 0 28 0 28 1 18 0 19 0 0 1 1 48
07:45 AM 0 16 0 16 0 9 0 9 0 0 0 0 25

Total 0 69 0 69 3 59 0 62 0 0 2 2 133

08:00 AM 0 26 0 26 0 23 0 23 1 0 0 1 50
08:15 AM 0 15 0 15 1 32 0 33 0 0 1 1 49

*** BREAK ***
Total 0 41 0 41 1 55 0 56 1 0 1 2 99

*** BREAK ***

03:00 PM 0 20 1 21 0 11 0 11 0 0 0 0 32
03:15 PM 0 18 0 18 0 17 0 17 1 0 0 1 36
03:30 PM 0 19 0 19 1 17 0 18 0 0 0 0 37
03:45 PM 0 14 0 14 1 6 0 7 0 0 0 0 21

Total 0 71 1 72 2 51 0 53 1 0 0 1 126

04:00 PM 0 14 1 15 0 9 0 9 0 0 0 0 24
04:15 PM 0 12 0 12 0 10 0 10 0 0 0 0 22
04:30 PM 0 18 0 18 3 7 0 10 0 0 0 0 28
04:45 PM 0 12 0 12 1 6 0 7 0 0 0 0 19

Total 0 56 1 57 4 32 0 36 0 0 0 0 93

Grand Total 0 263 2 265 12 250 0 262 3 0 3 6 533
Apprch % 0 99.2 0.8  4.6 95.4 0  50 0 50   

Total % 0 49.3 0.4 49.7 2.3 46.9 0 49.2 0.6 0 0.6 1.1

SR 31
Southbound

SR 31
Northbound

SHIRLEY LANE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 28 0 28 1 18 0 19 0 0 1 1 48
07:45 AM 0 16 0 16 0 9 0 9 0 0 0 0 25
08:00 AM 0 26 0 26 0 23 0 23 1 0 0 1 50
08:15 AM 0 15 0 15 1 32 0 33 0 0 1 1 49

Total Volume 0 85 0 85 2 82 0 84 1 0 2 3 172
% App. Total 0 100 0  2.4 97.6 0  33.3 0 66.7   

PHF .000 .759 .000 .759 .500 .641 .000 .636 .250 .000 .500 .750 .860

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 07:15 AM
+0 mins. 0 18 0 18 0 29 0 29 0 0 1 1

+15 mins. 0 28 0 28 2 24 0 26 0 0 1 1
+30 mins. 0 16 0 16 1 18 0 19 0 0 0 0
+45 mins. 0 26 0 26 1 14 0 15 1 0 0 1

Total Volume 0 88 0 88 4 85 0 89 1 0 2 3
% App. Total 0 100 0  4.5 95.5 0  33.3 0 66.7  

PHF .000 .786 .000 .786 .500 .733 .000 .767 .250 .000 .500 .750

Intersection Turning Movement Count



File Name : SR31&Shirley
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SHIRLEY LANE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 20 1 21 0 11 0 11 0 0 0 0 32
03:15 PM 0 18 0 18 0 17 0 17 1 0 0 1 36
03:30 PM 0 19 0 19 1 17 0 18 0 0 0 0 37
03:45 PM 0 14 0 14 1 6 0 7 0 0 0 0 21

Total Volume 0 71 1 72 2 51 0 53 1 0 0 1 126
% App. Total 0 98.6 1.4  3.8 96.2 0  100 0 0   

PHF .000 .888 .250 .857 .500 .750 .000 .736 .250 .000 .000 .250 .851

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 20 1 21 0 11 0 11 0 0 0 0

+15 mins. 0 18 0 18 0 17 0 17 1 0 0 1
+30 mins. 0 19 0 19 1 17 0 18 0 0 0 0
+45 mins. 0 14 0 14 1 6 0 7 0 0 0 0

Total Volume 0 71 1 72 2 51 0 53 1 0 0 1
% App. Total 0 98.6 1.4  3.8 96.2 0  100 0 0  

PHF .000 .888 .250 .857 .500 .750 .000 .736 .250 .000 .000 .250

Intersection Turning Movement Count



File Name : SR31&FoxHill
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
SR 31

Northbound
FOX HILL ROAD

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 61 0 61 0 87 0 87 0 0 1 1 149
06:45 AM 0 52 0 52 2 85 0 87 0 0 1 1 140

Total 0 113 0 113 2 172 0 174 0 0 2 2 289

07:00 AM 0 44 0 44 0 72 0 72 0 0 2 2 118
07:15 AM 0 73 0 73 0 56 0 56 0 0 4 4 133
07:30 AM 0 72 0 72 0 76 0 76 0 0 0 0 148
07:45 AM 0 65 0 65 1 69 0 70 0 0 1 1 136

Total 0 254 0 254 1 273 0 274 0 0 7 7 535

08:00 AM 0 73 0 73 1 73 0 74 0 0 2 2 149
08:15 AM 0 58 0 58 0 77 0 77 0 0 1 1 136

*** BREAK ***
Total 0 131 0 131 1 150 0 151 0 0 3 3 285

*** BREAK ***

03:00 PM 0 74 0 74 1 81 0 82 0 0 2 2 158
03:15 PM 0 78 0 78 1 61 0 62 0 0 3 3 143
03:30 PM 0 75 0 75 1 76 0 77 0 0 1 1 153
03:45 PM 0 67 0 67 0 67 0 67 0 0 0 0 134

Total 0 294 0 294 3 285 0 288 0 0 6 6 588

04:00 PM 0 66 1 67 1 60 0 61 0 0 1 1 129
04:15 PM 0 52 0 52 2 60 0 62 0 0 0 0 114
04:30 PM 0 76 1 77 0 62 0 62 0 0 1 1 140
04:45 PM 0 84 0 84 3 68 0 71 0 0 0 0 155

Total 0 278 2 280 6 250 0 256 0 0 2 2 538

Grand Total 0 1070 2 1072 13 1130 0 1143 0 0 20 20 2235
Apprch % 0 99.8 0.2  1.1 98.9 0  0 0 100   

Total % 0 47.9 0.1 48 0.6 50.6 0 51.1 0 0 0.9 0.9
Passenger

Vehicles
0 808 2 810 12 876 0 888 0 0 18 18 1716

% Passenger
Vehicles

0 75.5 100 75.6 92.3 77.5 0 77.7 0 0 90 90 76.8

Heavy Vehicles 0 262 0 262 1 254 0 255 0 0 2 2 519
% Heavy Vehicles 0 24.5 0 24.4 7.7 22.5 0 22.3 0 0 10 10 23.2

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

SR 31
Northbound

FOX HILL ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 72 0 72 0 76 0 76 0 0 0 0 148
07:45 AM 0 65 0 65 1 69 0 70 0 0 1 1 136
08:00 AM 0 73 0 73 1 73 0 74 0 0 2 2 149
08:15 AM 0 58 0 58 0 77 0 77 0 0 1 1 136

Total Volume 0 268 0 268 2 295 0 297 0 0 4 4 569
% App. Total 0 100 0  0.7 99.3 0  0 0 100   

PHF .000 .918 .000 .918 .500 .958 .000 .964 .000 .000 .500 .500 .955
Passenger

Vehicles
0 185 0 185 2 211 0 213 0 0 4 4 402

% Passenger
Vehicles

0 69.0 0 69.0 100 71.5 0 71.7 0 0 100 100 70.7

Heavy Vehicles 0 83 0 83 0 84 0 84 0 0 0 0 167
% Heavy Vehicles 0 31.0 0 31.0 0 28.5 0 28.3 0 0 0 0 29.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&FoxHill
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

FOX HILL ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM
+0 mins. 0 73 0 73 0 87 0 87 0 0 1 1

+15 mins. 0 72 0 72 2 85 0 87 0 0 1 1
+30 mins. 0 65 0 65 0 72 0 72 0 0 2 2
+45 mins. 0 73 0 73 0 56 0 56 0 0 4 4

Total Volume 0 283 0 283 2 300 0 302 0 0 8 8
% App. Total 0 100 0  0.7 99.3 0  0 0 100  

PHF .000 .969 .000 .969 .250 .862 .000 .868 .000 .000 .500 .500
Passenger

Vehicles
0 196 0 196 2 215 0 217 0 0 7 7

% Passenger
Vehicles

0 69.3 0 69.3 100 71.7 0 71.9 0 0 87.5 87.5

Heavy Vehicles 0 87 0 87 0 85 0 85 0 0 1 1
% Heavy Vehicles 0 30.7 0 30.7 0 28.3 0 28.1 0 0 12.5 12.5

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 74 0 74 1 81 0 82 0 0 2 2 158
03:15 PM 0 78 0 78 1 61 0 62 0 0 3 3 143
03:30 PM 0 75 0 75 1 76 0 77 0 0 1 1 153
03:45 PM 0 67 0 67 0 67 0 67 0 0 0 0 134

Total Volume 0 294 0 294 3 285 0 288 0 0 6 6 588
% App. Total 0 100 0  1 99 0  0 0 100   

PHF .000 .942 .000 .942 .750 .880 .000 .878 .000 .000 .500 .500 .930
Passenger

Vehicles
0 220 0 220 2 234 0 236 0 0 5 5 461

% Passenger
Vehicles

0 74.8 0 74.8 66.7 82.1 0 81.9 0 0 83.3 83.3 78.4

Heavy Vehicles 0 74 0 74 1 51 0 52 0 0 1 1 127
% Heavy Vehicles 0 25.2 0 25.2 33.3 17.9 0 18.1 0 0 16.7 16.7 21.6

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 74 0 74 1 81 0 82 0 0 2 2

+15 mins. 0 78 0 78 1 61 0 62 0 0 3 3
+30 mins. 0 75 0 75 1 76 0 77 0 0 1 1
+45 mins. 0 67 0 67 0 67 0 67 0 0 0 0

Total Volume 0 294 0 294 3 285 0 288 0 0 6 6
% App. Total 0 100 0  1 99 0  0 0 100  

PHF .000 .942 .000 .942 .750 .880 .000 .878 .000 .000 .500 .500
Passenger

Vehicles
0 220 0 220 2 234 0 236 0 0 5 5

% Passenger
Vehicles

0 74.8 0 74.8 66.7 82.1 0 81.9 0 0 83.3 83.3

Heavy Vehicles 0 74 0 74 1 51 0 52 0 0 1 1
% Heavy Vehicles 0 25.2 0 25.2 33.3 17.9 0 18.1 0 0 16.7 16.7

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&FoxHill
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
SR 31

Northbound
FOX HILL ROAD

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 45 0 45 0 58 0 58 0 0 0 0 103
06:45 AM 0 42 0 42 2 61 0 63 0 0 1 1 106

Total 0 87 0 87 2 119 0 121 0 0 1 1 209

07:00 AM 0 38 0 38 0 54 0 54 0 0 2 2 94
07:15 AM 0 54 0 54 0 42 0 42 0 0 4 4 100
07:30 AM 0 44 0 44 0 57 0 57 0 0 0 0 101
07:45 AM 0 49 0 49 1 59 0 60 0 0 1 1 110

Total 0 185 0 185 1 212 0 213 0 0 7 7 405

08:00 AM 0 49 0 49 1 50 0 51 0 0 2 2 102
08:15 AM 0 43 0 43 0 45 0 45 0 0 1 1 89

*** BREAK ***
Total 0 92 0 92 1 95 0 96 0 0 3 3 191

*** BREAK ***

03:00 PM 0 53 0 53 1 69 0 70 0 0 2 2 125
03:15 PM 0 59 0 59 0 45 0 45 0 0 3 3 107
03:30 PM 0 57 0 57 1 58 0 59 0 0 0 0 116
03:45 PM 0 51 0 51 0 62 0 62 0 0 0 0 113

Total 0 220 0 220 2 234 0 236 0 0 5 5 461

04:00 PM 0 52 1 53 1 49 0 50 0 0 1 1 104
04:15 PM 0 41 0 41 2 50 0 52 0 0 0 0 93
04:30 PM 0 59 1 60 0 55 0 55 0 0 1 1 116
04:45 PM 0 72 0 72 3 62 0 65 0 0 0 0 137

Total 0 224 2 226 6 216 0 222 0 0 2 2 450

Grand Total 0 808 2 810 12 876 0 888 0 0 18 18 1716
Apprch % 0 99.8 0.2  1.4 98.6 0  0 0 100   

Total % 0 47.1 0.1 47.2 0.7 51 0 51.7 0 0 1 1

SR 31
Southbound

SR 31
Northbound

FOX HILL ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 54 0 54 0 42 0 42 0 0 4 4 100
07:30 AM 0 44 0 44 0 57 0 57 0 0 0 0 101
07:45 AM 0 49 0 49 1 59 0 60 0 0 1 1 110
08:00 AM 0 49 0 49 1 50 0 51 0 0 2 2 102

Total Volume 0 196 0 196 2 208 0 210 0 0 7 7 413
% App. Total 0 100 0  1 99 0  0 0 100   

PHF .000 .907 .000 .907 .500 .881 .000 .875 .000 .000 .438 .438 .939

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM
+0 mins. 0 54 0 54 0 58 0 58 0 0 0 0

+15 mins. 0 44 0 44 2 61 0 63 0 0 1 1
+30 mins. 0 49 0 49 0 54 0 54 0 0 2 2
+45 mins. 0 49 0 49 0 42 0 42 0 0 4 4

Total Volume 0 196 0 196 2 215 0 217 0 0 7 7
% App. Total 0 100 0  0.9 99.1 0  0 0 100  

PHF .000 .907 .000 .907 .250 .881 .000 .861 .000 .000 .438 .438

Intersection Turning Movement Count



File Name : SR31&FoxHill
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

FOX HILL ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 53 0 53 1 69 0 70 0 0 2 2 125
03:15 PM 0 59 0 59 0 45 0 45 0 0 3 3 107
03:30 PM 0 57 0 57 1 58 0 59 0 0 0 0 116
03:45 PM 0 51 0 51 0 62 0 62 0 0 0 0 113

Total Volume 0 220 0 220 2 234 0 236 0 0 5 5 461
% App. Total 0 100 0  0.8 99.2 0  0 0 100   

PHF .000 .932 .000 .932 .500 .848 .000 .843 .000 .000 .417 .417 .922

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

04:00 PM 03:00 PM 03:00 PM
+0 mins. 0 52 1 53 1 69 0 70 0 0 2 2

+15 mins. 0 41 0 41 0 45 0 45 0 0 3 3
+30 mins. 0 59 1 60 1 58 0 59 0 0 0 0
+45 mins. 0 72 0 72 0 62 0 62 0 0 0 0

Total Volume 0 224 2 226 2 234 0 236 0 0 5 5
% App. Total 0 99.1 0.9  0.8 99.2 0  0 0 100  

PHF .000 .778 .500 .785 .500 .848 .000 .843 .000 .000 .417 .417

Intersection Turning Movement Count



File Name : SR31&FoxHill
Site Code : 17002
Start Date : 3/21/2017
Page No : 1

City/County: Ft Myers/Lee
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
SR 31

Northbound
FOX HILL ROAD

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 16 0 16 0 29 0 29 0 0 1 1 46
06:45 AM 0 10 0 10 0 24 0 24 0 0 0 0 34

Total 0 26 0 26 0 53 0 53 0 0 1 1 80

07:00 AM 0 6 0 6 0 18 0 18 0 0 0 0 24
07:15 AM 0 19 0 19 0 14 0 14 0 0 0 0 33
07:30 AM 0 28 0 28 0 19 0 19 0 0 0 0 47
07:45 AM 0 16 0 16 0 10 0 10 0 0 0 0 26

Total 0 69 0 69 0 61 0 61 0 0 0 0 130

08:00 AM 0 24 0 24 0 23 0 23 0 0 0 0 47
08:15 AM 0 15 0 15 0 32 0 32 0 0 0 0 47

*** BREAK ***
Total 0 39 0 39 0 55 0 55 0 0 0 0 94

*** BREAK ***

03:00 PM 0 21 0 21 0 12 0 12 0 0 0 0 33
03:15 PM 0 19 0 19 1 16 0 17 0 0 0 0 36
03:30 PM 0 18 0 18 0 18 0 18 0 0 1 1 37
03:45 PM 0 16 0 16 0 5 0 5 0 0 0 0 21

Total 0 74 0 74 1 51 0 52 0 0 1 1 127

04:00 PM 0 14 0 14 0 11 0 11 0 0 0 0 25
04:15 PM 0 11 0 11 0 10 0 10 0 0 0 0 21
04:30 PM 0 17 0 17 0 7 0 7 0 0 0 0 24
04:45 PM 0 12 0 12 0 6 0 6 0 0 0 0 18

Total 0 54 0 54 0 34 0 34 0 0 0 0 88

Grand Total 0 262 0 262 1 254 0 255 0 0 2 2 519
Apprch % 0 100 0  0.4 99.6 0  0 0 100   

Total % 0 50.5 0 50.5 0.2 48.9 0 49.1 0 0 0.4 0.4

SR 31
Southbound

SR 31
Northbound

FOX HILL ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 28 0 28 0 19 0 19 0 0 0 0 47
07:45 AM 0 16 0 16 0 10 0 10 0 0 0 0 26
08:00 AM 0 24 0 24 0 23 0 23 0 0 0 0 47
08:15 AM 0 15 0 15 0 32 0 32 0 0 0 0 47

Total Volume 0 83 0 83 0 84 0 84 0 0 0 0 167
% App. Total 0 100 0  0 100 0  0 0 0   

PHF .000 .741 .000 .741 .000 .656 .000 .656 .000 .000 .000 .000 .888

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM
+0 mins. 0 19 0 19 0 29 0 29 0 0 1 1

+15 mins. 0 28 0 28 0 24 0 24 0 0 0 0
+30 mins. 0 16 0 16 0 18 0 18 0 0 0 0
+45 mins. 0 24 0 24 0 14 0 14 0 0 0 0

Total Volume 0 87 0 87 0 85 0 85 0 0 1 1
% App. Total 0 100 0  0 100 0  0 0 100  

PHF .000 .777 .000 .777 .000 .733 .000 .733 .000 .000 .250 .250

Intersection Turning Movement Count



File Name : SR31&FoxHill
Site Code : 17002
Start Date : 3/21/2017
Page No : 2

City/County: Ft Myers/Lee
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

FOX HILL ROAD
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 21 0 21 0 12 0 12 0 0 0 0 33
03:15 PM 0 19 0 19 1 16 0 17 0 0 0 0 36
03:30 PM 0 18 0 18 0 18 0 18 0 0 1 1 37
03:45 PM 0 16 0 16 0 5 0 5 0 0 0 0 21

Total Volume 0 74 0 74 1 51 0 52 0 0 1 1 127
% App. Total 0 100 0  1.9 98.1 0  0 0 100   

PHF .000 .881 .000 .881 .250 .708 .000 .722 .000 .000 .250 .250 .858

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 21 0 21 0 12 0 12 0 0 0 0

+15 mins. 0 19 0 19 1 16 0 17 0 0 0 0
+30 mins. 0 18 0 18 0 18 0 18 0 0 1 1
+45 mins. 0 16 0 16 0 5 0 5 0 0 0 0

Total Volume 0 74 0 74 1 51 0 52 0 0 1 1
% App. Total 0 100 0  1.9 98.1 0  0 0 100  

PHF .000 .881 .000 .881 .250 .708 .000 .722 .000 .000 .250 .250

Intersection Turning Movement Count



File Name : SR31&Suzan
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
SR 31

Northbound
SUZAN DRIVE

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 37 1 38 1 92 0 93 0 0 2 2 133
06:45 AM 0 50 0 50 2 84 0 86 0 0 3 3 139

Total 0 87 1 88 3 176 0 179 0 0 5 5 272

07:00 AM 0 45 0 45 2 103 0 105 0 0 4 4 154
07:15 AM 0 64 1 65 2 64 0 66 1 0 7 8 139
07:30 AM 0 59 0 59 0 69 0 69 0 0 3 3 131
07:45 AM 0 70 0 70 3 70 0 73 0 0 1 1 144

Total 0 238 1 239 7 306 0 313 1 0 15 16 568

08:00 AM 0 56 0 56 2 79 0 81 0 0 2 2 139
08:15 AM 0 46 0 46 2 63 0 65 0 0 3 3 114

*** BREAK ***
Total 0 102 0 102 4 142 0 146 0 0 5 5 253

*** BREAK ***

03:00 PM 0 81 0 81 4 74 0 78 0 0 2 2 161
03:15 PM 0 64 1 65 0 65 0 65 0 0 1 1 131
03:30 PM 0 90 0 90 2 76 0 78 0 0 4 4 172
03:45 PM 0 87 1 88 2 72 0 74 0 0 1 1 163

Total 0 322 2 324 8 287 0 295 0 0 8 8 627

04:00 PM 0 87 0 87 3 69 0 72 0 0 3 3 162
04:15 PM 0 85 0 85 2 71 0 73 1 0 4 5 163
04:30 PM 0 60 0 60 1 71 0 72 0 0 2 2 134
04:45 PM 0 73 0 73 4 72 0 76 0 0 3 3 152

Total 0 305 0 305 10 283 0 293 1 0 12 13 611

Grand Total 0 1054 4 1058 32 1194 0 1226 2 0 45 47 2331
Apprch % 0 99.6 0.4  2.6 97.4 0  4.3 0 95.7   

Total % 0 45.2 0.2 45.4 1.4 51.2 0 52.6 0.1 0 1.9 2
Passenger

Vehicles
0 788 4 792 30 927 0 957 1 0 41 42 1791

% Passenger
Vehicles

0 74.8 100 74.9 93.8 77.6 0 78.1 50 0 91.1 89.4 76.8

Heavy Vehicles 0 266 0 266 2 267 0 269 1 0 4 5 540
% Heavy Vehicles 0 25.2 0 25.1 6.2 22.4 0 21.9 50 0 8.9 10.6 23.2

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

SR 31
Northbound

SUZAN DRIVE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:00 AM

07:00 AM 0 45 0 45 2 103 0 105 0 0 4 4 154
07:15 AM 0 64 1 65 2 64 0 66 1 0 7 8 139
07:30 AM 0 59 0 59 0 69 0 69 0 0 3 3 131
07:45 AM 0 70 0 70 3 70 0 73 0 0 1 1 144

Total Volume 0 238 1 239 7 306 0 313 1 0 15 16 568
% App. Total 0 99.6 0.4  2.2 97.8 0  6.2 0 93.8   

PHF .000 .850 .250 .854 .583 .743 .000 .745 .250 .000 .536 .500 .922
Passenger

Vehicles
0 161 1 162 6 211 0 217 1 0 13 14 393

% Passenger
Vehicles

0 67.6 100 67.8 85.7 69.0 0 69.3 100 0 86.7 87.5 69.2

Heavy Vehicles 0 77 0 77 1 95 0 96 0 0 2 2 175
% Heavy Vehicles 0 32.4 0 32.2 14.3 31.0 0 30.7 0 0 13.3 12.5 30.8

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Suzan
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SUZAN DRIVE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:45 AM
+0 mins. 0 64 1 65 1 92 0 93 0 0 3 3

+15 mins. 0 59 0 59 2 84 0 86 0 0 4 4
+30 mins. 0 70 0 70 2 103 0 105 1 0 7 8
+45 mins. 0 56 0 56 2 64 0 66 0 0 3 3

Total Volume 0 249 1 250 7 343 0 350 1 0 17 18
% App. Total 0 99.6 0.4  2 98 0  5.6 0 94.4  

PHF .000 .889 .250 .893 .875 .833 .000 .833 .250 .000 .607 .563
Passenger

Vehicles
0 167 1 168 6 252 0 258 1 0 15 16

% Passenger
Vehicles

0 67.1 100 67.2 85.7 73.5 0 73.7 100 0 88.2 88.9

Heavy Vehicles 0 82 0 82 1 91 0 92 0 0 2 2
% Heavy Vehicles 0 32.9 0 32.8 14.3 26.5 0 26.3 0 0 11.8 11.1

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:30 PM

03:30 PM 0 90 0 90 2 76 0 78 0 0 4 4 172
03:45 PM 0 87 1 88 2 72 0 74 0 0 1 1 163
04:00 PM 0 87 0 87 3 69 0 72 0 0 3 3 162
04:15 PM 0 85 0 85 2 71 0 73 1 0 4 5 163

Total Volume 0 349 1 350 9 288 0 297 1 0 12 13 660
% App. Total 0 99.7 0.3  3 97 0  7.7 0 92.3   

PHF .000 .969 .250 .972 .750 .947 .000 .952 .250 .000 .750 .650 .959
Passenger

Vehicles
0 280 1 281 9 252 0 261 0 0 12 12 554

% Passenger
Vehicles

0 80.2 100 80.3 100 87.5 0 87.9 0 0 100 92.3 83.9

Heavy Vehicles 0 69 0 69 0 36 0 36 1 0 0 1 106
% Heavy Vehicles 0 19.8 0 19.7 0 12.5 0 12.1 100 0 0 7.7 16.1

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 03:30 PM 03:30 PM
+0 mins. 0 90 0 90 2 76 0 78 0 0 4 4

+15 mins. 0 87 1 88 2 72 0 74 0 0 1 1
+30 mins. 0 87 0 87 3 69 0 72 0 0 3 3
+45 mins. 0 85 0 85 2 71 0 73 1 0 4 5

Total Volume 0 349 1 350 9 288 0 297 1 0 12 13
% App. Total 0 99.7 0.3  3 97 0  7.7 0 92.3  

PHF .000 .969 .250 .972 .750 .947 .000 .952 .250 .000 .750 .650
Passenger

Vehicles
0 280 1 281 9 252 0 261 0 0 12 12

% Passenger
Vehicles

0 80.2 100 80.3 100 87.5 0 87.9 0 0 100 92.3

Heavy Vehicles 0 69 0 69 0 36 0 36 1 0 0 1
% Heavy Vehicles 0 19.8 0 19.7 0 12.5 0 12.1 100 0 0 7.7

UTurns 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Suzan
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
SR 31

Northbound
SUZAN DRIVE

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 31 1 32 1 72 0 73 0 0 2 2 107
06:45 AM 0 36 0 36 1 57 0 58 0 0 3 3 97

Total 0 67 1 68 2 129 0 131 0 0 5 5 204

07:00 AM 0 33 0 33 2 79 0 81 0 0 4 4 118
07:15 AM 0 44 1 45 2 44 0 46 1 0 5 6 97
07:30 AM 0 38 0 38 0 47 0 47 0 0 3 3 88
07:45 AM 0 46 0 46 2 41 0 43 0 0 1 1 90

Total 0 161 1 162 6 211 0 217 1 0 13 14 393

08:00 AM 0 39 0 39 2 54 0 56 0 0 1 1 96
08:15 AM 0 30 0 30 2 38 0 40 0 0 3 3 73

*** BREAK ***
Total 0 69 0 69 4 92 0 96 0 0 4 4 169

*** BREAK ***

03:00 PM 0 53 0 53 4 61 0 65 0 0 1 1 119
03:15 PM 0 48 1 49 0 53 0 53 0 0 1 1 103
03:30 PM 0 72 0 72 2 64 0 66 0 0 4 4 142
03:45 PM 0 72 1 73 2 61 0 63 0 0 1 1 137

Total 0 245 2 247 8 239 0 247 0 0 7 7 501

04:00 PM 0 67 0 67 3 64 0 67 0 0 3 3 137
04:15 PM 0 69 0 69 2 63 0 65 0 0 4 4 138
04:30 PM 0 48 0 48 1 61 0 62 0 0 2 2 112
04:45 PM 0 62 0 62 4 68 0 72 0 0 3 3 137

Total 0 246 0 246 10 256 0 266 0 0 12 12 524

Grand Total 0 788 4 792 30 927 0 957 1 0 41 42 1791
Apprch % 0 99.5 0.5  3.1 96.9 0  2.4 0 97.6   

Total % 0 44 0.2 44.2 1.7 51.8 0 53.4 0.1 0 2.3 2.3

SR 31
Southbound

SR 31
Northbound

SUZAN DRIVE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 31 1 32 1 72 0 73 0 0 2 2 107
06:45 AM 0 36 0 36 1 57 0 58 0 0 3 3 97
07:00 AM 0 33 0 33 2 79 0 81 0 0 4 4 118
07:15 AM 0 44 1 45 2 44 0 46 1 0 5 6 97

Total Volume 0 144 2 146 6 252 0 258 1 0 14 15 419
% App. Total 0 98.6 1.4  2.3 97.7 0  6.7 0 93.3   

PHF .000 .818 .500 .811 .750 .797 .000 .796 .250 .000 .700 .625 .888

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:45 AM
+0 mins. 0 44 1 45 1 72 0 73 0 0 3 3

+15 mins. 0 38 0 38 1 57 0 58 0 0 4 4
+30 mins. 0 46 0 46 2 79 0 81 1 0 5 6
+45 mins. 0 39 0 39 2 44 0 46 0 0 3 3

Total Volume 0 167 1 168 6 252 0 258 1 0 15 16
% App. Total 0 99.4 0.6  2.3 97.7 0  6.2 0 93.8  

PHF .000 .908 .250 .913 .750 .797 .000 .796 .250 .000 .750 .667

Intersection Turning Movement Count



File Name : SR31&Suzan
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SUZAN DRIVE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:30 PM

03:30 PM 0 72 0 72 2 64 0 66 0 0 4 4 142
03:45 PM 0 72 1 73 2 61 0 63 0 0 1 1 137
04:00 PM 0 67 0 67 3 64 0 67 0 0 3 3 137
04:15 PM 0 69 0 69 2 63 0 65 0 0 4 4 138

Total Volume 0 280 1 281 9 252 0 261 0 0 12 12 554
% App. Total 0 99.6 0.4  3.4 96.6 0  0 0 100   

PHF .000 .972 .250 .962 .750 .984 .000 .974 .000 .000 .750 .750 .975

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 04:00 PM 03:30 PM
+0 mins. 0 72 0 72 3 64 0 67 0 0 4 4

+15 mins. 0 72 1 73 2 63 0 65 0 0 1 1
+30 mins. 0 67 0 67 1 61 0 62 0 0 3 3
+45 mins. 0 69 0 69 4 68 0 72 0 0 4 4

Total Volume 0 280 1 281 10 256 0 266 0 0 12 12
% App. Total 0 99.6 0.4  3.8 96.2 0  0 0 100  

PHF .000 .972 .250 .962 .625 .941 .000 .924 .000 .000 .750 .750

Intersection Turning Movement Count



File Name : SR31&Suzan
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
SR 31

Northbound
SUZAN DRIVE

Eastbound
Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
06:30 AM 0 6 0 6 0 20 0 20 0 0 0 0 26
06:45 AM 0 14 0 14 1 27 0 28 0 0 0 0 42

Total 0 20 0 20 1 47 0 48 0 0 0 0 68

07:00 AM 0 12 0 12 0 24 0 24 0 0 0 0 36
07:15 AM 0 20 0 20 0 20 0 20 0 0 2 2 42
07:30 AM 0 21 0 21 0 22 0 22 0 0 0 0 43
07:45 AM 0 24 0 24 1 29 0 30 0 0 0 0 54

Total 0 77 0 77 1 95 0 96 0 0 2 2 175

08:00 AM 0 17 0 17 0 25 0 25 0 0 1 1 43
08:15 AM 0 16 0 16 0 25 0 25 0 0 0 0 41

*** BREAK ***
Total 0 33 0 33 0 50 0 50 0 0 1 1 84

*** BREAK ***

03:00 PM 0 28 0 28 0 13 0 13 0 0 1 1 42
03:15 PM 0 16 0 16 0 12 0 12 0 0 0 0 28
03:30 PM 0 18 0 18 0 12 0 12 0 0 0 0 30
03:45 PM 0 15 0 15 0 11 0 11 0 0 0 0 26

Total 0 77 0 77 0 48 0 48 0 0 1 1 126

04:00 PM 0 20 0 20 0 5 0 5 0 0 0 0 25
04:15 PM 0 16 0 16 0 8 0 8 1 0 0 1 25
04:30 PM 0 12 0 12 0 10 0 10 0 0 0 0 22
04:45 PM 0 11 0 11 0 4 0 4 0 0 0 0 15

Total 0 59 0 59 0 27 0 27 1 0 0 1 87

Grand Total 0 266 0 266 2 267 0 269 1 0 4 5 540
Apprch % 0 100 0  0.7 99.3 0  20 0 80   

Total % 0 49.3 0 49.3 0.4 49.4 0 49.8 0.2 0 0.7 0.9

SR 31
Southbound

SR 31
Northbound

SUZAN DRIVE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 20 0 20 0 20 0 20 0 0 2 2 42
07:30 AM 0 21 0 21 0 22 0 22 0 0 0 0 43
07:45 AM 0 24 0 24 1 29 0 30 0 0 0 0 54
08:00 AM 0 17 0 17 0 25 0 25 0 0 1 1 43

Total Volume 0 82 0 82 1 96 0 97 0 0 3 3 182
% App. Total 0 100 0  1 99 0  0 0 100   

PHF .000 .854 .000 .854 .250 .828 .000 .808 .000 .000 .375 .375 .843

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 07:30 AM 07:15 AM
+0 mins. 0 20 0 20 0 22 0 22 0 0 2 2

+15 mins. 0 21 0 21 1 29 0 30 0 0 0 0
+30 mins. 0 24 0 24 0 25 0 25 0 0 0 0
+45 mins. 0 17 0 17 0 25 0 25 0 0 1 1

Total Volume 0 82 0 82 1 101 0 102 0 0 3 3
% App. Total 0 100 0  1 99 0  0 0 100  

PHF .000 .854 .000 .854 .250 .871 .000 .850 .000 .000 .375 .375

Intersection Turning Movement Count



File Name : SR31&Suzan
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

SR 31
Northbound

SUZAN DRIVE
Eastbound

Start Time Left Thru Right App. Total Left Thru Right App. Total Left Thru Right App. Total Int. Total
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 28 0 28 0 13 0 13 0 0 1 1 42
03:15 PM 0 16 0 16 0 12 0 12 0 0 0 0 28
03:30 PM 0 18 0 18 0 12 0 12 0 0 0 0 30
03:45 PM 0 15 0 15 0 11 0 11 0 0 0 0 26

Total Volume 0 77 0 77 0 48 0 48 0 0 1 1 126
% App. Total 0 100 0  0 100 0  0 0 100   

PHF .000 .688 .000 .688 .000 .923 .000 .923 .000 .000 .250 .250 .750

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 28 0 28 0 13 0 13 0 0 1 1

+15 mins. 0 16 0 16 0 12 0 12 0 0 0 0
+30 mins. 0 18 0 18 0 12 0 12 0 0 0 0
+45 mins. 0 15 0 15 0 11 0 11 0 0 0 0

Total Volume 0 77 0 77 0 48 0 48 0 0 1 1
% App. Total 0 100 0  0 100 0  0 0 100  

PHF .000 .688 .000 .688 .000 .923 .000 .923 .000 .000 .250 .250

Intersection Turning Movement Count



File Name : SR31&Horseshoe
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
LAKE BABCOCK DRIVE

Westbound
SR 31

Northbound
HORSESHOE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 46 0 46 0 0 1 1 0 89 3 92 1 0 2 3 142
06:45 AM 1 38 0 39 1 0 0 1 1 65 7 73 0 0 2 2 115

Total 1 84 0 85 1 0 1 2 1 154 10 165 1 0 4 5 257

07:00 AM 0 38 1 39 2 0 0 2 0 78 13 91 1 0 2 3 135
07:15 AM 0 61 0 61 1 0 0 1 3 69 5 77 0 0 5 5 144
07:30 AM 0 54 0 54 1 0 0 1 1 60 3 64 0 0 6 6 125
07:45 AM 0 60 0 60 0 0 0 0 3 62 6 71 0 0 5 5 136

Total 0 213 1 214 4 0 0 4 7 269 27 303 1 0 18 19 540

08:00 AM 1 53 1 55 1 0 0 1 3 64 11 78 0 0 2 2 136
08:15 AM 1 44 1 46 2 0 0 2 3 55 6 64 0 0 4 4 116

*** BREAK ***
Total 2 97 2 101 3 0 0 3 6 119 17 142 0 0 6 6 252

*** BREAK ***

03:00 PM 2 68 0 70 12 1 4 17 0 65 6 71 0 0 1 1 159
03:15 PM 1 56 0 57 6 0 5 11 2 63 4 69 1 0 1 2 139
03:30 PM 2 73 0 75 12 1 2 15 6 63 5 74 0 0 2 2 166
03:45 PM 2 68 0 70 17 0 1 18 1 62 3 66 0 0 2 2 156

Total 7 265 0 272 47 2 12 61 9 253 18 280 1 0 6 7 620

04:00 PM 0 63 0 63 18 0 1 19 4 67 4 75 0 0 1 1 158
04:15 PM 0 75 0 75 7 0 1 8 8 57 2 67 0 0 1 1 151
04:30 PM 0 53 1 54 5 0 1 6 2 62 3 67 0 0 1 1 128
04:45 PM 3 71 1 75 3 0 1 4 2 73 1 76 1 0 3 4 159

Total 3 262 2 267 33 0 4 37 16 259 10 285 1 0 6 7 596

Grand Total 13 921 5 939 88 2 17 107 39 1054 82 1175 4 0 40 44 2265
Apprch % 1.4 98.1 0.5  82.2 1.9 15.9  3.3 89.7 7  9.1 0 90.9   

Total % 0.6 40.7 0.2 41.5 3.9 0.1 0.8 4.7 1.7 46.5 3.6 51.9 0.2 0 1.8 1.9
Passenger

Vehicles
12 669 3 684 86 2 17 105 37 790 81 908 2 0 36 38 1735

% Passenger
Vehicles

92.3 72.6 60 72.8 97.7 100 100 98.1 94.9 75 98.8 77.3 50 0 90 86.4 76.6

Heavy
Vehicles

1 252 2 255 2 0 0 2 2 264 1 267 2 0 4 6 530

% Heavy
Vehicles

7.7 27.4 40 27.2 2.3 0 0 1.9 5.1 25 1.2 22.7 50 0 10 13.6 23.4

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

SR 31
Southbound

LAKE BABCOCK DRIVE
Westbound

SR 31
Northbound

HORSESHOE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 61 0 61 1 0 0 1 3 69 5 77 0 0 5 5 144
07:30 AM 0 54 0 54 1 0 0 1 1 60 3 64 0 0 6 6 125
07:45 AM 0 60 0 60 0 0 0 0 3 62 6 71 0 0 5 5 136
08:00 AM 1 53 1 55 1 0 0 1 3 64 11 78 0 0 2 2 136

Total Volume 1 228 1 230 3 0 0 3 10 255 25 290 0 0 18 18 541
% App. Total 0.4 99.1 0.4  100 0 0  3.4 87.9 8.6  0 0 100   

PHF .250 .934 .250 .943 .750 .000 .000 .750 .833 .924 .568 .929 .000 .000 .750 .750 .939
Passenger

Vehicles
1 151 1 153 3 0 0 3 10 157 25 192 0 0 16 16 364

% Passenger
Vehicles

100 66.2 100 66.5 100 0 0 100 100 61.6 100 66.2 0 0 88.9 88.9 67.3

Heavy
Vehicles

0 77 0 77 0 0 0 0 0 98 0 98 0 0 2 2 177

% Heavy
Vehicles

0 33.8 0 33.5 0 0 0 0 0 38.4 0 33.8 0 0 11.1 11.1 32.7

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM 07:00 AM
+0 mins. 0 61 0 61 0 0 1 1 0 89 3 92 1 0 2 3

+15 mins. 0 54 0 54 1 0 0 1 1 65 7 73 0 0 5 5
+30 mins. 0 60 0 60 2 0 0 2 0 78 13 91 0 0 6 6
+45 mins. 1 53 1 55 1 0 0 1 3 69 5 77 0 0 5 5

Total Volume 1 228 1 230 4 0 1 5 4 301 28 333 1 0 18 19
% App. Total 0.4 99.1 0.4  80 0 20  1.2 90.4 8.4  5.3 0 94.7  

PHF .250 .934 .250 .943 .500 .000 .250 .625 .333 .846 .538 .905 .250 .000 .750 .792
Passenger

Vehicles
1 151 1 153 4 0 1 5 4 210 28 242 0 0 16 16

% Passenger
Vehicles

100 66.2 100 66.5 100 0 100 100 100 69.8 100 72.7 0 0 88.9 84.2

Heavy
Vehicles

0 77 0 77 0 0 0 0 0 91 0 91 1 0 2 3

% Heavy
Vehicles

0 33.8 0 33.5 0 0 0 0 0 30.2 0 27.3 100 0 11.1 15.8

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:30 PM

03:30 PM 2 73 0 75 12 1 2 15 6 63 5 74 0 0 2 2 166
03:45 PM 2 68 0 70 17 0 1 18 1 62 3 66 0 0 2 2 156
04:00 PM 0 63 0 63 18 0 1 19 4 67 4 75 0 0 1 1 158
04:15 PM 0 75 0 75 7 0 1 8 8 57 2 67 0 0 1 1 151

Total Volume 4 279 0 283 54 1 5 60 19 249 14 282 0 0 6 6 631
% App. Total 1.4 98.6 0  90 1.7 8.3  6.7 88.3 5  0 0 100   

PHF .500 .930 .000 .943 .750 .250 .625 .789 .594 .929 .700 .940 .000 .000 .750 .750 .950
Passenger

Vehicles
3 209 0 212 52 1 5 58 18 216 13 247 0 0 5 5 522

% Passenger
Vehicles

75.0 74.9 0 74.9 96.3 100 100 96.7 94.7 86.7 92.9 87.6 0 0 83.3 83.3 82.7

Heavy
Vehicles

1 70 0 71 2 0 0 2 1 33 1 35 0 0 1 1 109

% Heavy
Vehicles

25.0 25.1 0 25.1 3.7 0 0 3.3 5.3 13.3 7.1 12.4 0 0 16.7 16.7 17.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 03:15 PM 04:00 PM 03:00 PM
+0 mins. 2 73 0 75 6 0 5 11 4 67 4 75 0 0 1 1

+15 mins. 2 68 0 70 12 1 2 15 8 57 2 67 1 0 1 2
+30 mins. 0 63 0 63 17 0 1 18 2 62 3 67 0 0 2 2
+45 mins. 0 75 0 75 18 0 1 19 2 73 1 76 0 0 2 2

Total Volume 4 279 0 283 53 1 9 63 16 259 10 285 1 0 6 7
% App. Total 1.4 98.6 0  84.1 1.6 14.3  5.6 90.9 3.5  14.3 0 85.7  

PHF .500 .930 .000 .943 .736 .250 .450 .829 .500 .887 .625 .938 .250 .000 .750 .875
Passenger

Vehicles
3 209 0 212 51 1 9 61 15 235 10 260 1 0 5 6

% Passenger
Vehicles

75 74.9 0 74.9 96.2 100 100 96.8 93.8 90.7 100 91.2 100 0 83.3 85.7

Heavy
Vehicles

1 70 0 71 2 0 0 2 1 24 0 25 0 0 1 1

% Heavy
Vehicles

25 25.1 0 25.1 3.8 0 0 3.2 6.2 9.3 0 8.8 0 0 16.7 14.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&Horseshoe
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
LAKE BABCOCK DRIVE

Westbound
SR 31

Northbound
HORSESHOE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 40 0 40 0 0 1 1 0 67 3 70 1 0 2 3 114
06:45 AM 1 25 0 26 1 0 0 1 1 41 7 49 0 0 2 2 78

Total 1 65 0 66 1 0 1 2 1 108 10 119 1 0 4 5 192

07:00 AM 0 27 0 27 2 0 0 2 0 56 13 69 0 0 2 2 100
07:15 AM 0 40 0 40 1 0 0 1 3 46 5 54 0 0 5 5 100
07:30 AM 0 34 0 34 1 0 0 1 1 38 3 42 0 0 6 6 83
07:45 AM 0 39 0 39 0 0 0 0 3 35 6 44 0 0 3 3 86

Total 0 140 0 140 4 0 0 4 7 175 27 209 0 0 16 16 369

08:00 AM 1 38 1 40 1 0 0 1 3 38 11 52 0 0 2 2 95
08:15 AM 1 29 1 31 2 0 0 2 3 30 6 39 0 0 4 4 76

*** BREAK ***
Total 2 67 2 71 3 0 0 3 6 68 17 91 0 0 6 6 171

*** BREAK ***

03:00 PM 2 41 0 43 12 1 4 17 0 50 6 56 0 0 1 1 117
03:15 PM 1 43 0 44 6 0 5 11 1 52 4 57 1 0 0 1 113
03:30 PM 2 55 0 57 12 1 2 15 6 51 5 62 0 0 2 2 136
03:45 PM 1 55 0 56 16 0 1 17 1 51 2 54 0 0 2 2 129

Total 6 194 0 200 46 2 12 60 8 204 17 229 1 0 5 6 495

04:00 PM 0 45 0 45 17 0 1 18 3 62 4 69 0 0 0 0 132
04:15 PM 0 54 0 54 7 0 1 8 8 52 2 62 0 0 1 1 125
04:30 PM 0 44 0 44 5 0 1 6 2 55 3 60 0 0 1 1 111
04:45 PM 3 60 1 64 3 0 1 4 2 66 1 69 0 0 3 3 140

Total 3 203 1 207 32 0 4 36 15 235 10 260 0 0 5 5 508

Grand Total 12 669 3 684 86 2 17 105 37 790 81 908 2 0 36 38 1735
Apprch % 1.8 97.8 0.4  81.9 1.9 16.2  4.1 87 8.9  5.3 0 94.7   

Total % 0.7 38.6 0.2 39.4 5 0.1 1 6.1 2.1 45.5 4.7 52.3 0.1 0 2.1 2.2

SR 31
Southbound

LAKE BABCOCK DRIVE
Westbound

SR 31
Northbound

HORSESHOE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 40 0 40 0 0 1 1 0 67 3 70 1 0 2 3 114
06:45 AM 1 25 0 26 1 0 0 1 1 41 7 49 0 0 2 2 78
07:00 AM 0 27 0 27 2 0 0 2 0 56 13 69 0 0 2 2 100
07:15 AM 0 40 0 40 1 0 0 1 3 46 5 54 0 0 5 5 100

Total Volume 1 132 0 133 4 0 1 5 4 210 28 242 1 0 11 12 392
% App. Total 0.8 99.2 0  80 0 20  1.7 86.8 11.6  8.3 0 91.7   

PHF .250 .825 .000 .831 .500 .000 .250 .625 .333 .784 .538 .864 .250 .000 .550 .600 .860

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM 07:00 AM
+0 mins. 0 40 0 40 0 0 1 1 0 67 3 70 0 0 2 2

+15 mins. 0 34 0 34 1 0 0 1 1 41 7 49 0 0 5 5
+30 mins. 0 39 0 39 2 0 0 2 0 56 13 69 0 0 6 6
+45 mins. 1 38 1 40 1 0 0 1 3 46 5 54 0 0 3 3

Total Volume 1 151 1 153 4 0 1 5 4 210 28 242 0 0 16 16
% App. Total 0.7 98.7 0.7  80 0 20  1.7 86.8 11.6  0 0 100  

PHF .250 .944 .250 .956 .500 .000 .250 .625 .333 .784 .538 .864 .000 .000 .667 .667

Intersection Turning Movement Count



File Name : SR31&Horseshoe
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

LAKE BABCOCK DRIVE
Westbound

SR 31
Northbound

HORSESHOE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:30 PM

03:30 PM 2 55 0 57 12 1 2 15 6 51 5 62 0 0 2 2 136
03:45 PM 1 55 0 56 16 0 1 17 1 51 2 54 0 0 2 2 129
04:00 PM 0 45 0 45 17 0 1 18 3 62 4 69 0 0 0 0 132
04:15 PM 0 54 0 54 7 0 1 8 8 52 2 62 0 0 1 1 125

Total Volume 3 209 0 212 52 1 5 58 18 216 13 247 0 0 5 5 522
% App. Total 1.4 98.6 0  89.7 1.7 8.6  7.3 87.4 5.3  0 0 100   

PHF .375 .950 .000 .930 .765 .250 .625 .806 .563 .871 .650 .895 .000 .000 .625 .625 .960

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 03:15 PM 04:00 PM 03:00 PM
+0 mins. 2 55 0 57 6 0 5 11 3 62 4 69 0 0 1 1

+15 mins. 1 55 0 56 12 1 2 15 8 52 2 62 1 0 0 1
+30 mins. 0 45 0 45 16 0 1 17 2 55 3 60 0 0 2 2
+45 mins. 0 54 0 54 17 0 1 18 2 66 1 69 0 0 2 2

Total Volume 3 209 0 212 51 1 9 61 15 235 10 260 1 0 5 6
% App. Total 1.4 98.6 0  83.6 1.6 14.8  5.8 90.4 3.8  16.7 0 83.3  

PHF .375 .950 .000 .930 .750 .250 .450 .847 .469 .890 .625 .942 .250 .000 .625 .750

Intersection Turning Movement Count



File Name : SR31&Horseshoe
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
LAKE BABCOCK DRIVE

Westbound
SR 31

Northbound
HORSESHOE ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 6 0 6 0 0 0 0 0 22 0 22 0 0 0 0 28
06:45 AM 0 13 0 13 0 0 0 0 0 24 0 24 0 0 0 0 37

Total 0 19 0 19 0 0 0 0 0 46 0 46 0 0 0 0 65

07:00 AM 0 11 1 12 0 0 0 0 0 22 0 22 1 0 0 1 35
07:15 AM 0 21 0 21 0 0 0 0 0 23 0 23 0 0 0 0 44
07:30 AM 0 20 0 20 0 0 0 0 0 22 0 22 0 0 0 0 42
07:45 AM 0 21 0 21 0 0 0 0 0 27 0 27 0 0 2 2 50

Total 0 73 1 74 0 0 0 0 0 94 0 94 1 0 2 3 171

08:00 AM 0 15 0 15 0 0 0 0 0 26 0 26 0 0 0 0 41
08:15 AM 0 15 0 15 0 0 0 0 0 25 0 25 0 0 0 0 40

*** BREAK ***
Total 0 30 0 30 0 0 0 0 0 51 0 51 0 0 0 0 81

*** BREAK ***

03:00 PM 0 27 0 27 0 0 0 0 0 15 0 15 0 0 0 0 42
03:15 PM 0 13 0 13 0 0 0 0 1 11 0 12 0 0 1 1 26
03:30 PM 0 18 0 18 0 0 0 0 0 12 0 12 0 0 0 0 30
03:45 PM 1 13 0 14 1 0 0 1 0 11 1 12 0 0 0 0 27

Total 1 71 0 72 1 0 0 1 1 49 1 51 0 0 1 1 125

04:00 PM 0 18 0 18 1 0 0 1 1 5 0 6 0 0 1 1 26
04:15 PM 0 21 0 21 0 0 0 0 0 5 0 5 0 0 0 0 26
04:30 PM 0 9 1 10 0 0 0 0 0 7 0 7 0 0 0 0 17
04:45 PM 0 11 0 11 0 0 0 0 0 7 0 7 1 0 0 1 19

Total 0 59 1 60 1 0 0 1 1 24 0 25 1 0 1 2 88

Grand Total 1 252 2 255 2 0 0 2 2 264 1 267 2 0 4 6 530
Apprch % 0.4 98.8 0.8  100 0 0  0.7 98.9 0.4  33.3 0 66.7   

Total % 0.2 47.5 0.4 48.1 0.4 0 0 0.4 0.4 49.8 0.2 50.4 0.4 0 0.8 1.1

SR 31
Southbound

LAKE BABCOCK DRIVE
Westbound

SR 31
Northbound

HORSESHOE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 21 0 21 0 0 0 0 0 23 0 23 0 0 0 0 44
07:30 AM 0 20 0 20 0 0 0 0 0 22 0 22 0 0 0 0 42
07:45 AM 0 21 0 21 0 0 0 0 0 27 0 27 0 0 2 2 50
08:00 AM 0 15 0 15 0 0 0 0 0 26 0 26 0 0 0 0 41

Total Volume 0 77 0 77 0 0 0 0 0 98 0 98 0 0 2 2 177
% App. Total 0 100 0  0 0 0  0 100 0  0 0 100   

PHF .000 .917 .000 .917 .000 .000 .000 .000 .000 .907 .000 .907 .000 .000 .250 .250 .885

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 07:30 AM 07:00 AM
+0 mins. 0 21 0 21 0 0 0 0 0 22 0 22 1 0 0 1

+15 mins. 0 20 0 20 0 0 0 0 0 27 0 27 0 0 0 0
+30 mins. 0 21 0 21 0 0 0 0 0 26 0 26 0 0 0 0
+45 mins. 0 15 0 15 0 0 0 0 0 25 0 25 0 0 2 2

Total Volume 0 77 0 77 0 0 0 0 0 100 0 100 1 0 2 3
% App. Total 0 100 0  0 0 0  0 100 0  33.3 0 66.7  

PHF .000 .917 .000 .917 .000 .000 .000 .000 .000 .926 .000 .926 .250 .000 .250 .375

Intersection Turning Movement Count



File Name : SR31&Horseshoe
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

LAKE BABCOCK DRIVE
Westbound

SR 31
Northbound

HORSESHOE ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 27 0 27 0 0 0 0 0 15 0 15 0 0 0 0 42
03:15 PM 0 13 0 13 0 0 0 0 1 11 0 12 0 0 1 1 26
03:30 PM 0 18 0 18 0 0 0 0 0 12 0 12 0 0 0 0 30
03:45 PM 1 13 0 14 1 0 0 1 0 11 1 12 0 0 0 0 27

Total Volume 1 71 0 72 1 0 0 1 1 49 1 51 0 0 1 1 125
% App. Total 1.4 98.6 0  100 0 0  2 96.1 2  0 0 100   

PHF .250 .657 .000 .667 .250 .000 .000 .250 .250 .817 .250 .850 .000 .000 .250 .250 .744

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:15 PM 03:00 PM 03:15 PM
+0 mins. 0 27 0 27 0 0 0 0 0 15 0 15 0 0 1 1

+15 mins. 0 13 0 13 0 0 0 0 1 11 0 12 0 0 0 0
+30 mins. 0 18 0 18 1 0 0 1 0 12 0 12 0 0 0 0
+45 mins. 1 13 0 14 1 0 0 1 0 11 1 12 0 0 1 1

Total Volume 1 71 0 72 2 0 0 2 1 49 1 51 0 0 2 2
% App. Total 1.4 98.6 0  100 0 0  2 96.1 2  0 0 100  

PHF .250 .657 .000 .667 .500 .000 .000 .500 .250 .817 .250 .850 .000 .000 .500 .500

Intersection Turning Movement Count



File Name : SR31&LittleFarm
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns
SR 31

Southbound
LITTLE FARM ROAD

Westbound
SR 31

Northbound
LITTLE FARM ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 1 41 0 42 0 0 0 0 1 72 14 87 0 0 4 4 133
06:45 AM 2 31 0 33 2 0 0 2 1 51 15 67 1 0 4 5 107

Total 3 72 0 75 2 0 0 2 2 123 29 154 1 0 8 9 240

07:00 AM 1 31 0 32 0 0 0 0 2 75 3 80 0 0 10 10 122
07:15 AM 0 51 0 51 3 0 0 3 3 61 4 68 1 0 5 6 128
07:30 AM 1 44 1 46 2 0 0 2 4 57 2 63 0 0 6 6 117
07:45 AM 0 57 0 57 0 0 0 0 3 55 6 64 1 0 4 5 126

Total 2 183 1 186 5 0 0 5 12 248 15 275 2 0 25 27 493

08:00 AM 0 51 0 51 2 0 0 2 2 60 6 68 1 1 2 4 125
08:15 AM 0 38 2 40 0 0 1 1 3 47 3 53 0 0 7 7 101

*** BREAK ***
Total 0 89 2 91 2 0 1 3 5 107 9 121 1 1 9 11 226

*** BREAK ***

03:00 PM 2 65 1 68 2 0 0 2 3 66 2 71 1 0 3 4 145
03:15 PM 1 53 1 55 1 0 0 1 1 67 0 68 0 0 2 2 126
03:30 PM 0 68 0 68 2 0 1 3 5 58 1 64 0 0 5 5 140
03:45 PM 1 64 2 67 5 0 1 6 4 59 1 64 1 0 3 4 141

Total 4 250 4 258 10 0 2 12 13 250 4 267 2 0 13 15 552

04:00 PM 0 58 0 58 2 0 0 2 4 56 0 60 0 0 4 4 124
04:15 PM 1 69 0 70 2 0 1 3 3 54 2 59 0 0 3 3 135
04:30 PM 0 51 1 52 4 0 0 4 7 59 1 67 0 0 3 3 126
04:45 PM 1 66 0 67 3 0 0 3 5 62 1 68 0 0 3 3 141

Total 2 244 1 247 11 0 1 12 19 231 4 254 0 0 13 13 526

Grand Total 11 838 8 857 30 0 4 34 51 959 61 1071 6 1 68 75 2037
Apprch % 1.3 97.8 0.9  88.2 0 11.8  4.8 89.5 5.7  8 1.3 90.7   

Total % 0.5 41.1 0.4 42.1 1.5 0 0.2 1.7 2.5 47.1 3 52.6 0.3 0 3.3 3.7
Passenger

Vehicles
9 594 6 609 26 0 2 28 48 701 53 802 2 0 64 66 1505

% Passenger
Vehicles

81.8 70.9 75 71.1 86.7 0 50 82.4 94.1 73.1 86.9 74.9 33.3 0 94.1 88 73.9

Heavy
Vehicles

2 244 2 248 4 0 2 6 3 258 8 269 3 1 4 8 531

% Heavy
Vehicles

18.2 29.1 25 28.9 13.3 0 50 17.6 5.9 26.9 13.1 25.1 50 100 5.9 10.7 26.1

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 16.7 0 0 1.3 0

SR 31
Southbound

LITTLE FARM ROAD
Westbound

SR 31
Northbound

LITTLE FARM ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 51 0 51 3 0 0 3 3 61 4 68 1 0 5 6 128
07:30 AM 1 44 1 46 2 0 0 2 4 57 2 63 0 0 6 6 117
07:45 AM 0 57 0 57 0 0 0 0 3 55 6 64 1 0 4 5 126
08:00 AM 0 51 0 51 2 0 0 2 2 60 6 68 1 1 2 4 125

Total Volume 1 203 1 205 7 0 0 7 12 233 18 263 3 1 17 21 496
% App. Total 0.5 99 0.5  100 0 0  4.6 88.6 6.8  14.3 4.8 81   

PHF .250 .890 .250 .899 .583 .000 .000 .583 .750 .955 .750 .967 .750 .250 .708 .875 .969
Passenger

Vehicles
0 127 1 128 6 0 0 6 12 138 13 163 1 0 17 18 315

% Passenger
Vehicles

0 62.6 100 62.4 85.7 0 0 85.7 100 59.2 72.2 62.0 33.3 0 100 85.7 63.5

Heavy
Vehicles

1 76 0 77 1 0 0 1 0 95 5 100 2 1 0 3 181

% Heavy
Vehicles

100 37.4 0 37.6 14.3 0 0 14.3 0 40.8 27.8 38.0 66.7 100 0 14.3 36.5

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:45 AM 06:30 AM 06:45 AM
+0 mins. 0 51 0 51 2 0 0 2 1 72 14 87 1 0 4 5

+15 mins. 1 44 1 46 0 0 0 0 1 51 15 67 0 0 10 10
+30 mins. 0 57 0 57 3 0 0 3 2 75 3 80 1 0 5 6
+45 mins. 0 51 0 51 2 0 0 2 3 61 4 68 0 0 6 6

Total Volume 1 203 1 205 7 0 0 7 7 259 36 302 2 0 25 27
% App. Total 0.5 99 0.5  100 0 0  2.3 85.8 11.9  7.4 0 92.6  

PHF .250 .890 .250 .899 .583 .000 .000 .583 .583 .863 .600 .868 .500 .000 .625 .675
Passenger

Vehicles
0 127 1 128 6 0 0 6 6 169 35 210 1 0 23 24

% Passenger
Vehicles

0 62.6 100 62.4 85.7 0 0 85.7 85.7 65.3 97.2 69.5 50 0 92 88.9

Heavy
Vehicles

1 76 0 77 1 0 0 1 1 90 1 92 1 0 2 3

% Heavy
Vehicles

100 37.4 0 37.6 14.3 0 0 14.3 14.3 34.7 2.8 30.5 50 0 8 11.1

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 2 65 1 68 2 0 0 2 3 66 2 71 1 0 3 4 145
03:15 PM 1 53 1 55 1 0 0 1 1 67 0 68 0 0 2 2 126
03:30 PM 0 68 0 68 2 0 1 3 5 58 1 64 0 0 5 5 140
03:45 PM 1 64 2 67 5 0 1 6 4 59 1 64 1 0 3 4 141

Total Volume 4 250 4 258 10 0 2 12 13 250 4 267 2 0 13 15 552
% App. Total 1.6 96.9 1.6  83.3 0 16.7  4.9 93.6 1.5  13.3 0 86.7   

PHF .500 .919 .500 .949 .500 .000 .500 .500 .650 .933 .500 .940 .500 .000 .650 .750 .952
Passenger

Vehicles
4 178 3 185 10 0 1 11 12 205 4 221 0 0 12 12 429

% Passenger
Vehicles

100 71.2 75.0 71.7 100 0 50.0 91.7 92.3 82.0 100 82.8 0 0 92.3 80.0 77.7

Heavy
Vehicles

0 72 1 73 0 0 1 1 1 45 0 46 1 0 1 2 122

% Heavy
Vehicles

0 28.8 25.0 28.3 0 0 50.0 8.3 7.7 18.0 0 17.2 50.0 0 7.7 13.3 22.1

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 50.0 0 0 6.7 0.2

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 03:45 PM 03:00 PM 03:30 PM
+0 mins. 0 68 0 68 5 0 1 6 3 66 2 71 0 0 5 5

+15 mins. 1 64 2 67 2 0 0 2 1 67 0 68 1 0 3 4
+30 mins. 0 58 0 58 2 0 1 3 5 58 1 64 0 0 4 4
+45 mins. 1 69 0 70 4 0 0 4 4 59 1 64 0 0 3 3

Total Volume 2 259 2 263 13 0 2 15 13 250 4 267 1 0 15 16
% App. Total 0.8 98.5 0.8  86.7 0 13.3  4.9 93.6 1.5  6.2 0 93.8  

PHF .500 .938 .250 .939 .650 .000 .500 .625 .650 .933 .500 .940 .250 .000 .750 .800
Passenger

Vehicles
1 192 2 195 11 0 1 12 12 205 4 221 0 0 14 14

% Passenger
Vehicles

50 74.1 100 74.1 84.6 0 50 80 92.3 82 100 82.8 0 0 93.3 87.5

Heavy
Vehicles

1 67 0 68 2 0 1 3 1 45 0 46 0 0 1 1

% Heavy
Vehicles

50 25.9 0 25.9 15.4 0 50 20 7.7 18 0 17.2 0 0 6.7 6.2

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 100 0 0 6.2

Intersection Turning Movement Count



File Name : SR31&LittleFarm
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles
SR 31

Southbound
LITTLE FARM ROAD

Westbound
SR 31

Northbound
LITTLE FARM ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 1 34 0 35 0 0 0 0 1 50 14 65 0 0 4 4 104
06:45 AM 2 21 0 23 1 0 0 1 1 29 15 45 1 0 3 4 73

Total 3 55 0 58 1 0 0 1 2 79 29 110 1 0 7 8 177

07:00 AM 1 19 0 20 0 0 0 0 1 50 2 53 0 0 9 9 82
07:15 AM 0 31 0 31 3 0 0 3 3 40 4 47 0 0 5 5 86
07:30 AM 0 24 1 25 2 0 0 2 4 35 2 41 0 0 6 6 74
07:45 AM 0 36 0 36 0 0 0 0 3 29 2 34 0 0 4 4 74

Total 1 110 1 112 5 0 0 5 11 154 10 175 0 0 24 24 316

08:00 AM 0 36 0 36 1 0 0 1 2 34 5 41 1 0 2 3 81
08:15 AM 0 22 2 24 0 0 0 0 3 24 2 29 0 0 7 7 60

*** BREAK ***
Total 0 58 2 60 1 0 0 1 5 58 7 70 1 0 9 10 141

*** BREAK ***

03:00 PM 2 39 1 42 2 0 0 2 3 51 2 56 0 0 3 3 103
03:15 PM 1 39 0 40 1 0 0 1 1 58 0 59 0 0 2 2 102
03:30 PM 0 51 0 51 2 0 1 3 4 46 1 51 0 0 4 4 109
03:45 PM 1 49 2 52 5 0 0 5 4 50 1 55 0 0 3 3 115

Total 4 178 3 185 10 0 1 11 12 205 4 221 0 0 12 12 429

04:00 PM 0 41 0 41 2 0 0 2 4 52 0 56 0 0 4 4 103
04:15 PM 0 51 0 51 1 0 1 2 3 47 2 52 0 0 3 3 108
04:30 PM 0 43 0 43 3 0 0 3 6 51 1 58 0 0 2 2 106
04:45 PM 1 58 0 59 3 0 0 3 5 55 0 60 0 0 3 3 125

Total 1 193 0 194 9 0 1 10 18 205 3 226 0 0 12 12 442

Grand Total 9 594 6 609 26 0 2 28 48 701 53 802 2 0 64 66 1505
Apprch % 1.5 97.5 1  92.9 0 7.1  6 87.4 6.6  3 0 97   

Total % 0.6 39.5 0.4 40.5 1.7 0 0.1 1.9 3.2 46.6 3.5 53.3 0.1 0 4.3 4.4

SR 31
Southbound

LITTLE FARM ROAD
Westbound

SR 31
Northbound

LITTLE FARM ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 1 34 0 35 0 0 0 0 1 50 14 65 0 0 4 4 104
06:45 AM 2 21 0 23 1 0 0 1 1 29 15 45 1 0 3 4 73
07:00 AM 1 19 0 20 0 0 0 0 1 50 2 53 0 0 9 9 82
07:15 AM 0 31 0 31 3 0 0 3 3 40 4 47 0 0 5 5 86

Total Volume 4 105 0 109 4 0 0 4 6 169 35 210 1 0 21 22 345
% App. Total 3.7 96.3 0  100 0 0  2.9 80.5 16.7  4.5 0 95.5   

PHF .500 .772 .000 .779 .333 .000 .000 .333 .500 .845 .583 .808 .250 .000 .583 .611 .829

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:45 AM 06:30 AM 06:45 AM
+0 mins. 0 31 0 31 1 0 0 1 1 50 14 65 1 0 3 4

+15 mins. 0 24 1 25 0 0 0 0 1 29 15 45 0 0 9 9
+30 mins. 0 36 0 36 3 0 0 3 1 50 2 53 0 0 5 5
+45 mins. 0 36 0 36 2 0 0 2 3 40 4 47 0 0 6 6

Total Volume 0 127 1 128 6 0 0 6 6 169 35 210 1 0 23 24
% App. Total 0 99.2 0.8  100 0 0  2.9 80.5 16.7  4.2 0 95.8  

PHF .000 .882 .250 .889 .500 .000 .000 .500 .500 .845 .583 .808 .250 .000 .639 .667

Intersection Turning Movement Count



File Name : SR31&LittleFarm
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

LITTLE FARM ROAD
Westbound

SR 31
Northbound

LITTLE FARM ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 04:00 PM

04:00 PM 0 41 0 41 2 0 0 2 4 52 0 56 0 0 4 4 103
04:15 PM 0 51 0 51 1 0 1 2 3 47 2 52 0 0 3 3 108
04:30 PM 0 43 0 43 3 0 0 3 6 51 1 58 0 0 2 2 106
04:45 PM 1 58 0 59 3 0 0 3 5 55 0 60 0 0 3 3 125

Total Volume 1 193 0 194 9 0 1 10 18 205 3 226 0 0 12 12 442
% App. Total 0.5 99.5 0  90 0 10  8 90.7 1.3  0 0 100   

PHF .250 .832 .000 .822 .750 .000 .250 .833 .750 .932 .375 .942 .000 .000 .750 .750 .884

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:30 PM 03:30 PM 04:00 PM 03:30 PM
+0 mins. 0 51 0 51 2 0 1 3 4 52 0 56 0 0 4 4

+15 mins. 1 49 2 52 5 0 0 5 3 47 2 52 0 0 3 3
+30 mins. 0 41 0 41 2 0 0 2 6 51 1 58 0 0 4 4
+45 mins. 0 51 0 51 1 0 1 2 5 55 0 60 0 0 3 3

Total Volume 1 192 2 195 10 0 2 12 18 205 3 226 0 0 14 14
% App. Total 0.5 98.5 1  83.3 0 16.7  8 90.7 1.3  0 0 100  

PHF .250 .941 .250 .938 .500 .000 .500 .600 .750 .932 .375 .942 .000 .000 .875 .875

Intersection Turning Movement Count



File Name : SR31&LittleFarm
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles
SR 31

Southbound
LITTLE FARM ROAD

Westbound
SR 31

Northbound
LITTLE FARM ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 7 0 7 0 0 0 0 0 22 0 22 0 0 0 0 29
06:45 AM 0 10 0 10 1 0 0 1 0 22 0 22 0 0 1 1 34

Total 0 17 0 17 1 0 0 1 0 44 0 44 0 0 1 1 63

07:00 AM 0 12 0 12 0 0 0 0 1 25 1 27 0 0 1 1 40
07:15 AM 0 20 0 20 0 0 0 0 0 21 0 21 1 0 0 1 42
07:30 AM 1 20 0 21 0 0 0 0 0 22 0 22 0 0 0 0 43
07:45 AM 0 21 0 21 0 0 0 0 0 26 4 30 1 0 0 1 52

Total 1 73 0 74 0 0 0 0 1 94 5 100 2 0 1 3 177

08:00 AM 0 15 0 15 1 0 0 1 0 26 1 27 0 1 0 1 44
08:15 AM 0 16 0 16 0 0 1 1 0 23 1 24 0 0 0 0 41

*** BREAK ***
Total 0 31 0 31 1 0 1 2 0 49 2 51 0 1 0 1 85

*** BREAK ***

03:00 PM 0 26 0 26 0 0 0 0 0 15 0 15 1 0 0 1 42
03:15 PM 0 14 1 15 0 0 0 0 0 9 0 9 0 0 0 0 24
03:30 PM 0 17 0 17 0 0 0 0 1 12 0 13 0 0 1 1 31
03:45 PM 0 15 0 15 0 0 1 1 0 9 0 9 0 0 0 0 25

Total 0 72 1 73 0 0 1 1 1 45 0 46 1 0 1 2 122

04:00 PM 0 17 0 17 0 0 0 0 0 4 0 4 0 0 0 0 21
04:15 PM 1 18 0 19 1 0 0 1 0 7 0 7 0 0 0 0 27
04:30 PM 0 8 1 9 1 0 0 1 1 8 0 9 0 0 1 1 20
04:45 PM 0 8 0 8 0 0 0 0 0 7 1 8 0 0 0 0 16

Total 1 51 1 53 2 0 0 2 1 26 1 28 0 0 1 1 84

Grand Total 2 244 2 248 4 0 2 6 3 258 8 269 3 1 4 8 531
Apprch % 0.8 98.4 0.8  66.7 0 33.3  1.1 95.9 3  37.5 12.5 50   

Total % 0.4 46 0.4 46.7 0.8 0 0.4 1.1 0.6 48.6 1.5 50.7 0.6 0.2 0.8 1.5

SR 31
Southbound

LITTLE FARM ROAD
Westbound

SR 31
Northbound

LITTLE FARM ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 20 0 20 0 0 0 0 0 21 0 21 1 0 0 1 42
07:30 AM 1 20 0 21 0 0 0 0 0 22 0 22 0 0 0 0 43
07:45 AM 0 21 0 21 0 0 0 0 0 26 4 30 1 0 0 1 52
08:00 AM 0 15 0 15 1 0 0 1 0 26 1 27 0 1 0 1 44

Total Volume 1 76 0 77 1 0 0 1 0 95 5 100 2 1 0 3 181
% App. Total 1.3 98.7 0  100 0 0  0 95 5  66.7 33.3 0   

PHF .250 .905 .000 .917 .250 .000 .000 .250 .000 .913 .313 .833 .500 .250 .000 .750 .870

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 07:30 AM 07:30 AM 06:30 AM
+0 mins. 0 20 0 20 0 0 0 0 0 22 0 22 0 0 0 0

+15 mins. 1 20 0 21 0 0 0 0 0 26 4 30 0 0 1 1
+30 mins. 0 21 0 21 1 0 0 1 0 26 1 27 0 0 1 1
+45 mins. 0 15 0 15 0 0 1 1 0 23 1 24 1 0 0 1

Total Volume 1 76 0 77 1 0 1 2 0 97 6 103 1 0 2 3
% App. Total 1.3 98.7 0  50 0 50  0 94.2 5.8  33.3 0 66.7  

PHF .250 .905 .000 .917 .250 .000 .250 .500 .000 .933 .375 .858 .250 .000 .500 .750

Intersection Turning Movement Count



File Name : SR31&LittleFarm
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

LITTLE FARM ROAD
Westbound

SR 31
Northbound

LITTLE FARM ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 26 0 26 0 0 0 0 0 15 0 15 1 0 0 1 42
03:15 PM 0 14 1 15 0 0 0 0 0 9 0 9 0 0 0 0 24
03:30 PM 0 17 0 17 0 0 0 0 1 12 0 13 0 0 1 1 31
03:45 PM 0 15 0 15 0 0 1 1 0 9 0 9 0 0 0 0 25

Total Volume 0 72 1 73 0 0 1 1 1 45 0 46 1 0 1 2 122
% App. Total 0 98.6 1.4  0 0 100  2.2 97.8 0  50 0 50   

PHF .000 .692 .250 .702 .000 .000 .250 .250 .250 .750 .000 .767 .250 .000 .250 .500 .726

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:45 PM 03:00 PM 03:00 PM
+0 mins. 0 26 0 26 0 0 1 1 0 15 0 15 1 0 0 1

+15 mins. 0 14 1 15 0 0 0 0 0 9 0 9 0 0 0 0
+30 mins. 0 17 0 17 1 0 0 1 1 12 0 13 0 0 1 1
+45 mins. 0 15 0 15 1 0 0 1 0 9 0 9 0 0 0 0

Total Volume 0 72 1 73 2 0 1 3 1 45 0 46 1 0 1 2
% App. Total 0 98.6 1.4  66.7 0 33.3  2.2 97.8 0  50 0 50  

PHF .000 .692 .250 .702 .500 .000 .250 .750 .250 .750 .000 .767 .250 .000 .250 .500

Intersection Turning Movement Count



File Name : SR31&LittleFarm
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- UTurns
SR 31

Southbound
LITTLE FARM ROAD

Westbound
SR 31

Northbound
LITTLE FARM ROAD

Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

*** BREAK ***

03:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1
Total 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

*** BREAK ***

Grand Total 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1
Apprch % 0 0 0  0 0 0  0 0 0  100 0 0   

Total % 0 0 0 0 0 0 0 0 0 0 0 0 100 0 0 100

SR 31
Southbound

LITTLE FARM ROAD
Westbound

SR 31
Northbound

LITTLE FARM ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
06:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
07:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
07:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% App. Total 0 0 0  0 0 0  0 0 0  0 0 0   

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 06:30 AM 06:30 AM 06:30 AM
+0 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

+15 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+30 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+45 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% App. Total 0 0 0  0 0 0  0 0 0  0 0 0  

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1
% App. Total 0 0 0  0 0 0  0 0 0  100 0 0   

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .250 .000 .000 .250 .250

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

+15 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+30 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+45 mins. 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1
% App. Total 0 0 0  0 0 0  0 0 0  100 0 0  

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .250 .000 .000 .250

Intersection Turning Movement Count



File Name : SR31&CookBrown
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles - Heavy Vehicles - UTurns

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 33 2 35 0 0 0 0 8 59 0 67 1 0 6 7 109
06:45 AM 0 33 3 36 0 0 0 0 1 53 0 54 1 0 3 4 94

Total 0 66 5 71 0 0 0 0 9 112 0 121 2 0 9 11 203

07:00 AM 0 27 0 27 0 0 0 0 6 68 0 74 0 0 5 5 106
07:15 AM 0 45 0 45 0 0 0 0 0 66 0 66 0 0 5 5 116
07:30 AM 0 37 0 37 0 0 0 0 2 48 0 50 3 0 5 8 95
07:45 AM 1 52 1 54 0 0 0 0 2 53 0 55 0 0 5 5 114

Total 1 161 1 163 0 0 0 0 10 235 0 245 3 0 20 23 431

08:00 AM 0 48 0 48 0 0 0 0 3 61 0 64 3 0 2 5 117
08:15 AM 0 38 0 38 0 0 0 0 5 51 0 56 1 0 4 5 99

*** BREAK ***
Total 0 86 0 86 0 0 0 0 8 112 0 120 4 0 6 10 216

*** BREAK ***

03:00 PM 0 64 6 70 2 0 0 2 2 68 0 70 1 0 2 3 145
03:15 PM 0 55 2 57 0 0 0 0 3 62 0 65 3 0 3 6 128
03:30 PM 0 61 0 61 0 0 0 0 5 60 0 65 2 0 7 9 135
03:45 PM 0 55 1 56 0 0 0 0 3 57 0 60 0 0 5 5 121

Total 0 235 9 244 2 0 0 2 13 247 0 260 6 0 17 23 529

04:00 PM 0 49 2 51 0 0 0 0 5 51 0 56 1 0 4 5 112
04:15 PM 0 65 1 66 1 0 1 2 4 49 0 53 1 0 4 5 126
04:30 PM 0 47 2 49 0 0 0 0 3 55 0 58 0 0 3 3 110
04:45 PM 0 59 0 59 0 0 0 0 5 60 0 65 4 0 3 7 131

Total 0 220 5 225 1 0 1 2 17 215 0 232 6 0 14 20 479

Grand Total 1 768 20 789 3 0 1 4 57 921 0 978 21 0 66 87 1858
Apprch % 0.1 97.3 2.5  75 0 25  5.8 94.2 0  24.1 0 75.9   

Total % 0.1 41.3 1.1 42.5 0.2 0 0.1 0.2 3.1 49.6 0 52.6 1.1 0 3.6 4.7
Passenger

Vehicles
1 532 11 544 3 0 1 4 39 671 0 710 10 0 49 59 1317

% Passenger
Vehicles

100 69.3 55 68.9 100 0 100 100 68.4 72.9 0 72.6 47.6 0 74.2 67.8 70.9

Heavy
Vehicles

0 236 9 245 0 0 0 0 17 250 0 267 11 0 17 28 540

% Heavy
Vehicles

0 30.7 45 31.1 0 0 0 0 29.8 27.1 0 27.3 52.4 0 25.8 32.2 29.1

UTurns 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
% UTurns 0 0 0 0 0 0 0 0 1.8 0 0 0.1 0 0 0 0 0.1

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:15 AM

07:15 AM 0 45 0 45 0 0 0 0 0 66 0 66 0 0 5 5 116
07:30 AM 0 37 0 37 0 0 0 0 2 48 0 50 3 0 5 8 95
07:45 AM 1 52 1 54 0 0 0 0 2 53 0 55 0 0 5 5 114
08:00 AM 0 48 0 48 0 0 0 0 3 61 0 64 3 0 2 5 117

Total Volume 1 182 1 184 0 0 0 0 7 228 0 235 6 0 17 23 442
% App. Total 0.5 98.9 0.5  0 0 0  3 97 0  26.1 0 73.9   

PHF .250 .875 .250 .852 .000 .000 .000 .000 .583 .864 .000 .890 .500 .000 .850 .719 .944
Passenger

Vehicles
1 111 1 113 0 0 0 0 3 136 0 139 2 0 10 12 264

% Passenger
Vehicles

100 61.0 100 61.4 0 0 0 0 42.9 59.6 0 59.1 33.3 0 58.8 52.2 59.7

Heavy
Vehicles

0 71 0 71 0 0 0 0 4 92 0 96 4 0 7 11 178

Intersection Turning Movement Count



% Heavy
Vehicles

0 39.0 0 38.6 0 0 0 0 57.1 40.4 0 40.9 66.7 0 41.2 47.8 40.3

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM 07:00 AM
+0 mins. 0 45 0 45 0 0 0 0 8 59 0 67 0 0 5 5

+15 mins. 0 37 0 37 0 0 0 0 1 53 0 54 0 0 5 5
+30 mins. 1 52 1 54 0 0 0 0 6 68 0 74 3 0 5 8
+45 mins. 0 48 0 48 0 0 0 0 0 66 0 66 0 0 5 5

Total Volume 1 182 1 184 0 0 0 0 15 246 0 261 3 0 20 23
% App. Total 0.5 98.9 0.5  0 0 0  5.7 94.3 0  13 0 87  

PHF .250 .875 .250 .852 .000 .000 .000 .000 .469 .904 .000 .882 .250 .000 1.000 .719
Passenger

Vehicles
1 111 1 113 0 0 0 0 6 164 0 170 0 0 13 13

% Passenger
Vehicles

100 61 100 61.4 0 0 0 0 40 66.7 0 65.1 0 0 65 56.5

Heavy
Vehicles

0 71 0 71 0 0 0 0 8 82 0 90 3 0 7 10

% Heavy
Vehicles

0 39 0 38.6 0 0 0 0 53.3 33.3 0 34.5 100 0 35 43.5

UTurns 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 6.7 0 0 0.4 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 64 6 70 2 0 0 2 2 68 0 70 1 0 2 3 145
03:15 PM 0 55 2 57 0 0 0 0 3 62 0 65 3 0 3 6 128
03:30 PM 0 61 0 61 0 0 0 0 5 60 0 65 2 0 7 9 135
03:45 PM 0 55 1 56 0 0 0 0 3 57 0 60 0 0 5 5 121

Total Volume 0 235 9 244 2 0 0 2 13 247 0 260 6 0 17 23 529
% App. Total 0 96.3 3.7  100 0 0  5 95 0  26.1 0 73.9   

PHF .000 .918 .375 .871 .250 .000 .000 .250 .650 .908 .000 .929 .500 .000 .607 .639 .912
Passenger

Vehicles
0 167 3 170 2 0 0 2 11 198 0 209 2 0 11 13 394

% Passenger
Vehicles

0 71.1 33.3 69.7 100 0 0 100 84.6 80.2 0 80.4 33.3 0 64.7 56.5 74.5

Heavy
Vehicles

0 68 6 74 0 0 0 0 2 49 0 51 4 0 6 10 135

% Heavy
Vehicles

0 28.9 66.7 30.3 0 0 0 0 15.4 19.8 0 19.6 66.7 0 35.3 43.5 25.5

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:15 PM
+0 mins. 0 64 6 70 2 0 0 2 2 68 0 70 3 0 3 6

+15 mins. 0 55 2 57 0 0 0 0 3 62 0 65 2 0 7 9
+30 mins. 0 61 0 61 0 0 0 0 5 60 0 65 0 0 5 5
+45 mins. 0 55 1 56 0 0 0 0 3 57 0 60 1 0 4 5

Total Volume 0 235 9 244 2 0 0 2 13 247 0 260 6 0 19 25
% App. Total 0 96.3 3.7  100 0 0  5 95 0  24 0 76  

PHF .000 .918 .375 .871 .250 .000 .000 .250 .650 .908 .000 .929 .500 .000 .679 .694
Passenger

Vehicles
0 167 3 170 2 0 0 2 11 198 0 209 2 0 13 15

% Passenger
Vehicles

0 71.1 33.3 69.7 100 0 0 100 84.6 80.2 0 80.4 33.3 0 68.4 60

Heavy
Vehicles

0 68 6 74 0 0 0 0 2 49 0 51 4 0 6 10

% Heavy
Vehicles

0 28.9 66.7 30.3 0 0 0 0 15.4 19.8 0 19.6 66.7 0 31.6 40

UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% UTurns 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Intersection Turning Movement Count



File Name : SR31&CookBrown
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Passenger Vehicles

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 28 2 30 0 0 0 0 2 43 0 45 0 0 6 6 81
06:45 AM 0 22 2 24 0 0 0 0 0 32 0 32 1 0 3 4 60

Total 0 50 4 54 0 0 0 0 2 75 0 77 1 0 9 10 141

07:00 AM 0 16 0 16 0 0 0 0 4 46 0 50 0 0 4 4 70
07:15 AM 0 29 0 29 0 0 0 0 0 43 0 43 0 0 2 2 74
07:30 AM 0 20 0 20 0 0 0 0 1 29 0 30 0 0 3 3 53
07:45 AM 1 30 1 32 0 0 0 0 0 30 0 30 0 0 4 4 66

Total 1 95 1 97 0 0 0 0 5 148 0 153 0 0 13 13 263

08:00 AM 0 32 0 32 0 0 0 0 2 34 0 36 2 0 1 3 71
08:15 AM 0 23 0 23 0 0 0 0 2 26 0 28 1 0 3 4 55

*** BREAK ***
Total 0 55 0 55 0 0 0 0 4 60 0 64 3 0 4 7 126

*** BREAK ***

03:00 PM 0 40 2 42 2 0 0 2 2 50 0 52 0 0 2 2 98
03:15 PM 0 39 1 40 0 0 0 0 3 52 0 55 0 0 2 2 97
03:30 PM 0 45 0 45 0 0 0 0 3 50 0 53 2 0 4 6 104
03:45 PM 0 43 0 43 0 0 0 0 3 46 0 49 0 0 3 3 95

Total 0 167 3 170 2 0 0 2 11 198 0 209 2 0 11 13 394

04:00 PM 0 31 0 31 0 0 0 0 5 47 0 52 0 0 4 4 87
04:15 PM 0 44 1 45 1 0 1 2 4 42 0 46 0 0 4 4 97
04:30 PM 0 39 2 41 0 0 0 0 3 47 0 50 0 0 2 2 93
04:45 PM 0 51 0 51 0 0 0 0 5 54 0 59 4 0 2 6 116

Total 0 165 3 168 1 0 1 2 17 190 0 207 4 0 12 16 393

Grand Total 1 532 11 544 3 0 1 4 39 671 0 710 10 0 49 59 1317
Apprch % 0.2 97.8 2  75 0 25  5.5 94.5 0  16.9 0 83.1   

Total % 0.1 40.4 0.8 41.3 0.2 0 0.1 0.3 3 50.9 0 53.9 0.8 0 3.7 4.5

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 28 2 30 0 0 0 0 2 43 0 45 0 0 6 6 81
06:45 AM 0 22 2 24 0 0 0 0 0 32 0 32 1 0 3 4 60
07:00 AM 0 16 0 16 0 0 0 0 4 46 0 50 0 0 4 4 70
07:15 AM 0 29 0 29 0 0 0 0 0 43 0 43 0 0 2 2 74

Total Volume 0 95 4 99 0 0 0 0 6 164 0 170 1 0 15 16 285
% App. Total 0 96 4  0 0 0  3.5 96.5 0  6.2 0 93.8   

PHF .000 .819 .500 .825 .000 .000 .000 .000 .375 .891 .000 .850 .250 .000 .625 .667 .880

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 06:30 AM 06:30 AM
+0 mins. 0 29 0 29 0 0 0 0 2 43 0 45 0 0 6 6

+15 mins. 0 20 0 20 0 0 0 0 0 32 0 32 1 0 3 4
+30 mins. 1 30 1 32 0 0 0 0 4 46 0 50 0 0 4 4
+45 mins. 0 32 0 32 0 0 0 0 0 43 0 43 0 0 2 2

Total Volume 1 111 1 113 0 0 0 0 6 164 0 170 1 0 15 16
% App. Total 0.9 98.2 0.9  0 0 0  3.5 96.5 0  6.2 0 93.8  

PHF .250 .867 .250 .883 .000 .000 .000 .000 .375 .891 .000 .850 .250 .000 .625 .667

Intersection Turning Movement Count



File Name : SR31&CookBrown
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 40 2 42 2 0 0 2 2 50 0 52 0 0 2 2 98
03:15 PM 0 39 1 40 0 0 0 0 3 52 0 55 0 0 2 2 97
03:30 PM 0 45 0 45 0 0 0 0 3 50 0 53 2 0 4 6 104
03:45 PM 0 43 0 43 0 0 0 0 3 46 0 49 0 0 3 3 95

Total Volume 0 167 3 170 2 0 0 2 11 198 0 209 2 0 11 13 394
% App. Total 0 98.2 1.8  100 0 0  5.3 94.7 0  15.4 0 84.6   

PHF .000 .928 .375 .944 .250 .000 .000 .250 .917 .952 .000 .950 .250 .000 .688 .542 .947

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:30 PM
+0 mins. 0 40 2 42 2 0 0 2 2 50 0 52 2 0 4 6

+15 mins. 0 39 1 40 0 0 0 0 3 52 0 55 0 0 3 3
+30 mins. 0 45 0 45 0 0 0 0 3 50 0 53 0 0 4 4
+45 mins. 0 43 0 43 0 0 0 0 3 46 0 49 0 0 4 4

Total Volume 0 167 3 170 2 0 0 2 11 198 0 209 2 0 15 17
% App. Total 0 98.2 1.8  100 0 0  5.3 94.7 0  11.8 0 88.2  

PHF .000 .928 .375 .944 .250 .000 .000 .250 .917 .952 .000 .950 .250 .000 .938 .708

Intersection Turning Movement Count



File Name : SR31&CookBrown
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- Heavy Vehicles

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 5 0 5 0 0 0 0 5 16 0 21 1 0 0 1 27
06:45 AM 0 11 1 12 0 0 0 0 1 21 0 22 0 0 0 0 34

Total 0 16 1 17 0 0 0 0 6 37 0 43 1 0 0 1 61

07:00 AM 0 11 0 11 0 0 0 0 2 22 0 24 0 0 1 1 36
07:15 AM 0 16 0 16 0 0 0 0 0 23 0 23 0 0 3 3 42
07:30 AM 0 17 0 17 0 0 0 0 1 19 0 20 3 0 2 5 42
07:45 AM 0 22 0 22 0 0 0 0 2 23 0 25 0 0 1 1 48

Total 0 66 0 66 0 0 0 0 5 87 0 92 3 0 7 10 168

08:00 AM 0 16 0 16 0 0 0 0 1 27 0 28 1 0 1 2 46
08:15 AM 0 15 0 15 0 0 0 0 3 25 0 28 0 0 1 1 44

*** BREAK ***
Total 0 31 0 31 0 0 0 0 4 52 0 56 1 0 2 3 90

*** BREAK ***

03:00 PM 0 24 4 28 0 0 0 0 0 18 0 18 1 0 0 1 47
03:15 PM 0 16 1 17 0 0 0 0 0 10 0 10 3 0 1 4 31
03:30 PM 0 16 0 16 0 0 0 0 2 10 0 12 0 0 3 3 31
03:45 PM 0 12 1 13 0 0 0 0 0 11 0 11 0 0 2 2 26

Total 0 68 6 74 0 0 0 0 2 49 0 51 4 0 6 10 135

04:00 PM 0 18 2 20 0 0 0 0 0 4 0 4 1 0 0 1 25
04:15 PM 0 21 0 21 0 0 0 0 0 7 0 7 1 0 0 1 29
04:30 PM 0 8 0 8 0 0 0 0 0 8 0 8 0 0 1 1 17
04:45 PM 0 8 0 8 0 0 0 0 0 6 0 6 0 0 1 1 15

Total 0 55 2 57 0 0 0 0 0 25 0 25 2 0 2 4 86

Grand Total 0 236 9 245 0 0 0 0 17 250 0 267 11 0 17 28 540
Apprch % 0 96.3 3.7  0 0 0  6.4 93.6 0  39.3 0 60.7   

Total % 0 43.7 1.7 45.4 0 0 0 0 3.1 46.3 0 49.4 2 0 3.1 5.2

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30 AM

07:30 AM 0 17 0 17 0 0 0 0 1 19 0 20 3 0 2 5 42
07:45 AM 0 22 0 22 0 0 0 0 2 23 0 25 0 0 1 1 48
08:00 AM 0 16 0 16 0 0 0 0 1 27 0 28 1 0 1 2 46
08:15 AM 0 15 0 15 0 0 0 0 3 25 0 28 0 0 1 1 44

Total Volume 0 70 0 70 0 0 0 0 7 94 0 101 4 0 5 9 180
% App. Total 0 100 0  0 0 0  6.9 93.1 0  44.4 0 55.6   

PHF .000 .795 .000 .795 .000 .000 .000 .000 .583 .870 .000 .902 .333 .000 .625 .450 .938

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

07:15 AM 06:30 AM 07:30 AM 07:15 AM
+0 mins. 0 16 0 16 0 0 0 0 1 19 0 20 0 0 3 3

+15 mins. 0 17 0 17 0 0 0 0 2 23 0 25 3 0 2 5
+30 mins. 0 22 0 22 0 0 0 0 1 27 0 28 0 0 1 1
+45 mins. 0 16 0 16 0 0 0 0 3 25 0 28 1 0 1 2

Total Volume 0 71 0 71 0 0 0 0 7 94 0 101 4 0 7 11
% App. Total 0 100 0  0 0 0  6.9 93.1 0  36.4 0 63.6  

PHF .000 .807 .000 .807 .000 .000 .000 .000 .583 .870 .000 .902 .333 .000 .583 .550

Intersection Turning Movement Count



File Name : SR31&CookBrown
Site Code : 17002
Start Date : 3/23/2017
Page No : 2

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 24 4 28 0 0 0 0 0 18 0 18 1 0 0 1 47
03:15 PM 0 16 1 17 0 0 0 0 0 10 0 10 3 0 1 4 31
03:30 PM 0 16 0 16 0 0 0 0 2 10 0 12 0 0 3 3 31
03:45 PM 0 12 1 13 0 0 0 0 0 11 0 11 0 0 2 2 26

Total Volume 0 68 6 74 0 0 0 0 2 49 0 51 4 0 6 10 135
% App. Total 0 91.9 8.1  0 0 0  3.9 96.1 0  40 0 60   

PHF .000 .708 .375 .661 .000 .000 .000 .000 .250 .681 .000 .708 .333 .000 .500 .625 .718

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 24 4 28 0 0 0 0 0 18 0 18 1 0 0 1

+15 mins. 0 16 1 17 0 0 0 0 0 10 0 10 3 0 1 4
+30 mins. 0 16 0 16 0 0 0 0 2 10 0 12 0 0 3 3
+45 mins. 0 12 1 13 0 0 0 0 0 11 0 11 0 0 2 2

Total Volume 0 68 6 74 0 0 0 0 2 49 0 51 4 0 6 10
% App. Total 0 91.9 8.1  0 0 0  3.9 96.1 0  40 0 60  

PHF .000 .708 .375 .661 .000 .000 .000 .000 .250 .681 .000 .708 .333 .000 .500 .625

Intersection Turning Movement Count



File Name : SR31&CookBrown
Site Code : 17002
Start Date : 3/23/2017
Page No : 1

City/County: Punta Gorda/Charlotte
Weather: Clear
Comments:

Groups Printed- UTurns

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

06:30 AM 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
*** BREAK ***

Total 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1

*** BREAK ***

Grand Total 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
Apprch % 0 0 0  0 0 0  100 0 0  0 0 0   

Total % 0 0 0 0 0 0 0 0 100 0 0 100 0 0 0 0

SR 31
Southbound

LAKE BABCOCK RANCH
DRIVEWAY
Westbound

SR 31
Northbound

COOK BROWN ROAD
Eastbound

Start Time Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Left Thru Right
App.
Total

Int.
Total

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 06:30 AM

06:30 AM 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
06:45 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
07:00 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
07:15 AM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0 1
% App. Total 0 0 0  0 0 0  100 0 0  0 0 0   

PHF .000 .000 .000 .000 .000 .000 .000 .000 .250 .000 .000 .250 .000 .000 .000 .000 .250

Peak Hour Analysis From 06:30 AM to 08:15 AM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

06:30 AM 06:30 AM 06:30 AM 06:30 AM
+0 mins. 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0

+15 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+30 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+45 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 1 0 0 1 0 0 0 0
% App. Total 0 0 0  0 0 0  100 0 0  0 0 0  

PHF .000 .000 .000 .000 .000 .000 .000 .000 .250 .000 .000 .250 .000 .000 .000 .000
Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 03:00 PM

03:00 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:15 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:30 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
03:45 PM 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% App. Total 0 0 0  0 0 0  0 0 0  0 0 0   

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000

Peak Hour Analysis From 03:00 PM to 04:45 PM - Peak 1 of 1
Peak Hour for Each Approach Begins at:

03:00 PM 03:00 PM 03:00 PM 03:00 PM
+0 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

+15 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+30 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
+45 mins. 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0

Total Volume 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0
% App. Total 0 0 0  0 0 0  0 0 0  0 0 0  

PHF .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000 .000

Intersection Turning Movement Count
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Appendix F 

Historic Crash Data 
 
 
 



Year Fatal Crashes Fatalities Injured In Fatal Crashes Injured Crashes Injured In Injury Crashes Property Damage Only Crashes Total Crashes Total Fatalities Total Injured

2014 0 0 0 4 5 8 12 0 5

2015 0 0 0 9 15 2 11 0 15

2016 1 1 0 7 13 9 17 1 13

2017 1 1 1 8 10 13 22 1 11

2018 0 0 0 8 13 10 18 0 13

Totals 2 2 1 36 56 42 80 2 57



Crash Number Location Mile Post Roadway Id Crash Date Crash Year On Road Intersecting Road First Harmful Event Manner Of Collision Light Condition Weather Condition Surface Condition Junction Site Location Alcohol Drugs Involvement Number of Fatalities Number of Injured

861034310 1.379 12090000 1/8/2016 2016 SR 31 BAYSHORE RD Motor Vehicle In Transport Sideswipe, Opposite Direction Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

877208880 1.388 12090000 5/11/2018 2018 SR 31 BAYSHORE RD Motor Vehicle In Transport Front To Rear Dark-Lighted Clear Dry Intersection Influenced By Intersection A/D 2

871435660 1.398 12090000 1/22/2018 2018 SR 31 SR 78 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non-Junction Influenced By Intersection No 1

855419140 1.401 12090000 9/23/2017 2017 SR 31 SR 78 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non-Junction Influenced By Intersection No

861018220 1.402 12090000 11/5/2015 2015 SR 31 SR 78 Motor Vehicle In Transport Front To Rear Dark-Lighted Clear Dry Intersection At Intersection No 1

815844750 1.407 12090000 1/23/2014 2014 BAYSHORE RD SR 31 Traffic Sign Support Other (See Narrative) Dark-Not Lighted Clear Dry Intersection-Related Influenced By Intersection No 1

849949190 1.407 12090000 9/10/2014 2014 SR 31 BAYSHORE RD Motor Vehicle In Transport Sideswipe, Same Direction Daylight Clear Dry Acceleration/Deceleration Lane At Intersection No

849951640 1.407 12090000 9/22/2014 2014 SR 31 BAYSHORE RD Motor Vehicle In Transport Front To Rear Dark-Lighted Clear Dry Non-Junction At Intersection No

851104950 1.407 12090000 9/28/2015 2015 SR 31 SR 78 Motor Vehicle In Transport Front To Front Dark-Not Lighted Clear Dry Intersection At Intersection No 1

861016740 1.407 12090000 10/31/2015 2015 SR 31 SR 78 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non-Junction At Intersection No

853488910 1.407 12090000 10/13/2016 2016 SR 31 SR 78 Motor Vehicle In Transport Angle Dawn Clear Dry Intersection At Intersection No 1

854189140 1.407 12090000 11/10/2016 2016 SR 31 SR 78 Motor Vehicle In Transport Angle Daylight Clear Dry Intersection At Intersection No 1

863790620 1.407 12090000 11/30/2016 2016 SR 31 BAYSHORE RD Culvert Not Coded Dark-Lighted Clear Dry Non-Junction At Intersection Alc

854189390 1.407 12090000 1/27/2017 2017 SR 31 SR 78 Motor Vehicle In Transport Angle Dawn Clear Dry Intersection At Intersection No 1

854867190 1.407 12090000 5/20/2017 2017 SR 31 SR 78 Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Intersection At Intersection No

873805060 1.407 12090000 10/23/2017 2017 SR 31 BAYSHORE RD Motor Vehicle In Transport Front To Rear Dawn Clear Dry Intersection At Intersection No

877185140 1.407 12090000 3/8/2018 2018 SR 31 BAYSHORE RD Motor Vehicle In Transport Angle Daylight Clear Dry Intersection At Intersection No

852885740 1.407 12090000 5/4/2016 2016 SR 78 SR 31 Motor Vehicle In Transport Front To Front Daylight Rain Wet Non-Junction Not At Intersection/Rrx/Bridge No 3

873804630 1.407 12090000 10/21/2017 2017 BAYSHORE RD SR 31 Motor Vehicle In Transport Other (See Narrative) Dark-Not Lighted Clear Dry Through Roadway Influenced By Intersection Alc 1

854143020 1.407 12090000 1/23/2017 2017 SR 78 SR 31 Jackknife Other (See Narrative) Daylight Cloudy Wet Non-Junction Influenced By Intersection No

877190440 1.407 12090000 3/21/2018 2018 BAYSHORE RD SR 31 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non-Junction Influenced By Intersection No

854715620 1.407 12090000 5/7/2017 2017 SR 78 SR 31 Motor Vehicle In Transport Other (See Narrative) Dark-Not Lighted Clear Dry Non-Junction Influenced By Intersection No

849954310 1.407 12090000 10/3/2014 2014 SR 78 SR 31 Motor Vehicle In Transport Front To Rear Dark-Not Lighted Clear Dry Non-Junction At Intersection No

877202660 1.407 12090000 4/22/2018 2018 BAYSHORE RD SR 31 Other Post, Pole, Or Support Not Coded Dark-Lighted Clear Dry Intersection-Related Influenced By Intersection No 1

851306130 1.407 12090000 6/8/2016 2016 SR 78 SR 31 Motor Vehicle In Transport Angle Daylight Cloudy Dry Non-Junction At Intersection No 2

855919340 1.407 12090000 9/28/2017 2017 SR 78 SR 31 Utility Pole/Light Support Other (See Narrative) Dark-Lighted Clear Dry Non-Junction At Intersection Alc 1

873791170 1.407 12090000 9/8/2017 2017 BAYSHORE RD SR 31 Motor Vehicle In Transport Sideswipe, Same Direction Daylight Clear Dry Intersection Influenced By Intersection No

877200050 1.407 12090000 4/15/2018 2018 BAYSHORE RD SR 31 Motor Vehicle In Transport Front To Front Daylight Rain Wet Intersection Influenced By Intersection No 2

873798030 1.407 12090000 10/2/2017 2017 SR 78 SR 31 Motor Vehicle In Transport Front To Rear Daylight Rain Wet Other (See Narrative) Influenced By Intersection No

852960720 1.407 12090000 5/17/2016 2016 SR 78 SR 31 Jackknife Other (See Narrative) Daylight Rain Wet Non-Junction Influenced By Intersection No

879767160 1.407 12090000 9/12/2018 2018 SR 78 SR 31 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Other (See Narrative) Influenced By Intersection No

841522740 1.407 12090000 3/3/2014 2014 BAYSHORE RD SR 31 Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Intersection At Intersection No

863793510 1.407 12090000 12/9/2016 2016 BAYSHORE RD SR 31 Motor Vehicle In Transport Front To Rear Dawn Rain Wet Non-Junction At Intersection No 1

854031540 1.424 12090000 11/15/2016 2016 SR 31 SR 78 Overturn/Rollover Other (See Narrative) Daylight Clear Dry Intersection-Related Not At Intersection/Rrx/Bridge No

854845180 1.502 12090000 3/4/2017 2017 SR 31 SR 78 Motor Vehicle In Transport Angle Dark-Lighted Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No 2

853710230 1.607 12090000 10/3/2016 2016 SR 31 SR 78 Motor Vehicle In Transport Front To Rear Dark-Not Lighted Cloudy Wet Driveway/Alley Access Related Driveway Access No 1

872040610 1.657 12090000 7/4/2018 2018 SR 31 SR 78 Other Non-Collision Other (See Narrative) Daylight Rain Wet Non-Junction Not At Intersection/Rrx/Bridge No

854575330 1.659 12090000 4/3/2017 2017 SR 31 OLD RODEO DR Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non-Junction Influenced By Intersection No 1

856068380 1.67 12090000 5/25/2018 2018 SR 31 CR 78 Motor Vehicle In Transport Front To Rear Daylight Cloudy Wet Non-Junction Not At Intersection/Rrx/Bridge No 3

853379050 1.687 12090000 9/30/2016 2016 SR 31 OLD RODEO DR Motor Vehicle In Transport Angle Dark-Lighted Cloudy Wet Non-Junction Not At Intersection/Rrx/Bridge No 2

838215740 1.691 12090000 10/4/2018 2018 SR 31 SR 78 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

871432170 1.89 12090000 12/31/2017 2017 SR 31 OLD RODEO DR Motor Vehicle In Transport Angle Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

838393740 2.14 12090000 2/1/2015 2015 SR 31 OLD RODEO DR Motor Vehicle In Transport Angle Daylight Clear Dry Intersection Not At Intersection/Rrx/Bridge No 1

847934800 2.613 12090000 5/23/2014 2014 SR 31 RIVER RD  N Mailbox Not Coded Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

844987350 2.67 12090000 12/11/2014 2014 SR 31 RIVER RD Motor Vehicle In Transport Angle Daylight Cloudy Dry Intersection At Intersection No 2

848696340 2.67 12090000 4/21/2015 2015 SR 31 RIVER RD  N Motor Vehicle In Transport Angle Dark-Not Lighted Rain Wet Intersection At Intersection No 1

861016880 2.67 12090000 10/31/2015 2015 SR 31 RIVER RD  N Motor Vehicle In Transport Other (See Narrative) Dark-Not Lighted Clear Dry Intersection-Related At Intersection No 2

861026630 2.67 12090000 11/29/2015 2015 SR 31 RIVER RD  N Motor Vehicle In Transport Sideswipe, Same Direction Daylight Clear Dry Non-Junction At Intersection No

863775870 2.67 12090000 10/7/2016 2016 SR 31 RIVER RD  N Motor Vehicle In Transport Other (See Narrative) Dark-Not Lighted Clear Dry Non-Junction At Intersection No

863784030 2.67 12090000 11/6/2016 2016 RIVER RD  N SR 31 Motor Vehicle In Transport Other (See Narrative) Dark-Not Lighted Clear Dry Non-Junction Influenced By Intersection No

863798850 2.67 12090000 12/29/2016 2016 SR 31 RIVER RD  N Motor Vehicle In Transport Front To Rear Dawn Clear Dry Non-Junction At Intersection No

854101010 2.67 12090000 1/10/2017 2017 SR 31 RIVER RD Motor Vehicle In Transport Angle Dark-Not Lighted Clear Dry Intersection At Intersection No 1 1

868313800 2.67 12090000 3/14/2017 2017 SR 31 OLD BAYSHORE RD Motor Vehicle In Transport Front To Front Daylight Clear Dry Non-Junction At Intersection No

873808960 2.67 12090000 11/1/2017 2017 SR 31 OLD BAYSHORE RD Motor Vehicle In Transport Sideswipe, Opposite Direction Daylight Clear Dry Intersection-Related At Intersection No

877213450 2.67 12090000 5/25/2018 2018 SR 31 OLD BAYSHORE RD Motor Vehicle In Transport Angle Daylight Clear Dry Intersection At Intersection No 2

879791470 2.67 12090000 11/21/2018 2018 SR 31 RIVER RD  N Motor Vehicle In Transport Front To Rear Daylight Clear Dry Intersection-Related At Intersection No

836961930 2.675 12090000 2/8/2014 2014 SR 31 RIVER RD  N Motor Vehicle In Transport Front To Rear Daylight Cloudy Dry Non-Junction At Intersection No 1

855266260 2.722 12090000 9/7/2017 2017 SR 31 CR 78 Motor Vehicle In Transport Front To Rear Daylight Clear Dry Driveway/Alley Access Related Driveway Access No 1

860997070 2.776 12090000 8/11/2015 2015 RIVER RD  N SR 31 Motor Vehicle In Transport Front To Front Dusk Clear Dry Non-Junction At Intersection No 1

863793920 2.776 12090000 12/10/2016 2016 SR 31 N RIVER RD Motor Vehicle In Transport Front To Rear Dark-Not Lighted Clear Dry Intersection At Intersection No 3

855388530 2.821 12090000 9/7/2017 2017 SR 31 RUDEN RD Motor Vehicle In Transport Front To Rear Dark-Not Lighted Rain Wet Non-Junction Not At Intersection/Rrx/Bridge Alc

879760970 3.143 12090000 8/22/2018 2018 SR 31 SHIRLEY LN Motor Vehicle In Transport Front To Rear Dusk Rain Wet Driveway/Alley Access Related Driveway Access No

854715120 3.161 12090000 2/16/2017 2017 SR 31 SHIRLEY LN Motor Vehicle In Transport Angle Dark-Not Lighted Clear Dry Driveway/Alley Access Related Influenced By Intersection No 2

855747680 3.174 12090000 11/6/2017 2017 SR 31 SHIRLEY LN Motor Vehicle In Transport Sideswipe, Same Direction Dark-Not Lighted Clear Dry Intersection At Intersection No

851184850 3.176 12090000 7/19/2015 2015 SR 31 SHIRLEY LN Motor Vehicle In Transport Front To Rear Daylight Cloudy Dry Intersection At Intersection No 1

877178820 3.212 12090000 2/22/2018 2018 SR 31 SHIRLEY LN Overturn/Rollover Not Coded Daylight Clear Dry Through Roadway Driveway Access No 1

848994410 3.219 12090000 9/27/2015 2015 SR 31 SHIRLEY LN Motor Vehicle In Transport Angle Dusk Clear Dry Intersection Driveway Access No 4

852241750 3.325 12090000 11/14/2016 2016 SR 31 FOX HILL RD Motor Vehicle In Transport Angle Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

838316760 3.47 12090000 3/5/2015 2015 SR 31 CR 78 Motor Vehicle In Transport Front To Front Dark-Not Lighted Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No 3

855419220 3.674 12090000 10/12/2017 2017 SR 31 SHIRLEY LN Overturn/Rollover Other (See Narrative) Daylight Cloudy Dry Non-Junction Not At Intersection/Rrx/Bridge No 1

877214270 3.796 12090000 5/29/2018 2018 SR 31 FOX HILL RD Pedestrian Not Coded Dark-Not Lighted Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

837238110 3.843 12090000 4/22/2014 2014 SR 31 FOX HILL RD Overturn/Rollover Other (See Narrative) Daylight Clear Dry Non-Junction Influenced By Intersection No

844724270 3.935 12090000 11/17/2014 2014 SR 31 BUSBEE LN Tree (Standing) Other (See Narrative) Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No 1

871561310 4.119 12090000 7/3/2018 2018 SR 31 BUSBEE LN Ditch Other (See Narrative) Daylight Rain Wet Non-Junction Not At Intersection/Rrx/Bridge No 1

847941300 4.185 12090000 7/3/2014 2014 SR 31 BUSBEE LN Motor Vehicle In Transport Other (See Narrative) Dark-Not Lighted Clear Wet Non-Junction At Intersection No

849956140 4.185 12090000 10/13/2014 2014 SR 31 BUSBEE LN Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Non-Junction At Intersection No

863744220 4.185 12090000 6/1/2016 2016 SR 31 BUSBEE LN Culvert Not Coded Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No

873798020 4.189 12090000 10/2/2017 2017 SR 31 BUSBEE LN Motor Vehicle In Transport Other (See Narrative) Daylight Rain Wet Non-Junction Influenced By Intersection No

879755150 4.28 12090000 8/5/2018 2018 SR 31 BUSBEE LN Ran Into Water/Canal Not Coded Dark-Not Lighted Clear Dry Non-Junction Not At Intersection/Rrx/Bridge A/D

871553820 4.374 12090000 11/5/2018 2018 SR 31 BUSBEE LN Other Non-Collision Other (See Narrative) Daylight Clear Dry Non-Junction Not At Intersection/Rrx/Bridge No



Year Fatal Crashes Fatalities Injured In Fatal Crashes Injured Crashes Injured In Injury Crashes Property Damage Only Crashes Total Crashes Total Fatalities Total Injured

2014 0 0 0 3 9 0 3 0 9

2015 0 0 0 2 3 8 10 0 3

2016 0 0 0 3 4 3 6 0 4

2017 0 0 0 2 5 10 12 0 5

2018 1 1 0 1 1 5 7 1 1

Totals 1 1 0 11 22 26 38 1 22



Crash Number Location Mile Post Roadway Id Crash Date Crash Year On Road Intersecting Road First Harmful Event Manner Of Collision Light Condition Weather Condition Surface Condition Junction Site Location Alcohol Drugs Involvement Number of Fatalities Number of Injured

837975820 0.125 1030000 12/12/2014 2014 SR 31 SUZAN DR Motor Vehicle In Transport Other (See Narrative) Dark‐Not Lighted Cloudy Dry Intersection At Intersection No 2

842326670 0.125 1030000 1/5/2015 2015 SUZAN DR SR 31 Other Fixed Object (Wall, Buil Not Coded Daylight Clear Dry Non‐Junction At Intersection No

854845780 0.148 1030000 8/7/2017 2017 SR 31 SUZAN DR Overturn/Rollover Other (See Narrative) Daylight Cloudy Dry Non‐Junction Not At Intersection/Rrx/Bridge No

855301290 0.165 1030000 5/4/2018 2018 SR 31 SUZAN DR Other Non‐Collision Other (See Narrative) Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge Drg 1

868547750 0.172 1030000 3/29/2017 2017 SR 31 SUZAN DR Motor Vehicle In Transport Angle Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

873905200 0.172 1030000 1/14/2018 2018 SR 31 SUZAN DR Motor Vehicle In Transport Front To Rear Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

878743110 0.191 1030000 11/22/2018 2018 SR 31 SUZAN DR Animal Not Coded Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

855388520 0.22 1030000 9/7/2017 2017 SR 31 SUZAN DR Motor Vehicle In Transport Front To Rear Dark‐Not Lighted Rain Wet Non‐Junction Not At Intersection/Rrx/Bridge Alc

878738110 0.613 1030000 10/7/2018 2018 SR 31 SUZAN DR Animal Not Coded Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

842347100 0.635 1030000 6/25/2015 2015 SR 31 HORSESHOE RD Ditch Not Coded Dark‐Not Lighted Rain Wet Non‐Junction Not At Intersection/Rrx/Bridge No

832804170 0.885 1030000 11/25/2014 2014 SR 31 HORSESHOE RD Work Zone/Maintenance Equipmen Other (See Narrative) Daylight Cloudy Dry Non‐Junction Not At Intersection/Rrx/Bridge No 6

878734440 0.946 1030000 8/30/2018 2018 SR 31 HORSESHOE RD Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

844729560 1.079 1030000 5/21/2015 2015 SR 31 HORSESHOE RD Motor Vehicle In Transport Front To Rear Daylight Cloudy Dry Non‐Junction Not At Intersection/Rrx/Bridge No

842356890 1.135 1030000 9/29/2015 2015 SR 31 HORSESHOE RD Motor Vehicle In Transport Front To Rear Daylight Rain Wet Non‐Junction Not At Intersection/Rrx/Bridge No 2

842358520 1.292 1030000 10/12/2015 2015 SR 31 LITTLE FARM RD Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

832885850 1.312 1030000 1/15/2014 2014 SR 31 LITTLE FARM RD Other Non‐Fixed Object Other (See Narrative) Dark‐Not Lighted Cloudy Dry Non‐Junction Not At Intersection/Rrx/Bridge No 1

865379420 1.368 1030000 9/6/2016 2016 SR 31 LITTLE FARM RD Motor Vehicle In Transport Front To Rear Dark‐Lighted Clear Dry Non‐Junction Influenced By Intersection No 2

873896100 1.387 1030000 11/4/2017 2017 SR 31 LITTLE FARM RD Motor Vehicle In Transport Other (See Narrative) Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

849008510 1.448 1030000 4/19/2015 2015 SR 31 LITTLE FARM RD Ditch Other (See Narrative) Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

853156760 1.501 1030000 6/27/2016 2016 SR 31 LEE CO  LINE Animal Other (See Narrative) Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

855119750 1.576 1030000 5/30/2018 2018 SR 31 LITTLE FARM RD Culvert Other (See Narrative) Dawn Rain Wet Driveway/Alley Access Related Driveway Access No 1

848957570 1.809 1030000 5/8/2015 2015 SR 31 COOK BROWN RD Ditch Other (See Narrative) Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No 1

873885930 1.962 1030000 8/12/2017 2017 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Dark‐Not Lighted Cloudy Dry Non‐Junction Not At Intersection/Rrx/Bridge No

868533530 1.966 1030000 12/17/2016 2016 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

851913120 1.971 1030000 1/6/2016 2016 SR 31 COOK BROWN RD Motor Vehicle In Transport Angle Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No 1

873887530 1.99 1030000 8/28/2017 2017 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Dark‐Not Lighted Rain Water (Standing/Moving) Non‐Junction Not At Intersection/Rrx/Bridge No

842348580 2.009 1030000 7/8/2015 2015 SR 31 COOK BROWN RD Motor Vehicle In Transport Sideswipe, Same Direction Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

842349410 2.009 1030000 7/16/2015 2015 SR 31 COOK BROWN RD Ran Into Water/Canal Not Coded Daylight Rain Wet Non‐Junction Not At Intersection/Rrx/Bridge No

865377330 2.009 1030000 8/14/2016 2016 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Daylight Rain Wet Non‐Junction At Intersection No 1

851913530 2.009 1030000 12/18/2017 2017 SR 31 COOK BROWN RD Motor Vehicle In Transport Angle Dark‐Not Lighted Clear Dry Intersection At Intersection No 1

873895080 2.009 1030000 10/27/2017 2017 COOK BROWN RD SR 31 Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Intersection At Intersection No

842358010 2.02 1030000 10/8/2015 2015 SR 31 COOK BROWN RD Ran Into Water/Canal Not Coded Dark‐Not Lighted Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

873895530 2.056 1030000 10/31/2017 2017 SR 31 COOK BROWN RD Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

873900840 2.056 1030000 12/12/2017 2017 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Daylight Cloudy Dry Non‐Junction Not At Intersection/Rrx/Bridge No

873910720 2.056 1030000 2/23/2018 2018 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

868542280 2.073 1030000 2/19/2017 2017 SR 31 HORSESHOE RD Motor Vehicle In Transport Angle Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No 4

865367460 2.075 1030000 5/21/2016 2016 SR 31 COOK BROWN RD Motor Vehicle In Transport Front To Rear Daylight Clear Dry Non‐Junction Not At Intersection/Rrx/Bridge No

873887430 2.104 1030000 8/27/2017 2017 SR 31 COOK BROWN RD Motor Vehicle In Transport Other (See Narrative) Daylight Rain Water (Standing/Moving) Non‐Junction Not At Intersection/Rrx/Bridge No
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Introduction  

This Technical Memorandum presents the details of the Model Traffic Forecasts developed in 

support of a traffic study at SR-31 from SR-78 to Cook Brown Road in Charlotte and Lee 

Counties, Florida, as seen in the study area map, Figure 1.  

This effort involved conducting a sub-area base year (2010) validation refinement for the study 

area, as well as development of refined forecast (2026 and 2040) models.   

The traffic model applied for this study was based on the current adopted District 1 Cost 

Feasible 2040 One Regional Planning Model (D1RPM v1.0.3). The D1RPM is a travel demand 

forecasting tool developed by FDOT District 1, in conjunction with the six District MPO/TPOs in 

support of their current 2040 Long Range Transportation Plans (LRTP).  This model was 

adopted by the Charlotte and Lee County MPOs for use in developing traffic forecasts within the 

County.   

 

Model Sub-Area Validation   

The original 2010 base year model validation was refined for the project study area to ensure 

that the base year model is replicating 2010 traffic conditions and counts.  The model 

refinement was performed by using the guidelines identified in “FDOT Project Traffic 

Forecasting Handbook”. Validation criteria including volume over count (v/c) ratios were used to 

assess the accuracy of the base year model.   

 

 

 



Cook Brown Rd

Horseshoe Rd

Suzan Dr

Shirley Ln

Figure 1: SR-31 Study Area Map 

¯

Study Area



The following network revisions were incorporated into the 2010 Base Year model as part of the 

sub-area validation effort: 

 

 SR-31 from Shirley Ln to Bayshore Rd, FT changed from 35 to 39 

 MOCF adjusted from 0.9 to 0.92 on SR-31 N of N River Rd. 

 Revised centroid loadings at zones 3883, 3882, and 4073 

 

These revisions resulted in improved validation performance along the study corridor. Tables 1 

and 2 and Figures 2 and 3 show the original 2010 model level of validation as well as the level 

of validation after model sub-area refinement.  



Table 1: Original Validation 

 

 

Table 2: Refined Validation 

SL ROADWAY AT FT ANODE BNODE VOLUME COUNT V/C 

88 SR-31 from Suzan Dr. to Shirley Ln 52 39 24799 24801 1477 2192 0.67 

88 SR-31 from Suzan Dr. to Shirley Ln 52 39 24801 24799 1519 2192 0.69 

88 SR-78/N River Rd E of SR-31 33 35 24796 25100 1120 778 1.44 

88 SR-78/N River Rd E of SR-32 33 35 25100 24796 1118 778 1.44 

88 SR-31 from N River Rd to Old Rodeo Rd 51 39 19133 24796 3193 4011 0.80 

88 SR-31 from N River Rd to Old Rodeo Rd 51 39 24796 19133 3255 4011 0.81 

88 SR-78/Bayshore Rd W of SR-31 33 35 24646 24794 3365 3736 0.90 

88 SR-78/Bayshore Rd W of SR-32 33 35 24794 24646 2793 3736 0.75 

 Study Area 17840 21434 0.83
 

 

 

 

 

 

SL ROADWAY AT FT ANODE BNODE VOLUME COUNT V/C 

88 SR-31 from Suzan Dr. to Shirley Ln 52 39 24799 24801 415 2241 0.19 

88 SR-31 from Suzan Dr. to Shirley Ln 52 39 24801 24799 438 2241 0.20 

88 SR-78/N River Rd E of SR-31 33 35 24796 25100 1059 778 1.36 

88 SR-78/N River Rd E of SR-32 33 35 25100 24796 1056 778 1.36 

88 SR-31 from N River Rd to Old Rodeo Rd 51 35 19133 24796 2159 4011 0.54 

88 SR-31 from N River Rd to Old Rodeo Rd 51 35 24796 19133 2205 4011 0.55 

88 SR-78/Bayshore Rd W of SR-31 33 35 24646 24794 3837 3736 1.03 
88 SR-78/Bayshore Rd W of SR-32 33 35 24794 24646 2394 3736 0.64 

 Study Area 13563 21532 0.63



Figure 2: D1RPM 2010 Base Year Model- Original

 (Licensed to TRAF-O-DATA CORP)
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Figure 3: D1RPM 2010 Base Year Model- Refined

 (Licensed to TRAF-O-DATA CORP)
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Forecast Model Development 

Forecast model networks were developed by applying appropriate base year validation 

refinements to the 2040 LRTP Cost Feasible model network.  

The Babcock Ranch development in Charlotte and Lee counties will have significant impacts to 

traffic flow, and includes thousands of new housing units, new employment centers, as well as 

schools and hotels. These developments are reflected in the 2026 and 2040 model 

socioeconomic data. Documentation regarding these development levels are included in 

Appendix A.  

One other smaller planned commercial development at the corner of SR-31 and SR-80 in Lee 

county that was also included in the model socioeconomic data.  

A 2026 model was developed by interpolating model input data from 2010 and 2040. The 2026 

socioeconomic data was then adjusted to reflect the appropriate developments. The original 

2040 model socioeconomic data was also refined to include these developments. Table 3 

shows these differences between the original and revised socioeconomic data for both 2026 

and 2040.  

As a result of the forecast model development, Figures 4 and 5 show future traffic volumes for 

the study area in both 2026 and 2040, respectively.   

Table 4 shows network changes that were made for 2026 and 2040 to accommodate traffic 

associated with the developments defined above, as agreed upon with department staff.  
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Table 3: Model Socioeconomic Data Revisions  

 

 

 

Table 4: Forecast Network Revisions 
 

Roadway Original Improved 
SR-31 from Cook Brown Rd to Horseshoe Rd 2 lanes undivided 4 lanes divided 
SR-31 from Horseshoe Rd to Busbee Ln 2 lanes undivided 6 lanes divided 
SR-31 from Busbee Ln to SR-78/Bayshore Rd 4 lanes divided 6 lanes divided 
SR-31 from SR-78/Bayshore Rd to SR-80 2 lanes undivided 6 lanes divided 
SR-78/Bayshore Rd from SR-31 to I-75 2 lanes undivided 4 lanes divided 
 

 

 

 

 

 

 

 

 

 
Zone SFDU MFDU Industrial Commercial Service HMDU K-12 

Original 2026 

3739 

6 9 76 31 51 0 0 

 Revised 2026 6 9 76 664 51 0 0 

Difference 0 0 0 633 0 0 0 

Original 2040 11 11 74 6 92 0 0 

Revised 2040 11 11 74 664 92 0 0 

Difference 0 0 0 658 0 0 0 

Original 2026 

4070 

1200 800 125 500 500 0 350 

 Revised 2026 3000 2000 0 2206 2106 600 1466 

Difference 1800 1200 -125 1706 1606 600 1116 

Original 2040 4656 13215 34 960 1325 0 0 

Revised 2040 12596 6904 650 3500 12049 600 4154 

Difference 7940 -6311 616 2540 10724 600 4154 



SR 31 Build - 2026 Daily Traffic Volumes (BRC NOPC 4/19)

 (Licensed to Traf O Data)
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8/3/2018

Charlotte DRI Lee MPD Babcock Ranch
Reference # Land Use Unit Buildout (2040)(1) (2026)(2) Total (Buildout)

Residential
1 Single‐Family d.u. 11,616                                 980                     12,596                                   
2 Multifamily d.u. 6,254                                   650                     6,904                                      

Sub‐total Residential d.u. 17,870                                 (5) 1,630                 19,500                                   

Non‐Residential(3)

3 Retail/Entertainment sq. ft. 530,000                               870,000             1,400,000                              
rooms ‐                                       600                     600                                         

4 sq. ft. ‐                                       360,000             (6) 360,000                                 
5 Industrial sq. ft. 650,000                               ‐                      650,000                                 
6 General Office sq. ft. 1,753,000                           257,000             2,010,000                              
7 Medical Office sq. ft. 457,000                               43,000               500,000                                 
8 Government Office sq. ft. 90,000                                 ‐                      90,000                                   

beds 177                                       ‐                      177                                         
9 sq. ft. 265,500                               (7) ‐                      265,500                                 

units 418                                       ‐                      418                                         
10 sq. ft. 209,000                               (8) ‐                      209,000

11 ( 3 ) Sub‐total Retail sq. ft. 530,000                               870,000             1,400,000                              
12 ( 6+7+8 ) Sub‐total Office sq. ft. 2,300,000                           300,000             2,600,000                               (9)

13 ( 4+5+9+10 ) Sub‐total Other sq. ft. 1,124,500                           360,000             1,484,500                              
14 (3 thru 10 ) Total Non‐Residential sq. ft. 3,954,500                           1,530,000         5,484,500                               (3)

Ancillary(4)

15 Golf holes 54                                         ‐                      54                                           
16 Neighborhood Park acres 78                                         48                       126                                         

BRC MASTER TRAFFIC STUDY UPDATE 2018

ALF

Hotel

BABCOCK RANCH (Charlotte & Lee County)
DEVELOPMENT PARAMETERS ‐ BUILDOUT

Hospital

17 Community/Regional Park acres 178                                       ‐                      178                                         
18 Recreation Center sq. ft. 30,000                                 ‐                      30,000                                   
19 Library sq. ft. 24,000                                 ‐                      24,000                                   
20 Churches sq. ft. 120,000                               ‐                      120,000                                 
21 Elementary School students 1,750                                   ‐                      1,750                                      
22 Middle School students 662                                       ‐                      662                                         
23 High School students 1,742                                   ‐                      1,742                                      

Other
24 Special Use n/a ‐                                       ‐                      ‐                                          

Footnotes:
(1) Proposed BRC Master Traffic Study Update II ‐ Includes approved Increment 1 NOPC (07/2017).
(2) Approved Lee County Babcock Ranch MPD (02/2018).
(3) BRC MDO and Babcock MPD ‐ Total Babcock Ranch non‐residential use not to exceed 6.0 million sq. ft.
      Subject to allowable Land Use Conversion.
(4) Ancillary and supporting community use not part of 6.0 million sq. ft. limitation. 
(5) BRC MDO ‐ Total residential not to exceed 17,870 d.u.
(6) Estimate Hotel square footage = 600 sq. ft. per room.
(7) Estimate Hospital sqaure footage = 1,500 sq. ft. per bed.
(8) Estimate ALF sqaure footage = 500 sq. ft. per unit.
(9) BRC MDO ‐ Approved 3.5 million sq. ft. of combined office use. 
      Subject to allowable Land Use Conversion.
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Appendix H 

Peak Hour Truck Turning Movement Volumes and Percentages – SR 78 
and CR 78 Intersections 

 
 
 



7:15 AM 5 63 1 69 33 4 8 45 4 64 17 85 1 0 1 2
7:30 AM 1 55 1 57 49 3 7 59 5 61 13 79 0 1 8 9
7:45 AM 6 64 0 70 34 5 7 46 8 63 22 93 2 1 7 10
8:00 AM 5 67 0 72 39 4 5 48 5 66 12 83 4 1 5 10

Total 17 249 2 268 155 16 27 198 22 254 64 340 7 3 21 31

7:15 AM 0 10 1 11 0 0 0 0 1 21 0 22 0 0 1 1
7:30 AM 1 9 0 10 0 0 2 2 2 17 0 19 0 0 4 4
7:45 AM 0 20 0 20 0 0 1 1 3 22 2 27 1 0 1 2
8:00 AM 0 24 0 24 0 1 1 2 1 14 1 16 0 0 0 0

Total 1 63 1 65 0 1 4 5 7 74 3 84 1 0 6 7

% Trucks 5.9% 25.3% 50.0% 24.3% 0.0% 6.3% 14.8% 2.5% 31.8% 29.1% 4.7% 24.7% 14.3% 0.0% 28.6% 22.6%

4:00 PM 6 92 2 100 19 1 4 24 8 65 30 103 1 1 2 4
4:15 PM 5 72 0 77 27 0 3 30 6 46 26 78 2 0 5 7
4:30 PM 5 71 0 76 21 3 2 26 7 79 34 120 1 1 3 5
4:45 PM 12 73 1 86 15 2 2 19 15 74 30 119 3 5 3 11

Total 28 308 3 339 82 6 11 99 36 264 120 420 7 7 13 27

4:00 PM 1 15 0 16 1 0 0 1 1 6 1 8 0 0 0 0
4:15 PM 2 9 0 11 0 0 0 0 0 3 1 4 0 0 1 1
4:30 PM 0 14 0 14 0 0 1 1 0 8 0 8 0 0 0 0
4:45 PM 1 16 0 17 0 0 0 0 0 11 0 11 1 0 1 2

Total 4 54 0 58 1 0 1 2 1 28 2 31 1 0 2 3

% Trucks 14.3% 17.5% 0.0% 17.1% 1.2% 0.0% 9.1% 2.0% 2.8% 10.6% 1.7% 7.4% 14.3% 0.0% 15.4% 11.1%
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7:15 AM 0 48 49 97 68 55 0 123 40 0 30 70
7:30 AM 0 61 53 114 50 45 0 95 41 0 30 71
7:45 AM 0 60 38 98 44 58 0 102 48 0 47 95
8:00 AM 0 82 52 134 33 59 0 92 36 0 41 77

Total 0 251 192 443 195 217 0 412 165 0 148 313

7:15 AM 0 4 3 7 5 10 0 15 9 0 3 12
7:30 AM 0 10 6 16 3 8 0 11 14 0 0 14
7:45 AM 0 15 7 22 1 10 0 11 16 0 2 18
8:00 AM 0 19 7 26 1 6 0 7 9 0 1 10

Total 0 48 23 71 10 34 0 44 48 0 6 54

% Trucks 0.0% 19.1% 12.0% 16.0% 5.1% 15.7% 0.0% 10.7% 29.1% 0.0% 4.1% 17.3%

4:00 PM 0 83 31 114 57 53 0 110 46 0 47 93
4:15 PM 0 71 37 108 56 45 0 101 36 0 50 86
4:30 PM 0 58 40 98 65 71 0 136 49 0 46 95
4:45 PM 0 46 48 94 56 69 0 125 51 0 59 110

Total 0 258 156 414 234 238 0 472 182 0 202 384

4:00 PM 0 9 6 15 4 3 0 7 3 0 3 6
4:15 PM 0 9 3 12 8 1 0 9 3 0 1 4
4:30 PM 0 5 11 16 2 3 0 5 5 0 3 8
4:45 PM 0 2 18 20 1 3 0 4 8 0 3 11

Total 0 25 38 63 15 10 0 25 19 0 10 29

% Trucks 0.0% 9.7% 24.4% 15.2% 6.4% 4.2% 0.0% 5.3% 10.4% 0.0% 5.0% 7.6%
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995 0 393 12.0% 47 1,388 244 5.1% 12 795 0 1,039 342 29.1% 100 237 4.1% 10 579 109 18.9%

813 0 335 24.4% 82 1,148 251 6.4% 16 1,027 0 1,278 389 10.4% 40 286 5.0% 14 675 55 8.1%

1,915 0 722 12.0% 87 2,637 330 5.1% 17 1,553 0 1,883 588 29.1% 171 326 4.1% 13 914 184 20.2%

1,535 0 588 24.4% 143 2,123 345 6.4% 22 1,952 0 2,297 681 10.4% 71 375 5.0% 19 1,056 90 8.5%

2,384 0 919 12.0% 110 3,303 505 5.1% 26 1,827 0 2,332 752 29.1% 219 406 4.1% 17 1,158 235 20.3%

1,893 0 752 24.4% 183 2,645 452 6.4% 29 2,342 0 2,794 919 10.4% 96 420 5.0% 21 1,339 117 8.7%

1,388 9.5% 132 393 12.0% 47 995 85 8.5% 1,137 9.5% 108 342 16.0% 55 795 53 6.7% 342 16.0% 55 237 4.1% 10 579 64 11.1%

1,148 5.8% 67 335 12.0% 40 813 26 3.2% 1,416 5.8% 82 389 10.4% 40 1,027 42 4.1% 389 10.4% 40 286 5.0% 14 675 55 8.1%

2,637 5.5% 145 722 7.0% 51 1,915 94 4.9% 2,141 5.5% 118 588 10.0% 59 1,553 59 3.8% 588 10.0% 59 326 4.1% 13 914 72 7.9%

2,123 4.6% 98 588 9.0% 53 1,535 45 2.9% 2,633 4.6% 121 681 8.0% 54 1,952 67 3.4% 681 8.0% 54 375 5.0% 19 1,056 73 6.9%

3,303 4.9% 162 919 6.0% 55 2,384 107 4.5% 2,579 4.9% 126 752 8.5% 64 1,827 62 3.4% 752 8.5% 64 406 4.1% 17 1,158 81 7.0%

2,645 4.9% 130 752 8.0% 60 1,893 69 3.7% 3,261 4.9% 160 919 7.5% 69 2,342 91 3.9% 919 7.5% 69 420 5.0% 21 1,339 90 6.7%

Total  Vol.Total  Vol.

Initial Future Year Peak Hour Truck Volume Estimates - SR 31/SR 78 Intersection

Final Future Year Peak Hour Truck Volume  and Truck Percentage Estimates - SR 31/SR 78 Intersection
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106 5.9% 6 38 25.0% 10 25 31.8% 8 74 4.7% 3 143 0.0% 0 5 6.3% 0 94 14.8% 14 32 14.3% 5 4 0.0% 0 19 28.6% 5

111 14.3% 16 31 0.0% 0 33 2.8% 1 115 1.7% 2 93 1.2% 1 19 0.0% 0 104 9.1% 9 39 14.3% 6 5 0.0% 0 23 15.4% 4

217 5.9% 13 80 25.0% 20 25 31.8% 8 110 4.7% 5 161 0.0% 0 5 6.3% 0 183 14.8% 27 66 14.3% 9 4 0.0% 0 25 28.6% 7

224 14.3% 32 63 0.0% 0 33 2.8% 1 127 1.7% 2 104 1.2% 1 19 0.0% 0 209 9.1% 19 79 14.3% 11 5 0.0% 0 31 15.4% 5

355 5.9% 21 119 25.0% 30 27 31.8% 9 106 4.7% 5 156 0.0% 0 5 6.3% 0 433 14.8% 64 98 14.3% 14 5 0.0% 0 26 28.6% 7

358 14.3% 51 128 0.0% 0 39 2.8% 1 160 1.7% 3 102 1.2% 1 20 0.0% 0 373 9.1% 34 142 14.3% 20 6 0.0% 0 33 15.4% 5

Future Year Peak Hour Truck Volume  and Truck Percentage Estimates - SR 31/CR 78 Intersection
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Appendix T 
 

95th-Percentile Signalized Intersection Queue Length Estimates 
 

  



NB LT NB TH NB RT SB LT SB TH SB RT WB LT WB TH WB RT EB LT EB TH EB RT
AM 403 445 1,124 57 236 160
PM 314 986 718 51 184 149
AM 508 1,101 1,717 288 856 209
PM 542 1,720 1,252 214 1,118 227
AM 340 268 894 788 310 419
PM 288 500 611 467 352 404
AM 30 1,325 31 388 1,737 11 261 20 90 109 51
PM 41 1,867 40 418 988 3 200 51 183 131 52
AM 35 874 11 263 1,331 29 342 342 266 203 53
PM 49 1,325 58 330 734 32 277 277 234 304 52
AM 20 908 49 144 1,310 521 0 39 0
PM 24 1,339 104 193 824 389 0 53 0
AM 15 547 101 52 727 347 17 0
PM 18 742 173 117 532 328 29 0
AM 268 41 46 249 250 48
PM 348 126 55 173 229 48
AM 432 266 126 162 282 120
PM 585 824 242 169 265 131

*50th-percentile queue lengths based on redistributed volumes

2035

2045
CR 78

95th-Percentile Queue Lengths

2045Shirley Ln

Intersection Year Peak Hour
Movement

2025

2045

SR 78  2035*

Busbee Ln 2045

Cypress Pkwy
2035

2045



 

 

 
 
 
 
 
 
 
 
 
 

Appendix U 
 

Noise Analysis Traffic Data 
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MEMORANDUM 

 
AIM Engineering  
& Surveying, Inc. 

Tampa Office 
3802 Corporex Park Drive, Suite 225 

Tampa, Florida 33619 
(T) 813-627-4144 / (F) 813-664-1899 

www.aimengr.com 

 
 

Date: November 4, 2020 

To: 

Christopher Simpron – FDOT District One Modeling, Interchange Review & Level of 
Service Coordinator (ISD) 
Patrick Bateman, P.E. - FDOT District One Project Manager (DEMO) 
Richard (OJ) Oujevolk, P.E. – FDOT District One Engineering Manager (DEMO) 

From: Greg Root  

Subject: SR 31 PD&E Studies from SR 78 to CR 78 and from CR 78 to Cook Brown Road (Lee 
and Charlotte Counties) – Traffic Data Inputs for Noise Analysis 

 
The purpose of this memorandum is to document the development of the traffic data inputs to be 
used in support of the noise analysis conducted for the SR 31 PD&E studies from SR 78 to Cook Brown 
Road. Existing traffic counts were conducted in March of 2017 and these counts included 72-hour 
vehicle classification counts at the following two mainline SR 31 locations: 
 

• Between SR 78 and CR 78 (from March 14, 2017 through March 16, 2017); and 
• Between Little Farm Road and Cook Brown Road (from March 21, 2017 through March 23, 2017) 

 
The p.m. peak hour truck volumes at these two locations are summarized in Table 1. The three-day 
average p.m. peak hour truck volume on SR 31 between SR 78 and CR 78 is 152 trucks (approximately 
17% of the average total volume), while the three-day average p.m. peak hour truck volume on SR 
31 between Little Farm Road and Cook Brown Road is 114 trucks (approximately 26% of the average 
total volume). This information indicates that trucks comprise a significant percentage of the current 
total traffic volume on SR 31. These high truck percentages are due to several factors including the 
following: 
 

• The low levels of residential and commercial development that currently exist throughout a 
majority of the corridor; 

• SR 31 is the most direct freight transportation route between Labelle and Arcadia; and 
• The ongoing construction associated with the Babcock Ranch development. 

 
Table 1 also summarizes the number of p.m. peak hour medium trucks, heavy trucks, motorcycles and 
buses counted during the 72-hour vehicle classification counts, as well as the percentages of the total 
volume. The distribution of medium and heavy trucks is different for the two locations. On SR 31 
between SR 78 and CR 78, the distribution of medium and heavy trucks is 45.5% and 54.5%, 
respectively. On SR 31 between Little Farm Road and Cook Brown Road, the distribution of medium 
and heavy trucks is 32.6% and 67.4%, respectively. Table 1 indicates the average distribution of 
medium and heavy trucks is 40.0% and 60.0%, respectively. Table 1 also indicates there are very few  
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motorcycles and buses at either location in the study corridor. During the p.m. peak hour, motorcycles 
comprise 0.4% of the total volume and buses comprise 0.6% of the total volume.  
 
Although truck volumes are expected to increase over the 28-year period from 2017 to 2045, the 
increase in passenger vehicles is expected to be greater than the increase in trucks as a result of the 
completion of the Babcock Ranch development (i.e., fewer construction vehicles) and the significant 
amount of passenger vehicle trips that will be generated by the future residential, commercial and 
institutional land uses located in this development. This will result in lower future year truck percentages 
as compared to the existing percentages.  
 
A truck forecasting methodology was previously developed for the SR 31 corridor. The results of this 
methodology were originally documented in a January 2019 technical memorandum that was 
subsequently approved by District One. These results were modified in October 2020, due to the 
revised future year traffic projections that were provided by District One on October 6, 2020 and the 
availability of 2018 and 2019 daily truck volumes on SR 31 north of Fox Hill Road. The steps associated 
with this approved methodology are summarized below:   
 
Step 1: The 2045 daily truck volume on SR 31 north of Fox Hill Road was estimated by conducting a 
growth trend analysis using the historic truck volumes associated with FDOT Count Station No. 120273 
for the 10-year period from 2010 to 2019.  This resulted in a 2045 daily truck volume equal to 6,500 
trucks.  
 
Step 2: The 2045 daily truck volume on SR 31 north of Fox Hill Road was divided by the 2045 total daily 
volume estimated for this same location (i.e., 60,600 vehicles per day) to obtain a 2045 daily truck 
percentage equal to approximately 10.7% 
 
Step 3: The 2045 AADT volumes estimated for the SR 31 roadway segments between SR 78 and Cook 
Brown Road were multiplied by the initial estimate of the 2045 daily truck percentage (i.e., 10.7%) to 
obtain an initial estimate of the 2045 daily truck volumes. These truck volumes are provided in Table 
2. 
 
A review of the preliminary 2045 daily truck volumes indicated some significant fluctuations in volumes 
between adjacent roadway segments. Many of these fluctuations were not viewed as being realistic 
given the specific nature of the cross streets and the adjacent land uses. In addition, the preliminary 
2045 truck volume for the segment of SR 31 between Little Farm Road and Cook Brown Road (i.e., 
2,354 trucks) was lower than the three-day average 2017 truck volume at this same location (i.e., 2,488 
trucks). These unrealistic values were the result of applying the same daily truck percentage to each 
roadway segment regardless of the magnitude of the AADT volume.  
 
Although it is possible that SR 31 will experience some minor fluctuations in truck volumes throughout 
the study corridor in the future, it is reasonable to expect that a majority of the future year SR 31 truck 
traffic will have origins and destinations south of SR 78 and north of Cook Brown Road. For the purpose 
of these PD&E studies, it was assumed that the daily truck traffic would remain constant between SR 
78 and Cook Brown Road.  Consequently, the 2045 daily truck volume estimated for SR 31 north of 
Fox Hill Road was assumed to travel throughout the SR 31 study corridor. Based on this assumption, 
the 2045 daily truck percentage ranges from 8.8 % to 29.5%.   
 
The 2045 peak hour truck percentage was assumed to be approximately equal to one-half of the 
2045 daily truck percentage. Consequently, the 2045 two-way peak hour volumes were multiplied by 



5.3%. These preliminary peak hour truck volume estimates are provided in Table 2. A review of the 
preliminary 2045 peak hour truck volumes indicated significant fluctuations in volumes between some 
of the SR 31 segments and the magnitude of some of these fluctuations did not seem reasonable 
given the specific nature of the cross streets and the adjacent land uses. Therefore, it was also 
assumed that the peak hour truck traffic would remain constant between SR 78 and Cook Brown 
Road. The 2045 peak hour truck volume estimated for SR 31 north of Fox Hill Road was assumed to 
travel throughout the SR 31 study corridor. This is consistent with the assumption that was made 
previously with respect to the daily truck traffic. The final 2045 p.m. peak hour truck volume estimate 
is provided in Table 2 along with the corresponding peak hour truck percentages. Based on these 
assumptions, the 2045 p.m. peak hour truck percentage ranges from 4.4 % to 14.5%.   

The peak hour directional Level of Service C (LOS C) volumes were obtained from Table 7 of the 
FDOT’s Quality/Level of Service Handbook (January 2020). The existing SR 31 corridor was considered 
to be a two-lane undivided uninterrupted flow highway with a peak hour directional LOS C volume 
equal to 890 vehicles per hour (vph). The existing posted speed limit in the study corridor is 60 miles 
per hour (mph). The design year (2045) SR 31 Build Alternative was considered to be a divided Class I 
signalized arterial with a design speed of 45 mph. The six-lane portion of SR 31 from SR 78 to Cypress 
Parkway has a peak hour directional LOS C volume equal to 3,087 vph, while the four-lane portion of 
SR 31 from Cypress Parkway to Cook Brown Road has a peak hour directional LOS C volume equal to 
1,910 vph. 

The traffic data inputs for the SR 31 noise analysis are summarized in Appendix A. The shaded cells in 
each table denote the specific volumes to be input into the noise model for each of the three 
scenarios to be analyzed (Existing Conditions, Design Year No-Build Alternative and Design Year Build 
Alternative) for each of the segments. This was based on the lower of the two volumes for each 
scenario (i.e., demand peak hour volume vs. LOS C peak hour volume). 
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Year Count* Trend**
2010 1000 800
2011 1100 1000
2012 1100 1200
2013 1200 1300
2014 1300 1500
2015 1500 1600
2016 1800 1800
2017 2100 2000
2018 2100 2100
2019 2400 2300

2025 N/A 3300

2035 N/A 4900

161 2045 N/A 6500
93.9%

13.79%
6.79%

04-Nov-20

2045 Design Year Trend

TRANPLAN Forecasts/Trends

2025 Opening Year Trend

Straight Line Growth Option *Axle-Adjusted

Trend Growth Rate (2019 to Design Year):
Printed:

** Annual Trend Increase:
Trend R-squared:

Trend Annual Historic Growth Rate:

Traffic (ADT/AADT)

2035 Mid-Year Trend
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